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इस भाग में भिन्न पृष्ठ संख्या दी जाती है जिससे कि यह अलग संकलन केप में 


Separato Paging bs dlven to this part in order that it may be cled 

a separate compilation 


- 


भाग IIमाण्ड 3 - उप -साड (i ) 
PART II - - Section 3 - Sub - section ( ) 


( रक्षा मंत्रालय को छोड़कर ) भारत सरकार के मंत्रालयों और ( संघ राज्य को प्रशासनों को छोड़कर ) 
केन्द्रीय अधिकारियों द्वारा विधि के अन्तर्गत बनाए और जारी किए गए साधारण साविधिक 

नियम , जिनमें साधारण प्रकार के आवंश, उपनियम आदि सम्मिलित है । 
General Statutory Rules including Orders, Bye-laws etc . of a general 
Character issued by the Ministries of the Govornment of India (other 

than the Ministry of Defence ) and by the Central Authorities 

(other than the Administrations of Union Territories) 


गृह मंत्रालय 
( उत्तर क्षेत्रीय परिषद् सचिवालय ) 
नई दिल्ली, 16 नवम्बर , 1989 


मा . मा . नि . 883 : - - राष्ट्रपति संविधान के अनुसछेद 309 के परम्नुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए क्षेत्रीय परिषद ( गी 3, पौर श्रेणी 
4 पध ) भर्ती नियमावली, 1961 के अधिक्रमण में ( ऐसे अधिक्रमण-पूर्व-कृत कार्रवाही को छोड़कर ) राष्ट्रपति इसके द्वारा उत्तरी क्षेत्रीय परिषद सचिवालय में 
समूह ग पोरष पर्यों की भर्ती की विधि के विनियमन के लिये निम्नलिखित नियम बनाते है, नाम : 
( 1 ) संक्षिप्त नाम और प्रारम्भ : 1. ये नियम उत्तर क्षेत्रीय परिषद् सचिवालय ( समह ग मौर समूह पद ) भर्ती नियम, 1989 को जायेंगे । 

2. ये सरकारी राजपत्र में प्रकाश की तारीख से लागू होंगे । 
( 2) उपायोजन - ये नियम संलग्न अनुसूची में उल्लिखित पदों पर लागू होगें । 

( 3) पदों की संख्या, वर्गीकरण और वेतनमान : - उपस पदों की संख्या, उनका वर्गीकरण और उनसे सम्बस बेसनमान वही होगा जो इस नियमावली के 
साप संलग्न अनुसूची के स्तम्भ 3 से 5 में विनिर्दिष्ट किया गया है । 

( 4 ) भर्ती की विधि, प्राय- सीमा और पाहताएं और इनसे संबंधित अन्य बातें पहीं होंगी जो उक्त भनुसूची के सम्म 6 से 15 तक विनिर्दिष्ट है । 
( 5 ) निर्यतायें : मोई भी व्यक्ति- -- 
( क ) जिसमे ऐसे म्यक्ति से जिसका पति या जिसकी पत्नी जीवित है, विवाह किया है या विवाह का करार किया है अथवा 


. (2943 ) 


3331 GI/89 - 1 


- - - - - 
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( ख ) जिसने अपने पति या पत्नी के जीवित होते गए किसी व्यक्मि सेशिवाह किया है या निधार का कार से 
उक्त पद पर नियुक्ति का पास नहीं होगा । 

परन्तु यदि केमीय सरकार का यह समाधान हो जाता है कि ऐसा विवाह ऐसे व्यक्ति मौर. विवाह के दूसरे पक्षकार को लाग स्वीय विधि के अधीन 
मनुशेय है और ऐमा करने के अन्य माधार है तो यह किसी व्यक्ति को इस नियम के प्रवर्तन से छट दे सकती है । 

( 6 ) चपरासियों के पदों में नियुका व्यक्तियों का होमगार्ड के रूप में प्रशिक्षण लेने का दायित्य : - इन नियमों में निहित किसी बात के बावजूद इन नियमों 
के अधीन चपरासी के रूप में नियुक्त प्रत्येक व्यक्ति को , शारीरिक रूप में विकलांग व्यक्तियों को छोड़कर, होमगार्ड के रूप में सीन वर्ष का प्रशिक्षण लेना होगा । 

परन्तु प्रशिक्षण के दौरान किसी व्यक्ति द्वारा प्राप्न प्रशिक्षण के स्तर और निष्पादन को देखते हुए कमाण्डेंट जनरल , होमगार्ड ऐमे कारणों से लिखित रूप 
में इस अवधि को पटाकर दो वर्ष कर सकते हैं । 

( 7 ) शिथिल करने की शक्ति : - जहां केन्द्रीय सरकार की यह राय हो कि ऐसा करना आवश्यक या समीचीन है यहां वह उनके लिये जो कारण है 
उन्हें लिखित रूप में संघ लोक सेवा आयोग से परामर्श करके इन नियमों के किमी उपबन्ध को किसी वर्ग या प्रवर्ग के व्यक्तियों के लिये आदेश द्वारा शिपिल 
कर सकेगी । 

( 8 ) न्यायप्ति : - इन नियमों की कोई भी बात ऐसे पारक्षणों, प्राय सीमा में छूट और अन्य रियायतों पर प्रभाव नहीं डालेगी जिनका केन्द्रीय म रकार 
द्वारा इस संबंध में समय-समय पर निकाले गये प्रादेशों के अनुसार अनुभूचित जानियों, अनुसूचित जनजातियों , भूतपूर्व सैनिकों और अन्य विशेष प्रवर्गों के व्यक्तियों 
के लिये उपलब्ध करना अपेक्षित है । 


अनुसूची 


क . पद का नाम 


पदों की मंग्या 


वर्गीकरण 


मेगनमान 


चयन पर सेवा में जोड़े गए सोधे भर्ती किए सीधे भर्ती किए 
प्रथवा वर्षों का फायदा जाने वाले जाने वाले व्यक्तियों 
अचयन पद केन्द्रीय मिपिन व्यक्तियों के लिए, के लिए शैलिक 

सेवा (पेंशन ) आयु सीमा और अन्य पहाए 
नियम 1972 के 
नियम तीस के 
अधीन अनुशेय है 
है या नहीं 


. - . - - - - 


- 


- 


- - 


- - - 


1 


2 


3 


5 


- - 


- 


-- 


- 


- 


- 


- 


. - - - . 


- 


• -- - 


... 


गैर चयन 


लागू नहीं होता लागू नहीं होता लागू नहीं होता 


1. वरिष्ठ प्रामुलिपिक 1 * ( 1989 ) सामान्य केन्द्रीय सेवा, 1400-40- 1800- 

कार्यभार को देखते समूह ग अराजपत्रित ६ . रो . - 50- 23005 
हुए परिवर्तनीय अनुसचिय 


- 


-- - 


- - - 


- 


- 


_ . . - . . . .- - - - - - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


। 


- 


- 


- 


- 


- 


- 


10 


11 


12 


13 


- . - 


. 


सीधी भर्तीकिए जाने वाले परियोक्षा क अवधि भर्गी क. पद्धति , भर्ती मंध प्रोन्नति प्रतिनियुक्ति स्थानांतरण यदि विभागीय प्रोन्नति भर्ती करने में किन 
व्यक्तियों के लिए विहित 

होगी या प्रोन्नति द्वारा या द्वारा भर्ती की दशा में ष श्रणियों समिति है तो उसकी संरचना परिस्थितियों में मंध 
पायु मौर शैक्षिक प्रस्ताएं प्रतिनियुक्ति स्थानांतरण जिनसे प्रोन्नति प्रतिनियुक्ति 

लोक सेवा आयोग से 
प्रोगत व्यक्तियों की दशा वारा/तथा विभिन्न परतियों स्थानांतरण किया जाएगा 

परामर्श किया जाएगा 
में लागू होगी या नहीं 

बारा भरी जाने वाली 
रिक्तियों की प्रतिशतमा 
- - .- - - . - .... - - - - - - - 

14 

15 
-- - - - - -- - - 

- - - - - - - - -- - - - - -- . - .. - - -. . - - - - - 
लागू नहीं होता शुन्य पदोन्नति से जिमके न होने पर पदोशति : 

ममूह ग विभागीय पदोन्नति लागू नहीं होता । 
प्रतिनियुक्ति पर स्थानां- कनिष्ट पाशुलिपिक जिनकी अपने समिति का गठन इस 
मरण मे । 

ग्रेर में 5 वर्ष की नियमिग प्रकार है : 
सेवा हो । 

( 1 ) संयुक्त ममिव क्षेत्रीय 
प्रतिनियुक्ति पर स्थानांतरण : 

परिषद् सचिवालय 
ऐसे केन्द्रीय सरकार के कर्मचारी : गृह मंत्रालय अध्यक्ष 
( क ) ( 1 ) जो नियमित आधार ( 2 ) उप मचिय 

पर गमका पदों पर हों भेत्रीय परिषद् मनिवालय 
प्रथवा 

गृह मंत्रालय सदस्य 
( 3 ) प्रवर सचिव 

( प्रशमान -II ) 
गृह मंत्रालय सदस्य 


[ भाग II - बर 3 (i) ] 
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- 


11 


12 


13 


10 
- - 


15 


- - - 


( 2 ) जिनकी 1200- 2040 रु . 

के वेतनमान में 5 वर्ष की 

नियमित सेवा हो । 
( ख ) जिनके पास निम्नलिखित 

शैक्षिक एवं अन्य पहनायें 


( 1) मैट्रिक हायर सेकण्डरी 

अथवा समकक्ष 


( 2 ) प्राशुलिपि में 120 

शम्य प्रति मिनट मौर टंकण 
में 40 शब्द प्रति 
मिनट की गति । 
( प्रतिनियुक्ति की अवधि 
इस नियुक्ति से तुरंत 
पूर्व केन्द्रीय सरकार के अधीन 
इसी या किसी दूसरे विभाग / 
संगठन में दूसरे संवर्ग 
माय पद पर प्रतिनियुक्ति 
की अवधि सहित सामान्य 
तया 3 वर्ष से अधिक नहीं 
होगी । 


1 


गैर चयन लाचू नहीं होता लागू नहीं होता लागू नहीं होता 


उच्च क्षेणी लिपिक * ( 1989 ) 

* कार्यभार को 
देखते हुए 
परिवर्तनीय 


मामाग्य 1200 - 30- 1560 
केन्द्रीय सेवा द . रो .- 40- 2040 रु . 
समूह ग 
अराजपत्रित 
अनुमचिवीय 


- 


--- 


- -- - - 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- - 


10 


11 


12 


13 


15 


लागू नहीं होता 


शून्य पदोन्नति द्वारा जिसके न पदोन्नति : 

विभा .य पदोन्नति समिति : लारा नहीं 
होने पर प्रतिनियुक्ति प्रवर श्रेणी लिपिक 

( 1 ) संयमत सचिव - - 
में स्थानांतरण से । ( रु. 950-1500 ) जिनकी अपने ग्रेड में 8 वर्ष की क्षेत्रीय परिषद् सचिवालय 
नियमित वाहो । 

पह मंत्रालय -- - अध्यक्ष 
प्रतिनियुक्ति पर स्थानांतरण : 

( 2 ) उप-सचिव -- 
ऐसे केन्द्रीय मरकार के कर्मचारी 

क्षेत्रीय परिषद् सचिवालय 
( 1 ) जो नियमित आधार पर ममकक्ष पदों पर हों 
प्रथवा 

यह मंत्रालय - --सदस्य 
( 2 ) जिनकी प्रवर श्रेणी लिपिक अथवा ( 3 ) प्रवर सचिव ( प्रशासन II ) 

समकक्ष पद पर 8 वर्ष की नियमित सेवा हो । 
( प्रतिनियुक्ति की प्रधि इन नियुक्ति में गाह मन्त्रालय - सदम्प 
तुरंत पूर्व केन्द्रीय सरकार के अधीन इसी या 
किसी दूसरे विभाग / संगठन में दूसरे संवर्ग 
बाह्य पद पर प्रतिनियुमित की अवधि महिन 

मामान्यतय 1 3 वर्ष से अधिक नही होगी । 
- - 

- - - - - -- 


- - 


- - 


- - 


- - -- - 


- -. . 


- 


- 


- 


- - 


- -- 


- - 
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- - 


- 


5 


6 


३ 


प्रवर श्रेणी लिपिक 


लागू नहीं होता 


सामान्य केंद्रीय 950- 20-1150- गर चयन 
( 1989 ) सेवा समूह ग व. रो.- 25- 1500 रु. 
* कार्यभारको पराजपत्रित 
देखते हुए परिवर्त- अनुसचिनीय 
नीय 


18 से 25 वर्ष ( 1 ) मान्यता 
( केन्द्रीय सरकार प्राप्त किसी 
द्वारा जारी प्रम मोरयाविश्व 
देशों के अनुसार विद्यालय से 
सरकारी कम- मट्रिक या समकक्ष 
मारियों के लिये ( 2 ) अंग्रेजी में 
35 वर्ष तक शिथि - 30 शष्य प्रति 
लनीय ) माय मिनट या हिंदी 
सीमा निर्धारण की में 25 शम्य प्रति 
तिथि कर्मचारी मिनट की टंकण 
चयन प्रायोग द्वारा गति । 
विमापित तिथि 
होगी । 


10 


11 


12 


___ 13 


13 


15 


यो वर्ष 


हो जैसा कि कालम 12 में 

उल्लेख किया गया है । 


लागू नहीं होता 


विभागीय पदोन्नति समिति :- -- 
( 1 ) संयुक्त सचिव 

क्षेत्रीय परिषद् सचिवालय, 

गृह मंत्रालय अध्यक्ष 
( 2) उप- सचिप 

षोत्रीय परिषद् सचिवालय 
गह मशालय - सवस्य 


( 3) प्रवर सचिव (प्रशा.) ( I ) 

गृह मंत्रालय - सदस्य 


( 1 ) कर्मचारी चयन प्रायोग के माध्यम से लागू नहीं 
( 2 ) 90 % सीधी भर्तीद्वारा । 

होता 
5 % रिक्तियां विभागीय अईक परीक्षा 
के प्राधार पर समूह घ के ऐसे कर्म 
धारियों से भरी जायेंगी जो मट्रिक या 
समकम प्रहंता रखते हों और जिनकी 
सम ह प में 5 वर्ष की नियमित सेवा 
हो । परीक्षा के लिये पात्रता की अधिक 
तक मायु सीमा 45 वर्ष है । 
( अनुसूचित जाति/ अनुसूचित जनजाति के 

लिए 80 वर्ष ) 
टिप्पण ( क ) किसी विशिष्ट वर्ष में भरी गई 

रिक्तियां प्रागे के वर्षों के लिये 

मही ली जायेगी । 
( ख ) यपि उक्त परीक्षा में अनुच्छेव 

(ii ) के अधीन उपलब्ध रिक्तियों 
की संख्या से अधिक कर्मचारी 
उत्तीर्ण होते हैं तो प्रतिरिक्त कम 
पारियों के संबंध में बाद के वर्षों 
में होने वाली रिक्तियों को भरने के 
लिए विचार किया जाएगा ताकि 
पहली परीक्षा में उत्तीणं कम 
बारियों के मामले में पाप की 
परीक्षा में उत्तीर्ण कर्मचारियों से 
पहले विचार किया जा सके । 


( 3 ) 5 % रिक्तियो मट्रिक अथवा समकक्ष 

अहंता वाले समाह प कर्मचारियों में से 
वरिष्ठतासह -उपयुक्तता के पाधार पर 
मरी जाएंगी । 


- 


- 


12 


4. स्टेटनर 

पापरेटर 


1 
( 1989 ) 
* कार्यभारको 


सामान्य केन्द्रीय सेवा 
सम्हप पराजपत्रित 


800- 15- 10104 . 
रो. 20-1150 रु. 


गरचयम 


मागू नहीं होता 18 से 25 वर्ष (वेन्द्र ( i) मिडिल स्कूल 

सरकार द्वारा जारी अनु- स्तर उत्तीर्ण 
देशों के अनुसार सर- ( ii ) रोस्टेटमर मशीन 


भारत का राजपक्ष : दिसम्बर 2, 1939)पग्रहायण 11, 1911 
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देखते हुए परिवर्त 
नीय 


कारी कर्मचारियों के 

लिये 35 वर्ष तक ) 


पलामे और उसके 
रखरखाव कार्य में 
कुशलता । 


टिप्पणी : 

भारत में अंडमान 
निकोबार एवं सक्षद्वीप 
समह को छोड़कर) 
उम्मीदवारों से पायेदन 
पान प्राप्त करने की 
मंतिम तारीख , माय 
सीमा मिर्धारण की 
तारीख होगी । रोजगार 
कार्यालय से भर्ती के 
मामले में रोजगार 
कार्यालय द्वारा नाम 
भेजे जाने की अंतिम 
तारीख माय मिर्धारण 
की तारीख मानी जाएगी । 


13 


___ 10 


12 


14 


15 


प्रायु - नहीं 
शैक्षिक प्रर्हता - - ही 


वर्ष 


से । 


सीधे भर्ती पदोमति द्वाराजिसके पदोन्नति : 

विभागीय पदोन्नति समिति : -- लागू नहीं होता 
कर्मचारियों न होने पर प्रतिनियुक्ति अपने ग्रेड में तीन वर्ष की नियमित सेवा बाले (i ) संयुक्त सचिव , 
के लिये दो पर स्थानांतरण से दोनों दफ्तरी जो रोस्टेटनर मशीन चलाने और क्षेत्रीय परिषद् सचिवालय 
के न ोने पर सीधी भर्ती उसके रख रखाव कार्य में कुशल हों । गृह मंत्रालय -- अध्यक्ष 
प्रतिनिय क्ति पर स्थामांतरण 

(ii ) उपसाचन , 
केन्द्रीय सरकार के ऐसे कर्मचारी : 

क्षेत्रीय परिषद् सचिवालय 
( क ) जो नियामत रूप से समकक्ष पद पर गृह मंत्रालय -- सवस्प 

कार्य कर रहे हों, भयपा 
जो कम से कम 3 वर्ष से नियमित ( iii ) प्रवर सचिव ( प्रशा. II ) 
आधार पर रु. 775- 1025 के वेतन - गृह मंत्रालय - - सदस्य 
मान वाले अथवा समकक्ष पद पर कार्य 

कर रहे हों और 
( a ) सीधी भर्ती के लिए कालम 9 में 

उल्लिखित शमिक महतायें रखते हो । 
( प्रतिनियुक्ति की अवधि इस नियुक्ति 
से तुरंत पूर्व केन्द्रीय सरकार के अधीन 
इसी या किसी दूसरे विभाग संगठन में 
दूसरे संवर्ग बाह्य पद पर प्रतिनियुक्ति 
की प्रवधि सहित सामान्यतया 3 वर्षसे 
अधिक महीं होगी । 


12 


5 दफतरी 


लागू नहीं होता लागू नहीं होता लागू नहीं होता 


सामान्य केंद्रीय 775- 12- 955 - और पयन 
( 1989) सेवा सम ह घ द. रो . 14- 1025 
* कार्यभारको अराजपत्रित 
देखते हुए परिवर्तनीय 


10 


13 


15 


- 


- 


- 


- - 


- 


- - - - 


- 


-- - - 


सारा नहीं होता लागू नहीं होता 


पदोनति द्वारा 


पदोन्नति 
उत्तर क्षेत्रीय परिषद् 


पदोमति/ स्थायीकरण के विचारार्थ सम ह घ विभागीय लागू नहीं होना 

पदोन्नति समिति का गठन इस प्रकार है :- - 
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10 


11 


12 


13 


14 


15 


- 


मचिवालय के यपरामी 
जिनकी अपने ग्रेस में ( 1 ) संयुक्त सचिव-- - 
कम से कम 2 वर्ष की क्षेत्रीय परिषद् सचिवालय 
नियमित सेवा हो । गृह मंत्रालय - - अध्यक्ष 

( i ) उप सभिव, 

क्षेत्रीय परिषद् सचिवालय 

गृह मंत्रालय -- सवस्य 
( ii ) अवर सचिव (प्रशा . II ) 

गृह मंत्रालय - सदस्य 


- 


- 


-. . 


- - 


- 


____ 1 


2 


8 


9 


6. चपरासी 


3 : * 


6 

7 
. . . . . .- - - - - - -- ---- - - - - - - - - -- - - - - - - -- - - . . 

सामान्य केन्द्रीय मेवा 750- 12- 970 लागू नहीं लागू नहीं 
( 1989 ) . ममूह घ प . रो . - 14 होता ___ होता 
* कार्यभार की अराजपत्रित 940 रु . 
देखते हए अनमुमचिवीय 
परिवर्तनीय 


18 से 25 वर्ष अनिवार्य : 

( केन्द्रीय सरकार द्वारा मिडिल स्कूल स्तर 
समय-समय पर जारी उत्तीर्ण 
अनुदेशों के अनुसार वांछनीय : 
सरकारी कर्मचारियो होमगार्ड और सिविल 
के लिए 35 वर्ष तक फैिम में प्राथमिक 
शिथिलनीय) । एवं पुनश्चर्या पाठ्य 
टिप्पणी :-- - भारत में काम का प्रशिक्षण । 

( असमान निकोबार 
एवं लक्षद्वीप समूह 
को छोड़कर ) 
उम्मीदवारों में 
आवेदन पत्र प्राप 

करने की प्रतिम 
तारीख आयु मीमा 
निर्धारण को नागीन 
होगी । रोजगार 
कार्यालय से भर्ती के 
मामले में रोजगार 
कार्यालय द्वारा नाम 
भेजे जाने की अंतमि 
तारीख आयु निर्धा 
रण की तारीख मानी 
जाएगी । 


..... . .. 


. ... . ... . . . .. 

13 


12 


11 


11 


10 


15 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - -- - - 


- 


- - 


लागू नहीं होता 


सीधी भर्ती के लिए दो 75 % सीधी भर्ती से और 25 % स्थानांतरण : 

स्थायीकरण के विचारार्थ : लागू मी होता 
वर्ष 

स्थानांतरण से जिसके मे होने केन्द्रीय सरकार के समूह प समूह ध विभागीय पदो . 
पर सीधी भर्ती से । 

केस. 750- 9-40 वेतन - अति समिति इस प्रकार 
मान वाले कर्मचारी जिम - है : --- 
झी अपने ग्रेड में कम से ( 1 ) संयुक्त मचिय , 
कम 5 वर्ष की नियमित क्षेत्रीय परिषद मधि 
मेया हो । ये प्राथमिक - वालय, गृहमंत्रालय 
साक्षरता ज्ञान रखते हों ___ - -- प्रत्यक्ष 

और हिन्दी अंग्रेजी अथवा ( 2 ) उप सचिव 
किसी क्षेत्रीय भाषा को क्षेत्रीय परिषद सचि 
पढ़ पाने का प्रमाण 

वालय , 
दे सके । 

गृह मंत्रालय 

-- - मदच 
( 3 ) प्रवर सचिव ( प्रशा . ) 

गृह मंत्रालय . मदम्य 


[ भांग II-- खंड ( i )] 
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भारत का राजपला दिसम्बर 2, 1999 अग्रहायण 11 , 1911 - 
_ _ _ -- - -- - - - - - - --- - -- - - 


- 


- ----- - 


- -- - , - _ _ _ -- - - .... 


- - . - - 


- 


- - 


- - 


- - - 


- - 


- 


- 


. 


- 


- 


- 


- - 


- 


- - 


- 


- - 


- 


7 पराश 


. .. . .. . . . - . . . . . . . , - - ..- . .... .... .. - - .. . . - - - .. . . . . . .. - । - -- 

मामाच केन्द्रीय 750-12- 970- लागू नहा मोमा लाग नही 
( 1989 ) सवा ममूह ध द . रो - 1 4 

होना 
- कार्यभार को देखते अराजपत्रित 910 रु . 
हार परिवर्तनीय अननुमचियोव 


- - - - - - - - - - - - - - - - - - - - - - -- - - - - - 

19 से 25 वर्ष अनिवार्य 
( केन्द्रीय सरकार द्वारा मिडिल स्कूल स्तर 
जारी अनदेशों के अनु- उत्तीर्ण 
सार सरकारी कर्म 
पारियों के लिये 35 
वर्ष तक शिथिलन य ) 
टिप्पण। :- .. भारत में 
( अण्डमान निकोबार 
एवं लक्षडीप समूह को 
छोड़कर) उम्मीदवारों 
से माधवन पान प्राप्त 
करने की अंतिम ता 
रीख आयु सीमा 
निर्धारण की तारीख 
होगी । रोजगार कार्या 
लय से भर्ती के मामले . 
में रोजगार कार्यालय 
द्वारा नाम भेजे जाने की 

प्रतिम तारीख मायु 
निर्धारण की तारीख 
मानी जाएगी । 


10 


11 


12 


13 


14 


15 


लाग नहीं होना दो वर्ष 


मीधी भर्ती दाग 


लागू नहीं होता 


लागू नहीं होता 


स्थायीकरण के मामलों के विपरार्थ ममूह प 
विभागीय पदोन्नति समिति का गठन इस 

प्रकार है :- - 
( 1 ) संयुक्त सचिव, क्षेत्रीय परिषद सचिवालय 

गृह मंत्रालय - - अध्यक्ष 
( 2 ) उप सचिव , क्षेत्रीय परिषद सचिवालय 

गृह मंत्रालय - मवस्य 
( 3 ) मवर सचिव, (प्रणा . ) गह मंत्रालय 

---. सदस्य 


[ म . 25/ 19/ 88- क्षे . प . स . ] 
वी . बी . मुर्म , संयुक्त सचिव ( उत्तर क्षेत्रीय 
परिषद सचिवालय ) एवं परेन उप सनिष 


2. Application,- -- These Rules shall apply to the catego 
rics of posts indicated in thc Schedule annexed hereto , 


MINISTRY OF HOME AFFAIRS 
(Northern Zonal Council Secretariat) 
New Delhi , the 16th November, 1989 


3 . Number of posts, classification and scale of pay. - Tho 
number of the said posts , their classification and the scales 
of pay attached to each category of posts shall bo ag speci 
fied in culumns 3 to 5 of the Schedule aforesaid . 


___ 4. Method of recruitment, age limit, qualifications ctc.- -- 
The mic hod of recruitment to the said posts , age limit , 
qualifications and other matters relating there to shall be as 
specified in columns 6 to 15 of the Schedule aforcsaid . 


G. S. R . 883.. — In exercise of the powers conferred by the 
- proviso to article 309 of the Constitution and in superses 
sion of the Zonal Councils (Class III and Class IV posts) 
Recruitnient Rules , 1961 exept as respects things done or 
entitled to be done before such supersession , the President 
hereby makes the following rules regulating the method of 
recruitment to Group C posts and Group D posts in the 
ofice of the Zonal Councils Secretariat , namely : 

1. Short title and commencement . - ( 1 ) These rules may be 
called the Zonal Councils (Group C and Group D posts ) 
Recruitment Ruiles, 1989 

( 2 ) They shall come into force on the date of their rub 
licat vin in the Official Gazette , 


5 . Disqualification. - No person, 
( a ) who has entered into or contracted a marriage with 

any person having a spouse living ; or 
( b) who , having a spouse living, has entered into or 

contracted a marriage with any person , shall be 
eligible for appointment to any of the said posts . 
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- 


- - 


Provided that the Central Govornment may, If satisfied 
that such marriage is permissible under the personal law 
applicable to such person and the other party to tho mar 
riage and that there aro other grounds for so doing, exompt 
any person from the operation of this rule. 


training achieved by any person during the period of trala 
ing, reduce such period to two years for roasons to bo re 
corded in writing. 


7 . Power to relax . — Where the Central Government is of 
the opinion that it is necessary or expedient so to do, it may , 
by frder for reasons to be recorded in writing, relax any 
of the provisions of these rulos, with rospect to any class 
or category of persons . 


6 . Liability of persons appointed as Poons to undergo 
training us Homo Guards. - Notwitlistanding anything con 
tained in these rules , every person appointed as a Poon 
under these rules, excepting those who are physically handi. 
capped , shall undergo training as a Home Guard for a 
period of three years. 


8 . Saving.-- Nothing in these rulos shall affect resorvatlons, 
relaxation of age limit and other concossions icquired to bo 
provided for the Scheduled Castos, tho Scheduled Tribes , 
Ex -Serviceinen and other special categories of persons in 
accordance with the orders issued by the Central Govern 
ment fro : i time to time in this regard , 


Provided that the Commandant General, Home Guards, 
may , having regard to the performance of and standard of 


SCHEDULE 


5. 
No. 


Classicfication 


Name of 
posts 


Number of posts 


Scale of pay 


1. Senior Stenographer 


1* 1989 
* Subject to variation 
dependent on workload 


General Central Service, Rs. 1400 -40 - 1800 - EB 
Group C 

50 -2300 
Non -Gazetted , 
Ministerial. 


Whether selection post or Whether benefit of added Age limit for direct 
Non selection post years of service admissi- recruits 

ble under rule 30 of 
Central Civil Services 
(Pension ) Rules, 1972 


Educational and other 

qualifications 
required for direct 
recruits 


Non -selection 


Not applicable. 


Not applicable . 


Not applicable . 


Period of probation if any 


Whether age and educational quali - 
fications prescribed for direct recruits 
will apply in the case of promotees 


Method of recruitment whether 
by direct recruitment or by pro 
motion or by deputation / 
transfer and percentage of the 
vacancies to be filled by various 
methods 


T 


10 


11 


12 


Not applicable 


Nil 


By promotion failing which 
by transfer on deputation . 


In case of recruitment by promotion /depu . 
tation /transfer , grades from which 
Promotion /deputation /transfer to be made 


If a Departmental Promotion 
Committee exists , what is its 
composition ? 


Circumstances in which 
Union Public Service 
Commission is to be con 
sulted in making 
recruitmen . 


13 


14 


15 


Not applicable . 


Promotion : 
Promotion from Junior Stenographer 
with 5 years regular service in the grade . 
Transfer on deputation : Ofects of the 
Central Government 

- - - 


Group C Departmental Promo 

tion Committee comprising of : 
(i) Joint Secretary , Zonal Councils 
Secretariat, Ministry of Home 

Affairs-- Chairman . 
- - - - 


-- - 


. . - - 
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- 


- - - - - 


- - - - 


- 


- 


- 


- - - 


- 
13 


- - 


- 


- 


. 


. . 


- - 


- 


- 


- 


- 


- 


- 


- 


- - - - - - 


- 


- 
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- - - - - - - - 

- - - 
1.3 

11 
- - - - - - - - - - - - - - - 

- - - . - - 
( a ) (i) holding analogous posts on regular ( ii) Deputy Secretary , Zonal 
basis ; or 

Councils Secretariat, Ministry 
( ii ) with 5 years regular service in the grade of Home Affairs---Member . 
of Rs. 1200 _ 2040 ; 

( iii) Under Secretary ( Admn.- II), 
(b ) (i) possessng following educational and Ministry of HomeAffairs - Member 
other qualifications: (i) Matriculation / 
Higher Secondary or its equivalent ; 
( ii) Speed of 120 words per minute in short 
hand and 40 words per minute in typorwiting. 
( Period of deputation including the period 
of deputation in another ex - cadre post held 
immediately precoding this appointment in 
the same or some other organisation /depart 
ment of the Central Government shall 
ordinarily not exceed threo years). 


- - 


- - 


www .m 


ML MLI 


i 


. . . 


- 


- - 


- 


- - - - - - 


- - - 


- - 


- - - - - - - - 


- 


- 


1 


2 


4 


- - - 


- 


- - - - 


- - - -- - 


- - - 


- - - 


- 


- - - - - - - - - - 


- - 


2. Upper Division 

Clerk 


Rs. 1200 - 30 - 1560 -EB 
40 - 2040 . 


4 * 1989 

General Central Service, 
* Subject to variation Group C , 
dependent on workload . Non -Gazetted , 

Ministerial. 


- - 


- 


6 


8 


- .WVuLL 


Non - Selection 


Not applicable . 


Not applicable. 


Not applicable . 


10 


12 


1NAU 


Not applicable 


Nil 


By promotion failing which by 
transfer on deputation . 


- - - -- -- -- - -- -- 
14 

15 
Group C Departmental Promotion Not applicable . 
Committee comprising of : 
(i) Joint Secretary (ZČS), Ministry of 
Home Affairs - Chairman . 
(ii) Deputy Secretary (ZCS), Ministry of 
Home Affairs Member 
(iii ) Under Secretary (Adm .-II), 
Ministry of Home Affairs _ Member, 


Promotion : 
Lower Division Clerk (Rs. 950 — 1500 ) 
with eight years regular service in thc 
grade . 
Transfer on deputation : 
Officers of the Central Government: 
(i) holding analogous post on regular 
basis ; or 
(ii) with eight years regular service in 
the grade of Lower Division Clerk or 
equivalent. 
( The period of deputation including 
the period of deputation held in an 
other ex - cadre post iminediately pre 
ceding this appointment in the same or 
some other organisation /Department 
of the CentralGoverninent shall not 
ordinarily exceed three years). 
3331 G1/ 89 - 2 
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= - ---- -- - - - - - - - - - - - - - - - - 
2 

4 . 


1 


- - 


- - - 


- 


- 


- 


- - - 


. . . - 


- - 


- - - - 


- 


- - 


- 


- - - - - - 


- 


- - - - 


- - - 


- - - - - - 


- 


- - - 


- - - 


- - - - . - 


- 


4 * 1989 
3 . Lower Division Clerk * Subject to variation 

dependent on workload 


Rs. 950 - 20 - 1150 - EB 
25 - 1500 


General Contral Service 
Group C , 
Non -gazetted , 
Ministerial. 


-- -- -- - - - - - - - --- 


- In 


- - 


- - 


Non -selection 


Not applicable . 


Between 18 and 25 years. (1) Matriculation or 
( relaxable for Government equivalent qualification 
servants upto 35 years in accor - from a recognised Board or 
dance with instructions issued University , 
by the CentralGovernment) ( ii ) A typing speed of 30 
The crucial date for determin - words per minute in English 
ing the age limit shall be as or 25 words per minute in 
advertised by the Staff 

Hindi. 
Selection Commission . 


10 


12 


Yes, to the extent indicated 
in Col. 12 


Two years . 


(i) 90 % direct recruitment through Staff Selection 
Commission ; 
( ii) 5 % of vacancies shall be filled up from amongst 
Group D staff who possess Matriculation or equiva 
lent qualifications and have rendered 5 years regular 
service in Group D on the basis of a Departmental 
qualifying examination . The maximum age limit for 
eligibility for Examination is 45 years (50 years of age 
for Scheduled Caste or Scheduled Tribe ). 
Note : 
( a ) unfilled vacancies pertaining to a particular year 
shall not be carried over . 
(b ) If more of such employees than the number of 
vacancies available under clause ( ii ) qualify at the 
said examination , such excess number of employees 
shall be considered for filling the vacancies arising in 
the subsequent years so that the employees qualifying 
an earlier examination are considered before those who 
qualify at a later examination , 
(iu ) 5 % of the vacancies shall be filled up on seniority 
cum - fitness basis from Group D employees who 
possessmatriculation or equivalent qualifications, 

- - -- -- - - - - - - 


13 


14 


15 


Not applicable . 


Group C Departmental Promotion Committee 
comprising : 
(i) Joint Secretary (ZCS ), Ministry of Home 

Affairs - Member. 
(ii) Deputy Secretary (ZCS) , Ministry of 
Home Affairs - - Member . 
( iii) Under Secretary (AD .- II), Ministry of 
Home Affairs ---Member. 
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I 


2 


5 


6 


- - - - - - - 


- - - 


- - 


- 


- 


- - - - - 


- - - - 


. - - 


- - - - 


- - 


- - - - 


- - 


. 


- - - - - - - - - 
General Central Service, 
Group D Non - gazetted 


4 . Gesictner 

Operator 


Rs .800 - 15- 1010 - EB - 20 - 
1150 . 


Non seloction 


1 * 
( 1989 ) 
* subject to 
variation 
dependent 
on workload 


- 


- 


- - 


- 


RP - - 


-- - 


- - . . . - - - - 


- -- 


-- - - - -- 


- - - - - - - - - -. 

. . . - - - - 
8 


. . 
- 


- - - 

- - - 


- - - 


- - - 
-- - - - - - - - - 


- 


-- - 


9 


Not applicable . 


1 . Middle School Standard 

Pass. 


Proficiency in operating 
and maintaining Gestetner 
machines . 


Betwcen 18 and 25 years. 
(Relaxable for Government servants upto 35 
years in accordance with the instructions issued 

by the Central Government). 
Note : - The crucial date for determining the age 

limit shall be the closing date for receipt of 
applications from candidates in India 
( other than those in Andaman and Nico 
bar Islands & Lakshadweep ). In the case of 
recruitment made thiough the Employment 
Exchange , the crucial date for determining the 
age limit shall be last date upto which the Em 
ployment Exchanges are asked to submit names. 


. 


- 


. - - 


- - 


- - 


- - 


- 


- 


- - 


- 


- 


10 


11 


12 


— . 


- 


- 


Age : No . 


- - - - - - 
Educational 
Qalifications : Yes. 


Two years for direct recruits . 


By promotion failing which by 

transfer on deputation failing 
both by direct recruitment. 


- - 


- 


- - - - - 


- 


- - 


- 


- 


15 


G 


Not applicable. 


( 2 ) 


- - - -- - - - - 
13 

14 
- - - - - - - - - - -- - - - - - - - 
Promotion : 

Group D Departmental Promotion 
Dafta ries with thrce yoars regularservice in Committee for considering promo 

the grade & having proficiency in opera - tion /confirmation comprising : 

ting and maintaining gestetner machines. (i) Joint Secretary (ZCS) , Ministry 
Transfer ou ceputation : 

of Home Affairs- Chairman . 
Officers of the Cunira ) Government : ( A ) ( ) ( ii) Deputy Secretary (ZCS ), Ministry 

holding analgous posts on regular basis ; of Home Affairs - Merber . 
or 

(ili) Under Secretary (Adm .II), Ministry 
(ii) holding posts in thu pay scale of Rs. of Home Affairs---Member , 

775 — 1025 or equivalent on regular basis 

for atleast 3 years , and 
( B ) possessing cducational qualifications as 

Jaid down for direct recruits in Cclumn 9 . 
( The poriod of deputation including the 

period of deputation in another ex - cadre 
post hold immodiately preceding this 
appointment in the same or some other 
organisation department of the Central 
Government shall ordinarily not exceed 
thrus V1215 ). 


- 


- 


- 


- 


- - - 


- 


- - 


- 


- 


- 


- 


- - - 


- 


- - - 


. 


- - 


- - 


- 


- 


- - 


- - 
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- -- - - - - 


- - - 


- 


- 


- - 


- - 


- - - - - 


- 


- 


- 


- - - 


- - - 


- - 


- 


- - - 


+ 


- 


- 


- 


- 


- 


- 


- - - 


- - - 


- 


- 


- - - 


- 


- - - 


- 


5. Daftry 


- - .- . - - 
General Central 
Service Group D , 
Non -Gazetted . 


Rs. 775- 12 -955 - EB 

14 - 1025. 


(1989) 
* subject to variation 
dependent on work 
load . 


- - - - 
- - - 


- 


- 


- - - - - 


- - 


- - 


- 


- - - - 


- - - 


- - 


- 


- 


- 


- 


- - 


- 


- 


- 


6 . 


9 


- 


- 


- - 


JIL 


Non -selection 


Not applicable 


Not applicable 


Not applicable 


-- - - - 


-- -- - 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


LLLLL 


+ - - 


- 


- 


- 


- 


11 


12 


10 
Not applicable 


Not applicable 


By promotion 


- 


- - 


- 


- 


- 


- - 


13 


14 


15 : 


- -- 


- - - 


- - 


- 


- 


- 


- - 


. 


- - - - - - - - 


- 


- - 


.. 


Not applicable 


Promotion : 

Group D Dopartmental Promotion 
Peons in the Northern Zonal Council Committee for considering promotion 

Secretariat who have rendered at confirmation comprising : 
least two years regular service in (i) Joint Sccretary (ZCS), Ministry ofHome 
the grade. 

Affairs Chairman , 
(ii) Deputy Secretary (ZCS), Ministry of 

Home Affairs -- Member, 
( iii) Under Secretary ( Ad . II ), Ministry of 

Home Affairs Member. 


- - -- - - - - 


- 


- 


- 


- 


- - 


- 


- 


- - 


- 


- 


- 


- 


- 


- -- - - - - - 


- 


- - 


- 


2 


- 


- 


- 


- 


- - - 


6 . Pcon 


Rs.750 - 12 - 870 - EB - 14 
940 


General Central Servicc 
1989 

Group D , Non - gazetted , 
* subject to variation Non -Ministerial. 
dependent on work 
load . 

-------- - - - - - -- - - - - - - - --- 


- - - - - - 


- 


- 


- 


- - 


- - 

- _ 


_ 


- 
. . - 


- 


- 


- - 


. 


- 


- 


- 


- 


- 


6 


9 


Not applicable 


Not applicable 


Between 18 and 25 years. 

Essential : Middle 
( Relaxable for Government ser School Standard l ass. 

vants upto 35 years in accor 
dance with the instruotions Desirable : 
issued by the Central Govern - Training in Basic and 
ment). 

*Refresher Courses in 
Note : The cruoial date for deter Home Guards and 
mining the age limit shall be the Civil Defence . 
closing date for receiptof appli 
cations from candidatos in India 
(Other than those in Andaman & 
Nicobar Islands and Lakshad 
weep ). In the case of recruitment 
made through the Employment 
Exchange , the crucial dato for 
dotermining the age limit shall 
be lastdate upto which the Em 
ployment Exchanges are asked 
to submit games . 
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- 
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- . . .- . ..- - - - - -- 
Not applicable 
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- - 
11 


12 


- - - 


- 


- 


- - 


- - - - - - - 


- - - - - 


- - - - - - -- 


. . . 


Two years for direct recruits. 75 % by direct recruitment and 

25 % by transfer failing which 

by direct recruitment. 
... .. - - 

. . . -- -- - - -- - - - ---- - - - - - - - -- 


- - - - 


- - - - 


- - 


- 


- - 


- - - - 


- -- 


- 


- - - 


- 


- 


. - - 


- - - 


- - 


- 


- - 


-- 


- - 


- - 


- 


- 


- - - 


- 


- 


- . - - - 
14 


- - - - - - - - 


15 


- - - 


- 


- 


- 


- 


- 


- 


- 


- 


- - - 


- 


- - - - - - 


- 


- 


- - - 


- 


- - 


- 


- 


- 


- 


Not applicable . 


Transfer : 

Group D Departmental Promotion 
Group D employees of the Central Committee for considering confirmation 
Government in the pay scale of comprising of : 
Rs. 750 -940 who have put in a mini- (i) Joint Secretary (ZCS), Ministry of 
mum of five years regular service in Home Affairs - Chairman , 
the grade . They should also possess ( ii) Deputy Secretary (ZCS ), Ministry of 
clementary literacy and give proof of Home Affairs - Member. 
their ability to read cither Hindi, (iii ) Under Secretary (Ad. II), Ministry of 
English or a regional language. 

Home Affairs - Member . 


- 


- - - 


- - 


. 


- . - 


- 


T2 


5 


YUUU 


- - 


- - 


7. Farash 


Rs.750 - 12 -870- EB -14 
940 


General Central Service , 
(1989 ) 

Group D , Non -gazetted , 
* Subject to variation Non -Ministerial. 
dependent on work 
load . 


- - - 


- 


- 


- - - 


- - 


- 


- - - 


6 


8 


Not applicable 


Not applicable 


Essential : 
Middle School 
standard pass . 


Between 18 and 25 years. 
(Relaxable for Government Servants upto 

35 ycars in accordance with the instruc - 
tions issued by tho Central Governi 

mert). 
Noto - The crucial date for determining 

the agc limit shall be the closing date for 
receipt of applications from candidates 
in India (other than those in Andaman & 
Nicobar Islands & Lakshadweep ). In 
the case of recruitmentmade through the 
Employment Exchange , thc crucial date 
for determining the age limit shall be 
the last date upto which the Employment 
Exchanges are asked to submit names . 

- - - - - - . . 


- - - - ---- - ----- - - - -- -- - - -- 


- 


- - 


- 


-- 


- 


- 


-- - 


- - 


- 


- 


- - - 


-- - 


- - 


- 


- 


- - - - - - 


- - 


- - 


- - - 


10 


11 


12 


- 


- - - 


- - 


- - 


Not applicable 


Two years 


By direct recruitment 
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13 


14 


15 


. 


- - 


. 


. 


- 


- 


. 


- 


- 


- 


- 


- - - - 


- 


- 


- 


- - 


- - - - 


- 


- 


-- - - - - - 


- . - 


- 


Not applicable 


Group D Departmental Promotion Committee for Not applicablo 

considering confirmation cases comprising of : 
(i) Joint Secretary (ZCS ), Ministry of Home Affairs- . . 

Chaiiman . 
( ii) Deputy Secretary ( ZCS ), Ministry of Home Affairs - ... 

-- Membor . 
(iii) Under Secretary ( Ad .II ), Ministry of Home 

Affairs - Member . 


- - - 


- 


- - 


- 


- 


- 


- - - 


- - - 


- 


. - . . 


- 


- - 


- - - - 


- - . . . 


- - - - - 


- -- - 


- 


- - - - - - 


- - - - 


INo . 25/19/ 88 - ZCS ] 
B . B . MURMU , Jt: Secy . (Northern Zonal Council 

Secrétariat) & Ex-Officio Dy. Secy . 


कार्मिक, लोक शिकायत तथा पेंशन मंत्रालय 

( कार्मिक और प्रशिक्षण विभाग ) 

नई दिल्ली, 20 नवम्बर , 19899 
मा . का . नि . 884 - अखिल भारतीय सेवा ( सेवा की शर्त -अवशिष्ट 
मा मन ) नियमावली, 1960 के नियम 3 तथा भारतीय पुलिस सेवा 
( संवर्ग ) नियमावली, 1954 के नियम 1 के उप -नियम ( 2 ) के मथ 
पटित अखिल भारतीय सेवा अधिनियम , 1951 ( 1951 का 61 ) की . 
धारा 3 की उपधारा ( 1 ) द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए 
केन्द्रीय सरकार तमिलनाडु सरकार के परामर्श में भारतीय पुलिस सेवा 
( संवर्ग पद संख्या का नियसन ) विनियमावली, 1955 में और संशोधन 
करने के लिए एतदद्वारा निम्नलिखित विनियम बनाती है ; अर्थात् : - -- 


न्यायालय द्वारा 1988 के सिविल अपीरा संख्या 19 4.3 में दिए गए निर्णय 
का अनुपालन करने के उद्देश्य से की गई है । 
टिप्पणी :---( 1 ) इस अधिसूचना के जारी होने से पूर्व ममिलनाडु के मार 

सीय पुलिस सेवा संवर्ग प्राधिकृत पदों की कुल संख्या 

180 थी । 
( 2 ) मध्य नियम दिनांक 22-10- 55 की मा . का . नि . मंख्या 

3351 द्वारा भारत के राजपान में प्रकाशित किए 
गए । तमिलनाडु की संवर्ग अनुसूची को बाद में क्रमशः 
दिनांक 25- 6- 75, 25- 9- 78, 17 - 3- 79 , 6- 8-80, 
20- 4- 8. 3, 31 - 3 -84, 29- 9- 84, 4- 6- 88 तथा 17- 6 - 19 
की सा . का . नि . मं . 350 ई ., 1.369, 252 ई . 805 

344 ई . 355, 10 !१५. 4 16 तथा 421 द्वारा संशोधित 
। माया गया था । 


1. 1. इन नियमों का नाम भारतीय पुलिस सेवा ( संवर्ग पद संख्या 
का नियसन ) माटवी संशोधन विनियमावली , 1989 है । 

2. भारतीय पुलिस सेवा ( संवर्ग पद संख्या का नियतन ) विनियमा 
वली , 1955 की समय -समय पर यथासंशोधित अन मूर्य में " तमिलनाडु " 
शोषक के अधीन भारतीय पुलिस सेवा ( भर्ती ) नियमावली , 1954 के 
नियम 9 के अनुमार पदोन्नति और प्पयन द्वारा भरे जाने वाले पदों की 
कल संख्या जो कि मा मख्या 3 के सामने दर्शाया गई है, उपर्युक्त 

और 2 के 33-1} 3 प्रतिशत के हिसाय पर नीचे दर्शायी गई अवधि के 
लिए बनी हुई राममो जाएंगी और तमिलनाडु के भारतीय पुलिस सेष । 
मवर्ग की मुन प्राधिकृत, संख्या संगत अवधि के लिए तुदमुमार ही बड़ी 
हुई सममी जाएगी । 


अयधि 
1 .1- 7- 1976 में 16- 11 - 1984 


पदों की संध्या की वृद्धि 

( एक ) 
[ मं . 110522/ 10/ 89-अ . भा . से . (II ) ] 

वाई . पी . हीगरा, उस्क अधिकारी 


MINISTRY OF PERSONNEL, P . G. & PENSIONS 

(Department of Personnel & Training ) 

New Delhi , the 20th November , 1989 
G . S . R . 884 . --- In exercise of the powers conferred by sub 
section ( 1 ) of section 3 of the All India Services Act, 1951 
( 61 of 1951 ), read with sub - rule ( 2 ) of Rule 4 of the Indian 
Police Service ( Cudre) Rules, 1954 and Rule 3 of the All 
India Service ( Condition of Service - -Residuary Matters , 
Rules , 1960 , the Central Government in consultetion with 
the Governnient of Tamil Nadu , hereby makes the following 
regulations further to amend the l ! S ( fixation of Cadre 
Strength) Regulations, 1955 , namely :- -- 
1 . These regulations may be called the IPS (Fixation 

of Cadre Strength ) Eighth Amendment Regulatiop 
1989 . 
In the Schedule to the IPS ( Fixation of Cadre 
Strength ) Regulation , 1955 , as amended from tim 
to time, under the heading "Tarnil Nadu ", th 
number of posts shown against item No. 3 " Post. 
to be filled by promotion in accordance with Rul 
9 of the IPS ( Recruitment ) Rules , 1954 , at 33 + % 
of 1 and 2 above " , shall be decmd to have been 
increascd to the extent and for the period inclicatec 
below and the total authorised strength of ti. 
Indian Police Service Cadre of Tamil Nadu shal 
he deemed to huve been increzed correspondingly 
for the relevant period : - - 
Period 

Increase in the number of past 
14- 7 - 1976 to 16 -11- 1984 

___ 1 ( One ) 
[ No . 11052 / 10 / 89 AIS II 
१ . ए . DHINGRA, Dest Office 


या म्यात्मक ज्ञापन 


तमिलमाह के भारतीय पुलिस सेवा संवर्ग की पदसंख्या और गठन 
वही होगा जोकि समय-समय पर यथासेशोधित भारतीय पुलिस सेव 
( संवर्ग पद संख्या का नियतन ) विनियमावली, 1955 में दिया गया है. 
में ऊपर मनाए अनुसार राज्य पुलिस सेवा से पयोन्नति कोटा में शामिल 
पदों की मनपा में मंगोधन को छोड़ कर है । इस अतिरिक्त पद की व्यवस्था 
श्री . बी . पान मंधन नाम भारत सरकार तथा अन्यों को सर्वोच्च 


भाग ]!-..- 


3 i ] 


शाका 


पक्ष :दिसम्बर : , 1989 अग्रहाय 11 , 1931 


1957 


- 


- 


- 


-- - - 


- 


- - - 


- - . . 


- 


- - - - - 


- - 


- 


- : - : - . 


- . - . - 


- - 


- 


- - 


- 


- -- - 


- - 


- - - 


- 


- 


- - 


- - - - 


- 


- 


- 


- 


- 


- 


। 


- 


- 


- 


EXPLANATORY MEMORANDUM 


MINISTRY OF HUMAN RESOURCE DEVELOPMENT 

( Department of Education ) 
New Delhi , the 21st November , 1989 


Tho strongth and composition of the IPS Cadre of Tamil 
Nadu is the same as provided in the I. P . S . (Fixation ut 
Cadre Strength) Regulations, 1955 , as amended from time 
to time, except for the modification in the number of posts 
included in the promotion quota from the State Police Ser 
vicc as indicated above . The additional pust is being pro 
vided for in order to comply with the judgement of the 
Supreme Court of India in case of Shri K . V . Gnanggamban 
dan Vs . Union of India & Others in Civil Appeal No. 1793 
of 1988. 


( G. S. R . 885. — In exercisc of the powers conferred by 
sub -section ( 1 ) read with clause (d ) of sub -section ( 2 ) of 
Section 25 of the University Grants Commission Act , 1956 
( 3 of 1956 ), the Central Government horoby makes the follow 
ing rulez further to amend the University Grants Com 
mission ( Recruitment ) Rules, 1983 namely : - - 


Note : - -- ( 1 ) Prior to issue of this notification, the total 

____ authorised strength of Tamil Nadu was 180 . 


( 2 ) The Principal Regulations were published in 

the Gazette of India vide SRO No . 3351 
dated 22- 10- 1955. These were subsequently 
amended vido GSR Nos . 350 - E , 1369, 252 - É . 
895, 344- E, 335, 1016, 446 and 421, dated 

25 - 6 - 75 , 25 - 9 - 76 , 17- 3 - 79 , 6 - 9 - 80 , 20 - 4 - 83 
31 - 3 - 84 , 29 - 9 - 84 , 4 - 6- 88 and 17- 6 - 89 
respectively . 


1. ( 1 ) These rules may be called the University Giants 
Commission ( Recruitment ) Amendment Rules, 1989 . 

(2 ) They shall be deemed to have come into force on 
the 21st day of December, 1988 . 

2 . In the Schedule to the University Grants Commission 
(Rocruitment) Rules , 1983 , against serial number 1 relating 
to the post of Secretary , under column 11 , the cntries in 
brackets shall be substituted with the following : 


" Appointment will be made on a tenure basis for a 

term of 5 years renewable for one more term of 
5 years, both being subject to the age of retirement 
applicable to the employees of the organisation from 
which a person is appointed on deputation, or on 
contract " , 


म मध संसाधन विकास मंत्रालय 

(शिक्षा विभाग ) 

मई दिल्ली, 21, नवम्बर 1989 
सा . का . नि . 885. - -विश्वविद्यालय अन वान भायोग अधिनियम , 
1956 ( 1956 का 3 ) की धारा 25 की उप-धारा ( 2 ) के खण्ड 
( प ) के साथ पठित उप -धारा ( 1 ) द्वारा प्रदत्त शक्तियों का प्रयोग करते 
एए, केन्द्रीय सरकार रतद्वारा विश्वविद्यालय मनुवान पायोग ( भर्ती ) 

मयमा वली, 1983 में और संशोधन करने के लिए निम्नलिखित नियम 
मनासी है, अर्थात् : - -- 

1. ( 1 ) इन नियमों को विश्वविद्यालय अनुदाम प्रायोग (भर्ती ) 
संशोधन नियमावली, 1989 कहा जाए । 

( 2) वे 21 दिसम्बर, 1988 को लागू हुए समझे जाएंगे । 
2. कालम-II के अंतर्गत सचिव के पद से संबंधित क्रम सं . 1 के सामने 
विश्वविद्यालय अनुदान आयोग ( भती ) नियमावली, 1983 की अनुसूची 
में कोकों में दी गई प्रविष्टियों को निम्नलिखित के साथ प्रतिस्थापित . 
किया जाएगा : - - 

_ नियुक्ति 5 वर्ष की अवधि के लिए एक प्रावधिक के अंधार 
पर की जाएगी जो 5 वर्ष की एक और अवधि के लिए नवीकृत की जा 
मकती है । ये दोनों उस संगठन के कर्मचारियों, जहाँ मे कोई व्यक्नि 
प्रतिनियुक्ति अथवः ठेके पर नियुक्त है, पर लागू सेवानिवृत्ति की आय . 
को पार्म पर होगा " । 


Explanntory memorandum - The amendment is necessary 
to enable tho incumbent of the post of Secretary , University 
Grants Commission , to get the benefit of age of retirement 
in his parent office . 

Giving retrospective effect to the amendment will not pro 
judically affect the interests of any person . 

INo. F. 10 -25 / 88 - Desk( U ) ] 
Foot Note : Principal rules were published vide Notification 

No . F. 10 - 30 / 80 - Desk( U ) dated 19th May , 1983 
amended by ( 1 ) Notification No. F . 10 - 46 /83 
Dosk (U ) dt. 22 -9 - 83 and ( 2) Notification No. F . 
10 - 46 / 83 - Desk ( U ) dated 14- 11 - 84 . 


. मा . का . नि , 886 ; - विश्वविद्यालय अन वान प्रायोग अधिनियम , 
1956 की धारा- 25 की उप-धारा ( 2 ) मे खण्ड ( घ ) के साथ पठित 
उप -धारा ( 2 ) द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए बोन्द्रीय सरकार 
एनद्वारा विश्वविद्यालय मन दान पायोग ( कर्मचारियों की सेवा शत ) 
नियमावली, 1983 में और संशोधन करने के लिए निम्नलिखित नियम 
मनाती है,, पर्यास् : - - 
___ 1. इन नियमों को विश्वविद्यालय अनुदान प्रायोग ( कर्मचारियों की 
मेमा शर्ते संशोधन नियमावली, 1979 कहा जाए । 

2. नियम- 8 में विश्वविद्यालय अनुदान आयोग-( कर्मचारियों को मेवा 
शर्ने ) नियमावली, 1983 में प्रथम उप-बन्ध को हटा दिया जाएगा । 

[सं . एफ , 10-25/ 88-रेस्क ( य )] 


व्याख्यात्मक शापन : यह संशोधन इस लिए प्रावश्यक है कि विश्वविद्यालय 

अनुदान आयोग के सचिव का पदधारी अपने मूल कार्यालय में 
से निवृत्ति के प्राय का लाभ प्राप्त कर सके । 


इस संगोवन को पूर्णपापी लागू करने में किसी व्यक्ति के हितों पर 
तिकल प्रभाव नरी पड़ेगा । 

[सं . एफ . 10- 25/ 88- जेस्क ( यू . )] 


G . S . R . 886 . - In exerciso of the powers conferred by 
kub - section ( 1 ) read with clause ( d ) of sub -section (2 ) of 
section 25 of the University Grants Commission Act , 1956 
( 3 of 1956) , the Central Government hereby makes the fol 
lowing jules further to amend the University Grants Com 
mission (Terms and Condilions of Service of Employees ) 
Rules, 1983 , namely : 


1. These rules may be called the University Grants Com . 
mission ( Terms and Conditions of service of employees ) 
Amendment Rules , 1989 . 


नदटिष्यग मुख्य नियम अधिसूचना संख्या एफ . 10-30/ 80- डेस्क (यु . ) 

दिनांक 19 मई, 1983 द्वारा प्रकाशित किये गये थे, जिसे 
( 1 ) अधिसूचना संख्या एफ . 10-4683-डेस्क ( यू . ) 
दिनांक 22-9- 83 और अधिसूचना संख्या एफ . 10-46/83 
उफ्रः ( यू . ) दिनांक 14- 11 -84 द्वारा संशोधित किया गया 
था । 


2. In the University Grants Commission (Terms and Con 
ditions of Scrvice of Employees ) Rules, 1983 , in rule 8 , the 
first proviso shall be omitted , 
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मा . का नि . 887. -- विश्वविद्यालय अनुदान प्रायोग अधिनियम 1956 ( 1957 का 3 ) की धारा 25 की उप -धारा ( 2 ) के अप ( प ) के साथ 
पठित उप -धारा ( 1 ) द्वारा प्रदान गसियों का प्रयोग करते हर केन्द्रीय नन विग्यविशालय अनुदान प्रायोग ( भर्ती) नियमावली, 1983 में प्राग मंगोपन 
हेतु मुग्यत निम्नलिखित नियम अनामी है. - - 


। ( 1 ) इन नियमों को विश्वविद्यालय मनु दान आयोग ( भनी ) मंगोधन नियमावली , 1999 कहा जाए । 
( 2 ) ये सरकारी राजपत्र में प्रकाशित होने की तारीख मे लागू होगे । 

2. विश्वविद्यालय अनुदान प्रायोग (भर्ती ) नियमावली, 1983 की सभी में विद्यमान प्रविष्टियो के लिए क्रम संख्या 4 और 5फ के सामने निम्नलिखित 
प्रतिस्थापित किया जाएगा अथति : 


- 


श्र . सं . पद का नाम 


.. ...... . - . - - - - . . - - . ... ... - - , 
वर्गीकरण येतनमान 


मलेमणन या गर 
सैले पणन पद है । 


सीधी भर्ती के लिए प्राय मीमा 


4 उप सभिव 


ग्रेड-क 


रु . 3700- 125- 4700 सैलेक्शन 
150 - 5000 
( संशोषित ) 


45 वर्ष ( केन्द्रीय व राज्य सरकारों और स्वायत्त निकायों के कर्मचारियों के 
लिए 5 वर्ष तक की छूट ) 


सीधी भर्ती के लिए मावश्यफ शैक्षिक व अन्य 
योग्यताए 


क्या सीधे भर्ती के लिए प्रस्तापित प्रायु परिवीक्षा की अवधि 
व शैक्षिक योग्यता पदोन्नति के मामले में 
भी लाग, होंगी 


भर्ती की पति सीधे भर्ती द्वारा या 
पोन्नति अथवा स्थानान्तरण द्वारा 
तथा विभिन्न परतियों द्वारा भी 
जाने वाली नियुक्तियों की प्रतिशतता 


8 


10 


नहीं 


2 वर्ष 


75 % पदोन्नति द्वारा और 25 % 
सीधे मर्वी द्वारा 


मावश्यक : ( 1 ) अच्छे शैक्षिक रिकार्ड के साथ 

मान्यता प्रा स विश्वविद्यालय की प्रथम या 
द्वितीय श्रेणी की स्नातकोत्तर मिग्री 
( 2 ) विश्वविद्यालय या कालेज स्तर पर 

7 वर्ष का अध्यापन अनुभव या शैक्षिक 

प्रशासन का समकक्ष अनुभव 
पांछनीय 
डाक्टरेट डिग्री 


पदोन्नति द्वारा भर्ती के मामले में किस प्रेए से पदोन्नति की जाएगी 


विश्वविद्यालय मन पान पायोग या चयन समिति की संरचना 


12 


पोशनि :--- ग्रेड में 5 वर्ष की लगातार नियमित सेवा के माथ अवर सचिव या शिक्षा ( 1 ) उपाध्यक्ष, विक्यिालय अनुदान प्रायोग 

अधिकारी । पदोन्नति कोटा के लिए शिक्षा अधिकारी या प्रवर सचिव की ( 2 ) विश्वविद्यालय अनुदान भायोग द्वारा नामांफित इनका एक सदस्य 
पारस्परिक वरिष्ठता को अपने- अपने पेट में लगातार नियमित सेवा के ( 3 ) विश्वविद्यालय अनुदान प्रायोग के अध्यक्ष द्वारा नामांकित एक बाहर का 
प्राधार पर गिना जाएगा । 

विशेषज्ञ 
( 1 ) केन्द्रीय सरकार का एक प्रतिनिधि तथा 
( 5 ) सचिव , विश्वविद्यालय अनुदान प्रायोग । 


___ 1 


6 


- 


- 


" इफ ममस्थयक 


प "क " 


मैलेक्शन रु . 3700- 125 

4700 -10- 5000 
( मंशोधित ) 


45 वां ( केन्द्रीय व राज्य मरक रों तथा 1. अनिवार्य 
विश्वविद्यालय और स्वायत्त निकायों 1. माख्यिकी या मांख्यिकी के स. प गणित/ 
के कर्मचारियों के लिए 5६ की छूट ) अर्थशास्त्र वाणिण्य में मान्यता प्राप्त 
आमनिर्धारण के लिएनिर्णायक तारीख विश्वविद्यालय की प्रथम या द्वितीय 
भारत में उम्मीदवारों से प्रार्थना पत्र प्राप्त श्रेणी में स्नातकोसर डिग्री । 
होने की अंतिम तारीख होगी ( अंड- 2. शैक्षिक प्रांकड़ों के संग्रह , और व्या का 
माम व निकोबार द्वीपसमूह और का 10 वर्ष का अनु मष 
सक्षमीप को छोड़कर ) 

पांछनीय 
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- - - " 


- 


- - 


- - 


. - - - 


- 


- - 


- 


- 


- - 


- - 


- 


- 


- - 


- 


- - - 


- 


- 


- - 


- - 


- 


- 


- - 


- 


- - 


वांछनीय : 
3. (i ) गायिकी में स्न नमोसर सिप्लो 

मप्रमणपत्र 
( ii ) किमी मान्यता प्राप्त संस्थान में शैक्षिक 

अनुगंध न योजना में प्रशिक्षण 
( iii ) आकड़े संग्रह और मुध र की मंगणक 

पद्धति पर कार्य करने का अन मय 
नौकरी की अवश्यकत 
विभिन्न प्रकार के मांकड़े मंग्रह/विश्लेषण क . 

समन्वय और सूचना तथा सांख्यिकी प्रभाग 
में पहले से स्थापित निभिम एककों द्वारा 

किए गए कार्य को ठीक प्रकार से चल. ना 
---- 


- - 


- - - - - - 


- - - 


- - - - - 


- 


- -- - - - 


-- 


- -- - - 


- 


- - - 


- 


- - 


- -- - 


- - -- - - -- - - 


9 


1 


12 


- 


- 


- 


- 


2 वर्ष 


10 
पदोन्नति द्वारा ऐमा न होने पर वरिष्ठ सांख्यिकी अधिकारी रु. ( 3 000- 1. उपाध्यक्ष विश्वविद्यालय अनुवान प्रा योग 
प्रतिनियुक्ति पा स्थानान्तरण 4500 रु . ) पांच वर्ष की लगातार - - अध्यक्ष 

द्वारा , दोनों के न होने पर निमित रोवः के साथ । 2. प्रयोग तार न भाकित थियविद्यालय 
गोमशन द्वारा । 

( प्रतिनियुक्ति पर स्थानान्तरण के मामले अन बन पायांग ब : एक सदस्य 

में रु . 3000- 4500 के या इमसे - - मयम्म 
अधिक ग्रेड थने धिकारी योग्य 3. विश्वविद्यालय अन दान आयोग के अध्यक्ष 

द्वारा न मांकिल एक बाहर का विशे 

पश - - सदस्य 
11 . केन्द्रीय सरकार का एक प्रतिनिधि 

- - सदस्य 
5, सचिव, विश्वविद्यालय अनुदान प्रायोग 

___ - - सदस्य 
टिपणी :-- - न खय नियम भारत के रजपत्र के भाग II घर : ( 1 ) दिनांक 19- 5- 87 को पृष्ठ 1-37 पर म . नव मम धन विकास मंत्रालय (शिक्षा विभाग, 

पं . जी . एम . प्र. र . 4: 4 ( ई ) दिनांक 19- 5- 3: ) में भारत सरकार की अधिसूचना द्वारा प्रकाशित किए गए तथा य. द में निम्नलिखित द्वारा संशो 
धित किए गए :- - 
( i ) भारत के राजान भाग II धारा 3 ( 1 ) के पृष्ठ 1-6 पर प्रकाशित भारत सरकार की दिनांक 22- 9- 8 की अधिसूचना सं . जी . एम , पार . 

7 : 7 ( ई ) 
( ii ) दिनांक 1 -12- 84 की अधिसूचना सं . जी . एम . पार, 1201 भाग II खण्ड 3 ( 1 ) के पृष्ठ 1- 2 पर । । 

[ म . 10- 51/ 88-डेस्क ( यू )] 
यपि विविधानप अनुद न अ योग ( भों ) संशोधन नियम. वानी , 1933 वारा संशोधित किए गए हैं । 
हनों कोविद्यालय अनुदान योग (ो ) मंशाधन नियमावली, 193.4 पर और भागशोधिा किया गया है । 

G .S . R . . . 887 . . Tn exercise of the powers conferred by sub -section ( 1) read with clause ( d ) of 
sub -scction ( 2 ) of section 25 of the University Grants Commission , 1956 (3 of 1956 ), the Contral 
Governinent hereby makes the following rules further 10 amend the University Grants Commission 
(Recruitinent) Rules , 1983 , namely :- - 
1. (1 ) These rules may be callod the University Grants Commission (Rooruitment) Amendment 

___ Rules , 1989. 

(2 ) Thcy shall come into force on the date of their publication in the Official Gazette . 
2. In the Schedule of the University Grants Commission ( Recruitment ) Rules, 1983 , against serial 
number 4 and 5A for the existing entric : , the following shall be substituted , namely : 
S . Name of Post Classification Scale of Pay Whether Selec - Age limit for direct 
No. 

tion or non recruitment 
selection 

post 
- 1 -2 3 --- 

___ -- - - - - - - - - - 
4 . Deputy Secretary Gr. A 

Rs. 3700 - 125 -4700 - Selection 45 years. 
150- 5000 ( Revised ) 

(Relaxable by 5 years 
for einployees of Central 
and State Governments 

and autonomous bodies .) 
3331 GI/89 . 3 


- 


- 


- 


- - 


- - - - 


- 


- - 


- 


8 


- - 


- 
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-- -- - - - - - I - - - - - - I - - - 
Educational and other Whether age and 

Period of Methods of recruitmentwhether 
qualilications required for educational qualifications Prolation . by direct recruitment or by 
direct recruitment prescribed for the direct 

promotion or transfer and per 
recruitment will apply in 

centage of the vacancies to be 
the case of promotion . 

filled by various methods, 

- - - - - 

10 
ESSENTIAL : 

No 

2 years 

75 % by promotion and 25 % . 
First or Second Class 

by direct recruitment. 
Master s degree of a recog 
nised University with a good 
academic record ; 
( 2) 7 years experience of 
teaching at University or 
college lovel or equivalent 
experience of educational 
administration . 
DESIRABLE : 
Doctorate degree. 

- .. - - ... - - - - - ~ -- . . 


- . . - . - - . - 


- 


- - 


- 


-- 


- - 


- - 


- - - 


- 


- - 


- - 


- 


- - - - - - 


12 


In case of recruitment by promotion , grades from Composition of UGC or Selection Committee 
which promotion to be made 

11 
PROMOTION : Under Secretary or Education (1 ) Vice -Chairman , University Grants Commis 
Officer with 5 years continuous regular service in the sion ; 
grade. The inter -se seniority of the Education Officer / (2 ) One member of the University Grants Com 
Under Socretary for promotion quota shall be rec mission nominated by it ; 
koned on the basis of continuous regular service in ( 3 ) One outside expert nominated by the Chairman , 
the respective grade 

University Grants Commission ; 
( 4 ) A representative of the Central Government ; 

and 

(5 ) Secretary , University Grants Commission ." 
- - - - - -- -- - - - - - 


- 


- 


- 


- 


- 


- 


- 


1 2 
“ SA Coordinator 


3 * - - - 
- - - - -- - - - - - 

* - - - - 
Group Rs. 3700 - 125 - 
* Α 

4700 - 150 -5000 
(Revised ) . . 


Central soyees of Mastest or secon 


- - - - - - - - - - . - . - -- - - - -- - - - - - - - - - - 
6 

- - - 
Selection 45 years (Relax - ESSENTIAL : 

able by 5 years 1. First or second Class 
for employees of Master s Degree of a 
Central and recognised University in 
State Governmen - Statistics or Mathema 
ts , Universities tics /Economics /Commer 
and autonomous ce with Statistics. 
bodies ). The cru 
cial date for 2 . 10 years experience 
determining the of collection , and inter 
age limit shall pretation of cducational 
be the last date data . 
after which ap DESIRABLE : 
plications are 3 . (i) Postgraduate Dip 
received from 

loma/Certificate in 
candidates in 

Statistics. 
India (other than (ii) Training in Edu 
those in Anda cational research / 
man & Nicobar Planning in some 
Islands and 

recognised institu 
Lakshadweep ). 

tion . 
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2961 


- 


- . . 


- - - - - - -- - -- 


. 


- -- 


_ 


- 


- 


- 


- 


भारत का राजपन्न : दिसम्बर, 2 अग्रहायण 11, 1911 
- - --- . . . - . .- - - - - - - - - -- - -- 

5 
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6 


- - - 


- 


- - 


- - 


- - - - - 


- - 


- - 


- - 


(iii ) Experience of work 

ing on computerised 
system of data sto 

rage and retrieval. 
JOB REQUIREMENT : 
Coordination of different 
types of data collection / 
analysis and ensuring 
smooth fow of work 
done by various units 
already set up in th . 
Information and Statis 
tics Division. 


- 


- - 


- - - 


- 


- - 


-- 


- - 


- - 


- 


- - - 

- - - 


- - - - - - 
- - -- - - 


- 


- - - 


- 


- - - 


- 


- - - 


- 


10 


12 


. . 


. . 


- - 


- 


. - - 


- - - 


Noo 


2 years 


By promotion , 
Sailing which by 
transfer on deputa 
tion failing both by 
Selection , 


Senior Statistical Officer 1 . Vice - Chairinan, Universi 
( Rs. 3000 - 4500 ) with five ty Grants Commission. 
years continuous regular 

Chairman 
service. 

2 . One member of the Uni 
( In case of transfer on versity Grants Commis 
deputation , officers in the sion nominated by the 
grade of Rs . 3000 - 4500 Commission Member 
and higher would be 3 . One outside expert nomi 
eligible). 

nated by the Chairman 
University Grants Com 

mission - Member 
4 . A representative of the 
Central Government. 

Member 
5. Secretary , University 
Grants Commission . 

- Member 


- 


- 


- 


- 


NOTE : The principal rules were published in the Gazette of India , Part II, Section 3 (i), dated 19 - 5 - 87 

at pages 1 - 37 vide notification of the Government of India in the Ministry of Human Resource 

Development ( Deptt . of Education). No . GSR. 434, ( E ) dated 19 - 5 - 83. 
( i) Notification of the Government of India No . GSR 737 . E ) dated 22 - 9 - 83 published in the 

Gazette of India , Part IT, Section 3 (i) at pages 1 - 3 . 
(ii) Notification No . GSR 1201 dated 1 - 12 - 84 Part - Il Section 3 (i) at pages 1 - 2 . 

[ No . F.10- 51 /88- Desk( U)] 


ग का . नि . 888. - - विग्यविद्यालय अनुदान पायोर अधिनियम , 
1956 की धारा 25 वारा पश्न क्तियों का प्रयोग करते हुए केन्द्रीय 
मरका र विश्वविद्यालय अनदान या योग ( सदस्यों की अयोग्यता संवा निवृत्ति 

और मवा गर्ने ) नियना यती, 1956 को और प्रागे मंशोधित करने के 
लिए निम्नलिखिम नियम बनती है , अर्थात् :- -- 


1. ( 1 ) इन नियमों का विश्वविद्यालय अन्न प्रयोग ( सदस्यों की 
प्रयोग्यता , मेवा निवृति और मेवा गर्ने ) गंणधिन नियम वली, 1989 के 
नाम से जाना जाएगा । 


आई ई ) मो उस ध राघ, के स्थान पर निम्नलिखित उपधागप्रति स्था 
पित की जाएगी ; अर्थात् : - - 

“ ( घ ) अध्यक्ष और उपाध्यक्ष अपना अपना कार्यालय खाली 
करके जाने वन उनके नाम पड़ी अजिन छुट्टी के संबंध में उतनी 
अनधि के बरामर बेनम तथा मंहगाई भने के नकद भुगतान के हकदार 
हगि । छुट्टी वेतन के बराबर नकद भुगतान अधिकतम 180 दिन की 
अजित छुट्टी तक ही सीमित होगा । 

[सं . एफ . 10-47/ ५४- डेस्क ( यू )] 

मुधीर माका, संयुक्न सचिव 
पाव टिप्पणी : - मस्य नियमो को अधिसूचना सं , एफ . 24-18/ 5G 
T -1 दिनाक 1 नवम्बर, 1956 द्वारा प्रमाणित किया गया था और लन 
परान्त अधिसूचनाओं द्वारा शोधिन बार दिया था । 

( 1 ) अधिगुमना म . एफ , 9 . 60/70 य 2 दिनांक 15- 1- 1973 


( 1 ) ये 1 जनवरी , 1981 से लागू समझे जाए । 


2. वयविधाता पन दान या वांग ( मदस्म) की अयोग्यता , भय 
निनि और गेया शर्ने ) नियमावली, 1956 में नियम की धारा ( वी 


- - - - - - - - - - - 


- - 
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- - -- - -- - - - - - - - - - - - - - - - -- - - . . . 
( 2 ) अधिसूचना सं . (एफ , 9-13/ 73-यू 2 दिनांक 16- 8- 1973 

MINISTRY OF INDUSTRY 
( 3 ) अधिसूचना स . .फ , 9- 66/ 74-यू दिनांक 2- 11-19 7.1 

(Department of Industial Development 
( 4 ) अधिसूचना सं . एफ , 9 - 11/ 73 -य 2 दिनांक 10- 9- 1975 

CORRIGENDUM 
( 5 ) अधिसूचना सं . एफ . 16-29/75-यू . 2 दिनांक 8-1-1976 

New Delhi , the 7th November , 1989 
( G ) अधिसूचना सं . एफ . 7-19/ 77 एल . यू . ( यू- 2) दिनाक 

G . S. R . 889. -- In the notification of the Government of 

India in the Ministry of Industry ( Departmont of Indutrial 
____ 10-9- 75 और 

Development ) No. GSR 449, dated the 25th Mily , 1987, 

published in the Gazette of Jndia , Part I, Section 3, Sub 
( 7 ) अधिसूचन, स . एफ . 10- 54/ 79-5स्क ( यू ) दिनाक 20- 11- 1979 

Section (i ) , dated 13- 6 - 1987 at pages 1494 to 1493, 
G . S . R . 888 . -- In excrciso of the powers conferred by sec 
tion 2 ) of ine University Grants Comınıssion Act 1956 (3 of 

(i) at page 1497, in Colunun 7, Linder the word 
Typo ), te veniral Goverment hereby makes the following 

Desirable for the cntry .... 
rules further to aincnd the Univesity Grants Commission 

" Degree in Scicture or EngineeringiTechnology of a 
(Disqualition , Retirement and Conditions of Service of 

Tercyniscd University or cuivalent." ; 
Menibers ) Rule ), 1956 , namely : 
1. ( 1) These rules may ho callcd the University Grants 

read 
Commission (Disqualilication , Retirement and Conditions of 

" Degree in Scienc or Dipl:). .. io cincoring Term 
wervice of ilenntern ) ADrendnient Rules, 1939 . 

melnyy of a recognised University or equiva 

lent ", 
(2 ) They shall be deemed to have como into force on 
1.10 131 January , 1981. 

( ii) at page 1498 under Column 11 at the end of ( b ) , 

for the figure " 8 ", Tead " 7 ". 
2 . In the University Grants Commission ( Disqualification, 
kowement and Conditions of Seryice of Members ) Rules , 

[ No, A -32012 /11 / 82 - 15 . IVI 
1936 , for sui - clause ( d ) of clause (VIE ) of rulo 5 , the 
following sub - clause shall be subsiituted , namely : 

CHARAN DASS, Unter Scoy . 
"( d) Clhall men and Vice- Chairman shall be entitled to 

puynient of cash cquivalcnt of leavc salary and 
dearness allowance in respect of tho 

( संपनी कार्य पिया ) 
period of earned leave lying at their credit at tho 

नई दिन , 16 नवंबर , 1996 ) 
time they vacato their respective officers . The pay 
mcat of cash equipment of leave salary shall be 
limted to a maximum of 180 days carned Icave " . 

सा का . नि . 890 भारणलाकार , कंपन का विभाग के 10 प्रानुबर , 1972 
ENo. F. 10- 87 / 88- Desk( u)] 

की अधिकता संया मा . का. नि . 4.13 ( 1 ) के साथ लिन कंपनी अधिनियम , 
S. Q . MANKAD , It. Secy . 19515 ( 1956 का 1 ) की धाग 524 : उपधारा ( i ) ने परंतक 
out Noto : - The principal rules were published vide द्वारा प्रदान शालयों का प्रयोग को छुये नया भाग्न सरकार , वित्त मंत्रा 

notification No. F. 24 - 24 -18 / 56 - A - 1 , dated the 1st लर ( पागणी विधि प्रणागन विभाग ) दिनांक 4 अक्तूबर 1957 की प्राधि 
November, 1956 and was subsequentiy amended vido 

सतना मना मा .पा . नि . 3216 (जिम जिम 
notifications: 

के बाद अधिसूचना कहा 

गया है ) में आंगिक उपांतरण करने में कंपनी निधि जो एतद्द्वारा यह 
( 1 ) Notification No. 1 . 9- 60 / 70- U2 dated 15- 1- 1973, 
( 2 ) Notification No. F. 913 / 73- U2 dated 16- 8-1973, 

निर्देश देता है कि भैमर्म बाल सफार । इनकारपोरेटेट (जिरो इसमें मके 
( 3 ) Notification No. F. 9- 66 / 74- 02 dated 2 -11 - 1974, 

माद कंपनी कहा गया है ) के मामले में यह निपेशी कंपनी होने पर 
( 4 ) Notification No. F. 911 / 73- U2 dated 10- 9 -1975, 

उक्त धारा 59 ! की उपधारा ( 4 ) के चंद ( क ) की अपेक्षा जैसा कि 
( 5 ) Notification No . F. 16 - 29 / 75 - Leg. Uni ed dated वे फिी वियेशी कंपनी पर लागू होने के संबंध में अधिस चना बाग उपांत 
8 - 1 - 1976, 

रित की गई है , निम्नलिखित पपयादों तथा उपनिरों के प्रधान होते हुये 
( 6 ) Notification No. E. 7- 19 / 77-LU( U2 ) dt. 10-9-1975 
and 

लागू होगी, अर्थात : -- 
( 7) Notification No . F . 1054 / 79 - Desh ( U ) dated 

___ यदि कंपनी 31- 3- 31) को 
20- 11- 1979. 

बों की बात पर 

भारतीय गापार लयों के संबंध में भासा में मजा कंपनी रमिला 
उद्योग मन्त्रालय 

को निम्नलिखित की तान प्रतियाँ प्रस्तुत करें तो उवन धाग 59 1 की 
( प्रौद्योगिक विकाग विमान ) 

उपधारा ( 1 ) मे ग्लंड ( ना ) + मध का पर्याप्त प्रमाला द्वारा गमा 
शुद्धिपन्न 

जाये ।ा : -... 
नई दिल्ली , 7 नवम्बर, 1089 

( i ) भारतीय शाखा मारा प्राप्त प्राप्तिी नगा किर गये भगताना का 
सा . का .नि . 889 -- - भारत के रानपत्र , भाग 2 , खंड 3, उपखंड 

विवरण पत्र जिगा पा (i ) अधिनियम की धारा 
( i ) तारीण्य 13- 11-1987 के पाठ 1 1940 1 .19 पर प्रकागिन भारत 

5 ) ! कर मार ( i ) 5 (1 ) + अंत । भारत 
सरकार के योग मंत्रालय ( प्रौद्योगिक विकास विभाग ) की वारना 

आदेशिकामा नया स्माकार ािािन फिी 
सं . 4.19 तार 25 मई , 1937 में , - 

जानित , ना ( 2 ) भारत में 

समान लेखापाल 
( i ) पृष्ठ 14:05 पर स्तंभ 7 में पानीय पाद ने नव "किसी 

आरा कि TT THE है । 
मानाताप्राप्त विश्वविद्यानर ने पिता पनि प्रयोगिकी 

( ii ) उपर्पन गद ( i ) में गणित प्रणिपा में पा निर्दिष्ट ग से 
में विगी ना समतुल्य गब्दो मान पा " गी मान्लाप्राप्त 

पमानित भारत में सनी गारभिटो तथा देपता का 
विश्वविद्यालय से विजाग में शिशी या iT /प्रौगोपिकी 

विरण, पा 
में डिप्लोमा या गल्ध" पाय पढ़ें । 
( ii ) पृष्ठ 1495 पर स्तंभ ii के नीचे मद ( ग्य ) में " 3 " अंक के 

( iii ) उगमन मन (i ) में णिसालयोगविधिया साक्षरित 
स्थान पर " , " पड़े । 

उस भाशय का पमाणपत कि कंपनी ने 31- 3- 89 को ममात 
[ म. ए- 32012/ 11/ 82-ई. [IV ] 

अर्गा के दौरान भारत में कोई व्यापार नहीं किया । 
चरण वारा, अवर सचिव 

[ संख्या 50/16/ 98- सी.एल.- 3] 
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- - - -- - - - - - - - - - . .. . - . .-. : - - - - - - - - - - - - - - - - - -- - - - - - - 

___ - - - -- - - - - : - -- - 
(Department of Company Affairs ) 

( ii ) उपर्युक्त भद ( i ) मणित प्रक्रिया भयंपा निविष्ट हग में 
New Delhi , the 16th November , 1989 

प्रमाणित भारत में काननी की परिमपतियों तथा देयतानी का 

विवरण , तथा 
G . S . R . 390 . - In cxercise of the powcis conferred by tho 
proviso tu thic sub -section ( 1 ) of Sccion 594 ol the lunipanies 

( iii ) उपस मद ( i ) में बागायोके नारा मिबिना इनाक्ष 
Act, 1956 11 of 1956 ) read with linc Guvernment of India , 
Lepartment of Company Allaiiy, Notification NO, G . S . R . 

रित उत जिनका नाम मन 31 -12- 89 एवं 
44514 ) Galleu lac Istu Uc ober, 1972 and in parisul modifica 

31- 1 :- 00 । मनाना वर्मा क दान मागम का शापार 
ka vi the Nobilon vi tiie GOVCrnment of India , M .219 .14 
of rinance Department of Com [ any Law Administration ) 

नहीं किया । 
No . S . R . O . 3 . 10 daíod the 4th October , 1957 (hereafter it 
forred 10 is the Notification ) the Company Law Board hereby 

[ 50/ 15/ 89-संपन.-3 ] 
directs tit In casc of M / s Shah Safari Inc . ( hereijiafter 
rcfcirca lo us the Company) being a foreign cunipany the 

G . S . K . 891. - - In esercise of the powers conferred by the 
requirements of clause (ai of sub - section ( 1 ) of the said sec p . Ort30) LU sub -secuon ( 1 ) of Section 594 of the Companies 
tion $ 94 as mic dified in ilicir application to it foreign company cl, 1956 1 of 1936 ) reud with the Government of india , 
by tle Notification shall upply subject to thic following fur Depulincil of Cumruity Alialls, Notification No . G . S. R . 
her eks - ptions and inodifications, namely : 

44312 ) duted the 18111 Uctover , 1972 and in partial modifica 

tion of the Notifica : ion of the Government of India , Ministry 
It shall be clcem - d to be suficient compliance withi tho u I mnuncc (Deparément of Company Law Administration ) 
[ TUSms of clause ( a ) of wult-section ( 1 ) of the said scction 

NO . S . K . U . 3216 dated the 4th October , 1957 (hereafter re 
594, if in rc: rect of the financial ycar ended on 31- 3 - 89 the ieriud tu au ihc Nu ifica un ) the Company Luw Board bereby 
coln any in respect of i s Indian Business Accounts submits : 1:rcish that in case of NI / s. Dorn cr GnibH, ( hereinufter re 
10 tie 10 priaic Registar of Companies in India , in trip ruired in US tile coupiny ) being a foreign company tho 

requireinerla cu clac ( in ) of sub-section ( 1 ) of the said sec 

tion 594 as modified in their application to a foreign com 
Astement of receipts and paytnents made by the pany by the Notincation shall apply subject to the following 
Judian Branch, certified by ( 1 ) a person authorised fuitler exceptions and modifications, namely :- - 
to accept service of process in India (11der clause 
( d ) of Sith-cection ( 1 ) of Section 592 of the Act and lu shall lo de med i be sufficient compliance with the 
( 2 ) a Chartered Accouniant practising in India , 

provisions of clal!" ( a ) of sub - section ( 1 ) of the said section 

594 , if in Icfect of the financial year ended on 31- 12 - 89 
tij) Atalcment of the company s assets and liabilitics in and 31- 12 - 31) the company in respect of its Indian Business 

India certified in the manner as indicated in item (i) Accounts sulmits to the appropriate Registrar of Companies 
ahose, and 

in India , in triplicato : 
( iii) A certificate duly signed by person as indicaied in 

(i) A statement of receipts and paymen s made by the 
j en (i) above that the company did not carry on 

Indian Branch , certified by ( 1 ) a person authorised 
any business in India during the year ended on 

to accept service of proccys in India under clause ( d ) 
31- 3 - 1989 . 

of sub -section ( 1) of Scction 592 of the Act and ( 2 ) 

a Chartered Accountant practising in India , 
[ No. 50 /15 / 89 -CL. III ] 

( ii ) Astatement of the company s assets and liabilities in 

India certified in the inanncr as indicated in item 

(i) above , and 
गा का . नि . 891--- भारत सरकार, कंपनी कार्य विभाग की 18 
अक्तूबर , 1972 की प्रक्षिपना मल्या मा . का नि 413 ( 8 ) के माय 

(iii ) A certificalc duly gigned by person as indicated in 

item (i) above that the company did not carry on 
पटिन कंपनी अधिनियम , 1957 ( 1956 का 1 ) को धारा 59 .1 की 

any business in India during the year ended on 
अपारा (i ) के परंतुक द्वारा प्रदान णपिनयों का प्रयोग करते हुए लगा 

31 - 12 - 89 and 31 -12 -90. 
भात रमा , विन मंघालय ( कंपनी सिधि प्रशासन विभाग ) निांक 4 

___ [ No. 50 /15/ 89- CL.JI] ] 
प्रावन बर , 1857 ई . मनना संख्या मा . का नि . 3 ? 165 (जिले मसमें 

मा फा . नि . 892. - - शार, सरकार , कंगनी कार्ग निभाग की 18 
इनके बाद अब पता भी गया है ) में आगिक उपासरण करने हये संपनी 

प्रयन्बर , 1972 की अधिसूचना नया मा . का . नि . 443 ( अ ) के माथ पठिन 
विधि बाई द ग यह निर्देश देता है कि मैभर्म डोनियर जः एमा 

नाम अधिनिपग , 1956 ( 19515 का 1 ) की धारा 594 की उपधारा 
(जिम प म नाव कप कहा गया है ) के मामले में गए पता 

( i ) के परम्सुक सागप्रदत्त शक्तियों का प्रयोग करते तप तथा भारत सरकार , 
for पिन हो पर उन धारा 5104 की उपधारा ( i ) के लंच ( क ) 

वित्त मंत्रालय ( कंपनी विधि प्रशासन विभाग ) दिनांक 4 अक्तूबर , 
अपेक्षा जमा लिने भी विदेशी कमनी पर लाग होने के संबंध मधि 

1957 की अधिम चना संख्या मा . का.नि 3218 (जिसे जिसमें इसके बाद 
सजागउन की गई है , विधिन " नामांतरा 

नधि बना कहा गया है ) में शशिक जगांतरण करने ये फंपनी विधि बोर्ड 
६ E H: ". नि .- - 

पदाग पर निर्देश देता है कि मैपर्म सिधिवपन चिलना फण्ड सराकार 
म िक 31-1.:-:३६) नं 31-12- 90 को गान बिलो वर्षों की 

पोरड (जिसे इसमें चुपके बाद कंपनी बारा गा है ) के मामले में यह 

मक विदेशी फंपनी होने पर उक्त धारा 594 की उपधारा ( 1 ) के खंड 
बाबत अपील पानार 

मंत्रा में पान में मावा 

( क ) की प्रापेक्षाएं जैगी कि ये किमी विदेशी कंपनी पर लाग होने के 
सापनी पारी को निम्नलिखिा की तीन माया प्रदा करें तो उन 
भाग 59 .1 को उपधारा ( i ) के खंड ( क ) के गया का पर्याप्त यान 

मंबंध में प्रधिन चना द्वारा पारित की गई है, निम्नलिखित अपवादों 
पाला मारा मगमा जागा:- - 

तथा उपोलरों के अधीन रहते हुपे लागू होगी , अर्थात् : -.. 

____ यदि कंपनी 30- 65-SB एवं 30- 6-89 को मान वित्तीय वर्षा की 
(i ) 
माग मा प्रा किये गये भुगतान । तथा बावन अगने भारत। व्यापार नखानों के संबंध में भारत में समचित 

निवर TIERप्राणी ( i ) अधिनियम की धारा कंपनी रजिस्टारों को निम्नलिखित की सान तीन प्रतियां प्रस्तुत करें सो 
8512 की त्यारा ii ) र ( ग ) के प्र भार में उक्न धारा 594 को उपधारा ( i ) के खंड ( क ) के पलंधों का पर्याप्त 
आदका की नमा पार करने के लिये प्राविका Hि 

अनुपाता द्वारा मगा जायेगा ..... 
का , तथा ( 2 ) नारा में कार्यरत HT -1 पगाल 

(i ) भारतीय प्रामा सारा प्रा { प्रायों तथा किये गये भुगनानों 
मारा किया गया है । 

था बिवरण पत्र जिगका प्रमाणीकरण ( i ) अधिनियम को 


अ 


4 - : 


-- - - 
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- - - - - - -- - - - 
धारा 592 की उपधारा ( 1 ) के खंड ( घ ) के प्रति मान 

को निम्नलिखित की नीन प्रतियां प्रस्तुत करें तो उक्न धारा 504 की 
में प्रादेशिका का मेगा स्वीकार करने के लिय प्राधिकृत किया उपधारा ( 1 ) के खंड ( क ) के उपबंधों का पर्याप्त अनुपालन द्वारा समझा 
ध्यान नपा ( 2 ) भारत में कार्यरत शासप्राप्न लेखापाल आयेगा :- - 
द्वारा किया गया है । 

( i ) भारतीय शाखा द्वारा प्राप्त प्राप्तियों नथा किये गये भगतानों 
( ii ) उपर्युक्त मद (i ) में वर्णित प्रक्रिया में यथा निदिष्ट ग 

का विवरण पत्र जिमका प्रमाणीकरण ( 1 ) अधिनियम की धारा 
प्रमाणित भारत में कंपनी की परिगंपनिगो नथा देयताओं का 

592 की उपधारा ( 1 ) के यूर ( ब ) के अंतर्गत भारत में 
विवरण , तथा 

प्रादेशिका को सेवा स्वीकार करने के लिये प्राधिकृत किमी 

व्यक्ति , नथा ( 2 ) भारत में कार्यरत शामप्राप्त लेखापाल 
( iii ) उपर्यस्त मद ( i ) में वणित व्यक्तियों के द्वारा विधिवत् हस्ताक्ष 

द्वारा किया गया है । 
रित उस प्राशय का प्रमाणपत्र कि कंपनी ने 30- 0-18 एवं 
30- 6-89 को समाप्त वर्षों के दौरान भारत में काई व्यापार 

( ii ) उार्यरत मद( i ) में वणित प्रक्रिया में यथा निदिष्ट ढंग से 
नहीं किया । 

प्रमाणित भारत में कंपनी की परिसंपत्तियों तथा देयताओं का 

विवरण, तथा 
[ संख्या 50/ 36/ 39-सम.- 3] 

( iii ) मा (i ) म वागत व्यक्तियों के द्वारा विधिवत् हस्ताक्ष 
6 . 3. R . 892. - In cxcicise of the powers conferred by the 

रित उग प्राशय का प्रमाणपत्न कि कंपनी ने 30- 9- 38 को 
proviso to sub -section ( 1 ) of Section 694 of the Com 
Panics Act, 1956 ( 1 of 1956 ) read with the Government of 

सगा त वर्षों के दौरान भारत में काई व्यापार नही किया । 
Jndia , Department of Company Affairs, Notification No . 
G . S . R , 443( E ) dated the 18th October , 1972 and in partial 

[ समया 50/ 33/ 59- मी .एन ] 
modification of the Notification of the Government of India , 
Ministry of Finance (Department of Company Law Adminis 

G . S. R, 893 ...- -In excrcise of the powers conferred by the 
tration ) No. S . R . O . 3216 dated the 4th October , 1957 ( here piovisa tu the sub -section ( 1 ) of Section 594 of the Con 
after referred to as the Notification ) the Company Law Board panies Act, 1956 ( 1 of 1956 ) read with the Government of 
hereby directs that in case of M /s. Christian Children s Fund India, Department of Company Affairs , Notification No . 
Inc. (hereinafter referred to as the company, being a foroign G. S . R . 443 ( E ) lated the 18th October , 1972 and in partial 
company the icquirements of clause (a ) oľ yub - section ( 1 ) of moduction of the Notification of the Government of lodia , 
the sail sectiou 594 as modified in their application to u Mustry of l-inance (Department of Company Law Adminis 
foreign company by tho Notification shall apply subject to tration ) No . S. R. O. 3216 dated the 4th October , 1957 ( here 
the following further exceptions and modifications, namely : 

ufter eleme tu as the Notification ) the Company Law 
It shall be deemed to be sufficient compljance with the 

Bward lereny directs that in case of M / s. West Land Support 

Services (hereinafter referred to as the cumpany) being a 
provisions of clause ( a ) of sub - section (1 ) of the said section 

foreign company the requirements of clause ( it ) of sub 
594 , iſ in respect of the financial year ended on 30 -6 -88 

Sectiil 594 as modified in their application to a foreign 
ind 30 - 6 -89 the company in respect of its Indian Blusiness 

company by the Notification shall apply subject to the follow 
Accounts submits to the appropriate Registrar of Companics 
in India, in triplicate : 

ing lurther ciceptions and modifications , namely : - - 
(i) A statement of receipts and payments made by the 

It shall be deemed to be sufficient compliance with the 
Indian Branch , certificd by ( 1) a person authorised 

provisions of clause ( a ) of sub -section ( 1 ) of the said scction 
to accept service of process in India under clause 

594 , il in respect of the financial year ended or 30 - 9 -88 
( d ) of Sub - section ( 1 ) of Section 592 of the Act and 

the company in respect of its Indian Business Accounts sub 
( 2 ) a Chartered Accountant practising in India , 

mits to the appropriate Registrar of Companies in India , in 

triplicate : 
(ii ) A statement of the company s assets and liabilitics in 
India certified in the manner as indicated in iteni 

(1) A statement of receipts and paynients made by the 
( i) above, and 

Indjen Branch , certified by ( 1) a person authorised 

lu accept service of process in India under clause (d ) 
(ii) A certificate duly signed by person as indicated in 

of sub-section ( 1 ) of Section 592 of the Act and 
item (i) above that the company did not carry on 

( 2 ) a Chartered Accountant practising in India , 
any business in India during the year ended on 
30 - 6 -88 and 30- 6 - 89 . 

vil A statement of the company s assets and liabilities in 

Indian certified in the manner as indicated in item 
[ No . 50 /36 / 89 - CL.III ] 

( i ) above , anch 

(iii) A certificate duly signed by person as indicated in 
मा . का .नि . 89.3. -- भारत सरकार, कंपनी कार्य विभाग की 18 

item (i) above that the company did not carry 

on any business in India during the year ended on 
अक्तूबर, 1972 की अधिसूचना मंग्या मा . का .नि . 413 ( अ ) के मथ 

31- 9 - 88 . 
पठित कंपनी अधिनियम, 1956 ( 1956 का 1 ) की धारा 59 .1 की 
उपधारा ( 1 ) के परंतुझ द्वारा प्रवन शक्तियों का प्रयोग करते हुये तथा 

[ No . 50 / 33 / 89 - CL .III ] 
भारत सरकार , वित्त मंत्रालय (कंपनी विधि प्रशासन विभाग ) दिनाक .! 
अक्तूबर , 1957 की अधिसूचना गख्या मा .क नि . 3 216 ( जिम जिसम 

स. कानि894. - - भारत सरकार, कंपनी कार्य विभाग की 18 
इसके बाद अधिसूचना कहा गया है ) में प्रांतिक पात र ण करत हा. 

प्रचन्बर , 1972 की अघियुचना संख्या म . .क नि .113 ( प्र ) के साथ पठित 
कंपनी विधि बोई एतवाग यह निर्देश देता है कि भैमर्म वैस्ट लैंड स्पोर्ट 

कपनी अधिनियम , 1956 ( 1956 का 1 ) की धारा 5.94 की उपधारा 
सविसेज (जिम इरामें इसके बाद कपनो कहा गया है ) के मामले में यह ( 1 ) के परंनुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुये तथा भारत 
एक विदेशी कंपनी होने पर उन धारा 594 की उपधारा ( 1 ) के ख़र 

गरकर, वित्त मंत्रालय ( कंपनी विधि प्रशमन विभाग ) दिनांक 1 अक्सूबर , 
( क ) की अपेक्षाएं जैसी कि व किमी विदेशी कंपनी पर लाग होन के संव 

1957 की अधिसूचना मंड्या मा का नि . 3 2 1 6 (जिसे जिसमें इसके भाव 
में अधिसुचना द्वारा उपांतरित की गई है, निम्नलिखित प्रायदों तथा 

अधिरचना कहा गया है । में आशिक उपांतरण करते हुये कंपनी विधि 
उपनिरों के अधीन रहते हुये लागू होगी, अर्थात - - 

नोई एतद्वारा गह निर्देश देता है कि ममर्य मैक ट्रस्ट संपनी (जिमे 
____ यदि कंपनी 30 - 9. 18 को समाप्त विनीय बी की बाबन अपने इममे इभ बाद नपनी याहा गया है ) के मामले में यह एक विदेशी संपनी 
भारतीय व्यापार लेखाओं के संबंध में भारत में समुचिन वांगनी रजिस्ट्रागें होने पर उपम धारा 594 को उपधारा ( 1 ) के खंड ( क ) की अपेक्षात. 
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(TTT IL- 


E 3 (i) ] 


TTT FT TETTE : FETETT 2 , 1989 


11, 1911 


(Department of Industrial Development; 


CENTRAL BOILERS BOARD 
New Delhi, the 23rd November, 1989 


G .S . R . 895.-- Whereas certain draft regulations, further 
to amend the Indian Boiler Regulations, 1950 , were publish 
ed as required by sub - section ( 1 ) of section 31 of the Indian 
Bojlers Act, 1923 (5 of 1923 ) , at page 2064 of the Gazette 
of India , Part II, Section 3 , Sub -Section ( 1) , dated the 2nd 
September , 1989 under the notification of the Government 
of India in the Ministry of Industry (Department of Indus 
trial Development) ( Central Boilers Board) No. GSR 648, 
dated the 14th August, 1989 inviting objections and sugges 
tions from all persons likely to be affected thereby till the 
8th November , 1989 ; 


जैसी कि वे किसी विदेशी कंपनी पर लागू होने के संबंध में अधिसूचना द्वारा 
griafaz # , fafararna TITT 7911 Tua 

TRT EITT , Fa :- - 

ofee 31- 12- 79 À 31-12-89 Wica fariz qat 
को बाबत अपने भारतीय व्यापार लेखाओं के संबंध में भारत में समुचित 
कंपनी रजिस्ट्रारों को निम्नलिखित की तीन प्रतियां प्रस्तुत करें तो उक्त 
ETTI 594 * 398TI ( 1 ) # as ( F ) a gyalat qi qafa T 
TICA ATTI # HT OF TT :- - : 
(i ) TT MET RT 790 FTFCHAT 591 FF Fri FIAT FII 

विवरण पत्र जिसका प्रमाणीकरण ( 1 ) अधिनियम की धारा 
592 im BWTTT ( 1) martie (a ) stariat #ta Å 
प्रादेशिका की सेवा स्वीकार करने के लिये प्राधिकृत किसी 
OFFT, FT ( 2 ) 197 # FI477 mifta par9i77 

STEI faut FOI I . 
( 1 ) उपर्युक्त मद ( i ) में वर्णित प्रक्रिया में यथा निर्दिष्ट ढंग से 

प्रमाणित भारत में कंपन को परिसंपत्तियों तथा देयताओं 

का विवरण , तथा 
(iri ) 3947 # ( 1 ) # fura uffaut a grei fafiran, EFIET 

fa 34 79547 OFF! Saiurgan fari aina À 31- 12 -79 
31- 12- 89 fit 79 , 99 auf A atamarca # Fire TTTT 
The ti fa sente . 

[Hell 50/1/ 89- 77.367 -3] 
कंपनी विधि बोर्ड के आदेश से 

57 . 7877 , 777 fara 


And whereas the said Gazette was made available to the 
public on the 25th September , 1989 ; 


And , whereas, no objections or suggestions have been re 
ceived ; 


Now , therefore, in exercise of the powers conferred by 
section 28 of the Indian Boilers Act, 1923 15 of 1923 ), the 
Central Boilers Board hereby makes the following regula 
tions further to amend the Indian Boilers Regulations , 
1950 . 


1 . ( 1 ) These regulations may be called the Indian Boilers 

( Sixth Amendment) Regulations, 1989 . 
(2 ) They shall come into force on the date of their 

publication in the Official Gazette . 
2 . In the Indian Boiler Regulations, 1950 , 
(i) in Appendix G , in the list of Well-known Steel 

Makers , after serial number 79 , and the entry 
relating thereto , the following shall be inserted , 
namely : 


G . S .R . 894. In exercise of the powers conferred by the 
proviso to sub - section ( 1 ) of Section 594 of the Com 
panies Act, 1956 (1 of 1956 ) read with the Government of 
India , Department of Company Affairs, Notification No. 
G . S . R . 443 ( E ) dated the 18th October , 1972 and in partial 
modification of the Notification of the Government of India , 
Ministry of Finance (Department of Company Law Adminis 
tration ) No . S . R . O . 3216 dated the 4th October , 1957 (here 
after referred to as the Notification ) the Company Law 
Board hereby directs that in case of M /s. Bankers Trust 
Company (hereinafter referred to as the company) being a 
foreign company the requirements of clause (a ) of sub -section 
( 1) of the said section 594 as madified in their application 
to a foreign company by the Notification shall apply subject 
to the following further exceptions and modifications, 
namely :- - 


It shall be deemed to be sufficient compliance with the 
provisions of clause (a ) of sub -section ( 1 ) of the said section 
594 , if in respect of the financial year ended on 31- 12 - 79 
to 31- 12 -89 the company in respect of its Indian Business 
submits to the appropriate Registrar of Companies in India , 
in triplicate : 


“ 80 . Mis. Ferro Alloys Corporation Ltd., 46 , A & B , 

MIDC Industrial Estate , Hingna Road , 

NAGPUR - 440 028.” 
( ii) in Appendix K 
(a ) in the fist of Well -known Foundries, after serial 

number 57 and the entry relating thereto the 

following shall be inserted , namely : 
" 58 . M / s. SS Alloy Products Pvt. Ltd ., 

Plot No . 83 / 5 , Phase I, 
F Road, GI D . C . Estate , 

Vatva , Ahmedabad - 382 445. 
59 . M / s. Gujarat Technocastings Pvt. Ltd ., 

near G . D . High School, 
Saijur Bogha , AHMEDABAD - 382 345 . 

AHMEDABAD . 
60 . M / s. Creative Castings Pvt. Ltd ., . 

96 , G . I. D . C . Estate , 
Rajkot Road , 

JUNAGADH – 362 003." 
(b ) in the list of Well- known Forges, after serial 

number 48 and the entry relating thereto , the 

following shall be inserted , namely : 
" 49 . Ms. Steel & Industrial Forgings Limited , 

Athani, Mulamgunathukavu , 
Trichur -- 680 771, 

( Kerala State)" . 


(i) A statement of receipts and payments made by the 

Indian Branch , certified by ( 1 ) a person authorised 
to accept service of process in India under clause 
( d ) of sub -section ( 1 ) of Section 592 of the Act and 
(2 ) a Chartered Accountant practising in India , 


(ii) A statement of the company s assets and liabilities in 

India certified in the manner as indicated in item 
(i) above, and 


.. 


(M ) A Certificate duly signed by person as indicated in 

item (i) above that the company did not carry on 
any business in India during the year ended on 
31 - 12- 79 to 31- 12 - 89 . 

[No. 50 /1 /89 - CL . III ] 
By Order of the Company Law Board , 

K . M . GUPTA , Under Secy. 


[F . No. 6 (9) /89- Boilers] 
.: V . K . GOEL , Secy . 

. (Central Boilers Board.) 
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MINISTRY OF URBAN DEVELOPMENT . . . . 
: New Delhi, the 10th November, 1989 


. 


G . S . R . 896 . - In exercise of the powers conferred by the 
proviso to article 309 of the Constitution, the President here 
by makes the following rules to amend the Technical Posts 
in the Town and Country Planning Organisation , New Delhi 
( Class II Non- Gazetted Non - Ministerial). Recruitment Rules , 
1968 , namely : 


1 . ( 1) These rules may be called the Technical Posts in 
the Town and Country Planning Organisation , New Delhi 
(Class II Non Gazetted Non -Ministerial) Recruitment (Amend 
ment) Rules, 1989. 

(2 ) They shall come into force on the date of their pub 
lication in the Official Gazette . 


. . शहरी विकास मंत्रालय 

नई दिल्ली, 10 नवंबर, 1989 
सा . का . नि . - 89 6.-- - राष्ट्रपति , संविधान के अनुच्छेद 309 के 
परंतुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए नगर और ग्राम योजना 
संगठन , नई दिल्ली में तकनीकी पद ( वर्ग 2 अरजपतित-अननुसचिवीय ) 
भर्ती नियम , 1968 का संशोधन करने के लिए निम्नलिखित नियम बनाते 
हैं, अर्थात : 
1. ( 1 ) इन नियमों का संक्षिप्त न.मनार और ग्राम योजना संगठन , 
नई दिल्ली में तकनीकी पद ( वर्ग 2 अराजपत्रित -अनुसचिवीय ) भर्ती ( संशो 
धन ) नियम , 1989 है । 

( 2) ये रजपत्र में प्रकाशन की तारीख को प्रवृत्त होंगे । 
2. नगर और ग्राम योजना संगठन, नई दिल्ली में तकनीकी पद ( वर्ग 2 
अराजपत्रित अननुसचिवीय ) भर्ती नियम , 1968 को अनु सूची के स्तंभ 6 . 
में , विद्यमान प्रविष्टि के स्थान पर , निम्नलिखित प्रविष्टि रखी जाएगी , 
अर्थात् : -- - 

"35 वर्ष से अनधिक 
केन्द्रीय सरकार द्वारा जारी किए गए आदेशों या अनु देशों के अनुसार 
सरकारी सेवकों के लिए 5 वर्ष तक शिथिल की जा सकती है । 
टिप्पणी : अयु-सीमा अवधारित करने के लिए निर्णायक तारीख भारत 

में अभ्यथिों से ( उनसे भिन्न, जो अंदमान और निकोबार द्वीप 
तथा लक्षद्वीप में हैं ) आवेदन प्राप्त करने के लिए नियत की गई 
अंतिम तारीख होगी । " 


2 . In the Schedule to the Technical Posts in the Town and 
Country Planning Organisation , New Delhi (Class II Non 
Gazetted Non -Ministerial) Recruitment Rules , 1968 , in 
column 6 , for the existing entry , the following entry shall 
be substituted, namely : 


“ Not exceeding 35 years 


(relaxable for Government servants upto 5 years in 
accordance with the orders or instructions issued by 
the Central Government). 


Note . 


The crucial date for determining the age limit shall 
be the closing date for receipt of applications from 
candidates in India ( other than those in the 
Andaman and Nicobar Islands and Lakshdeep . " 


[सं. ए-12025/1 (iii )/ 87-टी .सी.पी . ओ. यू. डी. I] 

बी . के. मिश्रा , डेस्क अधिकारी 


Reference to Principal Rules : 
GSR 15 . 

[ No. A -12025 /1 (iii )/87-TCPO / UD.I] 

V . K . MISRA, Desk Officer 


स्वास्थ्य एवं परिवार कल्याण मंत्रालय 

नई दिल्ली , 17 नवम्बर , 1989 .. . . 
सा . का . नि . 897 राष्ट्र पति एतदद्वारा संविधान के अनुच्छेद 309 के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए, भारतीय चिकित्सा भेषज 
संहिता प्रयोगशाला , गाजियाबाद में समूह "ग " पदों की भर्ती पद्धति का विनियमन करते हुए निम्नलिखित नियम बनाते हैं , अर्थात : 
. 1. संक्षिप्त नाम और प्रारम्भ : ( 1 ) इन नियमों का संक्षिप्त नाम भारतीय चिकित्सा भेषज संहिता प्रयोगशाला, गाजियाबाद ( समूह "ग " पदों ) भर्ती 
नियम , 1989 है । 

( 2 ) ये राजपत्र में प्रकाशन की तारीख को प्रवृत्त होंगे । 
2. प्रर्वतन : ये नियम इन नियमों के साथ जोड़ी गई अनुसूची के कालम 2 में विनिर्दिष्ट पदों पर लागू होंगे । 

3.. पद संख्या, वर्गीकरण और वेतनमान : उक्त पदों की संख्या, उनका वर्गीकरण और उनका वेतनमान वहीं होगा जो इन नियमों से सम्बद्ध उक्त 
अनुसूची के स्तम्भ 3 से 5 में विनिदिष्ट हैं । 

4. भर्ती की पद्धति , आयुसीमा , अर्हताएं आदि : उक्त पदों पर भर्ती की पद्धति, आयु सीमा, अर्हताएं और उनसे संबंधित अन्य बातें वे होंगी जो उक्त 
अनुसूची के स्तम्भ 6 से 15 में विनिर्दिष्ट हैं । 

5. निरर्हता : वह व्यक्ति --- 
( क ) जिसने ऐसे व्यक्ति से जिसका पति या जिसकी पत्नी जीवित है, विवाह किया है, या ... 
( ख ) जिसने अपने पति या अपनी पत्नी के जीवित होत हुए किसी विवाह किया है या 

उक्त पद पर नियुक्ति का पात्र नहीं होगा पन्तु यदि केन्द्रीय सरकार का समाधान हो जाता है कि ऐसा विवाह ऐसे व्यक्ति और विवाह के अन्य पक्षकार 
को लागू स्वीय विधि के अधीन अनुज्ञेय है और ऐसा करने के लिए अन्य आधार हैं तो वह किसी व्यक्ति के इस निगम के प्रवर्तन से छूट दे सकेगी । . 

6. शिथिल करने की शक्ति : जहां केन्द्रीय सरकार की यह राय है कि ऐसा आवश्यक है या समीचीन है वहां वह उसके लिए जो कारण हैं उन्हें 
लेखबद्ध करके और संघ लोक सेवा आयोग से परामर्श करके इन नियमों के किसी उपाबंध को किसो वर्ग या प्रवर्ग के व्यक्तियों को बाबा, प्रदेशवासियत 
कर सकेगी । 


[ भाग II - 413 (1) 
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7. भास्ति : ल नियमों की कोई बात, ऐसे पारक्षणों बाप सीमा में छूट और अन्य रियायतों पर प्रभाग नहीं डालेगी, जिनका केन्द्रीय सरकार द्वारा 
इस संबंध में समय-समय पर निकाले गए पावों के अनुसार अनुसूचित जातिमों , अनुसूचित जनजातियों मूतपूर्व सैनिकों और अन्य विशेष प्रवर्ग के पक्तियों के 
लिए उपपबंध करना अपेक्षित है । 


क . सं . परका नाम 


पदों की संख्या वर्गीकरण 


वेतनमान 


पया पद सेवा में जोड़े गए क्यों का सोधी भर्तीकिए जाने वाले 
मषवा प्रभयन कायदा केलीय सेवा ( धन ) व्यक्तियों के लिए मायु सीमा 

मियम , 1972 के नियम 30 
के प्रधीमन पनुमेय है या नहीं 


1 


2 


1. लेखाकार एवं 

रोफदिमा 


एक ( 1 ) 
एक ( 1 ) * सामान्य केली 

सामान्य क्षेत्रीय सेवाए समूह 1400- 40- 1800- चयन 
( 1988 ) "ग " परामपषित पननु- द . रो .- 50 
* कार्यभार के सरिणीय 

2300 . 
मापार पर 
परिवर्तन किया 
जा सकता 


20 से 26 वर्ष तक 
टिप्पण : मायु सीमा परबारित 
करने के लिए निर्णय के तारीब 
( भारत में रहने वाले मध्य 
पियों से ) उनसे भिन्न जो 
अंग्माम पौर निकोबार द्वीप 
समूह सवा लाठीप में रहते है 
मावेदन प्राप्त करने के लिए 
नियत की गई प्रतिम 
तारोप होगी । 


सोले भर्ती के लिए पापम्पक शैक्षिक सीधे भर्ती किए जाने वाले व्यक्तियों के लिए 
और माय प्रहंताएं 

विहित भायु और शैक्षिक अहताएं प्रोन्नति 
व्यक्तियों की दशा में लागू होगी पा नहीं 


परिवीक्षा की मधि मर्ती के पति/ मर्ती सीधे होगी या प्रगति 
यदि कोई हो तो द्वारा या प्रतिनियुक्ति /स्थानान्तरण माग तथा 

विमिम पतियों द्वारा मरी पाने 
. पाली रिक्तियों की प्रतिमतता 


___ 


.- - - 


10 


12 


प्रोन्नति द्वारा जिसके न हो समाने पर प्रति 
नियुक्ति पर स्थानान्तरण द्वारा इन दोनों के 
म हो सकने पर सीधी भर्ती कारा . 


अनिवार्य 
किसी मान्यता प्राप्त विश्वविद्यालय से लागू नहीं होता 
एकाउन्टेन्सी/ एस कीपिंग के मिषय के 
साप गिग्री 
बकिनीय : 
सरकारी कार्यालयों को सार्वजनिक सप 
कम और मान्यता प्राप्त कम्पनियों में 
रोकर लेवा कार्य में 2 वर्ष का अनुभव 


यदि विभागीय प्रोम्नति समिति है तो उसकी संरचमा 


प्रोन्नति/ प्रतिनियुक्ति/स्थानान्तरण द्वारा भर्ती की दशा में में 
पणियां जिनसे प्रोन्नति प्रतिनियुक्ति /स्मानान्तरण किया जाएगा । 


भर्तीकरने में किन पपिस्थितियों 

में संघ लोक सेवा प्रायोग 
से परामर्श किया जाएगा । 


14 


13 


15 


...... . _ 


- 


- . 


- 


- - 


वि 


प्रोन्नति : नियमित विभागीय उप श्रेणी लिपिक जिसकी रोकर समूह " ग " विभागीय प्रोन्नति समिति जिसकी संरचना इस प्रकार लागू नहीं होता । 
एक मेवा कार्य की । वर्षों की नियमित सेवा हो अथवा कम होगी : 
से पाम 2 वर्षों की मषि के लिए रोकर एवं लेखा कार्य के 1. निवेशक , भारतीय चिकित्सा भेषज संहिता प्रयोगमाला 
भमुमान के साप 8 वर्षों की नियमित सेवा वाले अपर श्रेणी 

- - मध्यम 
लिपिक 

2. प्रवर सचिव ( मा . पि . प ) सवा . एवं प . क , मंत्रालय - - मावस्य 
प्रतिनियुक्ति पर स्थानान्तरण 

3. वरिष्ठ वैज्ञानिक अधिकारी, केन्द्रीय भारतीय मेषण 
केन्द्रीय सरकार के अधिकारी जो 

सहिता प्रयोगशाला, गाजियाबाद 

- - सदस्य 
( i ) समान पर धारण किए हुए है प्रपा 

4. प्रयोगशाला का परिष्ठ समूह " क " अधिकारी जो निवेशक 
3331 GI/89 - 4 


- 


- - -- - 


- - 


- 


- 


- 
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- 


- 


- 


- 


- 


- 


- 


- - 


- 


द्वारा नामित किया जाएगा - - सवस्य 


लागू नहीं होता 


( ii ) उच्च श्रेणी लिपिक जिनकी इस ग्रेड में 5 वर्ष की सेवा 
हो और सचिवालय प्रशिक्षण और प्रबन्ध संस्थान में रोकड़ एवं 
मेवा कार्य में प्रशिक्षित हों । 
( iii ) निम्न श्रेणी लिपिक जिनकी वर्षों की सेवा हो और 
लेखा परीक्षक या कनिष्ठ लेखाकार जिनकी इस ग्रेड में अन्य 
केन्द्रीय सरकारी कार्यालयों में 5 वी की सेवा हो मषषा 
महालेखाकार कार्यालय में रोकर एवं सेवा कार्य का अनुभव हो 
( प्रतिनियुक्ति की प्रवधि सामान्या : 3 वर्ष से अधिक नहीं 
होगी ) 


12 


1400-40-1800-2 . लागू नहीं होता 
गे .- 30- 2300 रु . 


गू नहीं होता 


2. कनिष्ठ हिदी - एक 

सामान्य केन्द्रीय समूह "ग " 
भनुपविक 

* (1989 ) पराजपत्रित अननुसचिवीय 
* कार्यभार के प्राधार 
पर परिवर्तन किया 
जा सकता है । 


10 


लागू नहीं होता 


28 वर्ष ( के ग्रीय सरकार द्वारा जारी किए गए प्रसुवेणों अथवा पनिवार्य 
पादेशों के अनुसार सरकारी कर्मचारी के लिए पांच वर्ष तक किसी मान्यता प्राप्त विश्वविद्यालय से हिन्दी/ अंग्रेजी में मास्टर डिग्री 
शिपिलनीय । 

सहित डिग्री स्तर पर अंग्रेजी हिन्दी मुख्य विषय रहे हो । 
टिप्पण : मायु सीमा अवधारित करने के लिए निर्णायक 

प्रया 
तारीख, "भारत में रहने वाले अभ्यर्थियों से उन से मिल जो किसी मान्यता प्राप्त विश्वविद्यालय से किसी भी विषय में मास्टर 
मंडमान और निकोबार वीप समूह और लपाद्वीप में रहते हैं ) डियो सहित डिग्री स्तर पर हिन्दी पौर ग्रेजी मुख विषय रहे हों । 
भाषेदन प्राप्त करने के लिए नियत की गई अंतिम तारीखहोगी 

अथवा 
किसी मान्यता प्राप्त विश्व विद्यालय से किसी भी विषय में अंग्रेजी 
हिन्दी माध्यम से मास्टर डिग्री सहित रिपी स्तर पर हिन्दी/ ग्रेजी 
मुख्य विषय रहे हों । 

अथवा 
हिन्दी /मंग्रेजी में मास्टर डिग्री अथवा किसी अन्य विषय में हिन्दी ) 
अंग्रेजी माध्यम से मारटर डिग्री सहित डिग्री स्तर पर अंग्रेजी /हिन्दी 
मुख्य विषय रहे हों अथवा परीक्षा का माध्यम रहे हो । 

प्रपया 
हिन्दी और अंग्रेजी में मुख्य विषयों के रूप में स्नातक डिग्री परवा 
इन दोनों में से कोई एक परीक्षा का माध्यम रहा हो और बुमरा 
मुख्य विषय के रूप में रहा दो तथा अनुवावकों में मान्यता प्राप्त 
चिप्लोमा प्रमाणपत्र पाठ्यक्रम हो अपवा भारत सरकार के उपक्रम 
सिहित केन्द्रीय राज्य सरकार के कार्यालय में हिन्दी से अंग्रेजी में 
और अंग्रेजी से हिन्दी में अनुवाद कार्य का 2 वर्ष का अनुभव हो । 


11 


12 


__ 13 


2 वर्ष 


सीधी भर्ती 


लागू नहीं होता । 


- 


- 


- 


- -- 


- 


- 


-- 


- - - 


- - 


- 


लागू नहीं होता 


समूह " ग " विभागीय प्रोन्नति ममिति ( स्थायीकरण के लिए संरचना इस 
प्रकार होगी : ) . 
1. निदेशक , भारतीय चिकित्सा भेषण सहिता प्रयोगशाला 
गाजियाबाद 

प्राध्यक्ष 


- - 


- - - 


- - 


- - 


--- 
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3(1)] 


- - 


- - 


2. 4 * * ofera ( nr. fer . 4 . ) 77, 789. F . Haley # 474 
3. वरिष्ठ शानिक अधिकारी केन्द्रीय भारतीय भेषज संहिता 
प्रयोगशाला, गाजियाबाद , 

----सदस्य 
41 प्रयोगमासा के वरिष्ठ सम ह " क " अधिकारी जिसे निवेशक 

ATT Hą fourragen 


- 


# . - 1201.714 /88-07€ CH TA ] 
भार. एस . मापुर, मार सचिव 


MINISTRY OF HEALTH AND FAMILY WELFARE 

New Delhi, the 17th November , 1989 
G .S .R . 897 . — In exorcisc of the powers conferred by the 
proviso to article 309 of the Constitution , the President here 
by makes the following rules regulating the method of rc 
cruitment to Group C posts in the Pharmacopocial Labora 
tory for Indian Medicinc, Ghaziabad , namely : 


1 . Short title and commencement. - ( 1 ) These rules may 
be called the Pharmacopocial Laboratory for Indian Medi 
ctno Ghaziabad (Group C posts ) Recruitment Rules, 1989 . 


(2 ) They shall come into force on the date of their 
publication in the Official Gazette . 

2 . Application . These rules shall apply to tho posts 
specified in column 2 of the Schedulo annexed to these 
rules . 


other maitors relating to the said posts shall be us specited 
in columns 6 to 15 of the said Schodulo .. 

5. Disqualification . - -No person, - 
- (a ) who has entered into or contracted a marriage with 

a person having a spouse living ; or 
(b ) who having a spouse living , has entered into or 

contracted marriage with any person , 
shall be eligible fur appointment to the said post _ : .. 

Provided that the Central Government may, if sanfted 
that such marriage is permissible under the personal law 
applicable to such person and the other perty to tho magri 
age and that there aro other grougds for 10 doing, axoppt 
any person from the operation of this rule . . 

6 . Power to relax .~ Where the Central Governmeót is of 
the opinion that it is necessary or expedient so to do, it 
may, by order and for reasons to be recorded in writing, 
relax any of the provisions of these rules with respect to 
any class or catogory of persons. 

7 . Saving. – Nothing in these rules shall affect reserva 
tions, relaxation of age limit and other concessions required 
to be provided for the candidates belonging to the Scheduled 
Castes , the scheduled Tribes , Ex -servicemed and other spe 
cial categories of persons in accordance with the crdere 
issued by the Contral Government from time to time in this 
regard . 


3 . Number of posts, classification and scales of pay ,-- The 
number of said posts , their classification and the scale of 
pay attached thereto shall be as specified in columns 3 to 
5 of the Schedulo annexed to those rules . 


4. Method of recruitnoot,- age - timit, qualification, etc. 
The method of rocruitment, aglimt, qualifications and 


SCHEDULE 


. 


No . of post 


Classification 


St. Name of the post 
No. 


(1) 


(2) 


(3) 


11. Accountant-cum - Cashier 


Ono * 

· General Central Services, Group 
(1989) 

C Non -Gazetted , Non -Minis 
* Subject to variation dependent on tosial. 

vork load . 


Scalo of pay 


Whether selection or non -selection Whether -benofit of added years 
post 

of service admissible under Rule 
30 of -CCS (Pension ) Rule , 
1972 


- 


hh 


6 . 


Rs. 1400 -40 -1800 - EB -50 - 2300 


Seloction 


No. 
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Age for direct recruitment 


Educational and other qualifications required for 
direct recruitment 


(8 ) 


20 to 26 years . 

Essential : Degree from a recognised University 
Noto : The crucial date for determining the age limit with Accountancy /Book Keeping as one of tho 

shall be the closing date for receipt of applications subject. 
from candidates in India (Other than those in the Desirablo : Two years experience of Cash , Accounts , 
Andaman and Nicobar Islands and Lakshadweep ) in Govt. Offices, Banks, Public Undertaking 

any recognised companies. 


Whether age and educational qua - Period ot probation if any 
lifications prescrib 
ed for the direct recruits will apply 
in the case of promotes 


Method of recruitmont whether 
by direct recruitment or by pro 
motion or by deputation / transfer 
and percentage of the vacancies to 
be filled by 


( 10 ) 


(11) 


( 12) 


Not applicable . 


2 years . 


By promotion failing which , by 
transfor on deputation , failing 
both , by diroot recruitment. 


SCHEDULE 


To caso recruitment by promotion / If Departmental promotion Com - Circumstances in which Union 
doputation /transfer, grades from mittoe exists what is its composi- Public Service Commission is to 
which promotion /deputation / trans - tion 

bo consulted when making recruit 
fer to be made 

mont 


(13) 


(14 ) 


( 15) 


Not applicable . 


Promotion : 

Group C Departmental Promo 
The rogular dopartmental Upper tion Committee consisting of : 
Division Clerk having 5 years 1. Director , 
regular service with cash and Pharmacopocial Laboratory for 
accounts work or lower Division Indian Medicine , 
Clork with 8 yeais regular ser - Ghaziabad - Chairman . 
vice with experience of maintain 2 . Under Secretary ( ISM ) , 
ing oash and Accounts Work for a Ministry of Health and Family 
minimum period of two yoars. Welfaro - -Member . 
Transfer on deputation : 3. Senior Scientific Officer , 
Officers of the Central Gover 

Central Indian Pharmacopocial 
ment : 

Laboratory, . 


[979 II g 3ti)] 
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13 


14 


15 


(i) holding analogous posts or Ghaziabad - Member . 
( ii) Upper Divisior Clarks with 5 4 . Senioj Group A Officer of the 

yeais service in the grade and Laboratory to be nominated 
trained in Cash and Accounts by the Director - -Member. 
in Institute of Secretariat 

Training and Management . 
(iii) Lower Division Clerks with 8 

years service and Auditors 
or Junior Accountants with 5 
Yoars service in the grade in 
other Central Government 
Office or Accountant Gonoral 
Offices with experience in 
maintaining cash and AC 
counts. 
(Poriod of deputaion shall ordi 
parily not exceed 3 years.) 


(2 ) 


2 . Junior Hindi Translator 


General Conoral Group C Nov 

Gazetted Ministoriol. 


Ono * 
( 1989) 
* Subject to variston dopondotOL 

work load 


(5) 


(6 ) 


Rs. 1400 -40 - 1800 - EB - 50 - 2300 


Not applicable 


Not applicable 


(8) 


(9) 


(10 ) 


(11 ) 


Not Applicable 


2 years 


28 years (Relaxable for Govern - Essential : 

ment Servant upto Five years in Master s Degroo of a recognised 
accordance with the instriction University in Hindi/ English 
issued by the Contral 

: with English /Hindi as a main 
Government) 

subject in at degrto lovol. 

OR 
Note : The crucial dato for deter - Master s degree of a recognised 
mining the age limit shall be the University in any subject 
closing date for receipt of appli with Hindi and English as main 
cations from Candidates in subjects at degroo lovel 
India (Other than , those in the 

OR 
Andaman and Nicobar Island Master s degroc of a recognised 
and Lakshadweep ) 

University in any subject with 
Hindi/English medium and Eng 
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(8 ) 


(10 ) 


(11) 


lish /Hindi as a main subject at 
dograd lovel 

OR 


Master s degree in Hindi/English 

or in any other subject with Hindi/ 
English medium with English / 
Hindias main subject or asmo 
dium of examination at degrco 
lovel 

OR 
Bacholor s degree with Hindiand 

English as main Subjects or 
either of the two as medium of 
examination and the other as a 
main subject plus recognised 
Diploma /Certificate Course in 
translation or two year s expe 
rience of translation work from 
Hindi to English and vice versa 
Central/State Government Office, 
including Government of India 
Undertaking 


N 


(12 ) 


( 13) 


( 14 ) 


( 15) 


- 


- 


- - - 


Direct recruitment 


Not applicable 


Not applicable . 


A - - 


Group C Departmental Promotion 

Committee (for confirmation ) con 
sisting of - 
1. Director, 
Pharmacopocial Laboratory for Indian 

Modicine , 
. . Ghaziabad - Chairman . 
2 . Under Secretary (ISM ), 

Ministry of Health and Family 
. Wolfuror Morber. 
3 : Sawior Siontific Officer, 

Contra ! Indien Pharmacopocial 
Laboratory , 

Ghaziabad Member 
4: Sentor Group A Officer of the La 

boratory to be nominated by the 
· Director - Momber. 


[No. A -17017/4 /88-I$ M ) 
R . S. MATHUR , Under Secy . 


[ भाग II - 12(i) ] 
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than one copy or impression , liko Bradega , ad 
drossograph , photocopying , printing , cyclostlying, 
rubber stamping, not being typewriting on any part 
of tho post card excopt tho right hand half of the 
address side thereof and shall be charged as per 
tht postage rate specified for printod post card in 
rule1" , 


[ No. 53. 9 / 89 - C .I] 
9. CHADHA, Director ( PO ) 


संचार मंत्रालय 

( डाक विभाग ) 

नई दिल्ली, 21 नवम्बर, 1989 
सा . का . नि . 898: - मारतीय डाकपर अधिनियम, 1868 ( 1898 का 
8 ) के संह 7 के उपखंड ( i ) में प्रपत्त अधिकारों का प्रयोग करते हुए 
केन्द्रीय सरकार भारतीय कपर नियम, 1933 का संमोधन करते हुए 
ए तवद्वारा मागे निम्नलिखित नियम बनाती है । यथा : - - 

___ 1. ( 1 ) इम नियमों की भारतीय कपर ( 16बो संशोधन ) नियम , 
1989 कहां आए । 

( 2 ) ये सरकारी राजपक्ष में प्रकाशित होने की तिथि से प्रभावी 
होंग । 

2. नियम 11 के उपनियम ( 2 ) के बदले निम्नलिखित नियम प्रति 
स्थापित किए जाएं । प्रात् : - - 

"( 2) यह समझा जाएगा कि पोस्टकार्ड में संवेश छपा हुमा है । 
यदि कोई संदेश (नाम और उमका पता, और तत्संबंधी पन्य विवरण , 
प्रेषक और प्रेषक का स्पान और तिपि को छोड़कर ) किसी प्रक्रिया 
पारा लिखी जाती है जिसका उद्देश्य (अंडमा , पतालेखन, फोटोकापी , 
मुद्रण, साइक्लोस्टाईलिंग, बर को मुहर लगाकर ) एक से अधिक 
प्रति या छाप बनाने का हो , पोस्टकार के पता वाले भाग के दाएं और 
माघे भाग को छोड़ कर पोस्टकार्ड के किसी भाग पर टंकण नहीं हो 
तो नियम 1 में छपे पोस्टकार्ड के लिए उल्लिखित सक दर के मन 
सार शुल्क वसूल किया जाएगा । " 

[सं . 53 -9 89,– सो भाई] 
___ एस . पदा, निवेशक ( पो भो ) 


सूचना और प्रसारण मंत्रालय 

( संजीवन सखा 1 ) . 

नई पिल्ली , 28 सितम्बर, 1989 
सा . का , मि . 899 -- विधान की धारा 309 के परन्तुक द्वारा प्रवत्त 
शक्तियों का प्रयोग करते हुए राष्ट्रपति पारसीय सूचना सेवा, समूह "क 
1987 में और संशोधन करते हुए निम्नलिपि निमम बनाते है, यथाः-- 

1. ( 1 ) इम नियमों को भारतीय सूचना सेवा ( समूह "क " ) 
संशोधित नियमावली, 1989 कहा जायेगा । . 

( 2) ये सरकारी राजपन में प्रकासन की तारीफ को प्रस्त होगे । 

2. भारतीय सूचना मेवा ( समूह " क " ) नियमावली, 1987 की 
मनुसूची 1 में कनिष्ठ प्रशासनिक से संबंधित कम , संपर 5 के 
ग्रेस के प्रति कालम 6 में क " 2" में स्थान पर . " " प्रतिस्थापित 
किया जाएगा । 


फाइल संख्या ए - 42012/ 3/ 07 - सी पाईपण 

एस . बी . कुमार, अपर सचिष 


MINISTRY OF COMMUNICATIONS 

(Department of Posts ) 
New Delhi , the 21st November, 1989 
G .S. R . 898 .-- In, cxercise of the powers conforred, bg 
sub- Rection ( 1 ) of section 7 of the Indian Post Office Act , 
1898 (6 of 1898 ) the Cantral Government hereby makou 
the following rules further to amend the Indian Post Ofice 
Rules, 1933 , namely : 

1. ( 1 ) These rules may be called Indian Post Office ( 16th 
Amendment) Rules , 1989. 

(2 ) They shall come into force on the date of their 
publication in the official Gazette . 

2. For sub -rule ( 2 ) of rule 11 the following shall be 
substituted , nomely: -- 


MINISTRY OF INFORMATION AND BROADCASTING 

(AMENDMENT NO. 1) 
Now Delhi, the 28th Soptomber, 1989 
G.S. R. 899 . -- In exercise of the powers conferred by 
the proviso to article 309 of the Constitution , the President 
horoby makom the following rulos further to amend tho 
Iridian Information Service , Group A Rula , 1987,, 
namely : 
1. ( ) These rules may be called the Indian Information 
Service ( Group A ) Ariendment Rules , 1989 . 

( 2 ) Ther shall come into force on the date of their 
publication in the Official Gazette. 


2 . In Schedule [ to the Indian Information Service ( Group 
A ) Rules, 1987, against the Orade at 9 . No. $ relating to 
Junior Administrative Grade, in column 6 , for the figuro 
" 2 ", the figure " 1 " shall bo substituted. 


" ( 2 ) A post card shall be deemod to contain a printed 

communication , if any matter ( except tho namo 
and address of, and other particulors relating to 
the sender and the place and date of despatch ) is 
recorded by any process intended to make more 


File No. A -42012 /3 /87-CISI 
S. D . KUMAR, Under Secy . 


रेल मंत्रालय 

( रेलवे गार ) 
नई दिल्ली, 18 नवम्बर, 1989 

1989 की प्रार . बी . ई . सं . 281 
मा . का . नि . 900. - - संविधान के अनमोव 309 के परंतक द्वारा प्रदत्त शक्तियों का प्रयाग करते हुए , रामपति रेल सेवक ( मामासन एक पपीन ) 
नियम , 1988 में और प्रागे संशाधन करने के लिए एतदारा निम्नलिखित निपम बनाते है, पति : - . 

1. ( 1 ) ये नियम रेल सेवक ( अनुशासन एवं अपील ) संशाधन नियम, 1989 कहलाएंगे । 
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( 2 ) ये सरकारी राजपत्र में प्रकशाम की तारीब से लाग. हींगे । 

१. रैल सेना ( मनुगामम मार पपील ) नियम , 1988, में मनुसूची 1 में "रेल गाई कार्यालय " शीर्षक के अन्तर्गत मौजूदा प्रविष्टियों के लिए निम्नलिचित 
प्रविष्टियों प्रतिस्थापित करें, प्रति : - . 


मद स . 


रेल सेवकों का वर्ष 


रेल सेपको निलंबित स्थिति में रखने में का स्वरूप जिसे कालम ( 3 ) का अपील प्राधिकारी 
मा बड मधिरोपित करने के लिए सक्षम प्राधिकारी कालम ( 2 ) को सदनुरूपी 
प्राधिकारी 

प्रविष्टि में गणित रेल सेवकों परपधि 
रोपित करने में सक्षम है और उस 
प्राधिकारी की उनको निलंबित स्थिति 
में रखने की गपिता 


1 


रेलवे बो 


सचिव , 
रेलवे बोर्ड 


नियम 8 में विनिर्षिष्ट सभी वा मौर 
निलंबन 


२ 


संयुक्त सचिव , 
रेलवे बोर 


नियम के बल ( 1 ) से ( 6 ) में 
विनिषिष्ट दण पौर निसंचन 


रेलवे बोर 


30- 6- 88 तक नियुक्त समह " 
( पराषपषित ) लिपिक वर्गीय सहित पराज 
पत्रित रेल सेवकों के सभी पमं । 
30- 6-1988 तक नियुक्त लिपिक वर्गीय 
सम्र , (मणिपवित ) सहित मराज 

पवित रेल सेवकों के सभी पर । 
3. 1- 7-1988 की मथवा उसके बादनियुक्त 

समर " " (पराजपत्रित ) लिपिक वर्गीय 
सहित मराजपत्रित रेल सेवकों के सभी 
पर । 
30- 6-88 तक नियुक्त समह " प " के कम 


सयुक्त सचिव 
रेलवी , 


नियम 6 में पिनिषिष्ट समी पण पौर 

निलबम 


सचिव , 


अपर सचिव , 
रेलवे बोर्ड 
प्रवर सचिव , 
रेलवीर 


मियम 8 के बज ( 1 ) से ( 4 ) में 

विनिर्पिष्ट वण मौर निलंबन 
नियम 8 में विनिषिष्ट सभी वण पौर 
निलंबन 


संयुक्त सचिव , 
रेलवे बोर्ड 
संयुक्त सचिव 
रेलवे बोर " । 


5. 1-7-88 पोमपा उसके पाप नियुक्त सम. 

" " के कर्मचारी 


[ . ६ ( एमए) 88-पार की 6- 38 ] 

ए . एम मुल्ला , मणि 
टिप्पणी : नियम भारत के राजपा में प्रकाशित किए गए थे । दिनांक 22-8- 88 की अधिसूचना स . ६ ( पी एमए) 66 मार पी 8 - 9 और दिमाक 

140-68 का का , मा . 3181 वे तत्तापात पार एस ( एक ए) नियम, 1988 में निम्नलिखित संशोधन किए गए 


अधिसूचना 


दिनांक 


भारत के राजपन भाग IIबड 3 उपबण्ड ( iii ) 

में प्रकाशित 


का . मा . 


दिनांक 


3 


10- 469 


1631 


24- 8- 89 


1925 


8 - 3- 71 


2501 


3- 7- 71 


9078 


6 - 11- 71 
30 -10- 71 


4060 


1. ( एए) 86 मार . पी . - 9 
2. . ( पंरए) -87 -मार, जी , 6 - 13 
3. ( एक ए ) 70 भार . पी . 6 - 63 
4 ( एसए ) 70 पार , जी , 6 - 60 
5. ( एंड ए ) 10 मार . पी . 6 - 4 
6. ( एए) 70 पार , सी . 6 - - 43 
7. ( एसए) 70 प्रार . पी . 6 - 52 
8. ई ( टी एसए ) 70 पार . जी . - - 89 
9. . ( एएए ) 69 प्रारजी: - - . 
10. ( एंड ए ) 71 पार . पी . 6 - 60 
11. ( एए) 73 पार . पी . 6 - 35 


8264 


4- 12- 71 


7 - 4- 71 . 

9 - 6- 71 
18-10- 71 
31- 10- 71 
12- 11- 71 
28- 3- 72 
17- 11 - 72 

542 - 73 
- 13- 7- 73 
. 5- 477 


. 


8- 4 - 72 


947 
3918 


25- 11- 72 


. 


- . 


2897 
1413 . 


6- 10- 73 
14- 6 - 77 


- 


3 ( ) ] 


T 
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291 
TE 


- 


- 


- 


- 


- 


- 


1 -H 


EAT - W 


: 


: 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


214.3 
3942 


247- 74 
271278 


oh 


3037 


8- - 79 
17 - 11: 79 


3777 


oh 


143 


11 - 1- 80 
23- 2-89 


oh 


441 


12 ( THE 7 ) 77 R . # 6 - 36 
13. f ( ) 9877. # 6 54 
14. ( 7 ) 77 917 . a . (~ - 30 
15. (PT IT T ) 79 917 . # 1 . - 36 
16. $ ( $ 18 m) 79 m . ft. 6 – 12 
17. f (* T ) 78 917 . T. 6- - 61 
18. $ (# ty " ) 79 417 , . 6- - 39 
19. f ( 4 ) 7 8 BIT , BT . 6- c 11 
20 . ( F ) 81 , oft . 67 - 72 
21. FC NETT ) 81 T . ff . 6 - - 63 
22. f (St mig ) 81 817 . f . 6 - - 54 
23. (fi ) 82 917 , T. 6 ~ - 29 
24. ( STEI ) 83 917 . t. 6 — 45 

$ (37 mis mp ) so 9 . 7 . 6 - - 25 
$ (3777) 8.5 17 . , 1 - 16 
f ( PTT) 83 017 , . .6- - ļ4 

(ATT ) 87 AIT . 77 . 6 -- 47 
29. $ ( ) 87 517 , # . 6 - - 146 
30. ( # TTT ) 48 HIT . ît 6x - 43 
31. f ) 84 SIT . . 6 - - 11 


7: 7- 78 
7 # ! !- 78 

7 - 4 - 78 

17- 879 
25- 10 -79 
22 - 11- 79 
31- 12- 79 

6- 2- 80 
31- 8 -82 
10 - 8 - 83 
31- 5 - 84 
30 - 3 - 85 
13- G - 85 
20- 1- 86 
20- 3-87 
28 - 8 -87 
46 -10-87 

10 - 5 - 88 

12- 8 -88 
20- 10 -89 


# 1, # 1. f . 982 

1. # r . ff , 032 
1822 
3105 
607 
Ar . Fr, f . 241 
Ar. Fr . f . 709 
869 
420 
47. 91, 77 , 739 


17- 12-83 
23 -6 -84 
27- 4 -85 
6 - 7 -85 

22 - 2-86 
4- 4-87 
199. 87... 
21- 11-87 
21. 0- 888 
17-9.88 


MINISTRY OF RAILWAYS 

(Railway Board ) 
New Delhi, the 16th November, 1989 

RRE. No. 281 of 1989 
GSR 900 --- In exercise of the powers conferred by the proviso to article 309 of the Constitution 
the President hereby makes the following rules further to amend the Railway Servants (Discipline 
and Appeal) Rules, 1968, namely :-- 
1. ( 1) The rules may be called the Railway Servants (Discipline and Appeal) Amendment Rules, 1989 . 

(2 ) They shall come into force on the date of their publication in the OfficialGazette . 
2 . In the Railway Servants (Discipline and Appeal) Rules , 1968 , in Schedule I, for the existing cntries 
under the heading " Railway Board s Office" , the following entries shall be substituted namely : 


Appellate Authority 


Item Class of 
No. Railway 

Servants 


Authority empowered 
to place a railway 
scrvant under suspen - 
sion , orito impose 
penglties 


Nature of penalties which the 
authority in column 3 is 
empowered to impose on 
railway servants mentioned in 
corresponding entries in 
çolumn 2 and powers of that 
Authority to place them under 
suspension . 


3 


Secretar Railway 
Board y 


All penaltics specified in rule 6 
and suspension 


Railway Board 


J . " All " classes of Non 

Gazetted Railway 
Servants including 
Group B 

(Non -Gazetted ) 
Ministerial appointed 

upto 30 -6 - 1988 . 
3331 G1/89 _- 5 


- 


- 


- - --- - - - 
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T 


. 


- - FITT 


1 


2 


5 


- 


- 


- - - 


- 


- - - 


- 


Joint Secretary , 
Railway Board 


Penalties specified in clauses (i) Secretary 
to (vi) of rule 6 and suspension . Railway Board . 


2 . All classes of 

Non -Gazetted 
Railway Servants 
including Group B 
(Non -Gazetted ) 
Ministerial 
appointed upto 
30 -6 - 1988 . 


Joint Secretary, 
Railway Board 


All penalties specified in 
rule 6 and suspension , 


Secretary , 
Railway Board . 


3 . All classes of 

Non -Gazetted 
Railway Servants 
including Group 
B (Non -Gazetted ) 
Ministerial, 
appointed on or after 

1- 7 -1988 . 
4 . Group D staff 

appointed upto 

30 -6 -1988 
5 . Group D staff 

appointed on or 
after 1- 7- 1988 


Under Secretary , 
Railway Board 


Penalties specified in clauses (i) 
to (iv ) of rule 6 and suspension 


Joint Secretary , 
Railway Board . 


Under Secretary , 
Railway Board 


All penalties specified in 
rule 6 and suspension 


Joint Secretary , 
Railway Board 


[ No.E . (D & A ) 88 -RG 6 – 38 ] 

A .N . SHUKLA , Secy . 
Note : Principal Rules were published in the Gazette of India vide Notiſication No. E . ( D & A ) 66 RG 6 - 9 
dt. 22 -8 -68 vido s. o . 3181 dated 14 - 9-68. Subsequently the following amendments have been made to 
the RS ( D & A ) Ryles, 1968 :--- 

- - - 
S . No . Notification 

Dato 

Published in the Gazette of India 
Part II Section 3 Sub -section ( iii) 


S . O . No . 


Date 

- - --- - - 


ALL 


2 


1 . E ( D & A ) 66RG 6 - 9 
2 . E (D & A ) 67RG 6 - 13 
3 . E ( D & A ) 70RG 6 – 163 
4 . E ( D & A ) ZORG 6--60 
5 . E { D & A ) 70RG 6 - 41 
6 . E ( D & A ) 79RG 6 -43 

7. E (D & A ) 70RG 6 - 52 
8 . E ( D & A ) 70 RG 6 -69 

9. Ē ( D & A ) 69 RG 6 - 9 
10 . E (D & A ) 71 RG 6 - 60 
11. E ( D & A ) 75RG 6 - 35 
12 . E ( D & A ) 77RG 6 - 36 
13. E (D & A ) 78 RG 6 – 54 


10 -4 -69 
7 - 4 -71 
9 - 6 - 71 
19 - 10 -71 
21- 10 -71 
12 - 11 -71 
25 - 3 - 72 
17 - 11 -72 
5 - 2 -73 
13 - 7 -73 
5 - 4 - 77 
7 -7 -78 
29 - 11 - 78 


1531 
1925 
2501 
5078 
4050 
5264 
947 
3918 


24 -6 -69 
8 -5 - 71 
3 - 7 -71 
6 - 11- 71 
30 - 10 - 71 
4 -12-71 
8 -4 - 72 
25 - 11 -72 


2897 
1413 
2193 
364 


6 - 10 - 73 
14 -5 - 77 
29 -7 -78 
23 -12- 78 


- 


- - - - - - 


- 


-- - - 


- 


- 


- 


- 


- 


- 


- - 


AYY 
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2 


5 
. . 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- - - - - 


- 


- 


- 


- - - - . 


- 


- - - - - 


. . - 


... 


3057 
3777 


8 - 9 - 77 
17- 11 - 79 


143 


17- 1- 80 
23- 2-80 


441 


GSR 982 
GSR 632 


14 . E( D & A ) 77 RG 6 - 30 
15 . E( D & A ) 79 RG 6 - 26 
16. E ( D & A ) 79RG6 - 12 
17. E( D & A ) 78 RG 6 - 61 
18. E( D & A ) 79 RG 6 - 39 
19. E( D & A ) 78 RG 6 -11 
20. E( D & A ) 81 RG 6 - 72 
21. E( D & A ) 81RG 6 - 63 
22 . E( D & A ) 81RG6 - 54 
23. E( D & A ) 82RG 6 -29 
24. E ( D & A ) 83RG 6 - 45 
25. E( D & A ) 80 RG6- 25 
26. E ( D & A ) 85 RG 6 - 16 
27. E( D & A ) 83RG 6 - 14 
28. E( D & A ) 87 RG 6 -47 
29 . E( D & A ) 87 RG 6 - 146 
30 . E( D & A ) 88 RG 6 - 43 
31. E( D & A ) 84 RG 6 - 44 


7- 4 - 78 
17- 8 - 79 
25 - 11 - 79 
22- 11 -79 
31 - 12 - 79 
6 - 2 - 80 
31 - 8 - 82 
10 - 8 - 83 
31 - 5 - 84 
30 - 3- 85 
13- 6-85 
20 -1 - 86 
20 - 3 -87 
28- 8- 87 
26 -10- 87 
10 - 5 - 88 
12- 8- 88 
20 -10- 89 


1822 


GSR 3105 
GSR 667 
GSR 241 
GSR 708 
GSR 869 
GSR 420 
GSR 739 


17 - 12- 83 
23 -6 - 84 
27- 4 - 85 
6 - 7- 85 
22 - 2 - 86 
4- 4- 87 
19 - 9 - 87 
21 - 11 - 87 
21 - 5 -88 
17 - 9 - 88 


the following person as Trustee of the First Board of Trus 
tees for the Jawaharlal Nehru Port Trust - 


1. Shri Ashoke Joshi Deputy Chairman, 

Jawaharlal Nehru Port Trust 


Trusteo 


and for the purpose amends the Goverument Notification , 
Ministry of Transport, Department of Surface Transport 
( Ports Wing) dated 31st October , 1986 as follows namely : -- - 


In the said notification, against the entry 2, the following 
entries shall be substituted namoly : 


जल भूतल परिवहन मंत्रालय 

( पत्तन पक्ष ) 

नई दिल्ली, 20 नवम्बर , 1989 
मा . का . नि . 901.; - केन्द्रीय सरकार, महा पत्तन ग्यास अधिनियम 
1963 ( 1061 का 38 ) की धाग 4 को उपधारा ( 1 ) द्वारा प्रदस 
शक्तियों का प्रयोग करते हुए एतद्धारा निम्नलिखित व्यक्ति को अब हर 
लाल नेहरू पत्तन म्यास के लिए प्रथम न्यासी. मंडल का न्यासी नियुक्त 
करती है ; 
1. श्री अशोक जोशी -- - न्यासी 

उपाध्यक्ष, 

अवाहर लाल नेहरू पत्तन न्यास और इस प्रयोजन के लिए परिवहन 
मन्त्रालय, जल भूतल परिवहन विभाग , ( पत्तन पक्ष ) की सरकारी अधि 
सूचना दिनांक 31 अक्तूबर, 1986 में निम्नलिखित संशोधन करती है, 
अर्थात् : 

उक्त प्रधिसूचना में प्रविष्टि 2 के सामने निम्नलिखित प्रविष्टियां 
प्रतिस्थापित की जाएं, अर्थात् :- - 
2. श्री अशोक जोशी, . - न्यासी 

उपाध्यक्ष , 
जवाहर लाल नेहरू पत्तन न्यास 

[ सं . पाटी -18012/ 2/ 66-पोटी 

पी एम , प्रवाहम , सचिव 


2 , Shri Ashoke Joshi Deputy Chairman , Trustee. 
Jawaharlal Nehru Port Trust 

[ No. PT-1801212186-PT] 
P . M . ABRAHAM , Socy. 


( नौपरिवहन पक्ष) 
वाणिज्य पोत परिवहन ( अग्नि मांधिन ) नियम , 1989 

नई दिल्ली , 23 नवम्बर, 1989 
_ ( वाणिज्य पोत परिवहन ) 


MINISTRY OF SURFACE TRANSPORT , 

(Ports Wing) 
New Delhi, the 20th November , 1989 . . 
G . S . R . 901,no exercise of the powers conferred by Sub 
Section (1 ) of the Section 4 of the Major Port Trusts Act, 
1963 ( 38 of 1963 ), the Central Government hereby appoints 


मा . का . नि . 902-- -केन्द्रीय सरकार, वाणिज्य पोत परिवहन अधिनियम , 
1958 ( 1958 का 44 ) की धारा 289 तथा 435 द्वारा प्रस्त व्यक्तियों 
का प्रयोग करते हुए कतिपय नियमों का निम्नलिखित प्राम्प बनाने का 
प्रस्ताव करती है । प्रस्तावित नियमों का निम्नलिखित प्रारूप उन सभी 
व्यक्तियों को जानकारी के लिए प्रकाशित किया जा रहा है जिनके पानी 
प्रभावित होने की संभावना है । इसके द्वारा भूचना दी जाती है कि उपत 
प्रारूप पर इस अधिसूचना के भारत के राजपत्र में प्रकापत को तिथि और 
इसके सर्वसाधारण को उपलब्ध होने के साठ दिन फो अवधि को BANA 
पर या इसके बाद विचार किया जाएगा । 
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- 


- 


- 


- 


इस प्रकार विनिर्दिष्ट अवधि की समाप्ति के पूर्व , उक्त प्रारूप के 
संबर में फिसी मो व्यक्ति में प्राण प्राक्षेप या सुझाव पर केन्द्र मरकार 
पारा पिकार किया जाएगा । 


नियमों का प्रारूपं 

भाग [.-- प्रारंभिक 
1. मंक्षिप्त शीर्षक , प्रारंभ और अनुप्रयोग 
( 1 ) हन नियमों का नाम वाणिज्य पोत परिवहन ( अग्नि साधिन ) 

नियम , 1089 होगा । 
( 2 ) जित मिथि को ये नियम सरकारी राजपत्र में प्रकाशित होगें 

उसी दिन से इनको लाग माना जाएगा । 
( 3 ) ये नियम उन सभी भारतीय पोतों एवं मो -पोतों पर लाग होंगे 

जिनके नोजल की स्थापमा या निर्माण के समान चरण की 

ममाप्ति अलाई, 1986 की पहली तारीख तक हो गई हो । 
( 4 ) ये नियम उन पोतों एवं नौ -पोतों पर लाग, नहीं होगे जिनके 

नौतल की स्पीपना जुलाई, 1986 की पहली तारीख से पहले 
हई हो ; स प्रकार के पोतों और नी -पोतों पैर वाणिज्य पोत 
परिवहन ( मग्नि उपस्कर ) नियम , 1969 के उपबंध लागू 


होंगे : 


परन्तु इन नियमों के मारम्भ होने के बाद इस प्रकार के पोतों और 

नो -पोतों में किए गए संरचनात्मक परिवर्तनों को ध्यान में 
रखते हुए पोत परिवहन महानिदेशक इनके स्वामियों को इस 
बत के लिए लिखित प्रादेश द्वारा साध्य कर मकते हैं कि 
इन नियमों में दी गई किन्ही या मभी अपेक्षाओं का अनुपालन 

किया जाए । 
2. परिभाषाएं : इन नियमों में संघर्भानुसार अन्यथा अपेक्षित म हो सो 
( 2 ) "मधिनियम " से माँभस कणिज्यं पति परिवहन अधिनियम 

1958 है ; ( 1958 का 44) : 
( 4 ) "माम सर्वधा स्पान " में अभिनय मार्वजनिक स्थान गलियारे में 

लॉमी , सीढ़ियां, शौचालय, केबिन , कार्यालय , अस्पताल में 
. केसमाधन मखन, पाचन उपकरणों हित बार सामग्री भंडार 

ल तथा शोनिया कार्य को सपा उपर्यत स्थानी जैसा और 
कोई स्थान एवं यात्रियों और कर्मीदनी के लिए नियत स्थानों 

तक पहुंचने के मार्ग हैं । 
ग ) " अनुमोदित " से अभिप्रेत भारत सरकार के मख्य सर्वेक्षक तारा 

अनु मोषित । 
14 ) "वीवाल डेर " से मभिप्रंस उन डेकों में से सबसे ऊपर के डेक 

से हैं जहो सक अन प्रस्प जलराधी दीवालों की ऊंचाई है । 
( E) " स्मा स्था " से पमित व स्थान है जी स्थौरा - तेलर्ट टंकी 

और अवशेष टंकी सहित स्थौरे के लिए प्रस्त होते हैं और 
इस प्रकार के सभी स्थानों तक जाने के मार्ग भी इसके अंतर्गत 

माप्त है । 
5. ( 4 ) "रसायन टकर " से अभिपत उसे टैंकर से है जो किसी उबलन. 

गोल प्रकृति के उत्पाद की बड़ी मात्रा में ले जाने के लिए 
निमिरा या भकलित कर माँ कार्य के लिए प्रयोग में लाया 
जाता हो और जो निम्नलिखित में में जो भी लागू हो उसमें 
उल्लिर्षित हो : 
( i) " बतरनाक रसायनों की बड़ी मात्रा में ले जाने वाले पाती 

के निर्माण और अगरकर की अंतर्राष्ट्रीय महिला अध्याय 
17 । 


(ii ) खतरनाक रसायनों की बड़ी मात्रा में ले जाने बाल 

पोतों के मंनिर्माण और उपवार को महिला - अध्याग - 6 
( छ ) " मंद भार . ओ . आर . ओ . स्थान " में प्राभप्रेत मह भारं . औ/ 

आर. ओ स्थान है जान तो एक खली और . औ . प्रा . औ . 

स्थान है और मपला डेक है । 
( ज ) “ संयुक्त वाहक " से भिसामाटेकर है जिसका मभि 

कल्प तेल या ठीग म्यारे को गे जाने के उपाय से किया गया 

हो । 
( स ) “नियंत्रण केन्द्र " से अभिप्रेत में स्थान है जहाँ रेडियो या मु 

नोचालन उपस्कर या मापातकालीन शक्ति - म्म्रोस या केन्द्रीय 
भग्नि संभूमन उपस्कर या अग्नि नियंत्रण उपस्कर या भग्नि 
शमन अधिष्ठापित किए गएं या कोई नियंत्रण में जो नौवन 

मशीन लेन के स्थान के बाहर स्थिर हो । 
( म ) पीपल स्थान में अभिप्रेत कभवन का प्रापांस स्थान है जो 

फेवल कर्मीदल के लिए प्रयोग में लाया जाता है । 
( e ) "कच्चे तेल " से अभिप्रेत काँमातेर्स है जीम के अन्दर 

प्राकृतिक अवस्था में पाया जाता है, पर वह से आने योग 
बनाया गया हो या नहीं समें सम्मिलित है : 
(i ) यह कम्पा तेल जिसमे कुछ मागुन प्रमाण हटाया गया हो । 

(ii ) वह कच्चा तेल जिसमें कुछ मामने प्रभाज मिलाया गया हो । 
( 8 ) "कुलमार " मे अभिप्रेत नियत ग्रीष्म ऋषिनिर के मंगल भार 

रेखा पर 1 .05 के सापेक्षिक गुत्व के जल में । 
4. पास के विस्थापन और बानी पीत के भार में मील का टनों में 
मापा गया अंतर है , 
( ४ ) " गैस पाहफ " से अभिप्रेत वह टेकर है जो किमी ज्वलनशील 

प्रकृति रवीफसे गर्स की बड़ी मात्रा में से माने के लिए 
सनिमित या अनुकलित करके इस कार्य के लिए प्रयोग में 
लाया जाता हो और जो निम्नलिखित में से जो भी लागू है 
उसमें निम्नलिखिसे हो : 
(i ) "वर्ष से सौ को बड़ी मात्रा में जाने वाले जहाजी के 

मंनिर्माण और उपसार के अंतर्राष्ट्रीय गहिप, - अध्या 19 
(ii ) " पीकृत गौ की नही मात्रा में ले जान वाले जहाजों के 

मंनिर्माण और उपस्कार की मंहिता - अध्याय - XIX 
thy "मंकिंग गम सत्र के लिए निर्दक सिद्धांत " अंतर्राष्ट्रीय मनंद्रीय 

संगठन इन्टरनेशनल मेरिटाइम पागनाइमेंशन ) द्वारा प्रकाशित 
- " प्रक्रिय स तत्र ( "इन गेम शिरम ) के 1983 संस्करण का 

अझ है । 
( ण ) “ लम्बाई " से अभिप्रेत पंजीकृत पान के संदर्भ में पंजीकृत लंबाई 

है और प्रपंजीकृत पोत के संदर्भ में मुख भाग के प्रम से 
पुन्छ स्तम के पचमांग तक की या यदि वाणे की लेने के लिए 
पुग्छ स्तंभ लगाया नहीं गया हो तो कर्ण स्तंभ के अंग तक की 

( वहा कर्ण पोन खोल में बाहर निकलता है ) लगाई । 
( न ) " मशीनरी -- स्थान " से अभिप्रेत यह स्थान है जहां नोदन मशीनरी 

बॉयलर तेले ईंधन एकमा, भाप और प्राप्तरिक बहन रंजन, जनित्र 
और 

मु चुत मशीनरी सेल भरण केन्द्र, प्रशासन , स्थिरीकरण , 
स्थायीकरण, संचालन तथा वातानुकूलन मगीनरी रखी जाती 
है और इसके सदृश्य अन्य स्थान एवं इन . स्थाना तक जाने के 

मागं । 
( 5 ) "संवर्ग के पक्षविनी स्थानों में अभिप्रेत वै स्पान और उनके लिए 

रास्ते है जिनमें निम्नलिखित ख ग हों : 


[ मांगा 43(i)] 


भारत का राजपवितम्बर 28 


यण 1, 1942 


2979 


(i ) मुख्य नोदन के लिए प्रयकर प्रांतरिया दहन मशीनरी 
( ii ) मरेय नदिन से भिन्न अन्य यायों के लिए प्रयुक्त मशीनरी 

जिसका पूर्ण शक्ति निर्गम कुल मिलाफर 375 हिलोबाट से 

फम न हो । 
( iii ) कोई भी तेल ज्वलिन बायलर या तेल अवलम एषाक: 
( ) "तेल उपणित बायलर से अभिप्रेत कई बायनर है जो पूर्णत: 

या अणत. तेन इंधन मे ज्वनित होता हो । 
( घ ) "तेल ईधन एकम " में अभिप्रेस काई उपम्यार है जो तेल ज्वलित 

बायलर में डालने के हेतु सेल धन सैयार मारने के लिए 
प्रय मत हाना हो या कोई ऐसा उपम्फार जो , अंमदहन इंजन में 
डालने के हेमू गरम तैले नयार करने में प्रयुक्त होता हो 
ममें तेल ऐसे मन कोब पम्प , फिल्टर तथा नापक पाते हैं 
जाँ . 8 बार ( 0. 18 एनीमि . मी . ५ ) तक के दाय के तेल 

के साथ कार्य करते हो । 
( म ) "मुल्ल भार . ओ . प्रार . ओ . म्थान " से अभिप्रेत कोई प्रार.. 

ओ/ पार . ओ . म्यारा स्थान है जो या ना दोनों मिगें पर खुला 
है। 4 . किमी एक मिरे पर सोना हो और मिसे पाय नटिग या 
देमः शार्प पर लगे स्थायी वारी के जरिए परी नंगाई पर प्राकृतिक 

मबासन प्रा . होता हो । 
( 4 ) "यात्री स्थान " में अभिप्रेत यात्रियों के प्रयोगार्थ स्थान , 


पैडबि पतन है और यही में पति उन देश को जला से यात्रा 

भारंभ हुई, पापनी यात्रा पर करता हैं । 
( स ) "विशेष मंया से अभिप्रेत दीपाल डेवः के ऊपर या नीचे के 

ये बंद म्यान है जो टंकी में अपने नोदनार्थ भरे तेन वाम 
मीटर वाहनों को ले जाने के लिए है और जिनके अन्दर 

और मोहर गाड़ियों चलाकर ले जाई जा सकती है और 

जिन तक यात्रियों की पहुंच है । 
( 4 ) "टम से अभिप्रेत सकस टन है और जिन पोतों के यो सफल 

टनभार हैं उनके मंदम में बड़े टन मार से तात्पर्य है । 
( ग ) “ धुले हैक से अभिप्रेत उम में से है जो ऊपर से और कम 

से कम दो पायवों में मौराम का प्रमाव महन करना है । 


7. पोतों का वर्गीकरण 


3. जहाजों का वर्गीकरण : इन नियमों के संदर्भ में प्रस्वेचा भारतीय 
पोत और प्रत्येक समुद्रगामी जलयान का वर्गीकरण निम्नलिखित बी में 
किया जायेगा । 


( क ) मात्री पोत 

बा 


बर्ग- 1 


वर्ग 


( फ ) " सार्थजनिक स्थान " में सम्मिलित है हाल , माजन कक्ष, मदिरा . 

कक्ष, धुम्रपान म. क्ष , विश्राम कक्ष, विनोद कक्ष, नमरी पुस्तकालय , 
सिनेमा हाल , बिका मुकान, या इस प्रकार के स्थाया रूप से 
अलग रखे हुए स्थान जो यात्रियों और कर्मीदल के लिए नियत 


गर्ग-IV 


मर्ग- V 


असष्ट्रीय मतुद्र यात्रा में कार्यरत वI, HI R IV 

से मिन्न पात । 
हस्व अंतर्राष्ट्रीय समुद्र यात्रा में कार्यरत को IV 
मित्र पोस । 
अन्तर्राष्ट्रीय समत यात्रा में कार्यरत FIV से मिन्न 
विशेष न्यापारिक मानी पोस । 
हस्थ अंतर्राष्ट्रीय संगद्र यात्रा में कार्यरत विशेष 

यापारिक पानी पीत । 
अतर्राष्ट्रीय समन पात्रों से मिल सनद्र पात्रा/यात्राओं 
में कार्यरस व VIE VII से भिन्न विशेष व्यापारिक 
यासों पोत सयों यात्री पांत । 
भारत के नीय व्यापार। समुद्र यात्रा में लगे हुए 
विशेष व्यापारिक यात्री पात या वे यात्री पोत ग 
अपने मार्ग में निकटतम किनारे से पानी भी 0 
नाविक माल से शधिक दूरी पर नहीं हाल परन्तु 
केवल इस सब से ति वे कच्छ , खंगार या मभार 
मी बानी पार करते हैं, वो VI में इसको अलग 
नहीं किया जाएगा । 
भारत के पसनों के बीच समुद्र याली में लगे हुए 
विशेष कापारिक पोत यां यात्री पात जो अपने 
मार्ग में निकटतम किनारे में कमी भी 5 नाविक 
माल से अधिक की दूरी पर नहीं होते । 


( ब ) "रेर मापदाय से अभिप्रेत " रेक्ट उपकरण से मानक विधि 

से प्रयोगशाला परीक्षण करके निर्धारित किया गया फिी द्रव 

फा बाप्प दाब है , 
( स ) " यार . आ. प्रार . आ . स्योर स्थानों " में अभिप्रेत ये स्थान 

हैं ओ सामान्यतया किसी प्रकार उपाय काजिन नहीं , और जो 
पान की पूरी या पर्याय लंबाई तक फले हुए हैं और जिनमें 
रेलमार्गी या सड़क कारों, वाहनो (जिनमें रेलमार्गी या सड़क 
टेंपर सम्मिलित है । ट्रेलरों , कंटेनरों, पैलटी, सारने योग्य 
टंकियों या अन्य नीमरण एककों और अभिग्रहियों से माल 
( फिजों या पुजों ) में की उत्तराई- पाई क्षेतिम दिशा में की 

जा सकती है । 
( भ ) “ मनसूनी " से अभिप्रेत इन नियमों में मंलग्न प्रन सूची । 
( 4 ) " सेगा स्थानों में सम्मिलित है-- - गलिया, खाद्य सामग्री फश 

जिनमें पार्चन पात्र भी रखें हों, वस्त्र धूलाई शालाएं, सुखाई 
कश, लाकर एवं मंगर कक्ष , रंग रोगन कक्ष , यात्री सामान 
कक्ष, डाक और नकवी कक्ष , कार्यशालाएं ( यंत्रावली स्थान 
की अंगस कार्यशालाओं से भिन्न ) तथा संवृशे स्थान एवं 

उनके मार्ग । 
( t ) " हस्य अपराष्ट्रीय समन यांना एष ऐसी समुद्री यात्रा है जिसके 

मार्ग में पास कमी भी किसी पत्तन से या किसी ऐसे स्थान 
में जहां पायी और कर्मादल सुरक्षित रखे जा सकते है , 
- 00 नाविक मीलों से अधिक की दूरी पर नहीं होगा है । 
साथ ही जिस देश में यात्रा मारंभ होती है उसके पड़ाव 
पर्तन एवं अंतिम गंतव्य पसम के बीच की दूरी एवं पापसी 
मांग की लेबाई मी 600 माविम मौन से अधिक नहीं होती 
नाहिग । अंतिम गंतव्य परम अनुचित समुद्र यात्रा में अंतिम 


वर्ग: VEH 


.. यात्री पोतों से मि पात 
वर्ग - VIII अंतर्राष्ट्रीय समुद्र यात्रा में कार्यरत म्याग पोस । 

अंतर्राष्ट्रीय यात्रा से भिन्न समुद्र यात्रा में कार्यरत 

स्यौग पोर ( य 10 के पोती को छोड़कर ) 
भारत के तटीय व्यापार में कार्यरत स्थौरा पोत 

( 4 X के पीतों को छोड़कर ) जो अपने मार्ग 
में निकटतम किनारे से कभी भी : 0 नाविक मील 
से अधिक दूरी पर नहीं होते , बशर्ते केवल एन 

में कि ये काम, खमात या मन्नार की खाली 
पार करने । वर्गX गे इनको अलग नहीं 
जाएगा । 


वर्ग: x 
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A 


वर्ग- XI 


अर्ग- XII 


भारत के पसनों के बीच मन्द्र यात्रा में लगे हुए 
स्योग पीत जो अपने मार्ग में निकटतम किनारे 
से कभी भी 5 नाविक मील से अधिक को दरो 
पर नहीं जाते । 
ने टग और टेन्डर जो समुद्र में उतर तो पाते हैं , 

परन्तु ममुद्र यावा पर नहीं जाते । 
वर्ग XIV के पोतों से भि . मल्या जलयान । 
चपत जलयाम जिनमें पलत मरस्य जलयान भी 

शामिल है । 
चलत जलबान को यान । 


अर्ग- XIII 
नर्ग- XIV 


4 - XV 


भाग II -- अग्नि निवारण एवं अग्नि शामित्र 

घारा क - याची पोत 
4. अनुप्रयोग 
(i ) नियम 5 से 15 तक वर्ग I, II , III , IV के पोतों एवं 10 

मीटर या उससे अधिक की माई वाले वर्ग VI के पातों पर लाग 

होंगे । 
( ii ) नियम 16 मे 18 सा वर्ग VI के उन पोतो पर लाग होगे 

जिनकी लंबाई 20 मीटर से कम है । 
( iii ) नियम 19 से 23 तक 4V के उन पोतों पर लागू होंगे 

जिनको लंबाई 10 मोटर या उमसे अधिक है । 
( iv ) नियम 21 वर्ग VI के उन पोतो पर लागू होंगे जिनकी लंमाई 

20 मीटर से कम है । 
( v ) नियम 25 वर्ग VII के मभी पोतों पर लाग होंगे । 
5. प्राग-पेट्रोल , संसूचन , अमरे का संकेत और मार्वजनिक संबोधन 
प्रणाली : 

प्रत्येक पोन पर निम्नलिखिम व्यवस्थाएं होगीः- - 
(i ) छत्तीम से अधिक यात्रियों को ले जाने वाले पोतों पर प्रभावी 

माग पेट्रोन की पयस्था होगी ताकि प्राग लगने का तुरत 
पमा लगाया जा सके । 


करने वाले म्भिर समधन और आग खतरा समेत 
वर्ग अथवा अनुमची VIII की अपेक्षामों को पूरा करने वाले 
एक नमूना लेने योग्य धूम संस. चन प्रणाली का 
प्रावधान होगा । परंतु यदि भारत सरकार का मुख्य 
मर्वेक्षक इस बात से संतुष्ट है कि जहाज की ममुद्री , 
यात्रा की अवधि की हस्तता के कारण इस खंड के 
उपबंधों को लागू करना तर्कसंगत नहीं है तो वे जहाज 
के प्राग पैटोल वारा प्रमाव्य किसी भी स्थान के लिए 

इन उपबन्धों से छूट दमकते हैं । 
( vi ) किसी भी मशीनर स्थान में जहां विद्युत् प्रवाय के मुख्य स्रोत सहित 

मुख्य खोवन संत्र एवं संबद्ध मशीनरी के लिए 
एक नियंत्रण कक्ष से निरंतर मानसिक पर्यवेक्षण के अधीन 
स्वचालित या मूवर नियंत्रण की व्यवस्था है, वहां अनुसूचीVII 
में विनिविष्ट अक्षाओं की पूर्ति करने वाले स्थिर अग्नि 

मंस चन एवं प्राग खरा- संकेत की व्यवस्था होगी । 
( vii ) किसी भी पोन समः या पत्तन पर हो न · कि जब 

पा हो । तैनाती और सनीकरण इस प्रकार हो कि 
कोई भी प्रारम्भिक प्राय खसरा संकेत होने पर कर्मीदल 
के किसी निम्मेवार सदस्य के पाम मंकन तत्काल पहुंच 

जाए । 
riii ) कर्मी दल का आसान करने के लिए दोषालन पुल से 

या आग - नियंत्रण केन्द्र से प्रचालित एक विशेष प्राग खतरा 
संकेत लगाया जाएगा ; यह पोत के मामान्य भतरा संकेत 
व्यवस्था का भाग तो हो सकता है, लेकिन यात्री स्थानों 
को दिए जाने वाले संकेत मे अलग बनाए जाने के योग्य 

होगा । 
(ix ) आषास स विधा स्थान, सेवा स्थान और नियंत्रण स्टेशन में 

सर्वत्र एक मार्वजनिक संबोधन प्रणाली अथवा अभ्य प्रभावकारी 

संचार माध्यम उपलब्ध होना चाहिए । 
6 . अग्नि शामक पंप , अल सोन , जल सेवा , जल जलास्मजक , होजा 
एवं तु : 

( 1 ) प्रत्येक पोत में अग्निशामक पंपों, जल स्रोतों जल संषा बलों , 
जलोत्सर्जकों होजों और तुओं की व्यवस्था होगी जो कम-से -कम 
दो ऐसे जल -प्रधार छोड़ने के सक्षम रहेंगे जो एक ही जलोत्मक 
से नहीं निकलने और ये पोत को चालु अवस्था में सामान्य रूप से 
पहुंचने योग्य स्थानों नक और खालो अवस्था में भंपार कक्षों और 
स्थोरा स्थान के किसी भी भाग तक पचने के लिए उपयुक्त हों । 

( 2 ) चार हजार टन या उससे अधिक टन भार वाले प्रत्येक पोत 
में कम से कम तीन • स्वतंत्र रूप से पलाने योग्य अग्निशामक 
पंपों का प्रावधान होगा और 4000 से कम टन भार के प्रत्येक जहाग 
में इस प्रकार के वो पंपों का प्रावधाम होगा ; प्रत्येक पंप (i ) 
में विनिर्दिष्ट प्रकार से दो प्रधार छोड़ने में सक्षम रहेंगे और इसके 
अतिरिक्त नियम 58 में थिनिविष्ट अपेक्षाओं को पूरा करेंगें । . 

( 3 ) एक हजार टन या उससे अधिक के गोलों में समुद्र में संबंधन 
एवं उनके प्रथालनार्थ शक्ति के स्त्रोत छम प्रकार होगे कि किसी एक 
भाग में लगी आग सभी अग्निशासक पंपों को निष्क्रिय न बनाएं । 
जहाज के एक हिस्से में लगी आग मभी परंतु यदि फोन का 
प्रबंध ऐना है कि पोत के एक भाग में लगी आग मभी अग्नि 
शाम पंपों को निक्रय कर वे तो ऐसे पोतों में मीनरी स्थान के 
माहर के किसी स्थान पर एक अलग से प्रचालित शक्ति चालिन प्रापातिक प्रग्नि 
शामक पंप और उसके शक्ति स्त्रोतों एवं समुत संबंधन का 
प्रावधान होगा । इस प्रकार का पंप किन्हीं दो जलोत्सर्मकों और होजों 
रो इंडों के माध्यम से दो जल-प्रधार छोड़ने में सक्षम होगा 
और यह नियम 1 के उप-नियम ( 1 ) मे विनिरिष्ट अपेक्षाग्री का 


( ii ) प्राग -पेट्रोल के प्रत्येक सदस्य को हम बात का प्रशिक्षण दिया 

जाएगा कि पोत में क्या क्या प्रयंत्र है और जिन उपस्करों 
का प्रयोग उसको करना है उनका प्रचालन कैसे किया 
जाता है और ये कहां रो है । 


( ii ) अनम पी VII में विनिर्दिष्ट सभी अपेक्षाभों को पूरा करने 

बामे हस्तचालित पहिबान स्थल आवास सुविधा स्थानों में , 
. सेवा स्थानों में और विशेष संवर्ग केस्थानों में लगाए जाएंगे 

जो कि नौचालन पुन या प्राग नियंत्रण केन्द्र को 
तुरंत खतरे का संकेत देगे । इस प्रकार के हस्तचालित 
आहवान म्थल प्रत्येक विशेष संवर्ग के स्थान के 

प्रत्येक निर्गम द्वार के निकट लगाए जाएंगे । .. . 
(iv ) ममुद्र यात्रा के दौरान विशेष संवर्ग के उन स्थानों में जहां 

आग के लिए निरंतर निगरामी की पट्रोल व्यवस्था 
नहीं है अनुम मी VII में विनिर्दिष्ट सभी अपेक्षाओं को पूरा 
करने वाले स्थिर प्राग मग बन और प्राग खतरा मंकेत का 

प्रावधान होगा । 
( v ) पोत के प्रत्येक ऐसे भाग के जहां प्राग पदोल की 
पहुंच नहीं है तया दंकी में अपने नोदनार्थ भरे इंधन 
यस्त मोटर वाहनों याले स्योर म्यानी विणेष मेग के स्थानों 
से जिम ) अनमूची VII में विनिर्दिष्ट अपेक्षानो को पूरा 


भाग II - - हंस ( i) ]. . 
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अनुपालन का गा और साथ ही 2 . 1 मार ( 0 . 21 न्यटन 
प्रति वर्ग मि . मी . ) का दाब बनाए रखेगा । 
( 1 ) ( 4 ) प्रत्येक पोत म एक जलस्रोत जलमेवा- -पागों 

जलोत्सर्जको होगों और तंडों का प्रावधान एम प्रकार 
होगा कि ये उस स्थिति में नियम 59, 60 तथा 61 
में विनिविष्ट अपेक्षानों का अनुपालन करेंगे जबकि मभी 
जनरोधी दरवाजें और मम्य ऊर्वाधर क्षेत्र के दीवाल 

मंद रहेंगे । 
( ब ) एक हजार टन और उससे अधिक के प्रत्येक पोत में अग्नि 

शामक पंपों, जलम्सोनों और जलोत्मर्जकों का प्रबंध इस प्रकार होगा 
कि किमी एक जलोभनक में कम से कम एक प्रधार किमी 
भी मंदरी हिस्से के लिए तत्काल उपलध होगा । 
अग्नि शामक पंप के स्वचालित प्रवर्मन से पानी के सतत 

निर्गम - कोर निश्चित करने के लिए भी प्रबंध होंगे । 
( 5 ) इस नियम के अनुपालन में लगाए गए प्रत्येक जलोत्सर्जक 
के साप कम से कम एक तुंह - मग्जित होज का प्रावधान प्रत्येक पोत 
में होगा और इनका प्रयोग केवल प्राग बझाने या अग्नि शमन अभ्यामों 
और प्रौर मर्वेक्षणों के दौरान बाय करने के लिए किया जाएगा । 

( 6 ) प्रत्येक पोत में - - 
( क ) किमी प्रार . प्रो . प्रार , प्रो . स्पोरा स्थान या विशेष संवर्ग 

के स्थान में होजों सहित जलोत्सर्जकों को उन स्थानों के 
पहुंच मार्गों के निकट स्थापित किया जाएगा और उनको 
एम प्रकार व्यवस्थित किया जाएगा कि अलग - अलग 
होजों से निकलने वाले और अलग अलग अलोस्मर्जकों से उत्पन्न 
होने वाले कम से कम दो जल प्रधार इस स्थानों के किसी 

भी हिस्म तक पहुंच जाएं । 
( ख ) संवर्ग "म " के किसी मशीनरी स्थान में यदि किसी ममीपस्थ 

गैफट म रंग में निम्नमलीप पहुंच मार्ग दिया गया 
हो तो उस मशीनरी स्थान के बाहर प्रवेश द्वार 
के निकट दोहरे प्रयोजन के सुंड लगे होजों से इस प्रकार 
का पहुंच मार्ग नहीं दिया गया हो और यह मार्ग अन्य स्थान 
या स्थानों से दिया गया हो सो इन स्थानों में किसी एक 
में संवर्ग क के यंत्रावली स्थान के प्रवेश द्वारा के निकट 
दोरे प्रयोजन के संड लग होगों से मजित हो जलोत्सर्जक 
लगाए जाएंगे । यदि सरंग या निकटस्थ स्थान निकाम मार्ग 
को भाग नहीं है तो ये प्रावधान प्रावश्यक नहीं है । 


. . .( अ ) दीयाल डेम के ऊपर के मंद आवाम मविधा स्थानों . 

सेबा -स्थानों और नियंत्रण केन्द्रों में इस प्रकार के स्थानों में पोत 
के प्रत्येस पार्श्व में प्रयोग के लिए कम से कम एक यनीय 
. अग्निशामक का प्रावधान होगा ताकि यंत्र ( क ) में 
विनिदिष्ट 

अग्निगाभनों महित मनकी न 
मंन्या 1000 टन या अधिक के पानी में पांच में कम 
. नहीं होगी । 
( ग ) प्रत्येक गली में कम से कम एक वहनीय अग्निशामक और 

एक अग्निशामक कलेकेट का प्रावधान होगा मोर 
यदि गैली का पष्ठ शेषफल 45 वर्ग मीटर से अधिक 

होगा तो कम से कम दो अग्निशमक ठन केटों का 
· · का प्रावधान होगा । 
( 4 ) प्रत्येक नियंत्रण केन्द्र में उपयोग के लिए पाम में फम 

एक वहनीयं अग्निशामक का प्रावधान होगा । 
( 5 ) टेमों में अपने नोदना ईधन भरे मोटर वाहनों को 

रखने के लिए बनें प्रत्येक विशेष संवर्ग के स्थानों 
और स्थौरा - स्थानों में :--- 
( 1 ) फ के प्रत्गैफ 10 मीटर अंगल में सेल गन्य माग 

को बुझाने में उपयुक्त फम मे कम दो बहनीय 
अग्निशामक इस प्रकार लगाए जाएंगे कि टेक के प्रत्येक 
पार्य में कम से कम एक अग्निशामक उपलब्ध 
होगा और देक स्थान के प्रत्येक पहुंच मार्ग 

पर एक अग्निशामक उपलब्ध होगा । 
( 2 ) अनुसूची V में विनिविष्ट अपेक्षामों की पूर्ति करने वाले एक 

वहनीय झाग प्रवायफ एकक का प्रावधान होगा । 
परंतु इस प्रकार के किसी स्थान में उपयोग के लिए जहाज में कन से 
फम दो प्रवायकों का प्रावधान होगा । 
( 2) प्रत्येक स्थान में उपयोग के लिए उस स्थान के प्रवेण द्वार के 

निकट वहनीय अग्निशामकों में से एक उपलब्ध रहेगा । 
8. स्पोरा स्यानों में स्थिर अग्नि शमन नल 

( 1 ) 1000 टन या उससे अधिक के प्रत्येक पोत में पौर 
खतरनाक सामानों को ले जाने वाले प्रत्येक पोत में विशेष संघर्ग के स्थानों 
और खंड ( क ) ब ( ख ) के अनुपालन में लगाए गए स्थिर वाम जल फुहार 
तंत्र मे सज्जित स्थानों के अतिरिक्त मभी स्थोरा स्थानों में अनुसूची 9 में 
विनिविष्ट अपेक्षाओं का अनुपालन करने वाला एक स्थिर गैसीय अग्निशामक 
तंत्र का प्रावधान होगा । 

परन्तु पोत परिवहन महानिदेशक ( खतरनाक सामान ले आने वाले 
पोतों को छोड़कर ) किसी भी पोस को इस उपनियम से छूट दे मकता है , 
वणर्ते ( वह इस बात से संतुष्ट है कि ) पोन की समुद्री यात्रा की लस्त्र 
अवधि की दृष्टि से इसका अनुपालन की अपेक्षा करना तर्कसंगत नहीं है । 

( 2 ) प्रत्येषा पोत में निम्नलिखित का प्रावधान होगा । 
( क ) प्रत्येक विशेष संघर्ग स्थान में अनुसूची XII में विनिर्दिष्ट 

अपेक्षामों को पूरा करने वाले एक स्थिर जल-फहार तंत्र का 
प्रावधान होगा या किसी अन्य ऐसे अग्निशामक मंत्र का प्रावधान 
होगा जिसके संबंध में मुख्य गर्वेक्षक , भारत मरकार, विशेष 
संवर्ग के स्थान में बहते पेट्रोल की आग के अनुसार न मर्म 
में पूर्ण जांच करके इस यान मे संतुष्ट हो जाता है कि 
इस प्रकार के स्थान में लगी प्राग को नियंत्रित करने में यह 

तंत्र मक्षम है । 
( ख ) अपने नोवनार्थ डाग्ने हुए ईधन से भरे मोटर वाहनों के माने 

ले जाने में लगे ( विशेष संवर्ग के स्थानों के अतिरिक्त , प्रत्येक 
स्थोरा-स्थान में अनुसूची II मे विनिविष्ट अपेक्षानों को पूरा 


( 7) प्रत्येक पोत में -- 
( क ) विशेष संवर्ग के स्थानों पर इस नियम में विनिर्दिष्ट सुंओं 

के अलावा कम से कम तीन जल कोहरा प्रदायकों का 

का भी प्रावधान होगा । 
( ख ) यदि टग 36 से अधिक यात्री गफर कर रहें हैं, मो 

" क " वर्ग के विशेष संवर्ग के प्रत्येक मणीनरी म्धान 
में कम से कम दो उपयक्त मल कोहरा प्रदायकों का प्रावधान 
होगा । 


7 प्रावाम म विधा , स्थौरा और मेवा ग्धानों में वरनीय अग्निशामक 
( 1), प्रत्येक पोत में निम्नलिग्नित प्रावधान होगा ---- 
( क ) दीवाल डेक के नीचे के प्रत्येक केक में पर्याप्त संख्या में 

बहनीय अग्निशामकों का प्रावधान होगा ताकि इन में से 
कम से कम दो अग्निशामक प्रत्येक प्रावास मुविधा 

स्थान , सेवा स्थान में मोर नियंत्रण केन्द्र में मुख्य ऊर्वाधर 
. क्षेत्रों के बीच उपलब्ध रहेंगे । 
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कारने वाले एक स्थिर दाब जल -मुहार संलका या अनुसूची IX में 
विनिर्दिष्ट अपेक्षाभों का प्रमुपालन करने वाले एक पीय परिम 

शाममा तंत्र का प्रावधान होगा । 
( ग ) प्रत्येक से खुले पार , प्रो . प्रार , प्रो . न्योरा म्पाने में मीण 

बंद करने लायक जिमके ऊपर डेक है और सीलद म किए जा 
मफने वाले प्रत्येक मंद आर . भोपार . मो . स्थान में अनुसूची 
XI में विनिर्दिष्ट अपेक्षामों का अनुपालन करने वाले एक स्थिर 

पाम जलफुहार मंत्र का प्रावधान होगा । 
9. मशीनरी स्पान, मामान्य 

प्ररैक पोत में ऐसे उपस्करों का प्रावधान होगा जोएक ही जलोत्सर्जक 
मे न निकलने वाले दो -दो जलप्रधारों को नजी से पार एक माथ प्रतः 
क्षेपित करने में समर्थ होंगे । इनमें में कम से कम एक मधार एक प्रविछिन्न 
होज से निकलेगा .। जलरोधी बार जब मुख्य ऊधिर क्षेत्रीय दीवालों 
में मभी जलरोधी बार बंद है लब ये प्रधार बंकर या मशीनरी स्थान 
के कर्मावल द्वारा सामान्य मप से पहुंच सकने वाले सभी भागों ना जाएंगे । 
10. संघर्ग "क " के मशीनरी स्थान 

जन प्रत्येक पोतों में जिनमें संवर्ग "क " का मशीनरी स्थान है । 
( 1 ) निम्नलिखित का प्रावधान होगा : 
( क ) कम से कम दो जलोत्सर्जक एक गाणे हिस्से में और एक दाएं 

हिस्से में और प्रत्येक मलोत्सर्जक के साथ एक सामाजिर 

होश पोर एक प्रनिरिकन डोज । 
( ब ) निम्नलिखित में से कोई एक अग्निशामक अधिष्ठापन : 

( i ) अनुसूची XII में विनिविष्ट अपेनामों का अनुपालन धरने 

___ वाला एक स्थिर दाम जल-मुहार तंत्र । 
( ii ) अनुसूची X में विनिर्दिष्ट अपेक्षामों का अनुपमान करने 

वाला एक स्थिर गयीय अग्निशामक तंत्र । 
( 3 ) अनुसूची X में वित्तिदिष्ट मपेक्षामों का अनुपालन करने 

वाला एक स्थिर अतिविकासशील साग संग । 
स्पष्टीकरण : इस नियम के मेवों में यदि इंजन कम तथा 

घायलर कम पिसी वीपाल द्वारा पूर्णतया अपग नहीं किया 
मया हो और पदि धन तेल गोयलर कक्ष में इंजम कश 
तक मह सपाना होतो इंजन कक्ष मोर मौला का की 

पएफ का मामा जाएगा । 
( 2 ) खंड 1 के प्रावधानों के अतिरिका ये प्रावधान मा हो । 

( क ) प्रत्येक बायलर यक्ष में 
(i ) गॉयलर कक्षा के प्राकार के अनुसार पन्म मेकग 13 लिटर 

धारिना या एक या अधिक प्राग वाना अग्निशामक पा 
कम से कम 45 किलपान धारिता का एक प्राधिक 
Co. अग्निशामक , ये इस प्रकार रखे होंगे कि प्राग 
के समय सत्काल मिल गवाते है और इनमें होने की घम्बिया 
का प्रावधान होगा जो खोलने पर बॉयलर पक्ष के किसी 
भी भाग सक या इंधन अधिष्टापन के किमी भी भाग 
को अंतर्गत करनेवाले किमी भी स्थापना गटच मकता 


( ग ) प्रत्येक ज्वाला स्थान में एषा अभिमाही पात्र कालिममें कम में 

कम 0. 3 वा मीटर + या मोडः मंपि। बुरादा या 
पर्याप्त मात्रा में लान्य प्राग गाने में मक्षम मुबा पवार्म 
भरा हो और गाम हो I frr : T मा गंजाइम हो , या 
इसके बदले तेलमन्य आग को बुझाने योग्य पहनीय मनि 

शामक का 
( 3 ) खंड ( 1 ) की अपेक्षाओं के अलावा जिन मानों में मेहन 

प्रकार की रखी हुई हो पहो निम्नलिखित का प्रारधान होगा : 
( i) कम से कम एक माप अग्निमाया का जिसको धारिला 45 

लिटर. की हो या कम से कम 18 हिमोग्राम वारिला के कार्यन 
डाई बॉम्याइए अग्निशामक का । अग्निशामकों को अवस्थिति ऐसी 
होगी कि प्राय लगने पर सरकार प्राध्य हो और उनकी संख्या 
इसके लिए पर्याप्त हो कि ईधन या समेट्स न वाम तंत्रों , 
गियरन तथा प्राग के बनरेवाले क्षेत्रों की मरकजाग या Cor 

की दिशा देने में समर्थ हो । 
( ii ) अनमूपी V में विनिर्दिष्ट प्रोक्षानों का अनुपालन करने वाले 

वहीर झाग-प्रयाग के एकको के कम से कम एक सेट मा । 
(ii ) तेलजन्य प्राग को बुझाने में सक्षम कम से कम दो बहनीय 

अग्निणामकों का जो इस बात को मुभिभिपत मारे नि म 
रखान के अमर्गन किमी भी जगह से पग्निशामक की दूरी 

10 मीटर से अधिा न ही । 
11. भाप लाईन बाले वान या भापईमत । 

प्रत्येक पोस में माप टर्वाईन माले स्थानों में या मा मोवना या 
अन्य उद्देश्य के लिए अमक्स कुल 375 मिलोबाट या उनमे अधिक शक्ति 
वाले बट बाम-स्नेहिन भाप इंजनों पनि स्थानों में निम्नलिखित मा प्रावधान 
गोगा । 
( क ) यदि इस प्रकार के स्थानों में नियम 10 के वंश ( 1 ) ( 8 ) में 

मिनिदिष्ट प्रक्षाओं का अनुसरण करनेवाला अलिशामक संग 
नहीं लगाया गया हो तो फम से जाम 45लिटरमारिता के भाग 
अग्निशामकों या कम से कम 16 किलोग्राम वासिा के कार्यन 
डाई प्राकमाइए अग्निशामकों का इसनी सपा में प्रधान कि 
दाब सहन नंत्र के किसी भाग फर. पौर टाईन मे मात्र स्नेहित 
" भागों को पाने वाले माघारणों पर और ईजमप्र दगियरत 
या घाग के खरेवाले किमी भी म. 

गर:शाप Co . मी 
शिशा मोड़ी जा सके । 
( मा ) तेलमभ्य भाग को अमाने योग्य घो मा दो से अधिक पहनीय 

अग्निशामकों का पर्याप्त संख्या में प्रावधान , जो इस प्रकार रख 
हो कि एमे स्थानों का कोई भी भाग किसी अग्निशामक में 
10 मीट से अधिक की दूरी पर न हो ; परन्तु यदि इस प्रकार 
के स्थान मनय- समय पर सेना में लाए बिना रखा जाता है 
नो नियम 10 केपी ( 1 ) के उपखंड ( ब ) में विनिवि भपेक्षा 
का अनुप लन करने वाले एक स्पिर अग्निशामक नेत्र का मामि 

रिक्त प्राधान होगा । 
12. अन्य मशीनरी स्थानों में 3 . 

किसी भी पोत मे पाग के हो तो भी ऐसे मशीनरी स्थान 
में जिमके लिए नियम 10 और 11 में किसी विशेष अग्निशमन उपस्करों 
के प्रावधान का विनिर्देश नहीं किया गया तो उनके या उनके निपटरप 
रमानों में पर्याप्त मखया में वहनीय अग्गिामक रखने का प्रबंध इस प्रकार 
किया जाएगा कि किसी भी निद से कम मीटर की दूरी के अन्दर कम से कम 
एक अग्निशामक स्थिा हो , यदि माग बमाने के किती मनाम माधन का 
प्रावधान नहीं रहता हो । 
13. मशीनरी स्थानों के लिए विशेष अपेक्षा : 
( 1 ) प्रत्येक जहाज में मवर्ग "क " के किमा ऐसे मशीनरी स्थान में 

जिमका निकटस्थ शैफ्ट मुरंग से प्रवेश मार्ग निचले तल पर है । 


( ii ) अनुसूची Vमें विनिर्दिष्ट प्रक्षाओं का प्रशासन करनेवाला 

एक वहनीय झार प्रदायक का 
( ख ) प्रत्येक बॉयलर न. क्ष के प्रत्येक ज्वलन स्थान में और से किसी 

स्थान में जहां तेल- इंधन अधिष्ठापन के किसी को भाग की 
स्थिति हो यहा तेलजन्य आग को - माने में उपयुमत भग्निमामक 
का । 


[ भाग II - 3 3 (i ) 
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उस शेपट सुरंग में यंत्रावली म्थान से दूरस्थ पार्श्व में किमी 
भी जलरोधी द्वार के अतिरिक्त एक ऐसे हल्के इस्पात निमित 
श्रीन द्वार का प्रावधान होगा जो दोनों तरफ से खुल सकता 
हो । 


के लिए वायु होज प्रकार के स्वगन - उपकरण वाले परिधान के 
पाय -होज की लंबाई 36 मीटर से अधिक होनी है वहां एक अतिरिक्त 
स्वत पूर्ण प्रकार के प्रवमन उपकरण का प्रावधान भी पोल में होगा । 

( 4 ) छनीस में अधिक यात्रियों को ले जाने वाले प्रत्येक पोत में 
पयमन उपवारण के प्रत्येक जोप्ले के साथ एक जन- माग प्रवायफ का भी 
प्रावधान होगा और इस उपकरण के निकट रखा जाएगा । 

( 5 ) उपनियम ( 1 ) में उल्लिखित फ़ायरमन परिधान एवं व्यक्तिगत 
उपकरणों के सेट इस प्रकार रख्ने जारी कि वे अन्दी मिल जाएं और 
उपयोग के लिए तैपार रहे और यघि एक से अधिक फायरमैन परिधान 
एवं ब्यक्तिगत उपकरणों के मेटों को उपम्पिति हो तो ये अलग अलग 
स्थानों पर रखे जाएंगे । कमी एक भंडारण स्थान पर कम से कम दो 
फायरमन परिधान और व्यक्तिगत उपकरणों का एक सेट प्राप्त होगा । 
वर्ग 5 के पोट जिनकी लंबाई 20 मीटर मे काप है । 
____ 16. अग्निशमन पंप , जल स्रोत, जल सेवा बनियाँ, जनत्मक, होम 
नथा तुय :- --बीस मीटर से कम लंबाई के वर्ग 5 के प्रत्येस पोत में 
मणीनरी -स्थानों के बाहर एक मास्ति प्रचालित या हस्तप्रचालित पंप का 
प्रावधान होगा जिमका स्थायी ममद्री संमंधन होगा और जिमका तुंड 
6 मीटर या अधिक और जिस पर या अधिक मीटर की दूरी तक 
पानी फेंकने में सक्षम 10 मिली मीटर नय मे मजिन पोर किसी भी 
दिशा में फेरने के लिए उपयुक्त होज भी लगा होगा । 


( 2 ) ये प्रावधान भी होगे । 
( क ) प्रत्येक विशेष संवर्ग के रथान से भिन्न स्थोरा स्थान में 

प्रति घंटा दम बार हवा बदलने के लिए सक्षम- शक्ति चालिन 

मवातन सत्र का , 
( स ) विशेष मयरी के स्थानो के अतिरिक्त प्रत्येक ऐसे स्थौर। स्थान 

में जो अपने नोदनार्थ टंकी में सेग्न भरे मोटर वाहनों को रखने 
के लिए बने हो 36 मे अधिक यात्रियों को ले जाने वाले 
जहान में घंटे में घम थार और 36 में कम यात्रियों 
को ले जाने वाले जहाज में घंटे में छह मार हया बदलने मे 

मक्षम शक्ति चालित मवातन -तंत्र का । 

( 3 ) उपनियम ( 2 ) में उल्लिखित शक्ति चालित संवातन 
अन्य संथानन-नंत्री में बिलकुल भिन्न होगा और जब भी वाहन ऐसे स्थानो 
में उपस्थिन है इस मंत्र का प्रचालन जारी रहेगा । कारगर रूप में सम्म द्रित 
करने योग्य इस प्रकार के स्थानों में लो वातन-प्रवाहिका प्रत्येक स्थान 
के लिए अनामनग होगी । संत्र ऐगे स्थानों में बारह के किसी स्थान 
में नियंत्रित करने योग्य होगा । इसके अतिरिक्त : 
( क ) संथानन तंत्र इस प्रकार होगा कि वह या प - नरी भवन और 

यायु कोटरी के बनने को रोक गके । 
( ख ) अमेक्षित मंबानन क्षमता की ति या हानि की सूचन । नौचालन 

सेतु पर देने के लिए एक सूत्रक का प्रावधान होगा । 
( ग ) अाग लगने पर मौसम की और मद्रीय स्थितियां की दृष्टि 

में यदि प्रावश्यकता पड़े तो संवातन संत्र को तत्काल बद 
__ करने और प्रभावशाली ढंग से प्रचालन रोकने के प्रबंधों का 

प्रावधान होगा । 
14. अन्तर्राष्ट्रीय नट संबंधन --- प्रत्येक पोत में अन सूची I में विनि 
दिष्ट अपेक्षाओं को पूर्ति करने वाले एक अन्तर्गष्ट्रीय तट संबंधन का 
प्रावधान होगा जो कि दूसरे पोत से या मट से जल स्रोतों में पानी पटुं 
माने मे और इस मंबंध को पोत के दानों तरफ से काम मे लाने में 
सहायक हों । 
15 फायरमन का परिधान : 

( 1 ) प्रत्येक पोत में प्रावधान होगा । 
( क ) फ़ायरमन के दो परिधानों का और 
( ख ) सभी यात्री स्थान और मेया स्थान जिस टेक पर है उसके 

ऐसे स्थानो की पूरी लंबाई पर या यदि इस प्रकार के एक 
से अधिक डेक है तो ऐसे स्थानों की लंबाई जिम डेक पर 
मर्याधिक है उमके इन स्थानों की पूरी नंचाई पर प्रत्येक 
80 मीटर ( या ग्रंण ) पर दो फायरमन परिधानों का पौर 

व्यकिन गन उपस्कन के दो मेटों का । 
( 2 ) जिम फ़ायरमनरिधान में स्वतः पूर्ण वमन उपकर लगा 
है ऐम प्रत्येक उपस्कर के लिए एक अतिरिक्त चार्ज का भी प्रावधान 
होगा । उपनियम ( 1 ) में उल्लिखित फ़ायरमन परिधान का व्यक्तिगत 
उपरकर अनुमूनी VI में विनिर्दिष्ट अपेक्षानों का अनुपालन करेगा । 

( 3 ) उपनियम ( 1 ) में विनिदिष्ट :--- फायरमेन परिधानों में से 
कम में कम एक में वायू होम प्रकार का प्रथमन उपकरण मम्मिलित 
होगा और शेष परिधानों में म्यतः पूर्ण प्रकार के श्वसन उपकरण मम्मिलिन 
योगा । परन्तु जहां बनगूच V { के ग्राण्ड ( 3 ) की विनिर्दिष्टयों के अनुपालन 
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17. वहनीय अग्निशामक :- - बीस मीटर मे कम लम्बाई वाले वर्ग 
5 के प्रत्येक पोत में दीथाल डेक के ऊपर के प्रत्येक यानीस्थान में कम 
में कम एक वह नीय अग्निशामक का और डेफ के नीचे के प्रत्येक यात्री 
स्थान और प्रत्येक कर्मीदल स्थान में कम से कम दो अग्निशामकों का 
प्रावधान होगा । किसी भी शैली में कम से कम एक वहनीय अग्निशामक 
उपलब्ध रहेगा । 

18 . संवर्ग "क " के मशोनरी स्थान एष तेल -ईंधन सादन टंकियों 
वाले स्थान :--- ( 1 ) बीम मीटर से कम के प्रत्येक संवर्ग 5 के पोत में 
निम्नलिखित का प्रावधान होगा : 
( क ) नेल ज्यालित बायलर, तेल इंधन मादन टंकी या तेल -ईंधन 

एकक वाले किसी भी स्थान में कम से कम 45 लिटर धारिता 
का एक भाग अग्निशामक या कम से कम 16 किलोग्राम 
धारित के एक कार्बन डाई प्राक्साइड अग्निशामक का , जो 
इस प्रकार रखा हो कि प्राग लगने पर वह तत्काल उपलब्ध 
हो मके और जो इतनी संख्या में हों कि प्राग या कार्बन डाई 
यॉक्माहरु बायलर कक्ष के या तेल इंधन अधिष्ठापन के किसी 

भी भाग की तरफ़ फेररा जा सके । 
( म्ब ) प्रत्येक ज्वालन स्थान में और किमी नल ईंधन अधिष्ठानप 

को अन्मर्गन करने वाले किसी स्थान में तेलजन्य प्राग को 

बुझाने में समर्थ दो वसनीय अग्निशामकों का । 
( ग ) प्रत्येक ज्वासन म्यान में एक अभिग्राही पात्र का जिममें कम से 

कम 0 . 3 मीटर रेन या तेल अन्य प्राग को बुझाने में उप 
यूमन कोई सूवा पदार्थ रखा हो और साथ ही इसके वितरण 
के लिए एक डोई भी हो या फिर तेलजन्य आग बुझाने में 

ममर्थ एक प्रसिरिमा पहनीय अग्निशामक का । 
( 2 ) पंद्रह मीटर या अधिक और 20 मीटर से कम लंबे प्रत्येक 
ऐमे पोत के प्रनवहन प्रकार की नोदन यंत्रावली महित किसी भी स्थान 
में तेल अन्य प्राग को बुझाने में उपयूक्न कम गे कम 5 वहनीय अग्नि 
शामकों का और 15 मीटर से कम लम्बे ऐसे जहाजों में कम से कम 
नान ऐसे वसनीय अग्निशामकों का प्रावधान होगा । 

परन्तु यदि अर्न्तवहन मशीनरी ऐसे स्थान में अवस्थित है जहाँ उप 
नियम ( 1 ) लाग होता है तो उस उपनियम के द्वारा उपयंधित अग्निशाम 
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का के अलावा कैयन घो वहनीय अग्निशामकी का प्रावधान पर्याप्त होगा । 
बीस मीटर और अधिक के वर्ग के V [ पति । 


___ 19. अग्निशामक पंप , जल स्रोन , जल सेवा बल जलोत्सर्पक , होम 
तथा तुंड :----( 1 ) बीरा मीटर और अधिक के वर्ग V[ के प्रत्येक पान 
में अग्निशामक पंपों जल- स्रोतों , नग्न मेवा बलों, जलोत्सर्चकों , होगों , 
और तुंडों का प्रावधान होगा ताकि मोचालन के दौरान पानी कम से 
कम एक प्रधार, यात्रियों और कर्मावलों की मामान्य रूप से पहुष वाले 
स्थानों तक और जब पोत खाली है तो किसी भी भंडार या किसी भी 
स्यौरा स्थान तक पहुंच सके । 


( ख ) प्रत्यक ज्वनन स्पाग गे पोर तेल धिन पाभरापन 

किसी भी भाग महित प्रत्येक स्थान में तेन जन्य प्राग को 

धमाने में मक्षम दो वहनीय अग्निशामकी का और 
( ग ) प्रत्येक ज्वानन स्थान में कम से कम 0. 3 घन मीटर रत 

या तेल जन्य माग समान में सक्षम अन्य मख्ने पदार्थ और 
उसे वांटने वाली रोई अथवा तेल जन्य आग को बुझाने 

में उपयुक्त एक अतिरिक्त वहनीय अग्निशमक का । 
( 3 ) उप नियम ( 1 ) में विनिर्दिष्ट अपेक्षानों को अतिरिमत नही 
अन्नदहन प्रापी मशीनरी रखी है उन स्थानों में प्रावधान होगा । 
( क ) कम से कम 45 लिटर, धारिता के एक माग अग्निशामक 
__ का प्रथया कम से कम 16 किलोग्राम धारिता क एक 

कान डाई प्राक्माईड अग्निशमक का तथा 
( ख ) तेल जन्य प्राग को मुमाने में उपयुक्त दो या अधिक वाहनीय 

अग्निशामकों का जो हम प्रकार प्रयस्थित हो कि से 
मशीनरी स्थान के क्रिमी भी मिंद गे बाको दुरी दस मीटर 
से अधिक न हो । 


22. फायरमैन का परिधान 

20 मीटर या अधिक नयाई वर्ग VI के प्रत्येक पोत के प्रत्येक 
30 मीटर. ( या उसके अंश की पंजीकृत लंबाई पर ) पंजीकृत लमाई के 
लिए अनुमची V [ में विनिदिष्ट अपेक्षानों की पूर्ति करने वाले एक 
फायरमैन - परिधान का प्रावधान होगा । 


( 2 ) प्रत्येक पोत मे कम कम एक भक्ति चालित अग्निशामक 
पंप का प्रावधान होगा जो जहाज में रखे गए जलोस्मक, होज और तुर 
की महायता से पानी का एक प्रकार उत्पन्न करेगा और जो नियम 58 
में विनिविष्ट अपेक्षाओं को पूरा करेगा । 

( 3 ) तेल ज्यालित बायलरों या अन्नदहन प्रकार के नौवन-यंत्रों में 
मग्जित प्रत्येक पोत में एक ऐमें अतिरिक्त माग्नशामक पंप का भी प्रावधान 
होगा जो जलस्रोत से स्थायी रूप में मगन होगा परन्तु यह प्रावश्यक 
नहीं है कि वह शक्ति चालित हो । इस प्रकार का पंप यदि शक्ति माथ 
हो तो यह इस भाग में यही रखा जाएगा जिसके उप नियम ( 2 ) में 
अपेक्षित पंप रखा हो और मणीनरी स्थानक बाहर रखा स्थान सक्षम 
म बंधन भी होगा या प्रावधान भी होगा । यदि यह पंप बिमली यन्त्र शेष 
शक्ति से प्रचालित किया जाता है तो वह उपनियम ( 2 ) को अपेक्षामों 
का प्रमुपालन करेगा और यदि हाथ मे प्रचालित हो तो वह तुही द्वार। 
6 मीटर से अधिक की दूरी तक भी पानी फेंकने में सक्षम होगी । 

( 4 ) ऐसे प्रत्येक पोत में एक जल स्रोत , जल सेवा बल मलोत्सकों 
और होम महित तुं सहित होगों का प्रावधाम होगा को नियम 59, 
60 तथा 61 की अपेक्षाओं का अनुपालन करेंगे । 

( 5 ) ऐसे पोत में प्रत्येक जलोत्सर्जक के माथ कम से कम एक ही 
अग्निशामक होज का प्रावधान होगा । 

( 6 ) प्रज्वलित ॉयलर या अलर्दष्टन प्ररूपी मशीनरी से सुसज्जित 
प्रत्येक पोत में इस प्रकार से बॉयलर या मशीनरी सहित स्थानों में लगाए 
जाए प्रत्येक जलोत्मक पर प्रत्येक होम के साथ एक तुंड का प्रावधान 
होगा । 

20. वहनीय अग्निशामक :---मीम मीटर या अधिक लंबाई के प्रत्येक 
बर्ग V1 के पोत में दीबाल लेक के ऊपर के प्रत्येक यात्री स्थान में कम से 
कम एक बहनीय अग्निशामक का प्रावधान होगा तथा प्रत्येक कर्मोदल स्थान 
में और दीवाल डेक के नीचे के प्रत्येक यात्री स्थान में इस प्रकार के 
दो अग्निशामकों का प्रावधान होगा । किमी भी गली में कम से कम 
एक वाहनीय अग्निशामक का प्रावधान होगा । 

21. संवर्ग "क " का मशीनरी म्थान : - ( 1 ) बीम मोटर या अधिक 
की लंबाई बाले प्रत्येक वर्ग VI के पोत में मंबर्स "क " में किसी मशीनरी 
स्थान में संरक्षण के लिए नियम 10 के बर ( 1 ) ( ब ) के अनुसार 
अपेक्षित स्थिर, अग्निशामक अधिष्ठापनों में कम से कम एक का प्रावधान 
होगा । 

( 2 ) उपनियम ( 1 ) में विनिर्दिष्ट अपेक्षाओं के प्रनिरिमन निम्नलिखित 
1 भी प्रावधान होगा । 


2 3. अन्तर्राष्ट्रीय मट मनगन 

वर्ग VI के 500 टन या अधिक टन के प्रत्येक पोत में अनुमृषी 1 में 
विनिर्दिष्ट अपेक्षामों को पुनि फरने याल कम से कम एक नट मबंधन 
का प्रावधान होगा ताकि जलस्रोत को दूसरे पोन में या तट से जाल 
दिया जा सके ; तथा ऐसे मंबंधन का पोम के दोनों पायों में प्रयोग 
करने की सुविधा भी हो । । 

24. योम मीटर से कम लंबाई के वर्ग V1 के पोत 16 मे 20 
( दोनों मम्मिलित ) तक के नियमों के उपमन्ध 2 ) मोटर. से कम 
लबाई वाले वर्ग V [ के पोनों पर भी लागू होंगे । 


25. वर्ग VII के पोत 


( 1 ) 19 में 23 ( दोनों मम्मिलित ) नया के नियमों के सभी 

उपबन्ध 20 मीटर या अधिक लंबाई वाले वर्ग VII के पोतों 
पर भी लागू होंगे । 


( 2 ) 16 मे 20 ( दोनों शामिन ) तक के नियमों के उपबन्ध 20 

मीटर मे कम गंमाई वाले वर्ग VII के पोलों पर भी लागू 

होगे । 
धारा " ख " यात्री पोन और टेंकरों से भिम पोत 
2 . अनुप्रयोग : 

जमे अन्यथा उपमंधित है उसके मियाय 27 में 36( दोनों शामिल ) , 
तफ के नियमों के उपगन्ध 50 टन या उममे अधिक के वर्ग VIII, IX , 
X , XI, XII तथा XV के पोतों पर भी लागू होंगे । 

27. स्थौरा- स्थानों में स्थिर. अग्निशामक व्यवस्थाएं 
( 1 ) खमरनाक बम्मनों को ले जाने वान प्रत्येक पोत में निम्न 

लिम्बिन का प्रावधान होगा । 
( क ) प्रत्येक स्थौरा-म्धान ( मीलबन्द किए जा मवाने वाले पार . प्रो . 

प्रार , प्रो . स्थोग स्थान को छोटकर ) के लिए अनुमत्री 
1X में बिनिदिष्ट अपेक्षाओ की पनि करने वाले एक स्थिर 
अग्निशामक तंत्र का और 


( क ) प्रत्येक मायलर कक्ष में कम से कम दो 45 लिटर धारिता 

के झाग अग्निशमक या 11 किलोग्राम घारिता के कार्मन 
हाई याक्माईड अग्निशमफ का जो इस प्रकार से हो कि 
प्राग लगने पर वह तत्काल उपलब्ध हो और मो इसनी 
संध्या में हो कि आग या कार्यन डाई प्राक्माई मायलर 
कक्ष के या तेल इंधन अधिष्ठापन के किमी भी भाग की 
सरफ मुमाया जा सकता हो । 


-- -- - - 


- 
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2 . 5 
- - - - - - - -- -- - - - -- - - - - - - - - - - - - - - - - - - - - - - - 

- - 

--- - - - - 
( ख ) मी नबन्द न किए जा सकने वाले प्रत्येक प्रार. . यो पार . 

पोत में लगे वोनो जन्मोत्सर्जकों , होजों और तंडों में से एक साथ 
भी स्थीर स्थान के लिए अनुसूची XI में विनिर्दिष्ट 

कम में नाम एक जलबप्रघार, फंकन में समर्थ होगा और जो 
अपेक्षामा की पूर्ति करने वाले एक स्थिर दाब का फुहार 

नियम 58 को अपेभामों की पूनि करेगा । 
नंत्र का । 

( 3 ) ( क ) यदि पोन के किसी एक भाग में लगी आग सभी 
( 2 ) ऐसे प्रत्येक पोल में प्रावधान होगा-- - 

अग्निशामक पपों को निष्क्रिय कर देनी है सो मणीनरी स्थान 
( क ) नीलबन्द याने योग्य प्रत्येक प्रार. पो . पार . पो . म्थान के 

के बाहर स्वतन्त्र रूप से प्रचासनाय एक प्रापातकालीन 
लिए और ( पार मो . पार . प्रो० स्थान को छोड़कर अन्य ) 

णक्तिचालित अग्निशामक, पंप का भी प्रावधान होगा जिमफे 
प्रन्यक ऐसे म्याग म्धान में जो कि अपने नोदनाथ टकी में 

माथ गक्नि स्रोत और समुद्र -मंबंधन भी उपस्थित हो । 
भरे पैट्रोल वाले मोटर वाहनों के रखने के लिए है, 

( थ ) एक हजार टन में कम वाणे झिमी भी ऐसे पोत में उपर्युक्त 
अनुमची XI में विनिर्दिष्ट अपेक्षाओं की पूर्ति करने वान 

आपातकालीन अग्निशामक पंप नियम 61 ( 1 ) की अपेक्षानों 
एक स्थिर दाब अल फार नंन का या अनुसूची IX में 

की पूर्ति करने वाले तुंछों के माध्यम से दो अल स्रोतों और 
विनिदिष्ट प्रक्षालों सहित की पूर्ति करने वाले एक स्थिर 

होजों में दोनों से एक साथ कम में फम एक गल प्रधार 
गैस अग्निशामक तत्र का । 

चान करने में सक्षम होगा और साथ ही यह पोत के किसी 
( ख ) मीलबन्ध करने में अयोग्य प्रन्येक पार पी . पार प्रो . 

भी जलस्रोत में 2. बार का दाय बनाए रखेगा । एक 
थारा स्थान के लिए अनुमची XI में विनिदिष्ट अपेक्षामा 

जार टन या अधिक वाले पोन में जल स्रोत पर यह 
महित ए की पूर्ति करने वाले एक स्थिर दाब जल फुहार 

दाम . 5 बार होगा । 
संत्र का । 

( ग ) दो हजार टन या अधिक में पोलों में उपर्युम्न मापातकालीन 
( 3 ) जिन पोतो के लिए उपनियम ( 1 ) लागू नहीं होता रोगे 

अग्निशामक पंग नियम 58 ( 3 ) में विनिविष्ट अपेक्षामों 
स्योग दो हजार टन या उससे अधिक के प्रत्येक पोत के प्रत्येक स्थान 

की पूर्ति करेगा । 
के लिए अनुमची IX में विनिर्दिष्ट अपेभानों की पूर्ति करने वाले एक 
स्थिर गैमीय अग्निशामक तंत्र का प्रावधान होगा । परन्तु निम्नलिखित 

( 4 ) ( क ) ऐमे प्रत्येक पोन में नियम 59, 60 व 61 Tया अनुपात 
शों पर स्थितियों में मुख्य मर्पक्षक , भारत मरकार इम उपनियम की 

करने वाले एफ जल स्रोत का और जल- सेवा बलों , 
अपेक्षानों से किसी भी पात को छूट दे सकते हैं : --- 

जालोत्मर्जकों , होजो और सुंडा का प्रावधान होगा । 
( i ) यदि पोत का मनिर्माण फेघम अयम्मा, कोयला , अनाज, 

( ब ) ऐसे प्रत्येक पोत में अग्निशामया होजों की संख्या मशीनरी 
प्रपग्गिय लकड़ी या अन्य किमी अग्वलनशील स्थौरे या 

म्थानों के लिए अपेक्षित होजों से पनिरिक्त होगी । यह 
उनके मत में प्राग के कम खतरे बाले स्थीरे के परिवहम के 

मठम्या पोत की लंबाई के प्रत्येक 30 मीटर ( या उसके अंश ) 
लिए ही किया गया हो । 

के लिए एक में अनुमार होगी ; परन्तु यह संख्या 1000टन 
( ii ) यदि पोत एम्पात निमिप्त है प्रावरणों में और स्थौग-म्धान 

या अधिक के पोत के लिए 5 से कम नहीं होगी और हजार 
को जाने वाल मभी संवातनों और वारों को बंद करने के 

टन मे कम के पोत के लिए उसे कम नहीं होगी । ऐसे होज 
प्रभावशाली माधनों मे मज्जिन हो । 

की कुल लगाई पोत की लंबाई के कम से कम 60 प्रतिशत 

होगी । इसके अलावा एक अग्निशामक होज का भी 
28 अग्निशामक पच, जल स्रोन, जल सेवा बल, अलोत्मर्जक होश 

प्रावधान होग। जो युग्मन एवं तुर मे मज्जित होगा । 
एवं तुष्ट । 

परन्तु पोत के प्रम्प एवं आमाप को ध्यान में रखते हुए मुख्य 
( 1 ) ऐसे प्रत्येक पोत में अग्निशामक पंपी, जल-स्रोतों, मल सेवा बलों , 

मवेक्षक , भारत मरमार पर्याप्त संख्या में होज के प्रावधान की प्रोर 
जलोत्मर्जको, होजों और नुडों का प्रावधान होगा पौर: थे 

हर समय उसकी उपलम्धमा की मांग कर, मफना है । 
काम में बाम मो हमे जल-प्रधार जनित करेंगे जो नौचालन 
के दौरान सामान्य मा में यात्रियों और कर्मीदलो की 

( 5 ) मे पोतों के मुख्य या सहायक तेल ज्यालन बायलरों या 
पहंच य ल प्रत्येक, म्थान तक और जब बाली है तब किसी 

अन्तर्दहन प्ररूपी मशीनरी वाली मशीनरी, स्थानों में लगे सभी 
भी भगार, कभ तक या स्थौरा-स्थान के किसी भी स्थान 

जग्नोत्मर्जकों में तुंर सज्जित होजों का प्रावधान लोगा । इस प्रकार के 
मक पहुंचने में समर्थ हो । 

प्रत्येक स्थान में कम से कम दो तुंर मज्जिभ होज होंगे--- एक बायें 
( 2 ) ( मा ) एक हजार टन से कम के. प्रत्येक पोन में 25 घन मीटर 

पार्श्व पर प्रौर दूसरा दाहिने पार्श्व पर । इसके अतिरिक्त यदि इस 
प्रति घंटा या उससे अधिक धारिता वाले कम से कम एक 

प्रकार के पोत में शेफ्ट मुरंग से होकर मशीनरी म्धान में पहुंमन का 
शपिन चालित अग्निशामक पंप का प्रावधान होगा जो पोल 

रास्ता है तो उस स्थान के निकट सिरे पर. सुरंग में एक जल- स्रोत 
में जो रखें गाए मनोन्गर्जको, होजों और पुकों में से प्रत्येक 

का प्रावधान होगा । 
से कम से एक प्रधार बराबर देते रहने में सक्षम हो 

( 6 ) इस प्रकार के प्रत्येक पोत में इस नियम के अनुसार प्रक्षित 
और जो नियम 58 की अपेक्षाम्रो की पूनि करता हो । 

मंडों के अतिरिक पार मो . / मार मो . म्योरा स्थानों में कम से कम 
( ब ) ऐमें प्रत्येक जहाज में इस नियम के अन्तर्गत अपेक्षित अग्नि सीन अल झाग प्रदायकों का प्रावधान हागा । 

शामक पंपों के अलावा मणीनरी स्थान मे मामान्य सेवा 
पंप, बिल्ल पप या बेलास्ट-पंप जैगा कोई एका अन्य संप 

( 7 ) ऐसे प्रत्येक पान में प्रत्येक भार प्रो . पार . प्रो . स्थौराा 
भी लगेगा जो कि जनस्रोत को अग्निशामक पंप के पार 

स्थान में होनों महित जनोस्मर्जकों को इस प्रकार व्यवस्थिन किया 

जाएगा कि अलग- अलग होजों में निकलने वाले और अलग-अलग 
और माता के मगर गल देने में मदाम होगा । 

जनोत्मनंकों में लाल होने वा नगे कम दो जन प्रधान इन स्थानों 
( ग ) एक हजार टन या अधिक प्रन्येता ऐसे पोन में दो गस्तियां को किमी भी भाग तक हुंच जाये । ये जलोमर्जकों में स्थानों के 

चालित अग्निशामा पपा का प्रावधान होगा । प्रत्येक पंप , पहुंच मार्ग के निकट स्थित होंगे । 
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(iv ) प्रत्येक ज्वालन स्थान में एक अभिग्रहो पात्र का जिममें कम 

से कम 0 . 3 धन मीटर रेत या मादा ममेचित बरादा या 
तेल जन्य प्राग बुझाने में मक्षम मुखा पदार्थ पर्याप्त मात्रा में 
भय हो और साथ ही उसके वितरण के लिए एक पाई भी 
हो , अथवा सेलजन्य प्राग को बमाने में भमथं एक अतिरिमन 
अग्निगा मक का 


___ 29. पावास- मुविधा स्थान , स्थौरा स्थान और मेवा-स्थानों में 
पहनीय अग्निशामक ऐसे प्रत्येक पोत में प्रावधान होगा : 
( क ) एक हजार टन या उससे अधिक के पोतों में कम में 

5 वहनीय अग्निशामकां का और 500 टन से अधिक या 
1000 टन से कम के पोत में कम से कम तीन महनीय 
अग्निशामकों का नाकि प्रामाम मुविधा स्थान, सेवा स्थान 
और नियंत्रण स्थान में कम से कम एक ऐसा अग्निशामक 

उपलब्ध रहे । 
( ख ) अपने नोदन के लिए टंकी में धन भरे मोटर वाहनों के 

परिवहनार्थ लगे पार . ओ ./ आर प्रो . म्योग स्थानो में 

प्रायधान होगा : 
( i) ऐया स्नान के प्रत्येक 40 मीटर लंबाई के लिए सलजन्य भाग 

को बुझाने योग्य कम से कम दो बहनीय भग्निशामकों का 
जो इस न कर रखे जाएं कि इस स्थान के प्रत्येक पाश्र्व पर 
एक अग्निशामक उपलब्ध हो जाए और इस स्थान के प्रत्येक 

पहुंच मार्ग पर कम से कम एक अग्निशामक उपलब्ध हो जाए । 
( ii ) अनुसूची 5 में विनिर्दिष्ट अपेक्षाओं की पूर्ति करने वाले कम 
उसे कम एक माग प्रद यक का 

परन्तु ऐसे स्थान में उपयोग के लिए पोत में दो या 
अधिक ऐमे प्रद यक उपलब्ध होंगे । 
30. पंव " क " के मगीनरी स्थान : - - मवर्ग " क " के मशीनरी स्थान 
सहित प्रत्येक ऐसे जहाज में प्रावधान होगा : 
( 1 ) ऐसे मणीनरी स्थान में : ---( क ) पोन के दोनों पापयों पर 

एक - एक जनात्मक का और ऐसे प्रत्येक जालोन्मजंक के लिए 
एक एक तुंर मरिजत होज का और एक अतिरिक्त तुंड मग्जित 

होत्र का । 
( ग्य ) निम्नलिखित में से कम से कम एक स्थिर अग्निशामक अधिष्ठा 
__ पन क अर्थात् : - - 
( i ) अनमूची XIIमें विनिर्दिष्ट अपेक्षाओं की पूर्ति करने वाला 

एक स्थिर जल-फुहार यंत्र । 
( ii ) अनुसूची X में विनिर्दिष्ट पेक्षाओं की पूर्ति करने व ला 

एक स्थिर गंसी । अग्निशामक तंत्र । 
( iii ) अनुसूची Xमें निर्दिष्ट अपेक्षाओं की पूनि कग्ने वाला एक 

स्थिर तीव्र प्रभारी माग तंत्र । 
स्पष्टीकरण : - इस नियग के संदर्भमें यदि इंजन कक्ष और बायलर फक्षएक 
दीवाल द्वारा पूर्णतः अलग नहीं किए गए है और यदि ईंधन सेल बाक्लर कक्ष में 
इंजन कक्ष में बह सकता है तो इस संयुक्त बायसर तथा इंजन कक्ष को एक 
मशीनरी स्थान म. नः जाग । 
( 2 ) प्रत्येक बयतर कक्ष में : - -- 
( i ) बायनर कर्ज के प्र. म. प को ध्यान में रखते हुए अवश्यकता 
न मर कम से कम 135 लिटर धारिता के भाग प्रगपी एप 
अग्निशामक का या कम से कम 45किलोग्राम धारिता के 
एक Co2 अग्निशशामषा का मो इस स्थिति में रखा हो कि 

प्राग लगने पर तत्काल उपलब्ध हो सके और जो बॉयलर 
कक्ष के और तेल ईंधन अधिष्ठापनों महित किसी भी स्थान 
क किसी भी भाग में पहुंचने योग्य लंबाई पाने, रीनों में लपेट 

होज से मज्जित हो । 
( ii ) भून गूची 5 में विनिविष्ट अपेक्षाओं की पूर्ति करने वाले एक 

वहनीय झाग प्रदायक का । 
(iii ) प्रत्येक ज्यासन स्थान में और किसी तेल इंधन अधिष्ठापन 

के किसी भाग में तेन अन्य प्रांग को बशाने में ममर्थ कम में 
कम वो वहनीय पग्निणामका का । 


( 1 ) अंतदाईन प्ररूपी मशीनरी मुक्त किसी भी स्थान में :- - 
( i ) 45 लिटर धारिता के एक या अधिक भाग अग्निश मक का 

या कम से कम 16 किलोग्राम धारिता के एक या अधिक 
कार्बन अई प्राक्साइड अग्निशमक घा ; इनकी मंग्या दरनी 
होगी कि भाग य, कार्बन डाई ऑक्साइड ईधन व स्नेहन तेल 
दाब तब गिरिग, या अन्य प्रग में अधिक खतरे वन क्षेत्रों 

की ओर घुमाया जा सके । 
(ii ) अन मूची 5 में विनिर्दिष्ट अपेक्षाओं की पूर्ति करने व ने यह न्य 

झाग प्रदायक एमक के एक या अधिक मैट का । 
( iii ) तेलजन्य अग को बझाने में समर्थ एक या अधिक बहन. य 

अग्निशामक का जिसमे यह सुनिश्चित किया जा सके कि स्थान 
के अन्तर्गत किमी भी बिदु में कम से कम एक अग्निशामक 

10 मीटर या उससे कम दूरी पर हो । 
31. भाप टर्बाइन और परिबद्ध भाप इंजन स्थान : - - प्रत्येक ऐमें 
पोत के उन स्थानों में जहां भाप टर्बाइन लगा हो या मुख्य नोदनाथ 
अथवा कुल मिलाकर 375 किलोय ट या अधिक शक्ति वाले महायक 
कार्यार्थ परिमन्त्र म्नहित भाप इंजन की उपरिणति हो यहां प्रावधान होगा : 
( क ) यदि ऐसे स्थान में नियम 3 ) खंड ( 1 ) ( ख ) में विनिदिष्ट 

अग्निशामक तंत्र लगाए गए हों तो वहा इतनी संख्या 
में कम से कम 45 लिटर धारिता के क्षाग - अग्निशामकों का 
या कम से कम 16 किलोग्राम धारिता के कार्बन डाई आक्माइए 
अग्निशामको का झाग या Co 2, दब स्नेहन संघ की और 
प्रावरण के किसी तथा टर्याउन के, इंजन के या संबद्ध गिर्यारंग 
के दाय स्नेहित भागों को घेरनेव न पायरण के किसी भी 
भाग की ओर एवं किमी भी अन्य श्रग के खतरे वाले भाग 
तक पहुंचाया जा सके 


( ग्य ) तेत अन्य प्रांग को बुझाने में उपय क्त दो या अधिक बहनीय 

अग्निशामकों का जिनको संख्या इसके लिए पर्याप्त हो कि इन 
म्थानों में इनके रखने पर प्रत्येक मिदु से किमी एक अग्निशामक 
की दूरी दस मीटर या कम हो । 


( ग ) जब मे स्थान ममय- समय पर खाली रख्ने आते हैं तो उस 

स्थिति में नियम ) के खंड 1 ( ग्न ) में विनिर्दिष्ट अग्निशामकों 
में से एक का । 


3 . अन्य मशीनरी स्थानों में अग्निशामन उपरकर---- याग्विाल मिमी 
भी जहाज में यघि फिगो पोन के गनरी म्मान में भाग मा पता है 
और उनके लिए नियत 30 व 31 में स्याम अग्निशमन उपरकरों के 
प्रावधान का विनिण न किया गया हो तो उन स्थानों में या उनके मामपाग 
पर्याप्त संख्या में कहनीय अग्निगमकों का प्रावधान किया जाएगा या 
अग्निशमन के समान माधना का प्रावधान किया जाएगा ताकि यह सुनिश्चित 
रह कि ऐसे स्थान के अन्तर्गत किमी भी जगह में कम एक अग्निशामक 
की दूरी 10 मीटर से अधिक न हो । 

33. विशेष प्रविश्यकताएं:- - ( 1 ) किमी पोत के प्रत्येक ऐगे मशीनरी 
स्थान में जिमका पहुच मार्ग किमी समीपस्थ शैफ्ट सुरंग में होकर निचले 
स्तर पर रखा गया है, किसी जनगंधी द्वार के अलावा उस यतावादी 
स्थान में दयाले पापर्व पर इस्पात के एक हलके ममीन वार का प्रावधान 
होगा जो दोनों तरफ सेप्रचलित करने योग्य हो । 


[ भाग II 


पर 3 (i )] 
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( 2 ) प्र -येक बंद आर . ओ . आर. ओ . म्योर स्थान में और प्रत्येक 
में प्र. र. ओ प्रार . ओ . थोर में जो म्वनोंदनार्थ टंकी में तेल भरे 
मोटर वाहन रखने के लिए हो, शक्ति चालित मव तन तंत्र का प्रावधान 
होगा जो खाली रहते प्रति घंटा छह ब. र वायु परिवर्तन लाने मे मनम 
छो । जब भी पोत चाल हो संव, तन नव निरन्तर चलते रहेग । यह तंत्र 
अन्य संत्रों में बकुल अमंबज रहेगः । इस प्रकार के स्थानों को जानेवानी 
गंब तन बहिनियों प्रभाषणाली ठंग मे मील करने योग्य होगी और अलग 
स्थोग-स्थानों के लिए अलग अलग होंगी तंत्र किमी बाहरी म्यान से नियं . 
त्रित योग्य होगा । इसके अतिरिक्त । 


में रहे । यदि एक से अमिक से तट हो ना वे एक दूसरे से पर्याप्त दुरियों 
पर रखे ज एंगे । 

6 अन्तर्राष्ट्रीय नट मबंध :--प्रत्यक पोन में प्रावधान होगा : --- 
( 1 ) अनमूची 1 की अपेक्षाओं का पालन करने वाले कम से कम 

एक तट संबंधन का ताकि जल स्रोत को दूसरे पोत से या 

सट में जल में पहुंच या जा मये । 
( 2 ) में मंधने का प्रयोग पोत के दोनों पाश्ववों से हो इसके 

लिए स्थायी प्रायवान होंगे । 
37. पांच मो टन में कम के 4 vji के पान और 500 टन से 
फम पर 150 टन या अधिक के वर्ग ix, x, xi, xii और xv के पोतः 

( 1 ) इस नियम के अपन्ध 500 टन से कम के व xi के पोतों 
और 500 टन से कम पर 150 रन या मसुिफ के वfix, xx 
तथा ~~. के पोतों पर लागू होंगे । 


( 2 ) प्रत्येक पोन में प्रावधान होगा --- 
( फ ) अग्निशामक पपों मल , स्रोतों, मल मेवा नलो, गलीत्सकों 

होजों और सुरों ! , जिससे कि कम से कम एक जान-प्रधार 
नौवाचालन के दोगन जहाज के यात्रियों व कर्मीदल के पहुच 
थाले फिमी भी भाग तक और खाली समय में किसी स्थौर 

स्थान या भंडार कक्ष तक पहुंच सकें । 
( ख ) नियम 58 को अपेक्षाओं की पूर्ति करने वाले कम से कम 

एक शक्ति च लिन अग्निशामक पग का जो पोत में रखे गए 
किसी भी जलोत्सर्जक , होज और, सुंर से कम से कम एक 
जन- प्रघार फैकने में गमथं हो । 


( क ) गाव नन-नत्र इस प्रकार का होगा कि स्तरण एवं व यु -कोट 
के बदले की भावना की जा सके । 
( स्त्र ) नोचकन पल पर पव नन क्षमता में हो रही हानि की सुरक्षा 

दने वाला एक मुचक लगा होगा । 
( ग ) आग लगने पर मौमन और मन्त्री स्थितियों के अनुसार, मंयानन 

मन्त्र में शीघ्र बिरामन और प्रभावी संवरण की व्यवस्था 

रहेगी । 
3... प्राग के खतरे का मंकेत एवं मंचन : - - ( 1 ) प्रत्येक पोत 
में अन सूची vii में यिनिदिष्ट अपेक्षाओं की पूर्ति करने या में एक स्थिर वाले 
अग्नि मंसूचक मथा अग्निमा मतक तंत्र कः उन यंत्रावली स्थानों में 
प्रावधान होगा जहां : --- 
( क ) विगो नियंत्रण कक्ष में निरंतर मानवीय पर्यवेक्षण के बदने 

स्वच लिन एवं मुद र नियंत्रण नेत्रों ओर उपस्करों के अधिष्ठापन को 

अनुमति प्राप्त हो, या जहां : 
( न ) मध्य विद्य न मरण सोनों महिन मस्य न दन एवं संबद्भ 

मारी के लिए स्वचालित या मुवर नियंत्रण का प्रावधान 
हो और ग य हो किमी नियंत्रण कक्ष में निरंतर माननीय 

पर्यवेक्षण भी होता होय । 
( : ) ऐसे प्रत्येक पोत घे प्रत्येक प्रार. ओ .[प्र.र . ओ . स्थान में 
में अन मूनी vii में विनिदिष्ट अपेक्षाओं की पूर्ति करने वाले स्थिर अग्नि 
समूचक तथा अग्निमय मंकेतिका तंत्र का प्रावधान होगा । 

( 3 ) Dगे प्रत्येन पोल के प्रत्येक गये प्रार . ओ . आर . ओ . ( प्र. र . 
ओ .) मार ओ . म्यारा स्थान को छोवार ( स्थान में जो स्वनोदनार्थ टंकी 
में तेल भरे मोटर वाहनों को रखने के लिए है, या सो अनुसूची vii में 
विनिर्दिष्ट अपेक्षाओं की पूर्ति करने वाले एक अग्नि मसृषक लथा अग्निभय 
संकनक तंत्र या अन सूची viii मे विनिर्दिष्ट अपेक्षाओं की पूर्ति करने वाले 
एक प्रतिदर्श मंचन तंत्र का प्रावधान होगा । 

35. फायरमन परिधान -- - (1 ) प्रत्येक पोत में अन सूची - । मैं 
विनिविष्ट नज्ञाओं की पूर्ति करने वाले फायरमैन परिवानों का निम्न 
लिखित म. पक्रमों का अनुसार प्रावधान होगा । 
पान का टन मार 

परिधानों की संख्या 
500 टन और अधिक पर 2500 टन से कम 
250 ) टा और अधिक पर 1000 टन मे कम 
4000 टन और अधिक 

( 2 ) में किसी भी पोत में रखे परिधानों में कम कम एफ में 
वायु होजाक र का एक श्वमन - उपकरण होगा और शेष में स्वत . पुर्ण 
प्रकार के एवमन उपकरण हाग । 

परन्तु यदि किमी वय होज प्रकार के श्वमन उपकरण के वय होज 
का मन मूची vi के पैरा ( 3 ) के अनुपालनार्थ : 6 मीटर से अधिक लंबा 
होना अपेक्षित है तो स्वतः पूर्ण प्रकार का एक एवमन उपकरण का प्राव 
धान पोत में होगा । 

( 3) फापरमैन - परिधान और व्यक्तिगत उपस्कर के सेट इस प्रकार 
रो रहा कि पे गोध्र मिन ए और नरकल प्रयोगार्थ तैयार स्थिमि 


( ग ) यदि नेल-ज्वलित बायनर या अन्तहिन प्रकार की नौदन -पना . 
बली से मज्जित है तो जहां इस प्रकार के बायलर या मशीनरी। स्थान 
है उसके बाहर किमी जगह शक्ति स्रोत एवं समुद्र संमंधन सहित एक 
अतिरिक्त अग्निशामक पंप का । यदि यह पम शक्तिचालित है तो वह 
पिछले खंड की अपेक्षामों का अनुमाता करगा और यदि हस्त वालित है 
तो उममें 10 मिलीमीटर सुरु सहित एक होज लगा रटेगा जो 5 मीटर 
या अधिक | तक पानी फेंकने में और जहाज के किमी भाग तक 
मोरने में मक्षम होगा । 


( घ ) नियम 5 :) की अपेक्षाओं की पूर्ति करने वाले जब स्रोत गल 
सेवा नलों और जलोत्मर्जको फा और नियम 60 एन 61 की अपेक्षायां 
की पूर्ति करने वाले कम से कम तीन होको और सड़ों का । 

( क ) कम से कम तीन वनीय अग्निशामकों का जा मग प्रकार 
अस्थित हो कि प्रावास सूविधा स्थानों और सेवा स्थानों में भत्काल 
उपलब्ध हो सकें । 

( च ) तेल नाला बायनर , लेन- जन गात दंग या ने न इंधन 
एकक वाले स्थानों के बनाव के लिए नियम 30 के खंक 1 ( ब ) में पि 
निविष्ट स्थर अग्निशमन अधिष्ठापनो में कम से कम एक का । । 


32 


( छ ) किसी बायलर लक्ष में या किसी ऐसे स्थान जहां किसी 
नेल इंधन अधिष्ठापन का कोई भी भाग स्थिा हो , नेल अन्य प्राग को 
बुमाने में उयु का कम से कम वो वहनीय अग्निगाम की का । 

( म ) कम से कम 0 . 3 घन मीटर रेन या मेल अन्य प्राग बुझाने 
में उपयुक्त अन्य पदार्थ का और उसके विरतणार्थ एक डोई का , अन्यथा 
प्रत्यक ज्वलन स्थान में लेल अन्य प्राग बक्षान मे ममर्थ एक एक बहनीय 
अग्निशामक का । 


( स ) यदि भगीनी स्थान में पारिस दालन गणाना हो तो - ; 
( 1 ) फेन या मेल अन्य प्राग बुझाने वाले अन्य पदार्थ उगानने वाले 
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नहनीय अग्निशामकों का निम्नलिखित मागणी की विनिविष्टियों 
का अनुपालन करता हो : 


मारणी के अनुसरण तनजन्य आग को बुझायने में उपयुक्त पहनीय अग्निब 
शामक का प्रावधान होगा- - 
पोत की लगाई 

अग्निशामकों की 
निम्नतम समया 


-- 


- 


- 


- 


- - - - 


- 


- 


- 


- - - 


- 


- - 


- 


मुख्य इंजन की शक्ति किलो वाट में 


ब्रहनीय अग्नि 
शामका को 


- 


- 


- 


- 


- 


- 


- 


- - - - 


- 


- 


- 


. 


- 


. 


- . - 


. 


- . 


- 


. - 


. - . - . - - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


संख्या 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 
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151) या कम 
150 में अधिक और 300 या एम से कम 
3100 में अधिक पीर 450 या उससे कम 
450 में अधिक 


___ 7 , या 

- - -- - - - - 


- 


- 


- - - - 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- - - - 


- - 


- 


- - 


- 


- 


- - - - 


- - 


( ii ) तेल जन्य प्राग बुझाने में उपयुक्त दो यनीय अग्निशामक 

पम्पों का और इसके माध- - 


( क ) भ में कम 45 लिटर का एक झाग अग्निशामक का 

या 


( म्य ) वम ने कम 16 किलोग्राम धारिता के एक कार्बन डाई 

ग्रामसाइड अग्नि गामक का । 
( ञ ) कम से कम एक फायरमन परिधान का जो अनुमुखी 6 में 
विनिविष्ट अपेक्षाओं की पूर्ति करता हो और भी वाय -होश प्रकार के 
एक श्वसन उपकरण से मज्जिन हो । 

38. एक सौ पचाम टन से कम के वर्ग 9 , 10 , 11 तथा 12, के 
पांत - - 1 ( क ) बीस मीटर, या कम लंबाई वाले 150 टन में कम के वर्ग 
9 , 10, 11 नथा 1 2 के पोतो पर नियम 37 का उपनियम ( 2 ) लागू 
होगा , मशर्ने उस उपनियम के खंड ( ख ) के अनुसार, अपेक्षित अग्नि मक 
पंप मुख्य इंजन द्वारा चामिल होगा । 

( ख ) भीम मीटर या कम लंबाई वाले प्रत्येक पोत में मशीनरी 
स्थान के बाहर के किसी स्थान में एक शक्निचालित या हस्तचालित पंप 
का प्रावधान होगा जिममें स्थायी ममद्री मंबंधन छ: मीटर की लंबाई तक 
पानी फेंकने में और जहाज के किसी भी भाग की तरफ फेरने में उपयुक्त 
जल-प्रधार पैदा करने वाला 10 मिलीमीटर व्याम का तंर लगा एक होश 
और सोच के साथ प्रयोग करने में उपयक्त एक फुहार तर लगा होगा 

परन्तु यदि पोत ५ मीटर से कम लंबा है या यह 20 मीटर मे 
बाम लंबा बुला पोन है की पूर्ति करना है तो उस स्थिति में यदि 
यह अग्निशामक बाल्टियों क संदर्भ म उपनियम ( 3 ) की अपेक्षानों की 
पनि करता है तो प्रस्तुत उपनियम का अपेक्षाओं की पूनि प्रावश्यक नही 
है । और यदि वह अग्निशामक बाल्टिया के संदर्भ में पिनियम ( 3 ) 
की अपेक्षाओं की पूर्ति नहीं करता तो उसमें दो अग्निाणामफ बास्टियों 
का होना अपेक्षित है और उनमें से एक में एक नया लगा 
होगा । 


6 मीटर में कम 
6 मीटर या अधिक 

( 4 ) तेल ज्यालिन बायलर या मानरिक बहन प्रमपी नोदन 
मशीनरी मे मन्जिन 9 मीटर या अधिक लंबे प्रत्येक ऐसे पोत में , यदि 
वष्ट मुख्यतः या पूर्णन : लक और कांघ प्रबलित प्लारिक का बना हो 
पौर, मशीनरी स्थान के गम्ने में उसका डेक हो तो मशीनरी स्थान के 
बाहर उस स्थान के कुल प्रायनन के कम से कम 6 ) प्रतिशत मायतन 
का अग्मिसंदमक गैम यंत्रावली स्थान में मात्र अन्तःक्षेपित करने के प्रबंध 
का प्रावधान होगा , और यदि मशीनरी स्थान इम्पान के दीवाल मे का 
है तो कुल पायतन के 40 प्रतिशत पायतन गैम अन: क्षेपित करने का 
प्रबन्ध होगा । 

परन्तु यदि ऐमा पोत 20 मीटर से कम लम्बा हो तो एक हस्त 
चालित पंप और मशीनरी स्थान के ब हर लगा एक यी समी 
संबंधन का प्रावधान पर्याप्त होगा जो कि उपनियम ( 1 ) ( ख ) में उल्लिनिम 
हस्तषालित पंप और ममद्री मंमंधन भी हो सकता है । इस प्रकार का 
पंप मशीनरी स्थान में उपयुक्त स्थानों में लग और सेलजन्य प्राग 
बझाने में सक्षम पर्याप्त सम्यक जल-फुहार तुहा के गाथ स्थिर नलियों 
द्वारा संबन होगा । 

( 5 ) बोम मीटर या अधिक लम्बे ऐसे प्रत्येक पोल एक फायर 
मन-कुरुहड़ी का प्रावधान होगा । 
वर्ग viii के पोतः 
( 1 ) माठ मीटर या अधिक संबाई वाले वर्ग 13 के पोत 

साट मीटर या अधिक लंबाई वाले धर्ग 13 के पोतों पर नियम 
28 में 30 तक ( नियम 30 के उपनियम 2( ii ) और. : ( ii ) को 
छोड़कर ), 35 तथा 36 उसी प्रकार लाग होगा जैसे ये नियम 1000 
टन या अधिक के वर्ग 8 के पोतों पर लोग होते है । 


( 1 ) ऐसे प्रत्येक पोन के बेट भडार कक्ष में जब- स्रोत से संबद्ध 
करने योग्य तथा भरार कक्ष के बाहर से बालू करने योग्य एक जल 
फूह र तंत्र का प्रावधान मशीनरी स्थान में लग अन्य किसी संत से न 
जोड़ते हुए किया जाएगा । 
40. वर्ग 1 : के पोत जिनकी लंबाई 45 मीटर, या अधिकः, पर. 60 
मीटर से कम है : 

( 1 ) मानीस मीटर या अधिक और 60 मीटर से कम लंबाई के 
वर्ग 12 के पोतों पर नियम 28 मे 30 नक (नियम 20 के उपनियम 
2 (ii ) और (ii ) को छोड़कर ) , : 5 और 6 उसी प्रकार लाग होते है । 


( 2 ) में प्रत्येक पोन में निम्ननिस्चिन सारणी के अनुसार वहनीय 
अग्निगामकों का या अग्निशामक बल्टियों का प्रावधान होगा । 
पोन की लंबाई 

अग्निशामको या 
बाल्टियों को निम्न 
तम संख्या 

- .- . . . 
20 मीटर से कम 
20 मीटर या अधिक 


( 2 ) ऐसे प्रत्येक पोत के नेट भंडार कक्ष में अल -श्रोत से मंगल 
करने योग्य और भंडार कक्ष के बाहर. मे चालू करने योग्य एक जन 
फुहार संत्र का प्रावधान , मणीनरी स्थान में लगे अन्य किमी तंत्र से 
न जोड़ न हुए किया जाएगा । 
41. वर्ग 13 के पोत जिनकी लंबाई 25 मोटर, या अधिक है पर 45 
मोटर से कम है । 

( 1 ) पच्चीम मीटर या अधिक और 45 से कम लम्बाई के बर्ग 
13 के पोनों पर नियम : ( 2 ) ( .) , ( ब ) , ( ग ), ( घ ) , ( म ) , ( अ ) 
मया ( अ ) उसी प्रकार नाग, होंग जंग पे 500 टन में फम के पां 
8 के पोतों पर लाग होते है । 


यदि बाल्टियों का प्रावधान होगा तो गर्भ नगाई भी लगा होगा । 

( 3 ) इस प्रकार के किनी भी पोत में यदि तेल ज्यालित बायनर 
या प्रातरिक दहन प्रम्पी नोदन मशीनरी लगी हो मो उममें निम्नलिखित 
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( : ) यनि ऐग किगी पो । मा गोल समसी या माच प्रयनित 

( म. ) न पर पानी पिएको ने लिए एषा तंड म 
प्लास्टिक से बना हो तो उसके मशीनरी + थान के संरक्षण के लिए 
असूनी IX की अपेक्षाओं की पूर्ति करने वाले श्रिर अग्निसमन अधि 

( ब ) कम से कम 0 . 3 धन मीटर रेत या अन्ग मन्ना पदार्थ 

मरे एक अभिग्राही पाल का और उस पदार्थ ग बाटन के fro 
ठापनों का प्रावधान होगा , अन्तर यह होगा कि प्रावधान किए गm 

एक डोई का । 
मस अग्नि मदमन गैम का प्रायनन मागीनरी स्थान के कल प्रायमन का 
कम से कम 60 प्रतिशत होगा और यदि मशीनरी स्थान इ-मन की 

( 3 ) मे पान के किमी ब. यावर नाक्ष में या किम। तेल-इंधन अधिष्ठा 
दो वाल से घिरा है सो म का अग्नि मंदमन गंग का प्रायतन मशीनरी 

पन का कोई भाग जिम स्थान में हो उमम तेलजन्य प्राग बुझाने के लिए 
स्थान के कुल प्रयतन का कम से कम 40 प्रतिगम होगा । 

उपयुक्त कम से कम दो बहनीय अग्निशामको क प्रावधान होगः । 
( 3 ) मे प्रत्येक पोन में जिसको उपनियम ( 2 ) का अनुपालन नहीं 

( 4 ) ऐसे पोस के प्रत्येक मणीनरी म्यान में कम से कम 45 लिटर 
करना है , पोत के किमी नेल ज्वालिन यायनर, तेल इंधन मादन टंको 

धारिता याले एक माग अग्निशामक का या उसके सम न काम पाने वाले 
या तेल इंधन एकक वाले स्थान के संरक्षण के लिए नियम 30 ( 1 ) 

का मन गई प्र. ममाएर अग्निशामक का प्रावधान होगा । 
( ख ) में अपेक्षित स्थिर, अग्निशामक अधिष्ठापनों में कम से कम 
एक का प्रावधान होगा । 

( 5 ) प्रत्येक से पोत मे झाग या तेल जन्य प्राग बुझाने में उपायक्त 

कम से कम दो बहनीय अग्निशामकों का प्रावधान होगा । 
( 4 ) ऐसे प्रत्येक पोत में उपनियम ( 2 ) मे विनिर्दिष्ट अपेक्षाओ 
के अतिरिक्त निम्नलिखित प्रावधान भी होंगे । 

45 . एक मो पच म से कम टन के वर्ग XIV के पोत । 
( क ) प्रत्येक बायलर कक्ष में और किसी तेल इंधन का कोई भाग 

पधाम टन या अधिक , पर 150 टन में कम वर्ग XIV के प्रत्येक 
सहित किसी स्थान में तेल न्य प्राग बुझाने में उपयुक्त कम से कम दो 

पोत में एक शमि चालित अग्निण मक पंप का और रेत में किसी भाग तक 
बहनीय अग्निणामकों का । 

पानी का प्रधान पहुंचाने में समर्थ होज एवं नुंस का प्रावधान होगा और 

यदि अग्निशामक पंप म म्य यंत्र से चाग्नित है नो मणीनरी स्थान के बाहर 
( ख ) प्रत्येक ज्वालन स्थान में कम से कम 0 .15 घन मीटर रेत 

किसी जगह पर एक उपयुक्त हस्तमानित पंप का प्रावधान होगा जो 
या तेल जन्य प्राग ( माने में उपयक्त अन्य शकपधि भरे एक अभिग्राही 

ममद्री मबंधन और 6 मीटर या अधिक पानी फेंषाने वाले जल-प्रधार देने 
पान का नया इम पदार्थ के वितरणार्थ एक होई का , अन्यथा तेलजन्य 

में मक्षम होगा व मे मन्जित होगा । इसके अतिरिकन तेल जन्य अ. ग 
प्राग ममाने में ममथ एक अतिरिक्त वहनीय अग्निशामफ का । 

बझाने योग्य , जल छिड़कने में मक्षम तुंर का भी प्रावधान लोगा । 
( 5 ) ऐसे प्रत्येक पोन के नेट भंडार कक्ष में जल स्त्रोत से संबद्ध 

( 2 ) मछय या महायफ तेल ज्वालित बायलरों या अंतर्वहन नोदन 
करने योग्य और बाहर से चाल करने योग्य एक जम फुहार मंत्र का 

यम्रो से सज्जित प्रत्येक मे पोत प्रावधान होगा : - - 
प्रावधान मशीनरी म्थान में लगे अन्य किसी स्थान में न जोड़ते हुए किया 
जाएगा । 

( क ) 0 घन मीटर रेत या तेम्न जन्म प्राग मुझाने में सक्षम अन्य 

सूखे पदार्थ भरे एक अभिग्राही पान का और प. व के पदार्थ 
42. एम्चीस मीटर से कम लम्वें वर्ग XIII में पोत । 

के वितरण थं एक डोई का । 
पच्चीस मीटर में कम लम्बे वर्ग XIII के जहाजों पर नियम 38 के 

( ख ) माग या नेल जन्य आग बुझाने में सक्षम अन्य पद फेंकने वाले 
उपबन्ध लाग होंगें । 

कम से कम चार पहनीय अग्निशामकों का । 
वर्ग XIV पोत 

( 3 ) ऐसे प्रत्येक पोत में निम्नलिखित ग. रणी के मन म र अग्नि 

सामफ मास्टियों का प्रावधान होगा : 
43. पांच मी या अधिक टन के वर्ग XIV के पोतों पर नियम 37 
के उपबन्ध लाग होंगे । 


पोत का टनभार. 


अग्निशामक बाल्टियों की निम्नतम 
मन्या 


- - - - - - - - - - - - - - - - - - - - - - - - - 


- - - - - - - - - - - - - - - - - - -- - - - 


50 टन से कम 

( उनमें से एक सैनयाई मज्जित ) 
50 टन या अधिमा पर 100 टन से कम 3 ( उनमें से दो लैनयाई मज्जित ) 
100 टन से अधिक 

___ ( उनमें से दो लनय . ई मजिन ) 
- - - - - - - - - -- - -- - - - - - - - - - -- - - - - - - - - - - - - - - - - - - - - - -- - -- -- 


44. डेढ मो या अधिक टन के और 550 से कम टन के पोन । 

( 1 ) ( क ) र मौ या अधिक टन के और 550 से कम टन के 
प्रत्येक पोत में कम से कम एक अग्निशामक पंप का और पोत के किमी 
भाग तक पानी फेंकने में ममर्थ प्रधार पैदा करने वाले तुंर महिन होज का 
प्रावधान होगा । 

( स ) यदि खंड ( क ) के अन सा र लगाया गया पप तेल ज्यालिन 
या यलगे या प्रातरिक दहन मशीनरी स्थान के अन्दर अवस्थिन है तो 
ऐसे स्थान के बाहर एक वहनीन हीजरत बालिन पंप या हम्तमालित पंप 
का प्रावधान होगा जो 6 मीटर या अधिक दूरी का पानी फेकने वाला 
जल प्रघार देने में मक्षम होज व तुष्ट से मज्जित हो । 

( ग ) से प्रत्येक पोत में प्राकाम सुविधा और सेवा स्यानों के 
मंरक्षण के लिए कम से कम तीन महनीय अग्निशामकों का प्रावधान 
होगा। 

( घ ) एस प्रत्येक पोल में नीन अग्निशामक मल्टियों का प्रावधान 
होगा । 

( 2 ) मस्य या महा यक तेल ज्वलित बायलरों या प्रांतरिक दहन 
जो दिन मगोनगे से मग्जिन ऐसे प्रत्येक पोत में प्रावधान होगा : 


46. 150 टन से कम के वर्ग XV के पोत : - ( 1 ) 150 टन 
से कम के और 20 मीटर या अधिक लंब. ई के वर्ग XV के पोतों में । 
( क ) अग्निशामक पपों, जल-स्रोतों , जलमेवाअलों, होजों, और तुओं 

का प्रावधान होगा मो नौचालन के दौरान यात्रियों और कम। 
दलों द्वारा माम. त्य रूप में पहुंच जाने वाले स्थानों तक और 
स्वामी ममय में किमी म्यौरा स्थान के किमी भाग मफ पहुचने 
वाला कम से कम एक जल प्रधार फेंकने में मक्षम हों । 


( ख ) कम से कम एक शक्ति चालित अग्निशामक पंप का प्रावधान 

होगा जिसका प्रचालन या है तो मुझय इंजन गे हो गकता है , 
जो जहाज में रखे किमी जली ( मर्मक होश व तुंर द्वारा कम से 
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षाम एक जल धार दे सकता है और मो नियम 58 48. थोर टंकी रक्षण 
को अपेक्षाओं की पुति करता है । 

( 1 ) 500 टन और अधिक के वर्ग VIII सथा IX के प्रत्येक टैंकर में 
( ग ) यदि पोत यायलार या आंतरिक पहन प्रापा मशीनों से मरिजा एक स्थिर क झाग-नंग का प्रावधान होगा जो अन सूची XIII में विनिदाट 

है और पिछने खंड में अपेक्षित पंप उसका शक्ति स्रोत एवं अपेक्षाओं का प्रन पालन करेगा । 
ममुद्री निधन से बॉयलरों और मर्गनरी के स्थान से बाहर 
नई है तो ऐसे म्पानों के बाहर पक जगह पर एक अतिरिक्त 

परंतु इस उपनियम की अपेक्षाएं किमी ऐमें रमा यन-टकर पर लाग. 
अग्निशामक ५१ का उसके शक्ति सोन नया समुद्री मयंधन 

नहीं होती जिमको खतरनाक रमायनों को थोक मने जाने माने पोतों के 
महिन प्रावधान होगा । यदि ऐमा पंप शनि चालित है तो 

मंनिर्माण और उपस्करों से संबंधित प्रार . एम . संहिता की अपेक्षाओं का 
वह पिछने खंड की अपेक्षाओं की पूर्ति करेगा और यदि वह 

अनुपालन करते हुए खतरनाक रसः यमों को थोक में ले जाने 
हम्नचानिन है तो उसके साथ एक हो का और 10 मिली 

क लिए विधिभाम्य योग्यता प्रमाण पत्र प्राप्त है ब्रवीकृत गैसों का थोक 
पीटर व्य म के एक तुर का भी प्रावधान होगा । मिनसे होकर 

में ले जाने वाले के पोत मंनिर्माण एवं उपस्करों से संबंधित प्राई . एम . 
मीटर या अधिक दूरी तक पानी फेकने और पोत में किमी 

ओ . महिना की अपेक्षाओं के अनुसार जिन पोतों को भोक में द्रव कृत 
भो माग तक घमाने में मक्षम जल -प्रघार निकल सके । 

गैम ले जने का विधिमान्य प्रमाणपत्र प्राप्त है उन पर भी यह नियम 

ल. ग नहीं होता । 
( थ ) ऐमें प्रत्येक पोत में नियम 59 की अपेक्षाओं की पूर्ति करने 
वले जल रोवों, जन मेवा बलों और जलोमिर्जको का प्रावधान 

( 2 ) वर्ग VIII तथा X के 20, 000 टन या अधिक के कुल भार के 
होगा और कम से कम दो होज्ञों का भी प्रावधान होगा । 

र्ट करो मे जो 60 या उस संवत स्फ़राफ से कम और वायुमंडलीय प. प से 

काम के रीड अप दाब के कच्चे तेल या पेट्रोलियम उत्पाद या उसके 
( 2 ) बीस मीटर से कम के ऐसे प्रत्येक पोत मे मगीनगे स्थान के 

बराबर अाग के खतरेव. ले पदार्थों को ने जाने के उष्टेश्य से बने या अन कृलित 
बाहरकिमी जगह पर एक शक्ति चालित या हस्चालिन पंप का प्रावधान होगा 

किए गए है उनमे अनमूची XIV में विनिर्दिष्ट अपेक्षाओं की पूर्ति करने वाले 
जिसके माथ एक स्थान। ममुद्री मयंधन, 6 मीटर या अधिक दूरी तक 

अक्रिय गैम तंत्र का प्रावधान होगा । 
पानी फेंकने में और जहाज की किमी तरफ घुमप्ने में सभम जन प्रधारा 
उत्पन्न करने वाले होज और कम से कम 6 मिली मीटर याम का तुर 

परंतु इम उपनियम की अपेक्षाएं ऐसे ग्म , यन टेझरों पर लग नहीं 
भी लगा होगा । इसके अतिरिक्त एक फडार तुर का भी प्रावधान होगः होती जिनको रमायनों को थोक में ले जाने वाले पौत के मंनिर्माण उपकररों 
जो होज के माय उपयोग करने योग्य हो । 

स मंत्रधित पाई . एम . ओ . मंहिता को अपेक्षाओं का अनप. सन करते हुए 
परलू यदि ऐसा पोत 15 मीटर मे कम लम्बा है या 20 मीटर खतरनाक गम यनों को थोक में ले जाने के ग्निा विधि म न्य योग्यता प्रमाण 
मे कम लंबा खुला पोन है और यदि वह उपनियम ( 3 ) में अग्निशामक 

पत्र प्राप्त है तथा उन गम वाहकों पर भी ये ल ग नहीं होती जिनको 
बाल्टियों के संदर्भ में विनिर्दिष्ट अपेक्षाओं का अन पालन करता है तो 

प्रवीकृत गैस थोक में ले जानेवाले पोतों संनिर्माण एवं उपम्कगे से 
एम उपनियम में विनिदि से प्रोक्षाओं क अन पालन प्रशिन नहीं है, 

गंबधित प्राई . एम . जो , मंहिता की अपेक्षाओं के मन मा र थोक में प्रथी य 
और यदि पोत बन्टियों से मायविन उनियम ( 3 ) का अनुपालन नहीं 

गेम ले जाने का विधि -म न्य योग्यता प्रमाणपत्र प्राप्त है । इन पोतों में गुरू 
करता सो दो अग्निश. मग बाल्टियों अपेक्षित है जिनमें से एक में लैनयाई मर्वेक्षक भारत सरकार, की संतुष्टि के अनुरूप वैकल्पिक प्रबंधो का प्रधान 
लगा हो । 

होगा । 
( 3 ) प्रत्येक में गोर में निम्नलिखित स रणी के अनमार पहनीय 

( 3 ) संपुकान वाहकों में ठोस स्योरा ले जाने की अनुमति के लिए 
अग्निशामकों या अग्निशामक मास्टियों का प्रावधान होगा । 

निम्नलिखित अनुबंध है । 
मारणी 

( 7 ) सभी स्थोरा टंकियां कच्चे तेल से, या 60°C से कम संवृत्त 

स्फुराक वाले अन्य पेट्रोलियम उत्पादों से या इसी प्रकार के 
पोतकी माई अग्निणामकों या बलिटयों की निम्न 

प्राग के खतरेवाले अन्य पद घों से रहिस होंगी और गैम -मुफ्त 
तम संख्या 

होंगी या 

( स ) प्रत्येक मामले में किए गए प्रबंध " मक्रिय गैसों के लिए निर्मिन 
20 मीटर से कम 

निदंभ में विनिर्दिष्ट प्रचालनात्मक अपेक्षाओं के मनमार होंगे । 
20 मीटर या अधिक 
- - - - - 

- - -- - -- - - - - 

( 4 ) ( क ) इस नियम के अनुसार प्रावधान किए गए प्रत्येक प्रक्रिय 
( जम अग्निशामक बाल्टी पा प्रावधान है सो कम से कम एषः में 

गैम मंत्र का डिजाइन इस प्रकार का अभिरूप और प्रचालन इम प्रकार का 

होगा कि वाल-टंकियों महिन म्योरा-, फियों का वायुमंडल मदेव ज्वलनमीत 
ले नयाई का प्रायधान होगा ) 

बना रहंगा । फेवल जम ऐमी टंकिया गैम मुक्त हैं , सब ऐमा नहीं होगा । 
( 4 ) यदि ऐमा पोन तेल- मालित बयलगे या आंतरिक वाहन 
प्ररूपी नौदन मशीनरी से गज्जित है तो इसके अलावा दो बहनीय अग्निशामकों 

( ख ) जम या क्रय गैस संब उपर्युम्न पचलनात्मक अपेक्षाओं की पूर्ति 
का भी प्रावध न होगा जो तेलजन्य प्राग को बुझाने योग्य है । 

नहीं कर पमा और यह निम्पिन हो जाता है कि मरम्मत करना प्रध्या यहा . 

रिक है नो स्थोगा-निरमा रण , बेलास्ट मोबन और पावश्यक टंकी-सफाई केवल 
( 5 ) मोस मीटर से अधिक लंधे पूरे टेक याने पोत में एक फ़ायरमैन 

नभी पुनरारंम होगी जबकि " अक्रिय गैम तंत्र मंबंधी निर्देण " उलनेखित 
कुल्हाड़ी का भी प्रावधाम होगा । 

अ.पातकालीन कार्यवाही " का अनुपालन किया आए । 
अनभाग गटकर 

( 5 ) उपनियम ( 2 ) के उपबंधों के होते हुए भी कच्चे तेल घावन 
500 टन और अधिक केव। VIII और IX के टैंकर 

प्रक्रिया से टेकी को मकाई का प्रबंध थाना प्रत्येक वर्ग 8 व 9 का टैक 
4 7. म. म. न्य अपेक्षा 
500 टन और अधिक के वा VIII Aषा IX के प्रत्येक टंकर पर 

( क ) अनुसूची 14 में विनिर्दिष्ट अपेक्षाओं वाले प्रक्रिय गैस मंत्र 
निपम 28, 29( क ), 30 से 33 ( 1 ) ( दोनों मम्मिनित ) , 34 ( 1 ) 

मज्जीत होगा । 
36 लाग होंगे । 

( स ) स्थिरटैंक धावन मशीने से माउजम होगा । 


-- - - - - - - - - 
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( 6 ) स्थिर अक्रिय गैस तंत्र से सजीत प्रत्येक वर्ग 8 व 9 के टैकरों 
में मंद रिफिन तंत्र का प्रावधान होगा । 

( 7 ) उपर्युक्त प्रावधानों के स्थान पर अन्य स्थिर अग्निशमन 
अधिष्ठापनों का प्रावधान भी हो सकता है यदि ये खंड ( क ) तथा ( ख ) 
में उल्लिखित प्रकार से इन तम्रों के समान हैं : 
( क ) अक्रिय गम मंत्र के ग्यान पर प्रावधान किया गया अधिष्ठापन 

उमफे ममान तब माना जाएगा यदि वह 
( 1 ) समस्त सम द्री यात्रा की सामान्य सेवाओं के दौरान 

और टंकी के अंतर्गन आयश्यक प्रचलन के दौरान 
अविकल स्थोरा टंकियों में विस्फोटक मिश्रणों के बनने 

से रोकने में सक्षम हों ; 
( 2 ) इस प्रकार अभिकथिल्पत हो कि स्वयं तंत्र से उत्पन्न 

म्बनिफ बिजली से मंभव ज्वलन -- स्वतरे को प्रत्पतम 

बनाता हो । 
( ब ) स्पिर डेक माग संत्र के स्थान पर प्रावधान किया गया 

अधिष्ठापन उसके ममान तब माना जाएगा यदि वह 
( 1 ) छलकन--- प्राग को बुझाने में सक्षम हो और छलके हुए 

तेल को जलने से रोकता हो और 
( 2 ) छिद्रित टेमियों में भाग को रोकने में सक्षम हो । 
49. स्थोरा टंकी रेचन और/ या गस मोचन 

( 1 ) पांच सौ टन के या अधिक के प्रत्येक वर्ग 8 तथा 9 में टैंकरों 
में रेषन या गैमा मोवन या दोनों का प्रबंध इस प्रकार होगा कि ज्वलन 
शील वाष्पों के वायमंडलीय निस्मरण से और ज्वलनशील मिश्रणों के स्थोर . 
टकियों में बनने से उत्पन्न प्रग के खतरे को अल्पतम मनाया जा सके । 

( 2 ) जम इस प्रकार के टैंकर में अक्रिय गैस तंत्र का प्रावधान हो 
सो उसे पहले अनुसूची 14 के पैरा ( 13 ) के उपबंधों के अनुसार तब 
तक रेषित किया जाएगा जब तक कि स्थोरा टंकी के हाइड्रोकार्बन वाष्णों 
की प्रायतनिक मद्रिनय 2 प्रतिणत से नीचे तक न लाई गई हो । उसके 
माद का निकास स्थोरा टंकी डेक के स्तर तक हो सकता है । 


( क ) अनुसूची 7 में उल्लिखित खतरा मंकेत ज्वस्नशील स्थोरा 

बाष्प में या वायु मिश्रण में सुरक्षित रूप से प्रयोग किए जा 

मकेंगे । 
( ख ) नियंत्रण केद्र पर यह सूचना प्रदर्शित । । 
( ग ) ऐसे अग्निशमन तंत्र के नियंत्रणों पर यह सूचना प्रशित की 

जाएगी कि विद्युत स्थैनिक ज्वलन स्यतरे के कारण तंत्र का 
उपयोग केवल अग्निशमन के लिए किया जाएगा, न कि अक्रियण 

के लिए । 
( घ ) यदि स्थोरा पंप - कक्ष तंत्र में प्रयुक्त माध्यम अन्य स्थानों में 

भी प्रयुक्त हो रहा है तो प्रावधान किए गए माध्यम को मात्रा 
या उसके छोड़ने की दर सबसे बड़े खंड के लिए अपेक्षित 

अधिकतम मात्रा या दर से अधिक नहीं होगी । 
( 2 ) उन रसायन टैंकरों में जिनको थोक में खतरनामा रसायनों को 
ले जाने का विधिमान्य योग्यता प्रमाण-पत्र प्राप्त है, यदि उपनियम ( 1 ) 
में उल्लेिखित स्थिर अग्निशमन तंत्र एक गम तख , है तो उमको सांद्रता 
योक में खतरनाक पदार्थ ले जाने वाले पोतों के मंनिर्माण एवं उपस्करों से 
संबंधित संहिता में विनिविष्ट प्रकार की होगी । 

51 . फायरमैन विलगन वाल्व 

पांच सौ टन या अधिक के वर्ग 8 व 9 के प्रत्येक टैकर पृष्ठ 
पर एक मुरक्षित स्थान में और टंकी डेक पर 40 मोटर या कम अंतराल 
पर जल-स्त्रोत पर विग्नगन बाल्व लगाए आएंगे नाकि आग लगने पर या 
विस्फोट होने पर जन - - स्त्रोत तंत्र को प्रखंडता बनी रहेगी । 

52. फायरमैन परिधान 

पांच सौ टन या अधिक के वर्ग 8 89 के प्रत्येक टैंकर में प्रन सूची 
6 में विनिर्दिष्ट अपेक्षाओं की पूर्ति करने वाले फम मे कम चार फायरमैन 
परिधानों का प्रावधान किया जाएगा जो इस प्रकार भंडार में रखा जाएगा 
कि वे आसानी से निकाले जा सके और सत्काल उपयोग के लिए तैयार 
रखे गए हों । एक से अधिक परिधान रखे हों तो वे परस्पर पर्याप्त दूरी 
पर रहेंगे । 

53. 500 टन से कम के वर्ग 8 के टैकर 

( 1 ) 500 टन से कम के वर्ग 8 के प्रत्येक टैकर पर नियम 17 , 
49 और 50 लाग होंगे । 

( 2 ) नियम ( 1 ) में विनिविष्ट अपेक्षाओं के अतिरिक्त प्रत्येक ऐसे 
टैंकर में कम से कम एक चान झाग-माधिन का प्रावधान होगा जो सरल 
प्रचालन द्वारा स्थोरा - - बहुल स्थानों में शीध्रमा रो झाग हालने में समर्थ 


( 3 ) जब ऐसे टैंकर में प्रक्रिया गैम तंत्र का प्रावधान न हो तो 
प्रचलन ऐमा होगा कि ज्वलनशील माय प्रारंभ में 

( क ) सुरक्षा अभिसमय में अध्याय 11 - 2 के विनियम 59 में 

विनिदिष्ट निमरण द्वार से बाहर निकाला जाता हो , या 
( ख ) स्थोरा टंकी डेक स्तर के कम से कम दो मीटर ऊपर के निर्गम 

द्वार से और वाणिज्यिक पोत परिवह्न (स्थोरा पोत संनिर्माण 

और सर्वेक्षण ) नियम 1988 को छठी मन सूची का अनुपालन 
करने वाली ( ज्याला स्त्रीन अलावा अन्य ) युक्तियों से होकर 
कम से कम 20 मीटर प्रति सेकंड के ऊधिर वेग के साथ 
बाहर निकाला ज. ता हो । जब निगम द्वार में ज्वलनशील 
वाष्प की सांद्रता निम्न ज्वलन सीमा के 30 प्रतिशत तक कम 
हो गई हो तो व. प मिश्रण का निःमरण स्योरा टेकी रेक 
स्तर पर किया जा सकता है । 


50. स्थोरा पंप कक्ष 

( 1 ) उप नियम ( 2 ) में जमा अन्यथा उपबंधित है इसके सिवाय 
500 टन या अधिक के वर 8 49 के प्रत्येक टैंकर में प्रत्येक थोरा --- 
पंप कक्ष में या उसके मम न प्राग के खतरे वाले प्रत्येक पंप कक्ष में नियम 
30 के खंड ( हूं ) ( ख ) में विनिर्दिष्ट कम मे कम एक अग्निशामक तंत्र 
का प्रावधान होगा और वह पंप कक्ष के बाहर सुगमता से पहुंचने योग्य 
स्थान से प्रचलित किया जाएगा और जहाँ स्थिर अग्निशमन संत्र कोई गैस 
तत्र है तो उस स्थिति मे :---- 
3331 GI/ 89....7 


54. 150 टन या अधिक पर 500 टन से कम के वर्ग 9 के टफर 

नियम 37, 49, 5 ) तथा नियम 53 के उपनियम ( 2 ) के उपवं 
150 टन या अधिक, पर 500 टन से कम के वIX के टैंकरों पर 
लागू होंगे । 

5 5. 150 टन से कम के वर्ग IX के टैंकर 

_ 150 टन से कन के वर्ग IX के टैंकरों पर नियम 38 और नियम 53 
के अनिषम ( 2) के उपयव लागू होंगे । 

56. वर्ग X के टैंकर 

500 टन या अधिक के वर्ग X के टैकरों पर नियम 35, 47 व 
51 के उपबंध लाग होंगे:- -- 150 टन या अधिक और 500 टन से कम 
के ऐसे टैकरों पर नियम 54 के उप मघ और 150 टन से नीचे के ऐसे 
टैंकरों पर नियम 55 लाग होंगे । 

परन्तु 500 टन में अधिक और 2000 टन से कम के टैंकरों पर 
नियम 48 के उपनियम ( 1 ) के स्थान पर नियम 53 के उपनियम ( 1 ) 
को भी लाग किया जा सकता है । 
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अनुभाग प -- विविध 

5 7. ईधन -सुविधा पहित या रहित हेलिकाप्टर -- प्रवतरण के लिए 
प्रावधान किए गए पोत । 

हलिफाटर रेक से मजित किसी भी वर्ग के पोत में निम्नलिखित 
वस्तुओं का प्रावधान होगा और उन्हें उम डेक के पहुंच मार्ग के निकट रना 
जाएगा । 

( क ) सूत्रा पूर्ण अग्निशामक - - 45 किलोग्राम या अधिक । 
( ख ) मानिटरों और भाग तैयार करने वाली शाखा नलियों वाला एक 

उपयुक्त भाग - - प्रवायफ तंत्र जो डी मोटर, प्यास के एक वृत्त के 
क्षेत्रफल के ममान क्षेत्रफल के एक बत्त में पांच मिनट तक के 
लिए कम से कम 5 लिटर प्रति वर्ग मिटर की दर से भाग 

छोड़ने में मुमर्थ हो । 
साष्टीकरण: - - इस नियम के संदर्भ में D एकल मुख्य रोटर वाग्ने 
हेलिकाप्टर के लिए हेलिकाप्टर की प्रग्र और पश्व रेखाओं में मुख्य 
रोटर और पश्च रोटरे के बीच की दूरी है और उत्तरोत्तर रोटर वाले 
हेलिकाप्टर के लिए वोनों रोटरों के बीच की दूरी ---- 


( ग ) कम से कम 16 किलोमिटर की फुल धारिता याला एक कार्बन . 

पाइयाक्साइड अग्निशामक जो इस प्रकार मस्जित होगा कि 
उसका प्रयोग डेक पर काम करने वाले किमी भी हेलिकाप्टर 

के इंजन क्षेत्र पर किया जा सके । 
( 2 ) जल सेवा नलियों, जल-स्त्रोतों , होजों और तुडों का प्रबंध इम 
प्रकार होगा कि कम से कम दो अल - --प्रधान हेलिकाप्टर डेक के किमी 
भाग पर और उन इंधन- भंडारण टकियों और संबद्ध पंपों और नालों के 
किसी भी भाग पर पहुंच मर्फे जहाँ हेलिकाप्टर में इंधन भरने की सुविधा 
का प्रावधान किया गया हो । 


( 3 ) हेलिकाप्टर इंधन पुनर्भग्ण मुविधा वाले प्रत्येक पोत में इन 
नियमों में विनिर्दिष्ट बहनीय अग्निशामकों के अलावा इंधन -भंडारण टंकियों , 
संबद्ध पंपों और नलियों के निकट कम से कम वो ऐसे वहनीय अग्नि 
शामों का प्रावधान होगा जो इंधन जन्य आग बुझाने के लिए उपयुक्त हो । 

58. अग्निशामक पंप 
( 1 ) ( क ) इन नियमों के अंतर्गन अपेक्षित प्रत्येक अग्निशामक पंप 

का प्रचालन यदि स्पष्ट माप से अन्यथा उपबंधिम न किया गया 
हो तो पोन के मुख्य इंजन से अलग किसी शक्ति साधन से 
किया जाएगा । पोत परिवहन महानिदेशक मफाई बेलास्ट 
बिल्ज या मामान्य मेवा पंपों को भी अग्निशामकः गंग के रूप 
में स्वीकृति दे सकते हैं यदि ये पंप मामान्य रूप से नेल पंप 
फरने के काम में न लिए जाते हों और यदि कभी कभी लिए 
जाते हों तो उपय मत परिवर्तन व्यवस्थानो का प्रावधान हो और 

परिवर्तन स्थान पर प्रचालन-निर्देश प्रदर्शित किया गया हो । 
( ख ) ( I) प्रत्येक ऐसे यात्री पोत में जिसमें शक्ति चालिन अग्नि 

शामक पंपों का प्रावधान अपेक्षित है ऐसे मम पंप 
( आपातकालीन अग्निशामक पंपों को छोड़कर ) एक 
साथ उपनियम ( 2 ) में विनिर्दिष्ट स्थितियों और दाब 
पर, उतना या अधिक पानी अग्निशमन के लिए देने में 
गमर्थ होरो जितना कि वाणिज्य पोन परिवह्न ( यात्री 
पोतों का संनिर्माण एवं सर्वेक्षण ) नियमों 1981 के 
भाग I के अनुपालन में पोत में लगाए गए बिल्ज पंपों 

द्वारा दिए जाने वाले पानी का दो तिहाई हो । 
( II ) यात्री पोत के अलावा प्रत्येक ऐसे पोत में जिसमें शक्ति 

चालित अग्निशामक पंपों का प्रावधान अपेक्षित है ऐसे 
सभी पंपों ( आपातकालीन अग्निशामक पंपों को छोड़कर. ) 
एक साथ उतना पानी अग्निशमन के लिए देने में समर्थ 


होरो जितना कि निम्नलिखित के सून अनुमार प्राप्त पानी 

से कम नही होगा । 
घन मीटर प्रति घंटे के मात्रामों में पानी की मात्रा Cds जहाँ 
( क ) जिन पोतों में एक से अधिक ( ग्रापातकालीन अग्निशामक पंपों 

को छोड़कर अन्य ) अग्निणामक पंप लगना अपेक्षित है उनमें 
C = 5 और जिनमें एक ही पंप का लगना अपेक्षित है उनमें 

C - 2 . 5 
( ख ) D = 1 + 0 . 066 L ( B + D ) निकटतम 0 . 25 

तक जहां 

L = ग्रीष्म भार जल रेखा पर मप्र भाग के अग्र से कर्ण 
स्तंभ के गपच भाग ता की गात मोहरों में लंबाई । यदि 
फर्ण स्तंभ नहीं है तो यह लंबाई म स भाग के अग्र से सणं 
स्तंभीय अक्ष के मन भाग ( यदि यह अंतर ज्यादा हो ) तक 
मापी जाती है । 
B = पोल की अधिकतम समेकित चौड़ाई - मीटरों में । 
D = बीच में स्थित वीवाल डेक तक की पोत समेकित गहराई 
मीटरों में । 

परन्तु अग्निशमन के लिए किसी भी ऐसे जहाज में 
अग्निशामक पंपों की कुल धारिता 180 घन मीटर प्रति घंटे 

से अधिक होना अपेक्षित नहीं है । 
( ग ) प्रत्येक ऐसे पोत में जिसमें इन नियमों के अनुसार एक से अधिक 

( प्रापातकालीन अग्निणामक पंप को छपकर ) शक्तिचालित 
पंप का लगना अपेक्षित है प्रत्येक मे पंप की धारिता इग 
सूत्र से प्राप्त धारिता मे कम नही होगी-~- उप नियम ( ग्न ) के 
रखंड ( 1 ) में मोक्षित कुल धारिता का 80 % बटे इम्म 
नियम के अनुसार अपेक्षिम कम से कम पंपों की संख्या यह 
धारिता किमी स्थिति में 25 घन मीटर प्रति घंटे से कम नहीं 
होगी । 
( II ) यदि इस प्रकार के किगी पोल में इन नियमों द्वारा 

विनिर्दिष्ट संख्या में अधिक शक्मिचालित अग्निशामक 
गंपों का प्रावधान है तो मस्य मर्यक्षक , भारत सरकार , 
इनमें से किसी भी अतिरिका गंप की घारिता को कम 
अपेक्षित धारिता के 80 % मते पंपों की कम से कम , 
अपेक्षित संमया से कम होने की अन मनि दे सकता है 
परन्तु यह धारिता कभी 25 घ . मी . प्रति घंटा से 

कभी कम नहीं होगी । 
( iii ) प्रत्येक ( ग्रापातकालीन अग्निशामक को छोड़कर अन्य ) 

शक्तियालिन अग्निशामक पंप पोत के किसी भी जल 
स्वोत या स्त्रोतों से इन नियमों के अनर्गत जहाभ के 
वर्ग और टनभार के अन सार अपेक्षित न्यूनतम संख्या में 
प्रधार उत्पन्न मारने में गमर्य होगा और साथ ही उप 

नियम ( 2 ) में अपेक्षित धाम भी बनाए रखेगा । 
( iv ) प्रत्येक ऐसे पोत में , जिममें मशीनरी स्यान में व्यक्तियों 

द्वारा निरंतर काम करते रहने के बदले स्वचालिस और 
दूर- संवेदनात्मक मंत्र का प्रावधान भिया गया हो , ऐसी 
व्यवस्था रहगी जिसमे जल स्त्रोन मे निश्चित दाम में 
या तो स्थायी दाबकरण मे या उचित स्थानों पर ग्रे 
दूर संबदी प्रारंगए . से तुरंत जल प्राप्त होना सुनिश्चित 

किया जा मके । 
( v ) यदि ये पंप जल स्त्रोतों, जल मेवा बलों, जलोत्सर्जको 

और होशों के विमान-- -बाम मे अधिक याय उम्पम्भ 
करने में सक्षम हो सो मे सभी पंगे के माथ मोचन 
वाल्वों का भी प्रावधान होगा, परन्तु ये वाल्य इस प्रकार 


. . . . . . . 


. . - 


- - - . - . . 
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रसे और समायोजित किए होंगे कि वे जल-स्त्रोत तंत्र 

कि कम से कम तीन घंटे तक पूरे लोह पंप काचाल रखा जा सके । 
में कही भी अत्यधिक वाब उत्पन्न न होने दें । 

मशीनरी स्थान के बाहर आवश्यक रिमर्व इंधन भी प्राप्त 
( vi ) गल स्त्रोत से संयोजित प्रत्येक उपफेन्द्री पंप में एक 

होगा ताकि मुख्य मशीनरी स्थान को अतिरिक्त 15 घटों के 

लिए पूरे लोड पर पंप को चालू रखने की क्षमता प्राप्त 
मप्रत्यागामी याल्य लगा होगा । 

हो सके । 
( vii ) वर्ग I, II , III या [ V ने प्रत्येक पोत में उसके संघटन 
दीवाल के पीछे एमा प्रापातिक अग्निशामक पंप लगा 

(ii ) आपातकामिक अग्निशामक पंप के मूल गनि-उत्पादक का प्रवर्तन 
होगा । 

करने याला हत्या इस प्रकार रखा और चिह्नांकित किया हुया 

होगा कि आपातिक समय में वह आसानी से ढूंटा जा 
( 2 ) कोई भी अग्निशामक पंप जब यह नियम 59 के उपनियम 
( 1 ) में अपेक्षित जलराशि पोम ये किमी भाग पर नियम ( 6 ) से 
विनिदिष्ट प्राकार, के तुडों द्वारा दे रहा हो तो वह किसी भी जलोत्सर्जक 

(iii ) मशीनरी स्थान के और उस स्थान के बीच जहां प्रापालिक 
पर निम्नलिखित दाब बनाए रखने में समर्थ होगा । 

अग्निशामक पंप और उसका शक्ति स्रोत अवस्थित हो कोई 

सीधा मार्ग नही होगा । जब यह व्यावहारिक नहीं है तो 
( क ) किसी भी यात्री पास में जो 

जिन वो अन्य मागौ की अनुमति दी जा सकती है ये है एक 
( I ) 4000 टन या अधिक का हो , 

घायु पाश , जिनके वो दरवाजों में से प्रत्येक स्वयं बरं होना हो 
___ 3 . 1 बार ( 0 . 31 न्यूटन / वर्ग मि . मी . । 

या एक जलरोधी द्वारा जो मशीनरी स्थान और प्रापातिक 

पंप वाले स्थान -- दोनों से ही किसी स्थान से खाना और 
(II ) 1000 टन या अधिक का हो और 4000 टन से कम 

मंच किया जा सकाता हो और इन स्थानों में प्राग लगने 
का हो , 

पर इसके कट जाने की संभावन न हो । इन स्थितियों में पंप 
2 . 7 आर ( 0. 37 न्यूटन /वर्ग मि . मी . ) 

और शक्ति स्रोत वाले स्थान में प्रवेश के लिए एक 
( III ) 1000 टन से कम का हो , 

अतिरिक्त मार्ग का भी प्रावधान होगा । 
2 . 1 बार ८ ( 0 . " I न्यूटन/ वर्ग मि . मी . ) 

(iv ) प्रापातिक अग्निशामक पंप के स्वनंत्र शक्ति स्रोत वाले 
( ख ) याली पोत के अलाया कोई पोत जो 

स्थान की संवाशन व्यवस्था ऐसी होगी कि जहां तक व्यावहारिक 

हो किसी मणीनरी स्थान से धुएं के प्रवेश या घूषण की 
( 1 ) 6000 टन या अधिक का हो , 

वर्जना हो सके । 
2 . 7 वार ( 0 . 27 म्यू ./ वर्ग मि , मी . ) 
( 2 ) 1000 टन या अधिक का हो , 

( 4 ) ऐसा स्पोरा पोतों में जिनमें सामान्य सेवा पंप , बिल्ज पंप 
2 . 5 बार ( 0. 2 5 न्यू ./ वर्ग मि . मी . ) 

क्लास्ट पंप जैसे अन्य पंप भी मशीनरी स्थान में लगे हो यह मु निश्चित किया 

जाएगा कि इन में से कम से कम एक गंन उपनियम ( 1 ) ( 6 ) और ( 2 ) 
( 3 ) 1000 टन से कम का हो , 

के अनुसार अपक्षित वाम और धारिता के साथ जल स्रात तक पानी 
3. 1 बार ( 0 . 21 म्य / मि . मी . ) 

पहुंचाने में सक्षम होगा । 
परन्तु किसी जलोत्सर्जक पर. अधिकतम दाब उम दाब से अधिक नहीं 

59. जल = स्रोत, जल सेवा पाइप और जलोत्सातक 
होगा जिस पर अग्निशामक होज का कार्यकारी दाम निशिप्त विया जा 
सके । 

इन नियमों में जिन पाइपों और, जल-स्मानों का प्रावधान अतेभित 

है वे सब इस प्रकार रखे जायेंगे कि नियमों की अन्य अपेक्षामों के 
( 3 ) प्रापातकालीन अग्निशामक पंप अनमोदित प्रम्पी होगा । वे अनुपालन के साथ गाथ अग्नि णामक होज प्रासानी से उनसे युग्मित 
स्थिर स्वतः प्रवान्वयन और स्वतंत्रतः बालित प्रकार के होंगे और चे दो भी हो सके । 
जल-प्रधार देने में सक्षम होंगे । इस पंप की धारिता इन नियमों के अनुसार 

. ( 1 ) एसे प्रत्येक पोत में जिसमें शक्ति पालित गंपों का लगना 
अपेक्षित सभी पंपों की कुल क्षमता धारिता के 40 % से कम नहीं होगी 

अपेक्षित है, जग्न सोत , जल-सेया नलियों और उनमे संबद्ध किए जाने वाले 
पौर, फिमी स्थिति में यह 25 घन मीटर प्रति घंटे से नीचे न जाएगी 

जलोस्मर्जकों का व्यास इन नियमों के अनुसार यदि 
और साथ-साथ 2 . 5 वार ( 26 म्यबर्ग मि . मी . ) का दाम भी मना 
रहेगा । पंप की कुल पूषण दामाच्चता, सेवा के दौरान पाने वाली काट 

( क ) एक ही पंप अपेक्षित हो तो उससे 
छोट की हर दशा में कभी भी 4 . 5 मीटर से अधिक नहीं होगा और 

( ख ) दो पंप अपेक्षित हैं तो दोनों के एक माथ प्रचालन से 
खूषण नलियां इस प्रकार अभिकल्पित होतो कि चूपण जन्य हानियां अल्पतम 
हों । पंप की शमिन का लोन और उसका अवस्थान निम्नलिखिन अपेक्षानों 

( ग ) और यो से अधिक पंप अभिरा हो तो सभी में से सबसे 
को पूर्ति करेंगे । 

बछे वो पंपों एक साथ प्रचालन रो उत्पन्न अधिकतम 

जान के सचारु वितरण के लिए पर्याप्त होगा । 
(i ) पंप का कोई भी डीजल चालित शक्ति- स्रोत 0°C तक की 

परन्तु यात्री पोत को छोड़कर अन्य किसी भी पोत में जल 
शीत अवस्था में ही हस्तक्रकन से तुरन्त चालू करने योग्य होगा । 

सान और जल सेवा पाइपों का व्यास केवल 140 घन मीटर 
यदि यह अध्यावाहारिक हो और अधिक निम्न ताप की स्थिति 

प्रति घंटे के वितरण के लिए पर्याप्त होगा । 
पा सकती है तो मुख्य सर्वक्षक भारत सरकार द्वारा अनुमोदित 
तान-व्यवस्थाओं के प्रावधान और अनुरक्षण पर ध्यान दिया 

( 2 ) जिन पोतों में डेक पर स्थोरा ले जाने है उनमें जलोत्सकों की 
जाएगा ताकि सुरल प्रवर्तन सुनिश्चित रहे । यदि हस्तकन 

अवस्थिति इस प्रकार होगी कि ये पागों द्वारा नुगमन प्रापण योग्य 
अध्यावहारिक हो तो मुख्य सर्वेक्षक भारत सरकार दूसरे 

हांगे और इस प्रकार सज्जित होगे कि ये स्थोरा की तरफ से 
प्रकार की ऐसी प्रवर्तन विधि की अनुमति दे सकता है जिसमे 

होने वाले खतरे से बच सकेंगे । जहां बैंक के पाइप लाइन खुले हुक 
कि 30 मिनट की अवधि में कम से कम 6 बार और पहले 

पर है , इस प्रकार के दो लाइन बिछे होंगे । 
10 मिनट में कम से कम दो बार डीजल चालित शक्ति स्रोत ( 3 ) जल पाइप मी सामग्री से बने होगें जो ताप के कारण 
परिवर्तन हो जाएं । कोई भी सेवा ईधन टंकी इतनी भरी रहेगी अप्रभावी न हो जाती हो । वे तुला लोहे के न बने हों और यवि कलवां 
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लोह या इम्पान के बने हों तो या तो वे गैल्वनित हों या उनकी 
दीवार की मोटाई संक्षारण छूट के लिए प्रावश्यक वृद्धि प्रावधान 


हो । 


60. अग्निशामक होज 

( 1 ) इन नियमों के अधीन प्रावधान किए गए हाजों की लंबाई 18 
मीटर से अधिक नहीं होगी । अपवाव स्वम्प 27 मीटर या अधिक की 
संचकित चौड़ाई वाले पोसों में माही अवस्थितियों और स्थोरा स्थानों 
में प्रयुक्त होनों की लंबाई 27 मीटर अधिक नहीं होगी । हौज मटकर 
बुने प्राए मन , फैनवास या अन्य अनुमोदित पदार्थ के होंगे और युग्मनों , 
शाखा नालियों तथा अन्य माज- सज्जामों एवं साधारण संडों या 
विउद्देशी संडों से मज्जित होंगे । 

( 2 ) ऐसा प्रत्येक हौज मौजारों और साज-सज्जानों सहित उन 
जलोत्सर्जकों या संबंधमों के निकट किसी दर्शनीय स्थान पर रखा जाएगा 
जिनके साथ इसका प्रयोग होता है । यात्री जहाजों के अंदरूनी भागों में 
अग्निशामक होज मर्वथा जलोत्सर्जकों से जुड़ा हुआ रहेगा । प्रस्तर 
रहित होज का ध्यास 64 मि . मी . या अधिक रहेगा और प्रस्तरदार 
का 45 मिमी . या अधिक । परन्तु भारत मरकार का मुख्य सर्वेक्षक 500 से 
कम टन के जहाजों में कम ज्याम के होजों का भी अनुमति दे सकता 


( 3 ) इन नियमों के अनुपालन में प्रावधान किए गए हौजों का 
प्रयोग अग्निशामन के लिए अथवा अग्निशमन अभ्यास या सर्वेक्षण के 
पौरान अग्निशमन - उपस्करों की जांच के लिए ही किया जाएगा , न किसो 
अन्य प्रयोजन से । 

( 4 ) छत्तीस से अधिक यात्रियों को ले जाने वाले यात्री पोतों के 
प्रांतरिक भागों में अग्निशामक होग सवा जलोत्सर्च कों से लगे रहेंगे । 


( 4 ) जग्नोरमसम इग प्रकार रखे जायेंगे कि अग्निशामक होज 
उनसे प्रासानी से युग्मित किए जा सकेंगे । 

( 5 ) मुख्य अग्निशामक पंप या पंपों वाले मशीनरी स्थान के अंदर 
स्थिति जलस्रोत के अंश को उनके अन्य अंशों से अलग करने वाले विलगन 
वाव से मशीनरी स्थान के बाहर प्रामानी से प्रापणीय और मान्य 
स्थितियों में रख जायगे । जल- स्रोत इम प्रकार रखा जाएगा कि जम 
बिलगन थारुव बद किया जात है तो मणीनरी स्थान के अंदर वाले 
जलोतमर्जकों को छोड़कर पोत के शेष सभी जलोत्सर्गकों का इस मणीनरी 
स्थान के अंदर न जाने वाले पाइपों द्वारा जल दिया जा सकता है 
यदि मशीनरी स्थान , पोत के मध्य में अनुदैर्ध्य स्थित हो तो जल- स्रोतों 
में भी बिलगन वाल्व का प्रावधान होगा ताकि पोत के दोनों सिरों के 
जल स्रोत एक साथ और एक दूसरे से स्वतंत्र रूप में बालू किए 
जा सकें । परन्तु विशेष परिस्थितियों में प्रापातिक अग्निशामक पंप के 
खूपण और निस्मरण पाइपों के थोड़े से अंश के मशीनरी स . 
अन्दर से भी ले जाने की अनुमति दी जा सकती है यदि उसको बाहर से 
ले जाना अव्यवहारिक हो और जन स्रोत की अखंडता को सुरक्षा 
के लिए पाईपों को इस्पात के कवचों से उफा गया हो । 

( 6 ) अल सेवा पाइपों से पेंच -उत्थापक प्रकार के जलोत्सर्जक 
वाल्व या , कार्क लगे होंगे और इस प्रकार व्यवस्थित होगे कि उससे 
युग्मिन अग्निशमक , होज पंप के चालू रहते हटाया जा सकता है । 

( 7 ) अग्निशमन तंत्र की सभी जल पाइपों में तुषारपात के मौसम 
में प्रयोगार्थ निकास-वाल्वों या टोटियों का प्रावधान होगा और ये इम 
प्रकार रखे जायंगे कि उनको स्थोरे से हनि ने पहुंचे 

( 8 ) यदि पोत के प्रत्येक जलोत्सर्ग क के लिए एक -एक होम और 
एक - एक सुंर का प्रावधान न हो तो युग्मिनों और तंडों की संपूर्ण परस्पर 
विनिमेयता होगी । 

( 9 ) टेंकरों में अग्रों में सुरक्षित स्थानों पर और टेंक इंक पर 
40 मीटर या कम की परस्पर दूरी पर जल- स्रोत में विलम्ब वाल्व 
लगाये जायेंगे ताकि प्राग या भिस्फोटन की स्थिति में जल स्रोन 
संस की अखंडता अमंजूर रखी जा सके । 
(10) ( क ) जलोत्सर्जकों की संख्या और प्रबस्थिति इसप्रकारह गी 

कि एक ही जलोत्मक से न निकलने वा जल-प्रभार 
(जिनमें से एक अविच्छिन्न हौज से पाता हो । ) पोत चालू 
स्थिति में कर्मादल और यात्रियों के सामान्य रूप से पहुंचने 
योग्य सभी स्थानों में मौर निष्क्रिय अवस्था में स्थोरा 
स्थान के किसी भी भाग में जल दे सके । ये किसी आर . ओ . 
प्रार . प्रो . स्थानों में या विशेष संवर्ग के स्थानों में भी जल 
दंगे । विशेष संवर्ग के स्थानों के हर भाग में दोनो प्रकार 
पहेबगे । इसके अलावा ये जलोत्सर्जक, संरक्षित स्थानों के 

पहुंच मार्ग के निकट थित होंगे । 
( T ) इन नियमों द्वारा अपेक्षित मतों के अधीन यदि कोई पोत 

एक जल -प्रभार छोड़ने के लिए बाध्य है तो पोत को चालू 
अवस्था में यांत्रिकों और कर्मीदल की पहंघ के प्रत्येक स्थान 
तक और खाली हो तो भंडार कक्ष या स्योग स्थानके किसो भाग 
सक एफ अविच्छित होजवारा एक जल प्रभारपहुंचाने के लिएपर्याप्त 

संख्या में और उचित अवस्थिति में जलोस्मजंक रखे जायेगे । 
( ग ) यानी पोत के आवास सूविधा स्पान सेवा स्थान पोर मशी 

नरी स्थान में जलोससगंकों की संख्या और स्थिति इस 
प्रकार होगी कि जब सभी जलरोधी द्वार और मुख्य 
ऊर्ध्वाधार वीवाल के सभी द्वारा बन्द, रहन हैं तब खंड (क ) और 
खउ ( ख ) की सभी अपेक्षानों क अनुपालन हो जाता है । 


61. तंह 

( 1 ) इन नियमों के अनुमार जिन पोतों में शक्तिचालित पंपों का प्रावधान 
अपेक्षित है उनमें 12 मि . मी . , 16 मि . मी . और 19 मि . मी . या उनसे यथा 
संभव निकटतम व्यास के तुडों का प्रावधान होगा । यदि पग्निशमन के लिए 
पानी के प्रावधान से संबंधित इस नियम के उपमंधों का अन्यथा अनुपालन हुमा 
है तो अधिक व्यास के तुडों का भी प्रावधान हो सकता है । 

( 2 ) मशीनरी स्थानों पर बाहरी स्थानों के लिए तुंडों का ध्यास 
इस प्रकार होगा कि नियम 58 के उपनियम ( 1 ) के खंर ग (1 ) में 
अनुभव मन से छोट अग्निशामक पंप से निकले कम से कम जल 
प्रभारों से अधिक से अधिक जल प्राप्त हो , परन्तु होज का 
व्यास 19 मि . मी . से अधिक नहीं । 

( 3 ) प्रावास सुविधा प्रौर सेवा स्थानों के लिए तुों के व्यास का 
12: मि . मी , से अधिक होना अपेक्षित नहीं है । 

( 4 ) प्रत्येक ऐसा तंड तन्य प्राग को नुप्ताने योग्य एफ 
अल फूहार से और एक साधारण जल -प्रमार से सज्जित होगा और 
उसमें बंद करने की सुविधा भी होगी । 


62. अन्य अग्निशामक तंत्रों के लिए जल -पंपों की अस्पिति और 
व्यवस्था । 


इन नियमों के प्रतर्गत अन्य अग्निशामक तत्रों में प्रयोगार्ष जल 
के प्रावधान के लिए अपेक्षित पंप उनके शक्ति -रसोत और उनके नियंत्रण, 
उन संलों द्वारा सुरक्षा प्रवान किए गए स्थान या स्थानों के बाहर 
अधिष्ठापित होंगे और इस प्रकार व्यवस्थित होंगे कि इन स्थानों पर 
लगी भाग ऐसे किसी तंत्र को निष्क्रिय नहीं करेगी । 


63. अग्निशामक 

( 1 ) इन नियमों के अधीन प्रावधान किए गए माग, कार्यन डाई 
माफ्याहर , व शुष्क पूर्ण के अवहनीय अग्निशामको संरचना अनुसूचियां , 
II और IV की विनिर्दिष्टियों के अनुसार होगी । 

( 2 ) ( क ) इन नियमों, के अनुपालनार्थ प्रावधान किए गए ( कार्य 
___ डाई आक्साइड और चूर्ण अग्निशामक को छोड़कर अन्य । 


[ भाग II 


बर 3 (i )] 
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( 9 ) महनीय कार्यमाई माम्साश पीर हलोजनीकृत हाइड्रोकार्बन 
अग्निशामक , भावास सुविधा स्थानों में नहीं रख पायगे : 

परन्तु इन नियमों के अनुपालन में यदि इस प्रकार के पग्निशामक 
रेडियो -कक्षों विष पटलों और अन्य , ऐसे स्थानों में रखे गए हैं तो 
इम प्रकार रख गए पग्निशमकों द्वारा व्याप्त स्थान का आयतम ऐसा 
होगा कि वह निस्मरण के कारण उत्पन्न हो सकने वाले वाष्प की सांद्रता 
को कुम्न स्थान के 5 प्रतिशत या , उमसे कम तक सीमित रख सके । 
___ स्पष्टीकरण : इस मियम के संदर्भ में कार्बन डाई माक्साइड का 
पायतन 0 . 56 घन मीटर/ कि . ग्राम, हलोन 1301 का 0 . 16 पन मोटर 
कि . ग्राम और लोन 1211 का 0 . 14 घन मोदर कि . मा . पर 
परिकलित किया जाएगा 

( 10 ) यदि इन नियमों के अनुपालन में मशीनरी स्थान में 
वहनीय हैलोजनीकृत अग्निशामक एवं गए हैं तो इनकी संम्बा ऐसे 
स्थानों में रखे गए मूल अग्निशामकों की संख्या के पाये से अधिक 
नहीं होगी । 

( 11 ) समय- समय पर अग्निशामकों की जांच की जाएगी और को 
जांचों के बीच का अंतराल दो वर्षों से अधिक नहीं होगा । 

(12) इन नियमों के अनुपालन में प्रावधान किया गया प्रत्येक 
भग्निशामक हमेशा पूर्ण रूप से पार्ज करके रखा जाएगा । 


बनीय अग्निशामकों की धारिता यदि से जल निस्सारी हो 
तो 13 . 5 लिटर से अधिक और 9 लिटर से कम नहीं 

होगी । 
( ब ) इन नियमों के अनुपालनार्थ प्रावधान किए गए वहनीय कार्यन 

आई प्रासाइड अग्निशामकों की धारिता 4 . 5 कि . ग्राम 

कार्मन गइमाक्साइड से कम नहीं होगी । 
( ग ) इन नियमों के अनुपालनार्थ प्रावधान किए गए शुष्क सूर्ण 

अग्निशामकों की धारिता 4. 5 कि . ग्रा . शुष्क पूर्ण से कम 

नहीं होगी । 
( 3 ) इन नियमों के अनुपालनार्थ प्रावधान किए गए वहनीय हैलोजनी 
कृत हाशोकानों 
( क ) की धारिता 7 कि . ग्रा . हैलोजनीकृत हाइड्रो कार्मन से कम नहीं 

होगी । 
( स ) में परिणामक माध्यम के रूप में प्रोमोग्लोरो डाइफल 

भोटो फ्लरो गैषेन ( पी . सी . एफ . ) ( हलोन 1211 ) या 

श्रोमोदाई फनुप्रोरोमन का प्रयोग किया जाएगा । 
( 4 ) इन नियमों के अनुपालन में प्रावधान किए गए उपनियम ( 2 ) 
व ( 3 ) में विनिविष्ट पग्निशामकों के अतिरिक्त अब बहनीय अग्नि 
शामकों की क्षमता ५ लिटर तरल अग्निशामकों की ममता से कम 
नहीं होगी । 

( 5 ) इन नियमों के अनुपालन में प्रावधान किए गए वहनीय 
मग्निशामक - - 
( क ) पूर्णतः पार्ज की गई अवस्था में 25, 5 कि , ग्राम से अधिक 

भार का नहीं होगा और उतना ही वहनीय होगा जितना कि 

एक 13 . 5 लिटर का तरल अग्निशामक । 
( स ) जो किसी पोन के प्रावास सुविधा या सेवा स्पान में प्रयोग 

में आने वाले हैं उनकी प्रचालन विधि जहाँ तक यबहारिक . 

हो एक समान होगी । 
( 6 ) ऐसे अग्निशामक जिनका शमनकारी पदार्थ दबाब पर रखा 
गया हो , पावास सुविधा स्थानों में प्रयोग के लिए नहीं रखी जायगे । 

परन्तु शुष्क चूर्ण अग्निशामक इन नियमों के अनुपालन में भागास 
भूमिधा स्थानों , सेवा स्थानों या मशीनरी स्थानों में रखे जा सकते 
हैं , बशर्ते कि उनकी संख्या इन में से प्रत्येक स्थान में प्रावधान के 
लिए अपेक्षित फुल अग्निशामकों की संख्या के प्राधे से अधिक नहीं 
होगी । 

( 7 ) जिन पोतों में ये नियम लागू होते हैं उनमें से किसी में भी 
प्रयोगार्थ प्रावधान किए गए अग्निशामकों में से रहते समय या प्रयोग के 
दौरान ग्यक्यि यों को नुकसान देने वाली गैम छोड़नेवाला कोई अग्नि 
शामन माध्यम नहीं रहेगा । 


( 13 ) इन नियमों के अनुपालन में प्रावधान किए गए प्रत्येकबहमीय 
अग्निशामक के साथ एक अतिरिक्त पार्ष का भी प्रापवान होगा, 
परन्तु यदि कोई अग्निशामक ऐसा है समुः गामा के दौरान मासामी से 
पुनः चार्ज नहीं किया जा सकता तो प्रत्येक ऐसे अग्निशामक के साथ 
अतिरिक्त चार्ज के स्थान पर उसी प्रकार मा समान प्रकार के एक बहनीय 
पग्निशामक क प्रावधान होगा । 


( 14 ) मम्मिमामक के लिए स्वीकार्य तुल्यांक इन नियमों में यहां 
भी प्रतिस्थापन की छूट है, स्वीकार्य तुल्यांक का विवरण निम्नलिषित 


माग 
136 लिटर 

4. 5 लिटर 
वहनीय 


कार्यनं गाप्राक्ताहर 

46 किलोग्राम 
16 किलोग्राम 
1 . 5 किलोग्राम 


01. मग्निशामक बास्टियां 


( 1 ) इन नियमों के अनुसार प्रावधान की गई प्रत्येक अग्निशामक 
बाल्टी को लाल रंग में रंगा जाएगा और प्रत्येक पर स्पष्ट सपा स्थायी 
रूप में सफेद या काले रंग में " पाग " लिखा जाएगा । ऐसी प्रत्येक मास्टी पानी 
से या रेत से भरकर रखी जाएगी । 


( 8 ) इन नियमों के संघर्ष में 
( क ) कार्यन डाई पाक्साइड या हलोजनीन प्रनिगामकों को 

छोड़कर अन्य किसी अग्निशामक की धारिता शामक 
माध्यम का यह अधिकतम आयतन या भार मानी जाएगी 
जो अग्निशामकों के उचित प्रचालन को मुनिश्चित करने के 
लिए अपेक्षित वाली जगह को छोड़कर जो पायतन या भार 
उसमें मा सकता है । 


( 2 ) ऐसी भग्निशामक परिङ्गयों में से कम से कम पाधी बाल्टियो 

पर्याप्त समाई के लेनया से सज्जित होंगी ताकि पोत की 
हल्के भार वाली स्थिति में उनको समुद्र के पानी से भरा 

जा सके । 
( 3 ) ऐसी भग्निशामक बास्टियां प्रग्निशामन के पासावा और किसी 

काम में नहीं लाई जाएंगी । 
65. स्थिर मग्निशामक संवों के लिए विशेष अपेक्षाएं । 

इन नियमों के अनुपालन में जहाँ स्थिर अग्निशामक तंत्रों में शमन 
माध्यम के रूप में हलोजनीकृत हाइड्रोका बैन के प्रयोग होता है, उसका 
उपयोग फेयल मशीनरी स्थानों में पंप कक्षों में और ऐसे वाहनों पाले 
स्थानों में , जिनमें कोई स्थोरा नहीं ले जाना है, ही किए जाने की अनुमति 
हगी । 


( ब ) कार्बन डाई माक्साइड या हलोजनीकृत अग्निशामकों की 

घारिता कार्बन डाई माक्साइड या हलोजमीकृत हाशकार्यन 
का वह भार माना जाएगा जितना कि उष्णकटिबंधीय जलवायु 
में सुरक्षित रूप से अग्निशामक में रखा जा सके । 
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( 2 ) जहाँ विशेष संवर्ग के स्थानों, इन नियमों द्वारा अनुमति प्राप्त 
स्योग स्थानों और प्रार. ओ . पार . ओ . स्थोरा स्थानों को सुरक्षा के 
लिए स्थिर ६. म . के जल फुहार तंब. का प्रयोग होता है , वहां यदि ये 
स्थान वीवाल डेक के नीचे है तो विरुज पंपन तथा अपवाहन व्यवस्था को 
और यदि दोमा हेफ के ऊपर हैं तो छेद अपवहन व्यवस्था को विशेष 
रूप से वरीयता दी जाएगी । 


( 4 ) आग को बनाने और नियंत्रण में रखने के लिए प्रय वत र. भी 
उपस्करों और अधिष्ठापनों के मन रक्षण और प्रचामन मे संबंधित अन देशों 
का संग्रह एक पुस्मक में किया जाएगा जिसे मामानी से पहुंचने गोग्य 
स्थान पर रखा जाएगा । 


69. मशीनरी यिरामन , तेल-इंधन -चूषण पंपों को बंद करने और 
द्वारों को नकने के माधन . 


66. इन नियमों की अपेक्षाओं के अतिरिक्त मशीनरी स्थानों में 
लगाए गए स्थिर निम्नदान झाग अग्निशमन-मंत्र : : 


( 1 ) यह नियम जिन पोतों पर लाग होते हैं उनमें प्रावधान होगा ; 
( क ) मशीनरी प्राधा स- सुविधा और स्थोरा स्थानों के संथा तन-पंम्रो 
. को बंद करने के साधनों का , 


( 1 ) यदि इन नियमों की अपेक्षाओं के अतिरिक्त मशीनरी स्थानों 
में स्थिर निम्नदान झाग अग्निशमन तंत्र सज्जित हैं , तो ये संत , स्थिर 
निगम द्वारों के जरिए तेल इंजन , जितने अधिकतम एकल क्षेत्र तक फल 
सकता है , उसने क्षेत्र के ऊपर 1 50 मि . मी . तक की गहराई तक फैलने के 
लिए जितना झाग जम्दारी है उसना पांच मिनट के समय में निम्मरित 
करने के लिए सक्षम होंग । मंत्र ऐमा झाग उत्पन्न करने में मक्षम होगा 
जो तेल जन्य प्राग को बुलाने में सक्षम हो । पाइपों और निश्रण वाल्वों 
या टोंटियों के स्थायी जाल के द्वारा यथा योग्य निस्सरणा मागों की तरफ 
शाग के प्रभानी वितरण के लिए और सुरक्षित स्थानों के अन्य मुख्य प्राग 
के खसरेवाले हिस्सों तक भाग को प्रभावी ढंग से पहुंचाने के लिए 
मावश्यक साधनों का प्रावधान होगा । भाग का प्रसरण प्रनुपान 12: 1 
से अधिक नहीं होगा । 


( ख ) सभी छत रोशनदानों , द्वार मागों, संवातनों, कीपों को मारों 

और के घलया कार मुंहों और इस प्रकार के स्थानों की ओर 

नने प. ले द्वारों को बंद करने वाले साधना का और 
( ग ) यंत्रावली स्थान से धनी छोड़ने के साधन का 

( 2) ये साधन उक्त स्थानों के बाहर कहीं से प्रचालन करने योग्य 
होंगे और इन प्रचालन स्थानों का रास्ता अंदर लगी माग से नहीं रुकेगा । 

( ३ ) प्रणोदित और प्रेरित कर्षण पंखों को चलाने वाली मशीनरी 
तेन-इंधन स्थानांतरण पंप तथा अन्य ऐसे पंपों में ऐसी मशीनरी और 
पंपों वाले स्थान के बाहर से नियंत्रण करने योग्य सुदूर नियंत्रण लगे होंगे 
और इन स्थानों के अंदर लगी प्राग मे इन सुदर नियंत्रणों तक का 
रास्ता नहीं रुकेगा । इन स्थानों में आग लगने पर ये सुदूर नियंत्रण उनमें 
स्थित मशीनरी और पंपों का प्रचालन रोकने में सक्षम होंगे । यात्री पोतों 
यो मशीनरी स्थान के लिए ये नियंत्रण उपनियम ( 1 ) में अपेक्षित नियत्रंणों 
सहित या तो एक ही स्थान पर अवस्थित होंगे या यथासंभव कम से कम 
स्थानों पर होंगे । इन नियंत्रणों तक खुले डेक से सुरक्षित मागी का 
प्रावधान होगा । 


( 2 ) किसी भी ऐसे तंत्र में नियंत्रण के साधन प्रामानी से पहुंचने 
योग्य और सरलता से प्रचालन करने योग्य होंगे । ये यथासंभव कम स्थानों 
मैं अलग अलग पूर्ण समूहों में रखे जाएंगे और इनकी प्रवस्थिति ऐमी 
हो कि सुरक्षित स्थान पर लगी आग से ये अलग नहीं होंगे । 


07. इन नियमों के अंतर्गत अपेक्षा म रखने वाले स्थिर अग्निशामक : 


किसी भी पोल में , जहां इन नियमों के अंतर्गत अपेक्षा न रखने वाले 
किसी अग्निशामक तंत्र का प्रावधान किया गया हो वहां इस प्रकार का 
तंत्र अनुमोदित प्ररूपी होगा और इस तंत्र द्वारा जिन स्थानों की सुरक्षा 
की जानी है सन स्थानों के बाहर. ये रखे जाएंगे तथा इस प्रकार फ 
व्यवस्था होगी कि इन तत्रों के संरक्षण वाले स्थान या स्थानों पर लगी 
भाग इस तंत्र को प्रभावहीन नहीं करेगी । 


( 4 ) नियम ( 5 ) में उपबंधित प्रपवादों को छोड़कर जिन पोतों पर 
ये नियम लाग, होते हैं उन पर किसी तेल इंधन या स्नेहन तेल भंडार 
मे और खराब होने पर तेल के टपकने से प्राग का खतरा पैदा करने वाले 
और दोहरे तल्ले रहित सावन या दैनिक सेवा टंकियों से संबंधित प्रत्येक 
पाइप एक वाल्व या टोंटी से मज्जित होगा जो संबड टेकी से जुड़ी होगी 
और जो टैंक वाले स्थान, से बाहर प्रामानी से पहुंचने योग्य किसी स्थान 
से बंद करने योग्य होगी । 


परंतु---- 
( क ) सी किसी टंकी की प्रवेश पाइप के लिए टंकी में लगे एक 

अप्रत्यागामी वाल्व से भी काम चल सकता है । 


68. अग्नि नियंत्रण रेखांक 

( 1 ) 20 मीटर से अधिक संबं किसी भी पोत में उसके मास्टर 
और अपरों को मार्ग निर्देशनार्थ सामान्य व्यवस्था रेखांकों का स्थायी 
प्रवर्णन होगा । जिनमें नियंत्रण केंद्र को स्थिति पोत की अग्निरोधी दीवालों 
द्वारा घिरे भागों, अग्नि मंकेतकों के विवरण , अग्नि संसूचन तंत्रों,चिकन 
अधिष्ठापनों, फायर मैन के परिधानों , अग्निशामक उपसमें पोत के विभिन्न 
भागों और उकों के लिए पहुंच मागों, मुस्प पंखा नियंत्रण के विवरणों 
सहित संघातन तंत्रों , पोत के प्रत्येक खंड के संयातनार्थ लगे मंवा तन पंखों 
की पहचान संश्याओं और उनके अवमेवकों की स्थिति, अंतर्राष्ट्रीय तट 
संबंधन की प्रथस्थिति एवं नियम 69 में दिखाए गए सभी नियंत्रण साधनों 
की स्थिति को स्थायी रूप से प्रदर्शित किया जाएगा । 


( ख ) किमी शैफट , या पाइप सुरंग या मामान स्थान में या उमयो 

ममीप स्थिा तेल पंप या स्नेहन तेल की गहरी टंकी के 
लिए मुरंग या सुरंगों या समान स्थानों के बाहर की पाइप 
लाइन या पाइप लाइनों पर ( टंकी पर लगाए आने वाले पाया 
के अतिरिक्त ( वाल्ब लगाए जा सकते हैं जिससे कि भाग 
लगने पर इन स्थानों के बाहर से नियंत्रण कार्य किया जा 


सके । 


( 2 ) इम नियम में मोशित सामान्य व्यवस्था रेखांक अद्यतन रखा 
जाएगा और कोई भी परिवर्मन प्रिया जाना है तो तुरंत गडाफ में भी 
अभिलिखित किया जाएगा । 


यदि ये वाल्व मशीनरी स्थान के अंदर लगाए जाने है तो 
उनका प्रचालन हरा स्थान के बाहरः किसी स्थान में किया 
जाएगा । 


( : ) प्रत्येक पोस में तटपक्षीय अग्निशमन कामिकों की सहायता के 
लिए कहा उस के माहर एक महनता से द्रष्टव्य मीमम रोधी मावरण 
में अग्नि -नियंत्रण रेखांकों के सेट की या इन रेखांकों की पुस्तिका की दो 
प्रतियो स्थायी रूप से रनी जाएंगी । 


( 5 ) संवर्ग " क ". के मशीनरी . स्थानों को छोड़कर अन्य स्थानों में 
मगाई गई स्नेहन तेल टंकी से जोड़ी गई पाइपों की वा में उगनिया 
( 4 ) के अनुसार अपेक्षिप्त पाल्य या टकी को छोड़ा भी जा सकती 
बशर्त इमसे पोत की सुरक्षा में हानि न होती हो । 


[ भाग II- ~- खंड (i )] 
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( 7 ) अग्निशामक उपस्करों की उपलब्धता : 
किमी भी पोत में जिन पर ये नियम लागू होते हैं ले जाए जानेवाले 
अग्निणामक उपस्करों का रख -रखाव अच्छी हालत में होगा और किमी 
भी ममय ये प्रयोगार्थ तुरंत उपलब्ध होंगे । इन नियमों के अनुपालन में 
न जाए जानेवाले, फायरमैन परिधान को छोड़कर अन्य सभी जंगम उपकर 
उन जगहो पर रने जाएंगे जहां घे उनके धाग रक्षणीय स्थानों में खड़े 
बड़े ही उपलब्ध किए जा सकते हैं और विशेष रूप से किसी स्थान के 
अग्निशमनार्थ प्रयोग के लिए उस स्थान के प्रवेश स्थान के निकट एक 
बहनीय अग्निशामक रखा जाएगा । 

71, सामग्री का अनुमोदन : 

जहा कही इन नियमों की यह अपेक्षा है कि प्रमुक गाजमामान , 
उपम्बर या उपकरण या उनके समान और किमी बन्नु का प्रावधान , 
मज्जा , बहन या अन्य विशेष प्रबंध पावश्यक है तो प्रत्येक ऐमा माज 
मामान, उपस्कर , उपकरण या प्रबंध इस प्रकार होगा कि वह जिम 
उद्देश्य को पूरा करने के लिए है, उसके लिए युक्तियुक्त रूप से सक्षम है । 

72. विशेष जोखिम वाले स्थान 

ये नियम ऐसे पोतों पर लागू होते हैं जिनमें गैली स्थान , गैसोलीन 
कक्ष, मिनेमा , पनवार गियर , बैटरी प्राधेशन फक्ष नथा अन्य ऐमे स्थान 
हैं जो पोत परिवहन महानिदेशक या मुख्य सर्वेक्षक , भारत सरकार , के 
मन में विमोष जोखिम से युक्त हैं उनमें इन अधिकारियों द्वारा मुमाए 
गए अन्य अनिरिमन अग्निशामक युक्तियों का भी प्रावधान होगा । 

7. . विशेष अभिकल्प और नक्शेवाले पोत 

यदि पोत परिवहन महानिदेशक किमी पोत का अभिकल्प उमके 
नको या उममें आग लगने की संभावना हो ध्यान में रखकर इन नियमों 
के अनुपालन में लगाए गए जमके किमी साज -मामान युक्ति , उपकरण , 
उपस्कर. या अन्य माधन को अपर्याप्त घोषित करता है तो इस नियम 
के किमी भी उपबंध के होते हुए भी पोन के लिए यह अपेक्षित हो जाएगा 
कि लिस्थित प्रादेश प्राप्त हो जाने पर लगने वाले अन्य प्रायश्यया माग 
मामानी , नुपम्फरों, उपकरणों या अन्य युक्तियों मे उमे मज्जित करे । 

71. तुल्यांक छूट और बचत 

जहां ये नियम अपेक्षा करते है कि किमी पोन में कोई विशेष माज 
मामान , उपकरण, युक्मि या उपस्कर , या उसका कोई प्रकारांनर लगाए 
जाएं या जा कोई विशेष व्यवस्था या प्रावधान किया जाए यहां मुन्ध्या, 
मर्वेक्षक , भारत सरकार, लिम्बित मादेश द्वारा कोई अन्य माज सामान , 
उपकरण, युक्ति या उगकर या उमका कोई प्रकागेतर लगाने या ले आने 
मा कोई विशेष व्यवस्था अथवा प्रावधान करने की अनुमति प्रदान कर 
मनाना है बशर्ते जांच द्वारा या अन्य प्रकार से वाह मंतुष्ट हो कि यह माज 
मामान , उपकरण , युगिन या उपकार प्रश्रया उमका यह प्रकारांतर या 
वह विशेष व्यवस्था या प्रावधान इन नियमो का यिनिर्दिष्टयों के कम में 
नाम समान रूप में प्रभावशाली हो । 


75. . शास्तियां 

इन नियमों के किसी भी उपबंध का भंग दंडनीय अपराध होगा 
निमका जुर्माना एक हजार रुपए तक का हो मकना है । यदि उपबंधों का 
लगातार भंग किया जाना है तो यह जुर्माना प्रतिदिन पलाम स्पार की दर , 
में बना रहेगा जो उपबंधों के भंग में जारी होने के प्रथम दिन ने लाग 
होगा । 

अनुसूची -1 
( देखिए नियम 14, 23 और 36 ) 

अंतर्गष्ट्रीय तट संबंधन 
( 1 ) अंतर्राष्ट्रीय नट मअंधम निम्नलिखित विनिविष्टयों के अनुमार होगा : 
महिर्याम 

178 मिली मीटर 
धनाम 

64 मिली मीटर 
काबला घरत व्यास 132 मिली मीटर 
छिद्र 

4 छिद्र, प्रत्येक 14 मिली मीटर व्यास के 
मौर फलेज की परिधि पर समान दूरी पर 

खांचित 
फलेंज मोटाई कम से कम 1 .1 . 5 मिलीमीटर 
कावले 

-1, प्रत्येक 16 मिलीमीटर म्यास . के , वागर 

महिन 50 मिली मीटर संवाई के 
फलेंज गृष्ट 

ममतल 
স্বার্থ 

कोई भी , जो 10 मार ( 1 . 0 न्यूटन वग 

के मीटर ) मेवा के लिए उपयुक्त हो । 
गैस्केट 

कोई भी , जो 10 बार ( 1 . 0 न्यूटन / वर्ग 

मिली मीटर मेवा के लिए उपयुक्त हो 
( 2 ) संबंधन ऐसे पदार्थों का होगा जो 10 बार ( 1 , () न्यूनटन 
मर्ग/ मि . मी . ) मेवा के लिए उपयुक्त होगा । फलेंज एक तरफ चपटा 
होगा और उसकी दूसरी तरफ़ स्थायी सा मे एक युग्मन संलग्न होगा 
जो जलोस्मर्जकों और होगों को संबद्ध करेगा । संयंधन के साथ पोन में 
एक गैम्केट , 4 सोना मिली मीटर कायल (जिनकी लंबाई 50मि मी . 
होगी ) और 8 मागर रखे जाएंगे । 

अनुसूची-2 
( देखिएनियम 63 ) 

प्रवहनीय झाग अग्निशामक 
( 1 ) बहनीय अग्निशामक को छोटकर अन्य मभी माग अग्निशामक 
जिनका इन नियमों के अनगालन ग प्रावधान लिया गया हो , अनुमोदित 
विनिर्दिष्टयों के अनुसार संनिर्मित होंगे । ये उपयुक्त मामग्री और पर्याप्त 
सामर्थ्य के लोगे ताकि वे उपयुक्त सुरक्षा मीमाओं के अंतर्गत पाने वाले 
अधिकतम प्रांसरिक दाम को मलने में सक्षम हो और कार्यकारी अधिकतम 
याब मे अधिक दाय को सहने के मामान में प्रवालिन परीक्षण में खरे 
ननरें । इस अनगूधी के संदर्भ में अधिकतम कार्यकारी बाब का तात्पर्य 
उम संतुलन दाब से है जो 70°C अग्निशामक के माद र उस समय उत्पन्न 
होता है जब मभी निर्गम द्वारा को चंद किया गया हो और अग्निशामक 
को मली चार्ज किया गया हो । अग्निशामक का अंदरी भाग जांचने योग्य 
होगा । 

( 1 ) अग्निशामक का काम अग्लनाकार हो, उसफे मिरे विपरीत 
फलंजन ने बिना बाहर की तरफ अयनल होंगे और अवतल भाग व्याम काय के 
व्याम में अधिकः न होगा । काय पीर मिरे सम्पान यो चट्टर के बने होंगे और 
अंदर रांगे या मांसे की कलई चढ़ी होगी । जहाँ भी अायक हो , अग्नि 
णाममा को प्रत्येक भाग संक्षारण में सुरक्षित होगा । अग्निशामक 
का काय वेल्ड किया ग्रा होगा । 

( 3 ) अग्निशामनकारी माल्या के निप्यासन के लिए यदि प्राग्न 
शामक में गैम मिलिहर का प्रावधान हो तो ऐसे मिलिडर का गंनि 
अनुमोदित त्रिनिर्दिष्टयों के अनुसार होगा । 


( 2 ) पोत परिवहन महानिदेशक या मुख्य गर्वेक्षक , भारत सरकार 
( i ) यदि वह इस बात में संतुष्ट है कि यनावट या अभिकल्प की 

दुष्टि से किमी पोस का इन नियमों की अपेक्षाओं का अनु 
पालन करना व्यावहारिक या तर्कसंगत नही है तो यह अपने 
द्वारा निर्धारित उचित णों पर इन नियमों की अपेक्षाओं 

में पोष को लिन्निन अादेश बाग छूट दे मफता है । 
( ii ) उन गोतों को इन नियमों की मापेक्षात्रों से निखित छुट दे 

भफना है जिन्हें भामान्य रूप से अंतर्गष्ट्रीय समुद्र याना में 
नही जाना है और जिन्हें कुछ विणेप परिस्थितिवश कभी 
एकल अंतर्राष्ट्रीय समुद्र-यात्रा करना पड़ता है बशर्ने पनि उन 
सुरक्षा- अपेक्षाओं का अनुपालन यान्ता है जो महारानी महा 
निदेशक या मुख्य मर्वेक्षक भारत मरकार के मन में उदिष्ट 
समुद्री यात्रा के लिए पर्याप्त है । 
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अग्निशामक फी धारिता 
18 . 0 कि . ग्राम 
4 . 50 कि . ग्राम 


निस्सरण का अल्पतम म्याम 
9 मिली मीटर 
12 मिली मीटर 


उल्लिखित प्राभापों से कम नहीं होगा निम्मरण हाज पर एक हामं लगेगा 
पो रिणत प्रचालक पदार्थ का होगा और जिसका मभिकल्प इस प्रकार 
कि गैस निस्सरण का पेग कम हो जाता हो । प्रचालन दस्ते के तु 
पर एक प्रकारण चढ़ा होगा जो प्रचालक को परम शीत से बचाएगा । 

( 4 ) 15°C तपा 18°C के बीच किमी साप पर भार के प्रनमार 
पान की जो धारिता है उमका तीन चौथाई भाग निम्नलिखित मारणी 
में दिखाई गई प्रषधियों में अग्निशामक गैस बाहर छोड़ेगा । 


- 


- 


- 


मग्निशामक की धारिता 
16. 0 कि . प्राम 
45 . 0 कि . ग्राम 


अवधि 
30 से 45 मेंकर 
60 से 90 सेंकर 


अग्नि शामक के बाहरी भाग पर निम्नलिखित विवरण स्थापी रूप 
से स्पष्टतः लिखा होगा : - - 

( क ) अग्निशामक के निर्माता या विक्रेता का नाम 
( ब ) अग्निशामक की धारिता 
( ग ) प्रग्निशामक के प्रचालन के लिए अन देश 
( घ ) श्रमगः खाली रहते समय और भरे रहने ममय अग्निशामक 

के भारों का अंकन । 
( 1 ) अग्निशामक का बिनर्मािण वर्ष 
( च ) वह दाय जिस पर अग्निशामक के प्रवामित जांच की गई 


थी । 


( 4 ) अग्निशामक में एक प्रांतरिक पात्र डालने के लिए एक मुख 
होगा जो उपयुक्त मालंड पर टिका होगा । इस मुख पर गन धातु या 
पन्य उपयुक्त मामग्रो की मनी एक टोपी होगी जिसपर चूड़ियों लगातार 
अड़ियों पाली पेंच होंगे मोर जिसके पार्श्वमें सुरक्षा छेद या खांच लगे होंगे ताकि 
टोपी को हटाते ममय यदि मुख का भवरोध होता हो तो पाब के अन्दर 
पबीई गैम से जनित पाय धीरे धीरे मुक्त हो जाता हो । टोपी की 
मंघि पम्लरोधी रबा ग्रीन लगे ममड़े या अन्य उपयुक्त मामग्री की बनी 
हुई होगी । अग्निशामक का सही भरण स्तर स्पष्टत: सूचित किया 
जाएगा । अग्निशामक का भभिकल्प इस प्रकार मा होगा कि वह अपेक्षित 
प्रकार के , मन्यापन के लिए तुरंत उपलब्ध होगा और यह महज द्रष्टव्य 
होगा कि पग्निशामक प्रचालित है कि नहीं । 

( 5) भग्निशमक में मिस्सरण के रोकने को एक नियंत्रणीय मुक्ति 
का प्रावधान होगा और अग्निशामक की बड़ी प्रवस्पा में बम की हानि 
रोकने का माधन भी लगा होमा । 

( 6 ) अग्निशामक को प्रधान को प्रारंभ करने वाली मशीनरी - 
मुरक्षित रखी जाएंगी तामि प्रमावधानी से किया गया प्रचालन रोका 
मा मरे । 

( 7 ) एक तुंड महित एक प्रचलित निम्परण होग का प्रावधान होगा 
जिमका क्षेत्रफल इस प्रकार होगा कि अग्निशामक की पान्न अवस्था में 
माग 135 लिटर धारिता के मग्निशामक में 90 सेकेंड या कम समय में 
14. 0 मीटर तक पौर 135 लिटर से कम धारिता के अग्निशामक में 
80 सेकेंड में 10. 0 मीटर तक प्रक्षेषित हो जाता हो । ता और प्रबस्लिम 
निस्सरण होज बंक ( 1 ) में उल्लिखित अधिकतम कार्यकारी दाम के 
गाना दान को मेलने में सक्षम होंगें । 

( 8 ) चार्ज और विलयन स्तर के कार का बाय भग स्थान इम 
प्रकार नियमित किया जाएगा कि जब अग्निशामक चालू किया जाता है 
सब मारे मिगम वारों के मंद रहते उसका अधिकतम दाब 19 . 50 बार 
1 . 95 न्यूटन/ वर्ग मि . मी . ) मे अधिक नहीं होगा जबकि विलयन 
का ताप 38°C हो । 

( ७ ) अग्निशामक बाल करने के बाद 5 मिनट नक संग ( 1 ) में 
विनिर्दिष्ट अधिकतम कार्यकारी दाब को महन करने में सक्षम होगा जबकि 
उसके मारे निर्गम द्वार मंद रखे जाते हैं ; किमो भी हालत में यह दाय 
24 . 5 गार ( 2 . 45 न्यूटन/ वर्ग मि . मी . ) मे कम नहीं होगा । 

( 10 ) मग्निशामक के बाहर निम्नलिखित बातों का स्पष्ट और म्यायी 
मंकन होगा : -- 

( क ) अग्निशामक के निमना या विक्रेता का नाम 
( ) पग्निशामक की धरिला । 
( ग ) यह दाज जिगके अंतर्गत अग्निशामवः को मात्र को गई । 
( 4 ) अग्निशामक के प्रनालन के प्रन पंग 
( 6 ) पग्निशामक के विनिनिर्माण का वर्ष 
( ) मग्निगामक को कार्यकारी बागिना तक भरे जाने पर विजयन 
का कलर । 

अन मूमी -III 

( देम्बिग ) नियम 63 ) 

वर्मीय कार्बनाई आमा र अग्निशामः 
( 1 ) इन नियमों के मन पानन में प्रावधान किए गए अग्निशामक 
अनुमोदित विनिर्दिष्टियों के अनमार मंनिर्मत होग । । 
. ( 2 ) प्रत्येक मिलिडर में एक अतिरिक विम्मरण नली का प्रौर गम 
को भ . कत करने के लिए एक बारव का प्रावधान होगा । 

( 3 ) अग्निणामकः में एक निम्मरण होज का प्रावधान होगा जो हम 
प्रकार प्रवलिम किया होगा कि जब प्रावरपकः मयुग्मन जो आने हैं तो 
वह कम से कम 1 .22 बार ( 12 . 2 भ्यूटन वग मि . मी . ) के दाम फा 
सहन करेगा । मिस्मरण होम का अतिरिक व्याम निम्नलिखित मारणों में 


अन मूची- 4 
( देखिए नियम 63 ) 

अवहनीय भाषक चूर्ण अग्निशामक 
इन नियमों के अनुपालन में प्रावधान किए गए वहनीय अग्निशामक 
को छोड़कर अन्य श ष्क चूर्ण अग्निशामक उपयुक्त पदार्थ के बने होगे 
और ऐसे फुगल डिजाइन और पर्याप्त मामर्थ्य के हो कि अधिकतम 
प्रमिरिक घाब पड़ने पर उचित सुरक्षा कारक का बनाए रखते हा उम 
वाब को मेल सके और वह अधिकतम कार्यकारी। दाम में अधिक वाब 
प्रवणालिन वाव में किए गए परीक्षण में सहन करने में मक्षम हो इग 
अनसूची के संदर्भ में अधिकतम कार्यकारी का दाम का तात्पर्य उस मंतुलन 
धाव में है जो 70°C ताप पर अग्निशामक के कार्य के अंदर उस समय 
उत्पन्न होता है जब मभी निर्सम द्वारों को बंद किया गया हो और अग्नि 
णामक को मही चार्ज किया गया हो । 

( 2 ) अग्निशामकारी माध्यम के निकामन के लिए यदि अग्निशामक 
में म मिलिहर का प्रावधान किया गया हो तो यह मिलिडर अनमोविन 
विनिर्निष्टयों का पालन करेगा । 

( 3 ) अग्निशामक में एक तग पीर एक प्रबलित निम्भरण हान 
का प्रावधान होगा जो इस प्रकार मना होगा कि लंग ( 1 ) में उल्लिखित 
अधिकतम कार्यकारी बाब के चार गना दाब को मेलने में समर्थ हो । 

( 4 ) अग्निणामक के कार्य के निर्गम द्वार को लंकने के लिए आवश्यक 
टोपियों या नक्कनों का डिजाइन इव प्रकार का होगा कि पाव में बी 
हुई कोई भी गंग टोपी या तुफन को पूरा खोलने के पहले धीरे-धीरे 
बाहर निकले । 

( 5 ) प्रदिरशामक का प्रत्येक भाग प्रावश्यकता के अन मार मंधारण 
हानि में म . क्त रखा जाएगा । 

( 6 ) नमी के अंतस्सरण को रोकने के लिए अग्निशामक को प्रभावी 
ढंग से म.द्रित किया जाएगा परंतु गेमा मद्रण अग्निशामक के निम्मरण 
कार्य में बाधक नही होगा । 
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( 7) अग्निशामक में एक नियंत्रणायन यक्ति का प्रावधाम होगा जो 
मस्मरण को बोष में रोकने में सक्षम होगा । 

( 7 ) अग्निशामक को प्रवर्तित करने वाली यंत्रावली को सुरक्षा प्रदान 
की जाएगी ताकि प्रसावधानी से प्रचालित होने हे से उसे रोका जा सके 

( 0) अग्निशामक का डिजाइन ऐमा होगा कि अपेमानुसार तत्काल 
जांच के लिए यह प्राप्य हो पौर यह भी स्पष्ट रहे कि वह प्रमालित हमा 
है कि नहीं । 

( 10 ) पूर्णत: मार्ड किए गए अग्निशामक सामान्य परिस्थितियों में 
बाल किए जाने पर उसके शव चर्ण चार्ज के 85 प्रतिशत या अधिक 
भार को बाहर छोड़ने में सक्षम शेगा । यह निस्सरण दर एक किलोग्राम 
प्रति सेंकड से कम नहीं होगी । 

( 11 ) अग्निशामक के कार्य को बाहरी तरफ़ निम्नलिखित विवरण 
का स्पष्ट और स्मायो पंकन होगा : 

( क ) अग्निशामक के निर्माता या विक्रेता का नाम । 
( प ) पग्निशामक को पारिता 
( ग ) वह दाब जिसके अंतर्गत पग्निशामक की जांच हुई है । 
( ब ) अग्निशामक के प्रचालन के अनुदेश 
( 6 ) अग्निशामक मा विनिमणि -वर्ष 

अनुसूची- 1 
( देखिए नियम 7 ( 1 ) ( - ), ( 11 ), 10 ( 2) ( क ), 10 ( 3 ) 
( 11), 29 ( ब ) ( 11 ), 30 ( 2 ) पार ( 3) । . 

यहनीय माग प्रवायक एकक 

इन नियमों के अनुपालन में प्रावधान किए गए प्रत्येक माग प्रदायक 
एकक में प्रावधान होगा : 
( क ) एक प्रेरण प्रारूपी पाय- माग तुर का जो एक अग्निशामक होण 

के द्वारा एक जल स्त्रोत से जोड़ने के लिए उपयुक्त है । 
( ख ) कम से कम 20 लिटर साह माग भरी एक बहनीय टंकी का 

जिससे बंर ( क ) में उल्लिखित सुंग माग को प्रेरित कर सके ; 
( ग ) इस खंड के उप बंड ( ख ) में विनिर्दिष्ट टको के सामान एक 

अतिरिक्त टंकी का . 
( 2 ) जब तुंर को इन नियमों द्वारा दिए गए पोत पर न्यूनतम 
जलोत्सर्जक बाब पर भाग की मापूर्ति की जा रही हो तब वह 1 . 3 
धनमोटर प्रति मिनट को घर से तेलजन्य भाग को बुझाने योग्य कार्यकारी 
भाग छोड़ने में सक्षम होमा । 

( 3) माग-प्रसार अनुपात (अर्थात् उत्पादित माग के प्रायतन से 
माग विलयन के पायतन का अनुपात ) ( 12 : 1 से अधिक नहीं होगा 

मनुस पी - VI 
( देखिए नियम 15, 22, 35, 37 ( 2 ) ( ग ) और 52 ) 

फायरमन परिधान 
( 1 ) प्रत्येक फायरमैन परिधान अनुमोदित विनिर्दिष्टयों के अनुसार 
बनाया जाएगा और उसमें निम्नलिखित मद शामिल होंगें । 

( क ) व्यक्तिगत उपस्कर 
( ख ) अनुमोदित प्ररूपी श्वसन-उपकरण 
( ग ) पर्याप्त लंबाई और सामर्थ्य की एक अग्निसह रक्षा रस्सी जो 

एक स्नैप एक द्वारा उपकरण को बूंटी से या एक अलग पेटी 
से जुड़ सके ताकि रक्षा रस्सी को चालू रखने पर वह श्वसन 

उपकरण अलग न हो जाए । 
( 2 ) व्यक्तिगत उपस्कर 

ध्यक्तिगत उपस्कर में ये शामिल होंगें : 
( क ) त्वचा को माग में विकणे होने वाली उष्मा से और भाप 

से मुलसने से बचाने वाले से पदार्थ के सुरक्षात्मक वस्त । वस्त्र 

का बाहरी पृष्ठ जलरोधी भी होगा । 
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( ब ) खर या अन्य पियुस प्रचालक पदार्थ के बने जूते और दस्ताने । 
( ग ) संघटम के फलस्वरूप प्रभावशाली सुरक्षा दिलाने वाला एक सुस 

हेलमेट । 
( म ) मनुमोविस प्ररूपी एक सूरक्षा दीप ( हस्त - सालटेन ) , जिसके 

जलते रहने की न्यूनतम प्रधि 3 घंटे हैं । 
( ) विद्युत रोधित हत्ये की एक कुल्हासी । 
( 3) श्वसन उपकरण ( वायु होज प्ररूपी ) 

प्रत्येक धुमा हेलमेट भोर मुखोटा नाहरी , वायुमंडल से वायु लेने के लिए लगाए 
गए एफ होण से सपिजत होगा । एक वायु पंप या धौकमी का भी प्रावधान 
होगा जो होष के जरिए मायु को पंप करने के लिए उपयुक्त हो । होज 
दबनेवाला न हो और उसकी लंबाई इतनी होनी चाहिए कि जब भी हेलमेट 
या मुखौटा पहनने वाला व्यक्ति प्रावास- सुविधा, सेवा स्थौरा या मशीनरी 
स्थान के किसी भाग में हो तो वायु पंप या धौंकनी बुले रेक पर सन्छ 
गायु में रहे और किसी भी बार या अर्धद्वार पर फंस न जाए । यदि उपयुक्त 
स्थानों तक पहुंचने के लिए वो होगों को जोड़ना पड़ता है तो युग्मनों 
फा प्रावधान किया जाएगा । पंप या घौंकमी के अंतर्गत द्वारा इस प्रकार 
सरक्षित रखी जाएगी कि वायु का निर्वाध निसरण सुनिश्चित रहे । यदि 
इस उप अनुपालनार्थ 36 मीटर से अधिक संब होज की पावश्यकता 
पड़ती है तो एक तो स्मत: पूर्ण श्वसन उपकरण का या तो हीज के बदले 
या उसके अतिरिक्त प्रापधाम किया जाएगा । 
( 4 ) स्वतः पूर्ण श्वसन उपकरण 
प्रत्येक स्वतः श्वसन - उपकरण : 
( क ) विवृत परिपय संपीरित वायु प्ररूपी और यह अनुमोदित प्ररूपी 

होगा । 
( ख ) कम से कम 30 मिनट तक चलते रहने वाला होगा और यदि 

मापात कालीन प्रयोग के लिए एक पौर मुखोटे के उपयोग 

के लिए अनुमोषित म हो तो उस में एक ही मुखोटा रहेगा । 
( ग ) उपकरण से संलग्न मोर कम से कम 1.200 लिटर मुफ्त वायु 

को धारण करने वाले व्यक्ति द्वारा ले जाए जाने योग्य संपीडित 
बायु सिलिटर या सिलिडरों की मगरण क्षमता वाला होगा । 
भंडारण सिलिंडर पर्याप्त सुपर और अधिकतम कार्यकारी वाम 

से अधिक प्रमचालित वाम को सहन करने में सक्षम होगा । 
( प ) जब प्रति सिलिटर या सिलिटरों में दाब 10 . 5 मार ( 1 . 5 

म्यूटन/वर्ग मि . मी . से अधिक हो और उपकरण का धारा 
85 लिटर प्रति मिनट तक मुक्त वायु का श्वसन कर 
हो तो उस स्थिति में धारक की श्वसन आवश्यकताभों के 
अनुसार वायु के स्वचालित नियमन का प्रावधान उपकरण 

में होगा । 
( स ) उच्चदाब वायु पूति तत्र में स्फोटन रोषी मुखिका सहित 

एक वाब प्रमापी का प्रावधान होगा जिसमें से धारक पूति 
सिलिंडर या सिलिंडरों के मायु दाब को सीधे पौर प्रासानी 

से पढ़ सके । 
( 4 ) उपकरण का भार 1. 6 किलोग्राम से अधिक महीं होगा जिसमें 
रक्षा रस्सी का भार शामिल नहीं होगा और यदि कोई सुरक्षा 

पेटो या बूटी उपकरण का अभिन्न अंग नहीं है तो उसका 
भार इस में शामिल नहीं होगा । . 
( छ ) उपकरण में पूर्णत: चार्ज किए गए अतिरिक्त सिलिटरों का 

प्रावधान होगा जिनकी प्रतिरिक्त भंडारण क्षमता 2400 लिटर 
मुमत वायु की होगी । प्रपवाद स्वरूप : -- 
(i ) जब पोत ऐसे उपकरणों के पाप या अधिक सेट ले 

जा रहा है तो मुक्त वायु की अतिरिक्त मंगरण - अमता 

2, 800 लिटर की होगी ; या 
( ii ) जल पोत में सिलिंडरों को प्रदूषण रहित वायु से पूर्णत: 

पुनः चार्ज करने का साधन उपलब्ध हो तो ऐसे उपकरण 
के पूर्णत: चार्ज किए गए सिलिंडर की अतिरिक्त मगरण 
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क्षमता , गुमन वायु को 1200 लिटर होगा पौर मुक्स पालग प्रदायकों द्वारा की जाएगी जो इमी उषय के लिए प्रालि होगें । 
बायु की कुल भंडारण अगला , 4800 लिटर से अधिक ये प्रदायक एक स्वचालित पप परिलता स्विच से मंशा होगा जो संत 
होना अपेक्षित नहीं है । 

के नियंत्रण पैगल के मिवाट स्पिन होगा । 
( ज ) जब उपकरण फी उपरोज्य धारिता का 80 प्रतिणत समाप्त 
हो जाता है तब धारक को श्रव्य चेतावनी देने के प्रबंध का 

( घ ) संसू मक और हलथालिप्त पाहबान केन्द्र अलग- अलग ममूहों 
प्रावधान उपकरण में होगा । 

में विभाजित होगा किसी भी संसूचक या पाहयान केन्द्र का प्रवर्तन, नियंत्रण 
( ) एक सेवा एवं अनुदेश पुस्तिका उपकरण के साथ रहेगी । 

पैनलों और द्योतक एककों में श्रव्य दृश्य अग्नि संकेत प्रारम्भ करेगा । यदि 
( 5 ) सामान्य 

इन संकेतों पर वो मिनट तक किमी का ध्यान नहीं गया है तो एक श्रव्य 
( क ) प्रत्येक श्वसन उपकरण का संनिर्माण ऐसे पदार्थ से किया 

अग्निः- खतरा संफेत पूरे कर्मीदल- प्रावास- मुविधा एवं सेवा स्थानों नियंत्रण 
जाएगा जो पर्याप्त यौनिक सामर्थ्य का टिकाऊ हो और ऊष्मा , जल -स्पर्श 

स्टेशनों और संवर्ग " क " के मशीनरी स्थानों में भेजेगा । यह श्रव्य खतगा 
से या प्राग से खराब म हो जाता हो और अग्निशमन सेवा के दौरान 

संकेत संन्त्र संसूचन तंत्र का अभिन्न अंग नहीं होना चाहिए । 
उठने पाला संभावित घुमा या रासायनिक धुम उसके श्वसन परिपथ में 

( इ ) नियंत्रण पैनल या तो नौपालन पुल पर या भसम अग्नि 
धुस न जाता हो । उपकरण में लगाए गए किसी हार्नेस के संनिर्माण में 

नियंत्रण केन्द्र पर स्थित होगा । 
लगाया गया रेशा, सिकुड़न - रोधी होगा । उपकरण ,हार्नेस और साज-मज्जा 
के बाहर दिखाने वाले धातु भाग धर्षण स्फुलिग रोधी होंगे । 

( च ) पोतफ एकक उन विभागों को व्यक्त करेगा जिनमें एक 

संमूचक या हस्तवालिन माहवान केन्द्र का प्रचालन होता है । कम से कम 
( ख ) प्रत्येक श्वसन उपकरण में : 

एफक इस प्रकार उनस्थित होगा कि वह कर्मीदल के उत्तरदायी सदस्यों 
(i ) एक अग्निसह रक्षा और संफेतन रस्सी लगी होगी जिसकी लंबाई धारा हमेशा प्रामानी से पहुंचने योग्य हो जबकि समुद्र में या परतन पर हो , 

उस संमाई से कम से कम 3 मीटर अधिक होगी जो कि स्वच्छ न कि जब वह निष्क्रिय पड़ा हो । यदि नियंत्रण पैनल , मुख्य अग्नि 
वायु वाले खुले डेक से द्वारों और अर्धद्वारों की बाधा के बिना नियंत्रण केन्द्र में स्थित हो तो एक घोतक एकक , नौचालन पुल पर स्थित 
प्रावास -सुविधा सेवा , स्थोरा या मशीनरी स्थान तक पहुंचने होगा । 
के लिए प्रपेक्षित है । यह रस्सी तांबे या गैल्वनीकृत इस्पात 
के तारों से बनाई जाएगी पीर जिसकी मंजन सामर्थ्य 

( छ ) प्रत्येक द्योतक एकक पर या उसके निकट सुरक्षा प्रवान किए 
कम से कम 500 किलोग्राम होगी । रस्सी सन या अन्य पदार्थ 

गए स्थानों को और अवस्थिति की सूचना प्रवशिन की जाएगी । 
से 32 मिलीमीटर परिमाप तक ढकी हुई होगी ताकि गीली 

( ज ) किसी परिबन मीढ़ियों को शामिल करने वाले किसी विभाग 
होने पर दृढता से पकड़ में रहे । 

के अलावा प्रायास सुविधा स्थानों, सेवा स्थानों और नियंत्रण केन्द्रों के 
( ii ) एक समायोज्य सुरक्षा पेटी या हार्नेस लगा होगा जिसके साथ 

अंतर्गत किन्ही एक से अधिक डेकों को शामिल करने वाले किसी विभाग 
उपकरण का धारक उपर्युक्त रक्षा रस्सी को एक स्नैप हुक 

के लिए अनुमति नहीं दी जाएगी । प्राग के स्त्रोत को पहचानने में 

पाने वाले विलंब से बचने के लिए ऐसी व्यवस्था होगी कि प्रत्येक विभाग 
द्वारा जोर या हटा सकता है । 

में 100 से अधिक संसूचक नहीं होंगे और इनका क्षेत्र 50 कमरों से 
( iii) धारक के मुह और अखि को घएं से बचाने के प्रबंध का 

अधिक नहीं होगा । 
प्रावधान होगा । 
(iv ) उपयुक्त ज्वलनरोधी पदार्थ की प्लेंटे लगी होगी जिनमें धारक 

( स ) यात्री पोतों में संसूचकों का एक विभाग पोत की दोनों तरफ 
और उसके सहायक के बीच संप्रेषण के लिए स्पष्टतः पड़े 

की सेवा के लिए नहीं लगेंगे, न यह एक से अधिक डेक की सेवा में लगेगा । 

एक से अधिक अवधिर क्षेत्र में एक विभाग की अवस्थिति नहीं होगी । 
जा सकने पाले संफेत कोड अंफित होंगें । इनमें से एक प्लेट 
सुरक्षा पेटी या हार्नेस से जुड़ी होगी और दूसरी प्लेट रक्षा 

परन्तु सर्वेक्षक , भारत सरकार यदि इस में संतुष्ट होता है कि प्राग से 
रस्सी के खुले सिरे पर होगी । 

पोत की सुरक्षा में कोई कमी नहीं पाएगी तो वह पोन के दोनों तरफ 

या एक से अधिक डेकों पर एक विभाग की अनुमति दे सकता है । 
( v ) निर्माता या विक्रेता का नाम और विनिर्माण वर्ष स्पष्टतः अफित 
होगा । 

( म ) नियंत्रण केन्द्र , सेवा स्थान , पावास सुविधा स्थान या स्थोरा 

स्थान की सेवा में लगाया गया एक संमूचक विभाग संवर्ग " क " के किसी 
( vi ) स्वग्छ और स्थायी लिखावट में प्रचालन अनुदेश लिन्ने रहेगें । 

मशीनरी स्थान को अपने में मम्मिलित नहीं करेगा । 
अनुसुची- VII 
( देखिए नियम 5 (i ), ( iv ), ( v), ( vi ) 34 (1 ) ,( 2), (3 ) 

(ट ) संसूचक उष्मा , धुओ या जन्य बह्न जन्य कारकों द्वारा या 
तथा 50 ( 1 ) ( 2 ) 

ज्याला द्वारा या इसमें किन्हीं के संयोजन द्वारा चालू हो आना चाहिए । 

प्रारंभी भाग को सूचित करने वाले अन्य कारफों द्वारा चालू हो जाने वाले 
स्थिर अग्नि - संसू पान भौर अग्नि खतरा संकेत तंत्र 

संसूचक भी स्वीकार्य हैं , परन्तु वे उपर्युक्त संसूचकों से कम संलेवन . 
( 1 ) सामान्य अपेक्षाएं 

शोल नहीं होंगे । धुत्रां या उष्मा संसूचकों के मलावा ज्याला संसूचक 
( क ) कोई भी स्थिर अग्नि -संसूचन पोर अग्नि खतरा -संकेत तब 

अतिरिक्त रूप से ही प्रयोग में लाए जाएंगे । 
जिसके साथ हस्तचालित माहवान केंद्र लगे हैं, अनुमोदित प्ररूपी होगा और 

(ठ ) उपर्युक्त अनुवेशों एवं जांच और रख रखाव के लिए अति 
वह तुरंत प्रयोग में लाने के लिए सदा सक्षम रहेगा । 

रिक्त पुजों का प्रावधान किया जाएगा । 
( ख ) तंत्र के प्रचालन के लिए प्रावश्यक शक्ति संभरण और विद्युत 

( ४ ) संसूचन तंत्र के कार्य को जांच समय -समय पर ऐसे उपकरणों 
परिपथों का मानिटरन शक्ति क्षरण किसी दोष स्थिति के घटित होने से 

द्वारा की जाएगी जो उचित ताप को तप्त वायु , धुो उचित धनरव परिसर 
नियंत्रण पैनल पर एक श्रव्य दृश्य संकेत का प्रवर्तन होगा जो अग्नि संकेत 

और फण मायतन वाले एरोसोल या प्रारंभी पाग से संबस अन्य परि 
से भिन्न होगा । 

घटना, जिससे संसूचक की अनुक्रिया है, को उत्पन्न करता है । सभी 
( ग ) अग्नि , संसूचन और प्रग्नि खतरा संकेत तंत्र के प्रचालनार्य संसूचक इस प्रकार के होंगे कि वे सही प्रचालन के लिए जा जा सकते 
प्रयुक्त उपस्करों में शक्ति संभरण के लिए कम से कम दो पाक्तिस्त्रोत होंगे हैं और जांच के बाद किसी घटक के नवीकरण के बाद मामान्य निगरानी 
जिनमें से एक मापातकालीन स्त्रोत होगा । संभरण का प्रावधान दो अलग के लिए पुन : रखे जा सकते हैं । 


[ भाग II 


बैंड (i)] 


भारत का राजपत्र : दिसम्बर 2, 1989/अग्रहायण 11, 1911 


3001 . 


1°C प्रति मिनट की दर से बढ़कर इन सीमामों तक साप पह पता है । 
इससे अधिक की ताप वृद्धि की दर के संदर्भ में संसूचक की असुमा 
हिता या प्रतिमुग्राहिता त्याज्यता की दृष्टि से अनुमोवित ताप सीमानों के 
मंदर कार्य करेगा । 

( घ ) शुष्कन कक्षों तथा इस प्रकार के सामान्य रूप से उच्चतर 
परिवेश-सापों वाले अन्य समान स्थानों में संसूचक के अनुमित योग्य प्रचालन 
साप में डेक शीर्ष साप से 30°C तक की अधिकतम वृद्धि लाई जा सकती 


( 6 ) अग्नि संसूचन-तंत्र का प्रयोग और किसी प्रयोजन से नही 
किया जाएगा, परतु नियंत्रण पैनल में अग्नि द्वारों को बंद करने तथा 
मन्य समान कार्यो के लिए अनुमति दी जा सकती है । 
( 2 ) अधिष्ठापन संबंधी अपेक्षाएं 

(क ) आवास सुविधा स्यानों, सेवा स्थानों पर नियंत्रण स्थानों 
में संयंत्र हस्तचालित पाहवान केन्द्रों को अधिष्ठापित किया जाएगा । 
प्रत्येक निर्गम द्वारा पर एक -एक हस्तचालित पाट्वान केन्द्र रखा जाएगा । 
गलियारों में हस्तचालित प्राह वान केन्द्र इतनी संख्या में उपलब्ध होंगे कि 
गलियारे का कोई भी भाग एक माहवान केन्द्र से 20 मीटर से अधिक 
दूरी पर नहीं होगी । 

( ख ) प्रावास मुविधा स्थान के अंदर की सभी सीहियों, गलियारों 
और बचाव मार्गों में घूम संकेतक लगाए जाएंगे । 

(ग ) इस अनुसूची के खंड ( 2 ) ( ख ) में विनिविष्ट स्थानों के 
भलावा अन्य स्थानों की सुरक्षा हेतु जहां एक स्थिर अग्नि संसूचक तथा 
अग्नि खसरा संकेत तंत्र की अपेक्षा है वहां प्रत्येक ऐसे स्थान में हम अनु 
सूची के ( i ) ( ट ) के उपबधों का अनुपालन करने वाले कम से कम एक 
संमूचक का अधिष्ठापन किया जाएगा । 

( ष ) संसूचकों की अवस्थिति अनुकूलतम निष्पादन को ध्यान में 
रखकर चुनी जाएगी । धरनों और संवातन वाहिकाओं के निकट और 
ऐसे स्थानों में जहां वायु प्रवाह का पर्न संसूचकों में कार्य में विपरीत 
फल दे सकता हो या जहाँ टकराहट या भौतिक हानि की संभावना हो , 
संसूचकों का अधिष्ठापन वर्जित होगा । मामाग्य रूप से शिरोपरि रखे 
गए संसूचक दीवालों से 0 . 5 मीटर की अल्पतम दूरी पर स्थित होंगे । 


( 1 ) दो संसूचकों के बीच की दूरी का निर्णय संसनकों के अधि 
सक्षणों के आधार पर किया जाएगा परन्तु व्यापक रूप से निम्नलिम्बित 
मारणी एक सामान्य प्राधार होगी । 


( 4) समय-समय पर काम न लिए जाने वाले मशीनरी स्थानों में 
विशेष अपेक्षाएं 

समय- समय पर देखभाल न किए जाने वाले मशीनरी स्थानों में 
लगाए गए स्थिर अग्नि संसूचन और अग्नि खतरा संमत -तंत्र निम्नलिखित 
अतिरिक्त अपेक्षाओं का अनुपालन करेगा । 

( क ) अग्नि संसूचन -तंत्र इस प्रकार अभिकल्पित किया जाएगा 
पौर संसूचक इस प्रकार प्रवस्थित किए जाएंगे कि परिवेश-सापों के सम्भव 
परिसर के प्रमुमार अपेक्षित मशीनरी की सामान्य प्रचालन अवस्थामों 
और संवातन - - परिवर्तनों के अधीन इन स्थानों के किसी भी भाग में लगी 
आग का तत्काल पता लग जाता है । अपवावस्वरूप नियंनित ऊंचाई वाले 
उन स्थानों में जहाँ इनका प्रयोग विशेष रूप से उपयुक्त है यहां केवल 
तापीय संसूमकों के प्रयोग के लिए अनुमति नहीं दी जाएगी । संसूचन -तच 
ऐसे श्रव्य तया दृश्य खतरा संकेत निकालेंगे जो आग से इतर सूचना 
देने वाले संकेतों के दोनों दृष्टियों से भिन्न होंगे और वे इतनी जगहों पर 
पर्याप्त संख्या में लगाए जाएंगे कि वे नौचालन पुल पर और एक 
उत्तरदायी इजीनियर अधिकारी द्वारा देखे सुने जा सके । यदि नोचालन 
पुल पर कोई तैनात नहीं है तो खतरा संकेत ऐसे स्थान पर गूंजेगा जहाँ 
कर्मीदल का कोई उत्तरवायी सदस्य ड्यूटी पर है । 

( ख ) लगाने के बाद तन की जांच इंजन -प्रचालन पीर मंवातन 
की विभिन्न स्थितियों के अधीन की जाएगी । 

स्थोरा स्थानों के लिए विशेष अपेक्षाएं 
स्थोरा स्थानों में तंत्र निम्नलिखित प्रपेक्षामों का भी अनुपालन करेगा 
( क ) संसूचकों को अलग-अलग समूहों में बांटा जाएगा और 

प्रत्येक समूह एक से अधिक स्थोरा स्थान की सेवा में नहीं 

लगेगा । प्रत्येक समूह में 100 से अधिक संसूचक नहीं होंगे । 
( ख ) जिन स्थानों में संसूचक लगने हैं उनकी संवातन - अवस्थामों 

और अन्य कारकों को दृष्टि से संमूचकों का प्रकार 
उनकी संख्या और उनके बीच की पूरी पर मुख्य सर्वेक्षक , 

भारत सरकार का संतुष्ट होना अपेक्षित है । 
( ग ) विशेष संवर्ग के स्मानों और प्रार . प्रो . / आर . ओ . स्पोरा 

स्थानों में भाग लगने के संसूचन की तुरंत क्षमता 
तंन्न की होनी चाहिए । अधिष्ठापित किए जाने के बाद 
तंत्र की जांच सामान्य संवातन अवस्थामों के अंतर्गत की 
जाएगी और मुख्य सर्वेक्षक , भारत सरकार के मत में 
संतोषप्रय रूप से समग्र अनुक्रिया काल प्राप्त रहेगा । 


- 


- 


संमूषक का प्ररूप प्रत्येक संसूचक का केन्द्रों के बीच की वीवालों से 

फर्श क्षेत्रफल अधिकतम दूरी अधिकतम दूरी 


उष्मा 
घुमा 


37 वर्ग मीटर 9 मीटर 
74 वर्ग मीटर 11 मीटर 


4 . 5 मीटर 
5 . 5 मीटर 


( च ) तंत्र के भाग के रूप में लगने वाले बिजली के तार इस प्रकार 
व्यवस्थित होंगे कि के गलियारों, गैलियों, संवर्ग "क " के मशीनरी स्थानों 
तथा आग के बड़े खतरे वाले अन्य स्थानों से मचाकर बिछाएं जाएंगे । 
अपवावस्वरूप इन स्थानों में ये तभी लगाए जाएंगे जबकि अग्नि संसूचन 
या अग्नि खतरा सकेतों के लिए इनका लगना अनिवार्य हैं या कि जब 
उपयुक्त बिजली पूर्ति से इनको जोड़ना प्रावश्यक है । 
( 3 ) डिजाईन अपेक्षाएं 

( क ) तंत्र इस प्रकार अभिकल्पित किया जाएगा कि वह पोत में 
सामान्य रूप से अनुभव होने वाली संभरण वोल्टता मी पट मढ़ होने 
. वासी और क्षणिकानों , परिवंश-ताप , परिवर्तनों, कपनों , प्राधा, प्रधात , 
संघटन और संक्षारण को मन कर सके । 

( ख ) खंड ( 2 ) ( ख ) के अनुमार अपेक्षित धुमां संसूचको का 
प्रगामीकरण धुंए के घनत्व के घए 12. 5 प्रतिशत दृष्टिरोष प्रति मीटर तक 
पहुंचने के पहले चालू होने के लिए और 2 प्रतिशत दृष्टिरोध प्रति मीटर 
तक पहुंचने के पहले चालू न होने के लिए होगा । अन्य स्थानों में लगाए 
जाने वाले धुनो संसूचक , प्रमुग्राहिता और अतिसुग्राहिता को स्पाज्यता की 
दृष्टि में सुग्राहिता की अनुमोदित मीमानों के अंदर कार्य करेंगे । 

( ग ) ऊष्मा संसूचक नाग के 78° C तक पहंचने के पहले और 
54° C तक पशुचने के बाद चालू होन के लिए प्रमाणित होगा जबकि 


अनुसूची VIII 
देखिए नियम 5 ( V ) तथा 34 ( 3)] 
प्रतिद्रश निष्कर्षण पौर धूम संसूचन तंत्र 
( 1 ) सामान्य अपेक्षाएं 

( क ) इस अनुसूची में जहां भी "सन्न " शब्द का प्रयोग हमा है वहां 
"नापर्ग " प्रतिदर्श निष्कर्षण और और धम मसुधन तंत्र से है । 

( ख ) कोई भी अपक्षिस तत्र सर्वदा निरंतर प्रचालन के लिए समर्थ 
होगा ; अपवाद स्वरूप अनुश्रमिक क्रमवीक्षण सितांत पर प्रचालित तंत्र भी 
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स्वीकार्य होंगे , परन्तु तत्र एक ही स्थिति के को पार कमीक्षण RE 
फा अंतराल मुख्य सर्वेक्षक , भारत सरकार के लिए संतोषप्रद समम 
मनुक्रिया काल प्रवाम करेगा । 

( ग ) तंत्र के प्रचालन के लिए प्रावश्यक शक्ति प्रवायों का मानिटरन 
निरंतर किया जाएगा ताकि शक्ति की कमी का पता लगता रहे । शक्ति 
की कमी का संकेत नियंत्रण पैनल एवं नीचालन पुल पर पुण्य और भव्य 
म में मा आएगा और यह संकेत धूषा सूपक संकेत से भिन्न होगा । 

( घ ) तंत्र के प्रचालन में प्रयुक्त बिजली के उपकरणों को 
सेभरण के लिए एक वैकल्पिक शक्ति स्त्रोत का प्रावधान किया जाएगा । 

( 6 ) नियंत्रण पैनल या तो मौचालन -पुल पर या मुख्य अग्नि 
नियंत्रण स्टेशन पर स्थिर होगा । 

( 1 ) घुर्भा या अन्य दहम पम्प उत्पाद संसूचित होने पर नियंत्रण 
पैनल पर मोचालन पुल पर एक वृश्य एवं श्रव्य संकेत चालू हो पाएगा 

( ७ ) जिम स्थानों में प्राग रोकने के लिए तंत्र लगा है उनकी 
स्पष्ट सूचना नियंत्रण पैनल पर या उसके मिफट प्रदर्शित की जाएगी । 

( ज ) प्रतिवर्शन पाप की व्यवस्था ऐसी होगी कि प्राग की 
गपस्पिति तुरन्त पहचाम ली जाए । 

( स ) तंत्र की जांच एवं रख -रखाव के लिए उपयुक्त अनुदेश और 
पतिरिक्त वाहकों का प्रावधान किया जाएगा । 

( अ ) तंत्र की कार्यक्षमता की जांच मुख्य सर्वेमक , भारत सरकार , 
की संतुष्टि के लिए समय समय पर होती रहेगी । संत्र इस प्रकार का होगा 
कि उसके सही प्रचालन के लिए जांच करके पुनः उसे सामान्य निगरानी के 
लिए किसी घटक की मदले बिना पूर्ववत् रखा जा सके । 

( E ) संत का भभिकल्पन निर्माण एवं प्रधिष्ठापन इस प्रकार किया 
आएगा कि किसी मावास स.विधा , स्थान , सेवा स्थान , नियंत्रण केन्द्र 
या मशनरी स्थान में किसी मावक या ज्वलनशील पदार्थ का या अग्नि 
समन माध्यम का भरण म होने पाए । 
( 2 ) अधिष्ठापन संबंधी प्रपेक्षाएं 

( क ) प्रत्येक संवृत्त स्थान में जहां धूम संसूपन अपेक्षित है कम से 
कम एक से संचायक स्थित होगा । जहाँ स्थानों का अभिकल्पन , घूम प्रति 
वर्शन सेम की अपेक्षा रखने वाले स्पोर के विकल्प के रूप में तेल या 
प्रशीतित स्थोरा भी ले जाने के लिए बनाया गया है वहां ऐसे कमो में 
धूम संसूचक को अलग हटाकर रखने के साधनों का प्रावधान होगा । 
इन साधनों पर मुख्य सर्वेक्षक , भारत सरकार का संतुष्टि अपेक्षित है । 

( 1 ) धूम संचायक अनुकूलतम निष्पादन की दृष्टि से रखे जाएंगे 
और उनके बीच का मंतराल ऐसा होगा कि शिरोपरि क क्षेत्र का कोई 
भी भाग किसी संचायक से 12 मीटर से अधिक की मैतिज दूरी पर न 
हो । यदि संत यांतिकतः संवातमीय स्थानों में प्रयुक्त होते हों तो घूम 
संचायकों की स्थिति का निर्धारण संवातन के प्रभावों को दृष्टि में रखकर 
किया जाएगा । 

( ग ) धूम संसूचक ऐसे स्थानों में रहेंगे जहां टकराहट या भौतिक 
हानि की संभावमा न हो । 

( प ) प्रत्येक प्रतिवर्स बिन्यु से पार से अधिक संचायक संबखनहीं 
किए जाएंगे । 

( ४ ) एक से अधिक संवत स्थानों पर स्थित धूम संचालकों के 
साप एक ही प्रतिवर्श- बिंदु को नहीं जोड़ा जाएगा । 

( च ) प्रतिदर्श पाईप स्वतः खाली होने वाले और स्थोरा कार्य से 
होने वाले संघटन और हानि से बचाकर रखे जाएंगे । 
( 3 ) अभिकल्पन पपेक्षाएं 

( क ) तंत्र का प्रभिफस्पम इस प्रकार किया भाएगा कि वह पोत 
में सामान्य रूप से अनुभव होने वासी संभरण वोल्टता विचरण पौर 
मणिकामों, परिवती ताप- परिवर्तनों , कंपनों, माईता , प्रधात , संभवम प्रौर 
संक्षारण को सहन कर सकें । 


( ब ) संबेदम एकक छुए के घनत्व के 6 . 65 प्रतिशत दृष्टिरोध 
प्रति मीटर तक पहनने के पहले पालू होने के लिए प्रमाणित होंगे । 

( ग ) दोहरे नमूना निकासी पंखों का प्रावधान होगा । म रक्षित 
क्षेत्र में संवातन की सामान्य स्थितियों में प्रचालित होने के लिए पंखों 
की पर्याप्त क्षमता होगी पौर मुख्य सर्वेक्षक , भारत सरकार, के लिए 
संतोषप्रद रूप से समय अनुक्रिया काल प्रदान करेगा । 

(च ) अलग -अलग प्रतिदर्श पाईपों में धुएं का प्रेक्षण करने की 
सुविधा नियंत्रण पैनल में होगी । 

( स ) पयन प्रतिदर्श- पाईपों से याय के प्रवाह को मानिटर करने 
के लिए और यथासंभव व्यावहारिक प्रत्येक परस्पर संवा संचालक से 
बराबर घराबर मात्रा में प्रतिदर्श एकत्र करने के लिए साधर्मों का प्रावधान 
होगा । 

( ब ) प्रतिदर्श पाईपों का प्रतिरिक व्यास कम से कम 12 मिली 
मीटर होगा । अब इनका प्रयोग स्थिर गैस मग्निशमन तंत्रों के साथ किया 
जाता है तो अल्पतम प्रांतरिक व्यास इतना पर्याप्त हो कि उपयुक्त समय 
में मग्निशामक गैस की निकासी हो सके । 

( छ ) प्रतिदर्श पाईपों में समय -समय पर संपोडित वायु द्वारा 
ऐचन करने की व्यवस्था का प्रावधान होगा । 

अनुसूची IX 
विखिए नियम 8 ( 1 ) और 2 ( ब ), 10 ( 1 ) ( ख ) , 27 ( 1 ) 
( क ) ( 2 ) मौर ( 3 ) , 30 ( 1 ) ( ख ), 31 ( ग ) , 37 ( 2 ) ( च ), 
41 ( 2 ) , ( 3 ) ] 

स्थिर गैस अग्नि - समन तव 
( 1 ) सामान्य : 

( क ) ये नियम जिन पोतों पर लागू होते हैं उनमें प्रयोग के लिए 
प्रावधान किए गए अग्निशामक तंत्र में ऐसे अग्निशमन माध्यम नहीं रहेंगे 
जो स्वतः या उपयोग की प्रत्याशित प्रवस्थानों में इतनी मात्रा में मादक 
गैस निकालते हैं जिसमी कि कार्मिकों के लिए हानिकारक हो । 
( ख ) ( i) किसी भी कम में अग्निशमन के प्रयोजन से अग्नि शमन 

माध्यमों के अंतक्षेपण के हेतु प्रावधान किए गए प्रत्येक ऐसे तेव 
में माध्यमों को ले जाने वाले तंत्र के साथ इस प्रकार रखे गए 
नियंत्रण वाल्बों या टोटियों का प्रावधान होगा जिनके पास 
प्रासानी से परमा जा सके और जो स रक्षित कम में लगी 
भाग के कारण एकदम कार्य के लिए सक्षम म हो जाएः । 
जिस कल की तरफ ये पाईप जाते है उनका विवरण , इन 

वास्वों या टोटियों में स्पष्ट रूप से अंकित किया जाएगा 
( ii ) यपि माग बुझाने के लिए गैसीय अग्निशमन संत्र से सज्जित 

कोई स्योरा -स्थान यात्री स्थानों की तरह काम में लाया जाता है 
सो ऐसे प्रयोग के दौरान अग्निशमन संबंधन का ब्लैक कर 

दिया जाएगा । 
( iii ) किसी भी कम में प्रसावधानी के कारण पग्निशमन माध्यम 

के प्रवेश को रोकने का उपयुक्त प्रावधान किया जाएगा । 
( ग ) अग्निशमन माध्यम के वितरणार्थ पाइप लगाने की म्यपस्था 
मौर निर्गम तुडों की अवस्थिति इस प्रकार होगी कि माध्यम का एक समान 
रूप से वितरण हो । 

( म ) ऐसे सभी द्वारों को बंद करने के साधनों का प्रावधान होगा 
जिनसे सुरक्षित स्थान में वायु का प्रवेश या गैस का पलायन होता हो । 

( 6 ) यदि किसी स्थान में वायु संग्रास्त्रिों में भरी मुमत वायु का 
पायतन इस प्रकार का है कि उसका मोचन ऐसे स्थान में कर देने पर 
स्थिर अग्निशामक तंस की वक्षता पर गंभीर प्रभाव पड़ सकता है तो 
अग्निशमन माध्यम की अतिरिक्त मात्रा का प्रावधान होगा । 

( ब ) ऐसे स्थानों में जहाँ कामिग सामान्यतया काम करता है या 
जहा पे जा सकते हैं , अग्निशमन माध्यम की निकासी की 
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भारत का राजपन्न : विसम्बर 2 , 1989)अग्रहायण 11, 1911 

- - - - - 
श्रव्य घेतावनी स्वतः देने के साधनों का प्रावधान होगा । माध्यम 

( 1 ) सबसे बड़े स्थान के कुल मायतम का 40 प्रतिशत ; 
के माधम से पहले उपयुक्त समयांतराल तक यह खतरा संकेत बजेगा । 

यह प्रायता उस स्तर तक मापा गया मायतन है जहां 

आवरण का क्षेधित क्षेत्रफल की शीर्ष और पावरण के 
( छ ) किसी स्थिर पग्निशमन- तंत्र के नियंत्रण -साधनों तक शीघ्र पहुंच 

निम्नतम हिस्से के बीचों बोच मापे गए उस स्थान के 
होगी । वे सरलता से प्रचालन-पोग्य होंगे । वे यथासंभव कम 

कुल क्षेत्रफल का 40 प्रतिरात या उससे कम के बराबर 
से कम ऐसी स्थितियों में समूहों में रखे जाएंगे कि किसी 

होता है । 
सुरक्षित स्थान पर आग लगने से ये अलग-थ नग नहीं पड़ 
जाले । प्रत्येक ऐसे स्थानों में कार्मिकों को सुरक्षा को ध्यान 

(ii ) सबसे बड़े ऐसे स्थान के प्रावरण सहित कुल पायसन 
में रखते हुए प्रचालन संबंधी अनुदेश स्पष्ट शब्दों में प्रदर्शित 

का 35 प्रतिशत परन्तु उपर्युक्त प्रतिशतों को 2000 टन 

से कम के यात्रो पोतों से इतर पोतों के लिए प्रमश : 
होंगे । 

35 और 30 प्रतिशन में घटा सकते हैं । पुनः यदि वो 
( प ) उपखंड ( 3) ( ग ) ( V ) के उपबन्धों के और उपखंड ( 3) (घ ) 

या दो से अधिक मशीनरी स्थान पूर्णतः अलग नहीं 
मौर ( 3) ( क ) में उल्लिखित स्थानीय स्वचालित एकको के 

हैं तो उनको एक स्थान माम सकते हैं । 
अलावा अन्य किसी स्थिति में अग्निशामक माध्यम के स्वतः 

( म ) कार्बन डाईऑक्साह का पात्रता प्रति किन ग्राम 0 . 56 
मोचन का अनुमति नहीं दी आएगी । 

घन मीटर के अनुसार परिकलित किया जाएगा । 
( स ) यदि पग्निशमन माध्यम को मात्रा एक से अधिक स्थानों 
के संरक्षण के लिए है तो माध्यम की मात्रा इस प्रकार सुरक्षित 

( i ) जब मशीनरी स्थान और पर कक्षों में कार्बन ईयॉक 
किए गए एक स्थान की सुरक्षा के लिए अपेपिन अधिकसम 

साइड का प्रयोग अग्निशनन माधन के रूप में किया 
माता से अधिक नहीं होनी चाहिए । 

जाता है ता व्यवस्था इस प्रकार की होगी कि 

उपखंड ( 2 ) ( ग ) में इन स्थानों के संदर्भ में विनि 
( ज ) उपखंड ( 3 ) ( ग ), ( 3 ) ( प ) और 3( 3 ) में अन्यथा अनु . 

विष्ट सविता प्रदान करने के लिए अपेक्षित गैस का 
मत स्पितियों को छोड़कर प्रन्यन उपखंड ( 1 ) ( 8 ) के अनु 

85 प्रतिशत दो मिनट के प्रवर उस स्थान में निस्सरित 
सार अग्निशमन माध्यम के भंडारण के लिए अपेक्षित वान -पान , 

किया जा सके । 
संरक्षित स्थानों के बाहर स्थित होंगे । 
( 2 ) भैसारण -पान और संबद्ध वाब-घटक , उपयुक्त पदार्थ में बने 

(ii ) जब स्वनोदनार्य टंकी में तेल भरे मोटर वाहनों को 
होंगे और उनकी स्थितियों और सेवा के लिए अपेक्षित अधिकतम 

ले जाने वाले स्थोरा स्थानों या बंद आर . पो ./ प्रार . मो . 
परिसर तापों के संदर्भ में ये मुगल डिजाइन और पर्याप्त 

स्थानों में अग्निशमन माध्यम के रूप में कार्बन 
सामर्थ्य में होंगे । 

डाई मॉक्साइड का प्रयोग होता है तो व्यवरपा इस 
( 1 ) म अग्निशमन माध्यम को संरक्षित स्थान के बाहर मडारित 

प्रकार की होगी कि ऐसे स्थान के लिए अपेक्षित गैस 
किया जाता है तो वह एक ऐसे कक्ष में रखा जाएगा जो 

कम से कन दो तिहाई मेश दस मिनट के अन्दर की 
सुरक्षित और सुगम्य स्थान में स्थित और दक्षतापूर्वक संवातित 

प्रदान किया जाए । 
हो । इस प्रकार के मंडारण माक्ष का कोई भी प्रवेश द्वार 

( च ) पात्रों के अन्दर माध्यम को माना की जांच करने के लिए 
खुले मेक से होगा और हर हालत में संरक्षित स्थान से अलग 

कर्मीदल को सुरक्षा प्रदान करने योग्य साधनों का प्रावधान 
होगा । पहुंच द्वारा बाहर की तरफ़ खुलेंगे । ऐसे कओं और 

किया जाएगा । 
निकटस्थ कक्षों को परसर विभाजित करने वाले डेक , दीवाल 
और उनके दरवाजे, और अन्य वारों को बंद करने के साधन गैस 

( 3 ) हेलोण नोकस हाइड्रोकामन तंत्र 
रोधी होंगे । 

( क ) अग्निशमन माध्यम के रूप में हैलोजनीकृत हाइड्रोकार्बन की 
( उ ) तंत्र के अतिरिक्त पुणे पति के फलक पर होंगे । 

अनुमति केवल मशीनरी स्प . नों , पंप-कमो और उन स्पोरा 
( 2 ) कार्यन आईमॉसाइड संत्र 

स्थानों के लिए दो जाएगी जो केवल स्पीरा रहित वाहनों 

को ले आने के लिए हैं । 
( क ) अब स्पोरा स्थानों में अग्निशमन माध्यम के रूप में कार्यन 
गईमॉक्साइड का प्रयोग होता है तब उपलब्ध गैस की मात्रा 

( ख ) जब पूर्ण मालापन संज में मग्निशमन माध्यम के रूप में लो 
पोत के सबसे या सीमबंद करने योग्य स्पोरा कक्ष के कुल 

जनीकृत हाइड्रोकार्बन का प्रयोग होता है नब : 
मायसन के कम से कम सीस प्रतिशत पायतन के बराबर मुक्त 

(i ) तंत्र केवल हस्तबालित शक्ति -मोचन के प्रारंभण के लिए 
गैस प्रदान करने के लिए पर्याप्त होगी । 

व्यवस्थित होगा और ऐसे साधन का प्रापमान संरक्षित 

स्थान के बाहर किया जाएगा । 
( ग ) जब स्वनोवनार्य सेल भरी टकियों वाली मोटर वाहन रखे 
गए स्पोरा स्थानों या बंद पार . मो . पार . ओ . स्यानों या 

(ii ) यवि हैलोजनीकृत हाइड्रोकान का चार्ज एक से अधिक 
स्पोर के योक भरण के काम में लिए गए बंद मार . मो . ! 

स्थानों में पूर्ति के लिए है तो भंडारण और मोचन की 
भार . मो . स्थानों में मग्नि शमन माध्यम के रूप में कार्बन 

व्यवस्थाएं प्रत्येक स्थान के लिए खंड ( 3 ) ( ख ) ( x ) 
गईॉक्साहर का प्रयोग किया जाता है तब उपलब्ध गैस 

या ( 3 ) ( ख ) ( x ) के अनुपालन करेंगी । 
की मात्रा ऐसे सबसे बई सीलबंध करने योग्य स्थोरा स्थान 

( iii ) माध्यम के मोबन के पहले संरक्षित स्थान में लगे सभी 
के मायसन के कम से कम 45 प्रतिशत पायतन के बराबर 

संवामन पंखों में स्वतः मैप करने के साधनों का प्रावधान 
मुक्त गैस प्रवाम करने के लिए पर्याप्त होगी । 

होगा । 
( ग ) जब मशोनरी स्थानों मोर पंप-कक्षों में अग्निशमन माध्यम 

(iv) संरक्षित स्थान में लगे संवातन तंत्र के सभी अवसवकों 
के रूप में कार्यन गईमॉक्साइर का प्रयोग होता है सब उपलब्ध 

को साप में बंद करने के साधनों का प्रावधान होगा । 
गैस की मात्रा निम्नलिखित में से जो भी यहा हो कम से कम 

( v ) व्यवस्था इस प्रकार की होगी कि संबंधित स्थान पर 
उसके बराबर मुक्त गम प्रदान करने वाली मात्रा होगी । 

लागू होने वाले खंड ( 3 ) ( ख ) ix या ( 3 ) ( ख ) ( x ) 
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के अनुसार अपेक्षित माध्यम को निम्नतम मावा उस 

स्थान के अम्बर 20 मिनट में निस्सरित हो सके । 
( vi ) तंत्र का विजाइन इस प्रकार का होगा कि यह सेवा 

के दौरान अनुभव होने वाले ताप -परिसर के अन्तर्गत 

प्रचालित हो सके । 
( vii ) निर्गम- सुंडों की स्थिति इस प्रकार होगी कि अग्निशमन 

माध्यम फा एकसमान वितरण प्राप्त हो सके और मशीन 
री या उपकरणों का रख -रखाव करनेवाले और कक्ष 
में लगी सामाग्य पहूंच सीढ़ियों पर बवाय मागों का 

प्रयोग करनेवाले कार्मिकों को निस्सरण से खतरा न हो । 
( viii पात्रों में गैस की माना और पाब की जांच करने के 

लिए कर्मादलों के लिए सुरक्षात्मक साधनो का प्रावधान 

होगा । 
( ix ) फेवल स्थौरा -रहित वाहनों को ले जाने के लिए अलग 

रखे गए स्थानों के लिए अपेक्षित माध्यम का परिकलन 
निम्नलिखित सारणी के मनुसार किया जाएगा । यह 
मात्रा संरक्षित स्थान के कुल पायतन पर प्राधारित 
होगी । 

सारणी 1 


हेलोन 


अल्पतम 


अधिकतम 


1301 ( बी . टी . एम . ) 
1211 ( बी . सी०एफ . ) 


7 प्रतिशत 
5 . 5 प्रतिशत 


5 प्रतिशत 


हैलोर . 1301 ( बी . टी . एम . ) का प्रायतन 0 . 16 घन मीटर प्रति 
किलोग्राम भी घर से और हलोन 1211( बी . सी . एफ . ) का 0 . 14 
घन मीटर प्रति किलोग्राम की घर से परिकलित किया जाएगा । 
( x ) मशीनरी स्थान के लिए अग्निशमन माध्यम की मात्रा का 

परिकलन , निम्नलिखित मारणी 2 के अनुसार किया 
जाए गा । यह माना अल्पसम सविता के संदर्भ में स्थान 
के मुल प्रायसन के आधार पर पीर अधिकतम मांदा 
के संदर्भ में प्रावरण- सहित शुद्ध पायतान के आधार पर 


स्थान के बाहर स्थित दोगा और तस्काल उपलब्ध होगा । 
मशीनरी स्थान में अपना स्वरूप एक स्रोत संरक्षित स्थान के 

अंदर भी रखा जा सकता है । 
(iii ) वायुमालित और द्रवचालित दाबों और विद्युत् शक्ति के स्रोतों 

का मानिटरन क्रमशः वाब और पाक्सि की हानि का पता लगाने 
के लिए किया जाएगा और पात्रों से माध्यम के मोचन के लिए 
भावश्यक विद्युत् परियों का मामिटरन प्रत्येक दोष के संसुष 
मार्थ किया जाएगा । इसकी सूचना देने के लिए दृश्य और अध्य 
घेतापनियों का प्रावधान होगा । पात्रों को संबंद करनेवाले 

शक्ति परिपयों का दोहरा प्रावधान होगा । 
( iv ) संरक्षित स्थान के अंदर माध्यम के मोचन के लिए अपेक्षित 

बिजली के परिपथ , खनिज धारा विद्युत् रोधित फेबल या प्रत्य 
समान पदार्थ के होंगे । माध्यम के मोचन के लिए अपेक्षित 
द्रचालित या वायु चालित पप तंत्र इस्पास के या अन्य 

समान ऊष्मारोधी पदार्थ के होंगे । 
( v ) प्रत्येक पा. को एक स्वचालित अतिवाय मंत्र से सामित किया 

जाएगा जिसका प्राग से सामना होने और शक्ति के पालू न 
होने या रुक जाने की स्थिति में अमित प्रतिदाव पात्र की गैस 

को संरक्षित स्थान के अंदर छोड़ वेगा । 
( vi ) पात्रों और माध्यम के मोचन के लिए आवश्यक विद्युत् परिपथ 

एवं पाइप तंत्र की व्यवस्था इस प्रकार की होंगी कि परिपथ 
किसी एक अवस्थित पर प्रांग या विस्फोट के कारण हुई 
हानि की स्थिति में , अर्थात् एकल हानि संकल्पना में , पूरे ध्यान 
में माध्यम के एकसमान वितरण की भविश्यकता को ध्यान में 
रखकर उपखंच 3 ( ख ) (ix ) या 3 ( ख ) ( x ) के अनुसार उस 
स्थान में यथेच्छ छोड़ा जा सके । यदि किसी छोटे कक्ष के 
भंडारण और मोचन व्यवस्था से मुख्य सर्वेक्षक , भारत सरकार, 
संतुष्ट है तो वह उस कक्ष में एक या दो पात्रों को अनुमति दे 

सकता है । 
( vii ) किसी भी वाव पात्र में दो से अधिक निस्स 

रण सुण्ड नहीं लगाया आएगा " और पूरे स्थान में माध्यम के 
एकसमान वितरण को ध्यान में रखकर प्रत्येक पात्र के माध्यम 

की अधिकतम मात्रा उपयुक्त रखी जाएगी । 
( viii ) क्षरण एवं निस्सरण के कारण दाब में हई हानि की जांच के 

लिए पात्रों का मामिटरन किया जाएगा । इस दशा को सूचित 
करने के लिए संरक्षित स्थान में और नौवलन पुल या नियंत्रण 
केन्द्र पर धन्य और एप घेतावनी का प्रावधान किया गाएगा । 
अपवाद स्वरूप स्पोरा स्थानों में केवल नोचालन पुल पर या 

नियंत्रण केन्द्र पर चेतावनी का प्रबंध करना पर्याप्त होगा । 
( ब ) किसी अपेक्षित स्थित अग्निशमन तंत्र के अतिरिक्त और उससे स्वतंत्र 

रूप से मशीनरी स्थान के अंदर के भाग के अधिक खसरे पाले 
क्षेत्रों में सज्जित हैलोन 1301 ( मो . टी . एम. ) या लोन 1211 
( बी . सी .एफ .) नाले स्थानीय स्वचालित एककों को निम्नलिखित 
अपेक्षाओं का अनुपालन होने पर स्वीकृति दी जा सकती है : 
(i ) जिस स्थान में इस प्रकार के अतिरिका स्थानीय संरक्षण का 

प्रावधान किया गया है वह एक ही कार्य स्तर पर होगा और 
उसी स्तर पर होग जो कि पहुंच मार्ग का है । यदि प्रत्येक 
स्तर का एक एक पहुंच मार्ग हो तो एक से अधिक स्तरों को 

भी स्वीकृति दी जा सकती है । 
( ii ) बनाव व्यवस्था इस प्रकार की होगी कि ऐसे संरक्षित स्थानों में कही 

में भी बाहर जाने में दम हिरण से अधिक का समय नहीं लगे । 
(iii ) किसी भी एका ः प्रचालन की भूपना दृश्य और प्रश्य चेताव. 
नियों द्वारा या तो प्रत्येक पहुंच मार्ग के बाहर या नौचालन पुल 
या नियंत्रण केन्द्र पर प्रदर्शित होगी । 


होगी । 


मार 


हेलोन 


अल्पतम 


अधिमातम 


- 


- 


- 


1301 ( बी . टी . एम . ) 4 . 25 प्रतिशत 7 प्रतिगत 
1211 ( बी . सी .एफ . ) 4. 25 प्रतिशत 5 . 5 प्रतिशत 

हैलोन 1301 ( बी . टी . एम . ) का प्रायसन 0 . 16 पन मीटर प्रति 
किलोग्राम भार हैलोन 1211 ( बी . सी . एफ . ) का प्रायतन 0 . 14 
पन मीटर प्रति किलोग्राम की दरों से परिकलित किया जाएगा । 
( ग ) यदि व्यवस्थाएं निम्नलिखित अपेक्षाओं की पूर्ति करती है तो 

भंडारण-पानों को पंप कक्ष मे इतर मशीनरी स्थानों में रखने 

की अनुमति दी जा सकती है । 
( i) उपखंड ( 1 ) (ग ) की उपयुक्त अपक्षात्रों को ध्यान में रखते 

हुए अलग- अलग पात्रों को संरक्षित स्थानों में सर्वन्न बंटकर 
रखा जाएगा । 


( ii ) सरक्षित स्थान पो बाहर इसा प्रचालित शकिा प्रारंभ मोवन 

योग्य युक्ति रखी जाएगी । इस प्रकार माल करने योग्य 
- अतिरितन पाक्ति - स्रोतो का भी प्रावधान होगा मो मंरक्षित 


[ भाग II -- खंड 3 (1)] 


भारत का राजपन्न :दिसम्बर 2, 1989/ अग्रह रण ! 1, 1911 
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नहीं करेग बहां इसको अनुमति मुख्य सक्षक , भारत सरकार द्वारा दी 
गई है वहां प्रया स्थिर अग्नि मन लंदों के अतिरिक्त प्रावधान के 
रूप में सीमित स्थानों में हो इनका प्रावधान होगा । इसके लिए यह भी 
शर्त है कि भाप संभरण करने के लिए अपेक्षित बॉयलर या बॉयलरों का 
वाष्पन सबसे बड़े संरक्षणीय स्थान के कुल आयतन के प्रति 0 . 75 धन 
मीटर अ. यतन के लिए प्रति घंटे कम से कम 1. 0 कि . ग्राम भाप के 
बर: बर होगा । उपर्युक्त अपेक्षाओं के अनुपालन के बल व यह भी. अपेक्षित 
है कि सभी मामलों में ये मंत्र मुख्य का भारत सरकार की मंतुष्टि 
करेंगे । . . . . 

. 


। 


. 

अनुसूची- x . 
_ [देखिए नियम 10(i) ( ख ), 30 ( 1 )( ख ) और 31 (ग ) 
__ मशीनरी स्थानों में अति प्रसारी झाग अग्नि शमन तंत्र ] 
( i) ( क ) मशीनरी स्थानों में स्थित कोई अति -प्रसारी झाग अग्निशमन 

तंत्र स्थिर निस्सरण द्वारों के माध्यम से सबसे बड़े संरक्षणीय 
स्थान में प्रति मिनट एक मीटर गहराई की दर से झाग भरने 
में सक्षम होगा । उपलब्ध झाग जनक द्रव को माना, सब से बड़े 
संरक्षणीय स्थान के प्रायतन के पांच गुने के बराबर झाग 

जनित करने के लिए पर्याप्त होगी । झाग का प्रसार - - अनुपात 
. . . 1000 : 1 टन से अधिक नहीं होगा । . ... .. ... .. 
( छ ). यदि मुख्य सर्वेक्षक , भारत सरकार , संतुष्ट हो जाए कि समान 

संरक्षण उपलब्ध हो सकता है तो वह वैकल्पिक व्यवस्थाओं 

और निस्सरण-दरों की अनुमति दे सकता है । 
( 2 ) झाग छोड़नेवाली निगम वाहिनियों, झाग-जनित्रों में वायु की प्रवेश दर 

और झाग उत्पादक एककों की संख्या मुख्य. सर्वेक्षक , भारत सरकार, 
के मत में झाग उत्पादन और वितरण के लिए पर्याप्त प्रमणित 


(iv ) प्रत्येक पहुंच- मार्ग के बाहर या ज्ञापन प्रदर्शित होगा कि उस 

स्थान में स्वचालित एककों की संख्या एक है या अधिक तथा 

प्रयुक्त माध्यम कौनसा है । 
( v ) किसी स्थानीय स्वचालित एकक के द्रव प्रावस्था वाले माध्यम 

को निस्सरित करने के लिए दस सैकंड से अधिक समय नहीं 

लगेगा । 
( vi ) इन एककों की व्यवस्था ऐसी होगी कि किसी भी एकक से 

माध्यम के निस्सरण के कारण विद्युत् शक्ति में न हांस होगा 

और न पोत के युक्ति चालनीयता में कमी आएगी । .. 
( vii ) किसी संरक्षित स्थान में प्रावधान किर गए ऐसे एककों के अंदर 

माध्यम की कुल मात्रा इस प्रकार होगी कि जब सभी एकक 
एक साथ चालू होते हैं तो भी 20 सें . ताप पर उपखंड ( 3 ) 
( ख ) ( x ) में विनिर्दिष्ट अधिकतम वाष्प सांद्रता बढ़ न पाए । परंतु 
यदि ये एकक उपखंड ( 3 ) ( ख ) के अनुपालन में लगाए गए 
स्थिर तंत्र के साथ प्रचालित किए जाएं तो उपरोक्त सांद्रता 

में बढ़ोतरी हो सकती है । 
( viii ) प्रत्येक ऐसा एकक उपखंडों ( 1 ) (ट ), ( ३) ( ख ) (vi ), ( 3 ) 

( ख ) ( vii ) और ( 3 ) ( ख ) ( viii ) का अनुपालन करेगा । 
( 3 ) मशीनरी स्थानों में उच्च प्राग - खतरा वाले उपकरणों पर सज्जित 

स्थानीय स्वचालित एकक, जो किसी अपेक्षित स्थिर अग्निशमन तंत्र 
के अतिरिक्त और उनसे स्वतंत्र रूप में लगाए गए हों , निम्नलिखित 
पातों पर स्वीकार किए जा सकते हैं । 
(i ) मशीनरी स्थान में लगे ऐसे एककों के अंदर माध्यम की अधिक 

तम मात्रा इस प्रकार होगी कि जब सभी एकक एक साथ चालू 
हों तो उस स्थान के कुल आयातन के 1 . 25 प्रतिशत की अधिक 

तम वाष्प सांद्रता में वृद्धि न हो जाए । 
(ii ) प्रत्येक एकक उपखंडों 1 (ट ), (3 ) ( ख ) ( vi ) इस अप 

वाद के साथ कि माध्यम का एकसमान वितरण आवश्यक नहीं 
है ) ( 3 ) ( ख ) ( viii ) , ( 3 ) ( ध ) ( iii ), ( 3 ) ( घ ) ( v ) , 
" ( 3 ) ( घ ) ( vi ) , और ( 3 ) ( घ ) ( viii ) का अनुपालन 

करेगा । 
( 4) अन्य गैस तंत्र 
( क ) यदि कार्बन डाई आक्साइड या हैलोजनीकृत हाइड्रोकार्बन के अलावा 

अन्य किसी गैस का उत्पादन पोत में किया जाता है और उसका 
प्रयोग अग्निशमन माध्यम के रूप में किया जाता है तो वह इंधन 
के दहन से जनित गैसीय उत्पाद होगा और उसमें आक्सीजन, 
कार्बन मोनोक्साइड , संक्षारक तत्व और कोई . भी गस दहनशील 
तत्व स्वीकार्य अल्पतम माना तक कम किया हुआ होगा । ऐसे 
गैस का प्रयोग करने वाला कोई भी तंत्र उतना ही संरक्षण प्रदान 

करेमा जितना कि स्थिर कार्बन डाई. ऑक्साइड तंत्र । 
( ख ) जब इन नियमों के अनुपालन में स्थोरा तेल टंकियों के अलावा 

अन्य स्थोरा-स्थानों के स्थिर अग्निशामक तंत्र में अग्निशामक गैस 
प्रदान करने के लिए अक्रिय गैस उत्पादित करने वाले तंत्र का 
प्रयोग किया जाता है तब इस प्रकार संरक्षित सबसे बड़े कक्ष के 
कुल पायतन के कम से कम 25 प्रतिशत के बराबर गैस को 72 

घंटों तक उत्पन करने के लिए वह तंत्र सक्षम होगा । .. . 
( ग ) किसी यात्री पोत में किसी स्थिर अग्निशमन तंत्र की नियंत्रण , 
.. भंडारण या जनन-व्यवस्था का कोई भी भाग संघट्टन -दीवाल के 

. . आगे स्थित नहीं होगा । . . 
( 5 ) भाप-तंत्र 
• सामान्य रूप से मुख्य सर्वेक्षक , भारत सरकार, स्थिर अग्निशामक 
तंत्रों में अग्निशमन माध्यम के रूप में भाप के प्रयोग की अनुमति प्रदान 


( 3 ) झाग जनित्र का प्रदाय वाहिनी तंत्र , इस प्रकार का होगा कि संरक्षित 

स्थान पर आग लगने से झाग जनक तंत्र पर उस का प्रभाव नहीं 

पड़ेगा । . 
( 4 ) झाग- जनित्र , उसका शक्ति प्रदाय स्रोत, झाग उत्पादक द्रव और तंत्र 

के नियंत्रण के साधन तुरंत अभिमनीय होंगे और प्रचालन में सरल 

होंगे और उनके समूहों में ऐसे यथासंभव कम से कम स्थानों में रखा . 
- जाएगा जो संरक्षित स्थान में लगे पाग के कारण अलग थलग नहीं 
. : होपाते । . . . 


अनुसूची- XI 
[देखिए नियम 8 ( 2 ) का ( ख ) ( ग ) और 27 ( 1 ) ( ख ) और ( 2 ) 
स्थोस स्थानों के लिए स्थिदाब जल फुहार तंत्र ] . . . 
( 1) इन नियों के अनुसार सज्जित प्रत्येक स्थिर दाब जल फुहार तंत्र में पंप 
पाईपतंव , नियंत्रणं वाल्व और कुहार तुंडों का प्रावधान होगा । 

( 2 ) तुंड, अनुमोदित पूर्ण, अंतवर्यास प्ररूपी होंगे और इस प्रकार 
व्यवस्थित होंगे कि संरक्षणीय स्थानों में पानी का कार्यकारी वितरण 
प्राप्त हो । 

( 3 ) तंत्र इस प्रकार का होगा कि 2 . 5 मीटर या उससे कम 
डक -ऊंचाई के स्थानों में प्रतिमिनट 3 . 5 लिटर प्रति वर्ग मीटर की 
दर से और 2 . 5 मीटर से अधिक की डैक ऊंचाई के स्थानों में प्रति 
मिनट 5 लिटर प्रति वर्ग मीटर की दर से जल देने का प्रावधान हो । 

( 4) तुंडों के जल में उपस्थित अपद्रव्यों से बचाने के लिए 
सावधानी बरती जाएगी । 

( 5) तंत्र पूरी चौड़ाई तक संरक्षण प्रदान करेगा । अपवादस्वरूप 
उन पोतों में जिनमें संरक्षित स्थान, सीढ़ियों आदि की सीमा बनात . 
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( 18) तंत्र के पाईप ठोस कर्षित या वेरुड किए गए इस्पात या 
समान पदार्थ के होंगे और विनिर्माताओं द्वारा दुगुने कार्यकारी पान 
के लिए या कम से कम 20 बार ( 2 म्यूटन वर्ग मि . मी . ) के लिए 
गांचे हुए होंगे और संक्षारण को रोकने के लिए अंदर से यशदलेपित 
होंगे । 

(17) स्व - संरेखी मानी जोड़ या नम्य पाईप जैसी साज -सज्जाएं 
जो संरक्षणीय स्थानों के अंदर स्थित है ये गर्मी के कारण एकदम 
अप्रभावी होने वाले नहीं होंगे । जहां इस प्रकार की सज्जाओं का 
प्रयोग होता है, प्रत्येक प्ररूपी का एक अतिरिक्त सज्जा का भी 
प्रावधान होगा । 

अनुसूभी 12 
( देखिए नियम 10 ( 1 ) ( ख ) पोर 31 (ग ) 
मशीनरी स्थानों परस्थौरा पंप कक्षों के लिए स्थिर वाय जल फुहार तंत्र 

( 1 ) इस नियमावली के अनुपालन में सज्जित कि गए प्रत्येक 
स्थिर दाब जल फुहार तंत्र में अनुमोदित प्रकार के पंपों, पाईप तत्रों 
नियंत्रण वाल्वों और फहार तुओं का प्रावधान होगा । ( मशीनरी 
स्थान के संरक्षणों प्रम्य किसी कार्य के लिए पंप का प्रयोग नहीं 
किया जागा , परन्तु राज्य सर्वेक्षक , भारत सरकार ऐसे स्थोरा पंप कक्ष 
या स्थोरा स्थान में जल फुहार संत्र के संभ करमे की इस पंप 
को भनुमति दे सकते हैं जहाँ न संत्रों को अनुमति प्राप्त है । थोरा 
पंप कक्ष के संरक्षण के लिये पोत के मु य अग्निशामक पंप से पामी 
दिया जा सकता है बातें ये पंप इस मसूची की अपेक्षामों का 
अनुपालन करते हों । 

( 2) फुहार सुंग पर्याप्त संख्या में इस प्रकार के होंगे और ऐसे 
व्यवस्थित होंगे कि निम्नलिखित सारणी के अनुसार जल का कार्यकारी 
भौमत वितरण सुनिश्चित होता हो । 


हुए वर्ष "क " के प्रमुध्य उपविभागों में बंटे है तो विभागों की 
पौड़ाई को तदनुसार कम किया जा सकता है । वर्ग 1, 2, 3,4,5. 8 और 
9 के पोतों में जिनमें संरक्षित स्थानों की लंबाई 50 मीटर या उसमे 
अधिक है, तंत्र अनुभागों में बांटा जा सकता है, बशर्ते उनकी लंबाई 
कम से कम 20 मीटर हो । अन्य यौ के पोतों में एक अनुमान की 
लंबाई 20 मीटर से कम भी हो सकती है, परन्तु यह 10 मीटर से 
कम न हो बशर्ते पंपों की घारिता इतनी है कि वे इस अनुसूची - के 
खंड ( 3 ) पर विनिर्दिष्ट दर्गे पर दो सन्निकट बलम विभागों को 
एक साथ पानी देने की क्षममा रखते हों । 

( 6 ) तंत्र के वितरण वाल्व सुगम्य ऐसे स्थान पर स्थित होंगे जो 
संरक्षणीय स्थान से निकट परन्तु उसके बाहर होगा और जो उम स्थान 
में लगी आग के कारण तन्त कट नहीं जाएगा । संरक्षणीय स्थान 
में और उसके बाहर से सीधे पहुँच मार्ग का प्रावधान किया जाएगा । 
जहां बितरण बाल्व रखे है वहीं पात संयासन की भी व्यवस्था होगी । 

( 7 ) तंत्र को जस पहुंचाने वाले पंप पत में अपेक्षित प्रग्निशामक 
पंपों के अतिरिक्त होंगे और वे वाशन योग्य प्रत्यागामी बाल्य तारा 
संत्र से प्रतिरिक्त रूप से भी संबट होंगे ताकि तंत्र में जन स्रोत 
की भोर परम प्रवाह को रोका जा सके । 

( 8 ) मुख्य पंप अपेक्षित वाष पर सर्वथा संरक्षणीय स्थानों के 
सभी में का अथषा दो संलग्न प्रमुभागों को वांछित वाम पर पानी 
देने में सक्षम होंगे और यदि यह कम है तो इस अनुसूची के खंड 
( 2 ) और ( 3 ) के अनुमार पानी देने में सक्षम होंगे । 

( 9 ) मुख्य पंप सुदूर नियंत्रण द्वारा चालू करने योग्य होंगे और 
वह उस स्थान से हाथ से प्रवर्तित करने योग्य होगा जहाँ वितरण 
बाल्य स्थित है । 

( 10 ) व 1, 2, भोर 3 के पोतों और 76 मोटर या अधिक 
संचाई के वर्ग के पोतों में या जहाँ संरक्षणीय स्थान का बंद हिस्सा 
50 मीटर से अधिक लंबाई का है वहां मुख्य पंप संरक्षणीय स्थान 
से और संवर्ग " क " के मशीनरी स्थान से उचित दूरी पर होंगे । 
पम्प वर्गों के पोतों में संरक्षणीय स्थान के बाहर ये पंप स्थित होंगे , 
परन्तु किसी मशीनरी स्थान के अंदर इन को रखा जा सकता है । 

( 11 ) वर्ग 1, 2 और 3 के पोतों में और 76 मीटर या अधिक 
संबाई के गर्ग 4 के पोतों में या जहाँ संरक्षणीय स्थान का बंद 
हिस्सा 50 मीटर या अधिक लंबाई का है पहा यदि मुख्य पंप 
बिजली चालित है तो बिजली के पो स्रोतों का प्रावधान होगा जिन 
में से दो सहायक जनित भी हो सकते हैं , बशर्ते घे परस्पर स्वतन्त्र हों 
यदि मुख्य पंप स्वतन्त्र अंतर्वहन प्ररूपी मशीनरी द्वारा पालित है तो 
में इस प्रकार स्थित होंगे कि संरक्षित स्थान में लगी आग मशीनरी 
पौर पंप कक्ष में वायु के संभरण पर बाधा नहीं डालेंगी । 

( 12 ) जब इस नियमावली की , अनुसूची 12 के अनुसार मशीनरी 
स्थान में स्थिर दाब जल कुहार तंत्र का प्रावधान किया गया हो तो 
उस संस के लिए अपेक्षित पंप का भी इस मनुसूची का अनुपालन 
करने के लिए प्रयोग किया जा सकता है । 

( 13 ) पंप में समुद्र मे चूषण की व्यवस्था इस प्रकार की जाएगी 
कि जब जहाज तैर रहा हो तो पंप की मरम्मत या जोष के सिपा 
मन्य किसी भी कार्य के लिए पंप में समुद्र - जल की सप्लाई को काटना 
न पड़े । 

( 14) पंप को चालू अवस्था में लाने के लिए प्रावश्यक पंप 
चूषण तथा मिस्सरण वाल्व या अन्य कोई वाल्व संत्र के किसी भी 
नियंत्रण स्थान से पाशित करने या चालू करने योग्य होंगे । ऐसे 
नियंत्रण स्थानों में पाबमापी का प्रावधान होगा जो यह दिखाए कि 
कब पानी उपलब्ध होगा । 

( 15 ) पंप निस्सरण और परिच्छेद नियंत्रण बाल्बों, के बीच 
जांच कार्य के लिए एक छोटे बले सिरे के छोटे अपशिष्ट वाल्व का 
प्रापधान होगा । 


संरक्षित स्थान 


लिटर प्रति वर्ष 
मीटर प्रति मिनट 


- 


- 


- 


बायलर अम या छत ज्यालन क्षेत्र , तेल ईंधन एकक अपकेन्द्र पृथक्कारक 20 
( तेलमय जल पृथक्कारी नही ) , तेल ईधन शोधक पौर 
विमलीकारक 
मुख्य या सहायक डीजल इंजन पर ऐचन -पाईपों या 

उसके समान तप्त पृष्ठों के निकट की गरम 

तेल ईंधन पाईप 
ऐसे टंकी शीर्ष क्षेत्र और तेल टंकियां जो पोत की 

संरचना में भंग नहीं है 
स्थोरा पंप कक्ष 


10 


10 


( 3 ) बिल्जों , टंकी शीर्षों और ऐसे अन्य स्थानों पर जिनके ऊपर 
तेल ईधन के फैलने की संभावना है, और सरमणीय स्थानों के प्रश्य 
प्राग के खतरे वाले स्थानों पर फुहार- सुंग लगाए जाएंगे । 

( 4 ) जल कुहार तंत्र विभिन्न भागों में विभाजित किए जा सकते 
हैं और उसका नियंत्रण ऐसे महमुखकों से किया जाएगा जिनके वाल्प , 
संरभणीय स्थानों के बाहर के आसानी से पहुंचने योग्य स्थानों से 
चालू किए जा सकते हैं और संरक्षणीय स्थान के अंदर लगी माग से 
जो तुरन्त तंत्र से कट महीं जाएंगे । 

( 5 ) जल कुहार तंत्र को मावश्यक वाष पर चार्ज करके रखा 
जाएगा और तंत्र को जल देने वाला पंप तंत्र में दाब पात होने पर 
स्वयं चालू हो जाएगा । 

( 6 ) पंप को स्वतन्त्र अंतर्वहन प्रकार की मसीनरी द्वारा प्रचालित 
किया जा सकता है, परन्तु यदि वह पाणिज्म पोत परिवहन ( याबी पोत 
संनिर्माण ) नियम , 1981 या वाणिज्य पोत परिवहन ( स्पोरा 


- - 


- 


[ भाग [[ -- (i) भारत का राज : विनम्बर 2, 1989/महायग 11, 1911 
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जहाज सन्निर्माण एवं मर्वेक्षण ) नियम 1988 के अनुपालन मे सज्जित 

में अपेक्षित माग विलयन वर का 50 प्रतिशत दिया जाएगा 
किए गए प्रापातिक अनिन से की जाने वाली शक्ति पर प्राश्रित है तो 

4, 000 टन से कम के कुल भार की टंकियों में मानिटर 
जनित्र को इस प्रकार व्यवस्थित किया जाएगा कि मुख्य शक्ति के बर्ष 

अधिष्ठापन के बदले प्रवायकों का प्रावधान किया जा मकता है । 
हो जाने पर यह स्वयं पान हो जाए ताकि पंप के लिए तुरन्त शक्ति 

मी स्थिति में प्रत्येक प्रदायक की धारिता खंड ( 3 ) के उपखंड 
उपलब्ध हो जाए । जब पप को म्यतन्त्र अंतर्दशन प्रसपी मशीनरी से 

( क ) और ( ख ) में अपेक्षित माग घोल दर के कम से कम 25 
पलाया जाता है तो उसकी स्थिति मी होगी कि संरक्षित स्थान में 

प्रतिशत की होगी । 
प्राग लग जाने पर मशीनरी पर या पंप कक्ष पर प्रभाव न पड़े । 

( 6) ( क ) प्रदायकों की संख्या और स्थिति ऐसी होगी कि वह इस अनु 
( 7 ) पंप किमी भी संरक्षणीय कक्ष में जल कुहार तंत्र के किमी 

सूची के खंड ( 1 ) का अनुपालन करे किमी भी मानिटर की 
भी भाग को आवश्यक वाब पर एक साथ जल प्रदान करने में भक्ष 

क्षमता उम मानिटर द्वारा मंरक्षित सेक के प्रतिवर्ग मीटर पर 
होगा । पंप और उसके नियंत्रण संरक्षणीय स्थान या स्थानों के बाहर 

3 लिटर झाग विलयन प्रति मिनट होगी । यह क्षेत्र हमेशा 
अधिष्ठापित होंगे । जल फुहार तंत्र द्वारा मरक्षित स्थान या स्थानों 

मानिटर के प्रागे होगा । यह क्षमता 1 2 50 लिटर प्रति मिनट 
में लगी आग के कारण तंत्र का प्रचालन बंद होना प्रमंभव होगा । 

मे कम नहीं होगी । 
( 8 ) जल में उपस्थित उपद्रव्यों के कारण तुंडों के अबद्ध होने से 

( ख ) मानिटर के प्रागे के उसके द्वारा संरक्षित क्षेत्र के मबसे वे अधिक 
या पाचगों नछों वाल्चों और पंप के संक्षारण को रोकने के साधनों का 

दूरी पर स्थित मिरे की दूरी वायु की प्रवाह , रहित अवस्था 
प्रावधान होगा । 

म मानिटर की क्षेपण - क्षमता के 75 प्रतिशत से अधिक नहीं 
( 9 ) किसी भी बानी पोत में जल -फुहार संत्र का कोई भी भाग 

होगी । 
संघटन दीवाल के प्रागे स्थित नहीं होगा । 

( 7 ) माग प्रदायक फा मानिटर पोर हौज नौ पृष्ठ के मुख पर या स्थोरा 
( 10 ) प्रत्येक जल फुहार संत्र पर या उसके मन्निकट किमी स्थान 

टंकी डेक के मामने के आवास सुविधा स्थान पर वाहिने बाएं दोनों 
स्पष्ट और स्थायी प्रक्षों में प्रचालन अनुदेश चिपकाए जाएंगे । 

पायों पर स्थित होंगे , 4, 000 टन से कम के ऐसे टैंकरों में जिनमें 

मानिटर नहीं लगे हों भाग प्रवायक का होज मबंधन नौ पृष्ठ के 
अनुसूची - - 13] 

मुख पर या स्थोरा डेक के सामने के प्रावाम मुविधा क्षेत्र पर दाहिने 
[ वेम्मिए, नियम 48 ( 1 ) ] 

बाएं वोनों पाण्यों पर स्थित होंगे । 
स्थिर क झाग तंत्र 

( 8 ) किमी भी प्रदायक को ममता 400 लिटर प्रति मिनट से कम नहीं 

होगी और न वायु को प्रयाहरहित अवस्था में प्रवायक की क्षेपण 
( 1 ) साग प्रदान करने की व्यवस्था इम प्रकार होगी कि वह पूरे 

ममता 15 मीटर से कम होगी । इस अनुमूची के खंड ( 5 ) की 
स्थोग -टंकी क क्षेत्र , के लिए प्रौर मे स्थोग टंकी के लिए जिसके 

अपेक्षामों के अनुमार प्रावधान किए गए प्रदायकों की संमया चार 
क में दरार प्रा गई हो , माग प्रदान करने के लिए सक्षम हो । 

में कम नहीं होगी । माग स्रोत मुखों की मंख्या और प्रकार इस 
( 2 ) डेक माग तंत्र मरल और ब्रुत प्रचालन के योग्य होगा । 

प्रकार होंगे कि कम से कम दो प्रदायकों में मानेवाला माग स्थोरा 
नंन्त्र का मुख्य नियंत्रण केन्द्र म्योरा क्षेत्र के बाहर पावाम सुविधा 

टंकी ईका क्षेत्र के किसी भी हिस्से की अोर फेरा जा सकता है । 
स्थान में मलग्न उचित स्थान पर स्थित होगा और संरक्षित स्थान पर 

) माग स्रोत के खराब होने वाले भागों को अन्य भागों का अलग करने 
आग लगने पर तुरल पहंचने योग्य और प्रचालनीय होगा । 

के लिएकिसी भी मानिटर - स्थान के ठीक मागे माग - स्रोत में और 
( 3 ) माग पिलयन (अर्थात् मान्द्र माग और जल के प्रमार पूर्व 

यवि जनस्रोत डेक माग संघ का अभिन्न अंग है तो उसमें भी वाल्वों 
मिश्रण ) के निकलने की दर , निम्नलिखित में से जो भी अधिक हो , 

का प्रावधान होगा । 
वह होगी । 

( 10) रेक माग तंत्र के निर्गम पर उसका प्रचालन ऐमा होगा कि वह 
( क ) स्थोरा टफी क क्षेत्रफल के प्रति वर्ग मीटर 0 . 6 लिटर 

जन प्रोन में प्रशिन वाब पर. अपेक्षित संख्या में जल -प्रधागे का 
प्रति मिनट जहाँ स्पोरा टंकी क्षेत्रफल का तात्पर्य है, पोत 

एक माथ प्रयोग में लाने में बाधा न हो । 
को अधिकतम चौडाई गुमा स्थोरा टंकी स्थानों का कुल 

अनुदैर्घ्य विस्तार ; . 
( ख ) मगमे बड़े क्षेत्रफल वाली एकल टंकी के क्षेनिष अनुप्रस्थ 

अनुसूची 14 
परिच्छेद के प्रति वर्ग मीटर पर 6 लिटर प्रति मिनट ; 

[ देखिए, निपम 48 ( 2 ), 48 ( 5 ) और 49 ( 2 )] 

अक्रिय गैस तंव 
( ग ) गबसे बड़े मानिटर द्वारा मरक्षित के प्रति वर्ग पर 3 लिटर 

प्रति मिनट जब कि यह क्षेत्र पूर्णतः मानिटर के आगे हो ; ( 1 ) इन नियमों के अनुसार प्रावधान किए गए प्रत्येक गैस तंत्र के अभि 

यह दर 1, 250 लिटर प्रति मिनट से कम नहीं होगी । __ फल्प मंनिर्माण और परीक्षण के लिए मुमय मर्वेक्षक , भारत सरकार, 
( 4 ) पर्याप्त मात्रा में सांवित माग की पूर्ति होगी ताकि इन विनियमों की 

फा मंतुष्ट होना अपेक्षित है । 
अनुसूची का अनुपालन 14 करते हुए अक्रिय गैस तंत्र से मज्जित ( 2 ) तंत्र निम्नलिखित कार्यों के लिए सक्षम होगा : 
पोतों में कम से कम मीम मिनट मक का पोर इस मनुसूची के खंड ( 3 ) 

( क ) परिमंडलीय प्राणीजन - - मात्रा को जलन के लिए अक्षम 
में बनाई गई बिलयन वर को लाग करनेवाले और प्रक्रिय गैम मंत्र 

करानेवाले स्तर तक कम फरक स्वाप टकियों सहित प्रत्येक 
की मम्जा रहिन पोतों में चालीस मिनट तक का झाग - उत्पादन 

खाली टंकी को प्रक्रिय रखना । 
मुनिश्चित हो जाता हो । माग प्रसार अनुपात (अर्थात् उत्पन्न 
भाग पायतन से प्रमार के पहले के मौद्रित माग और पानी के 

( ख ) याहे पोत पत्तन पर हो या ममुद्र पर , जमकी स्थोरा टंकी के 
मिश्रण का अनपान ) मामान्यतः 12 : 1 मे अधिक नहीं होगा । 

किमी माग या अवशेष टंकी को गैस मुक्त रखने की अपेक्षा 

रखनेवाली स्थिति को छोड़कर हमेशा आपतन की दृष्टि से 
( 5 ) स्थिर झाग संन्न से माग की मप्लाई मानिटरों और प्रदाथकों वारा की 

पाठ प्रतिशत या कम पर और धनात्मक वाब पर पॉक्सीजन 
माएगी । प्रत्येक मानिटर में इभ अनुसूची के खंड ( क ) एवं ( ख ) 

मात्रा को बनाए रखना । 
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( ग ) गामान्य प्रचालनों के दौरान किमी टंकी में उमे गैग- मुक्त रखने 

पंप लगाने की अनुमति दे सकता है किर ईवन तेल पंप 
की अपेक्षा वाली स्थिति को छोरकर हमेशा वायु के प्रवेश 

उमके प्रादि प्रवर्तक के लिए पर्याप्त अतिरिक्त पुर्जे पोत में 
की अपेक्षा का निराकरण । 

ग्वे जाए ताकि उनम हुई किमी प्युटि की मरम्मत पोन के 

कर्मीदलों द्वारा स्वयं की जा सकती है । 
( घ ) अवशेष टंकी महित सभी खानी टंकियो से हाइड्रोकार्बन को 

रेचित करना नाकि आगे की गम - मोचन प्रक्रियाओं के दौरान 
कभी भी टंकी के अंदर ज्वलनशील परिमंडल उत्पन्न न हो । 

( ग ) अप्रिय गैस तंत्र का अभिकल्प इस प्रकार बनाया आएगा कि 

वह जितना अधिक मम दाब किसी स्थौरा टंकी पर लगा मकता 
3. ( वा ) तंत्र स्थोर। टंकियों और स्लॉप टंकियों को पोत की अधिकतम 

है यह किमी स्पोरा टंकी के जांच-दाय से अधिक नही 
निस्मरण घर का घम मे कम 125 प्रतिशत प्रक्रिय गैस प्रदान 

हो सकता । प्रत्येक के ग्लोअर के खूषण और निस्मरण मंबंधों 
करने में मक्षम होगा दर का माप प्रायतन के अनुसार होगा । 

पर उपयुक्त अवरोधन रावस्थाओं का प्रावधान होगा । स्थोरा 
( ख ) तंत्र अक्रिय गैग स्रोन में किसी भी प्रपेक्षित दर पर स्थोरा 

निस्सरण म होने के पहले अक्रिय गैस संयंत्र के प्रचालन को 
टकियों और स्लाप टकियों को प्रायतन की दृष्टि में पांच 

स्थायित्व प्राप्त करने में सक्षम बनाने के लिए अनावश्यक प्रबंधों 
प्रतिशत या उममे कम ऑक्सीजन प्रश वाले अक्रिय गैम की 

का प्रावधान होगा । यदि म्लाअरों का प्रयोग गैम मोचन के 
पूर्ति करने में मक्षम होगा । 

कार्य के लिए किया जाता है तो उनके प्रवेश तारों पर बनेकन 

व्यवस्थाओं का प्रावधान होगा । 
__ प्रक्रिय गेम का मंभरण उपचारित फल गैम के रूप में मुख्य या महा 
यक बायलरों में , एक या अधिक अलग अलग गैग जनित्रों में या 

( घ ) प्राध्याताओं की स्थिति मभी स्थोगा टंकिगें अयशेष टंकियों 
इन में किमी के मंयोजन में की जा सकती है । यदि पोत परिवहन 

और इन स्थानों को संवर्ग "क " के मशीनरी स्थानों से अलग 
महानिदेशक फ्लू गैम के अलावा अन्य प्रक्रिय गैसों का प्रयोग करने 

करने वाले काफर बांधों के पीछे होगा । 
याले किमी नत्र की मामान सुरक्षा क्षमता के संबंध में संतुष्ट है 

8 ( क ) आवश्यक पाइपों और माज -मज्जाओं के साथ मार्गक का 
तो वह ऐसे तंत्र का भी अनुमोदन कर मकता है । यदि मुख्य मर्वेक्षक , 

डिजाइन और प्रवस्थान ऐसे होंगे कि वे बंद स्थानों में गम के 
भाग्न भर कार , तंत्र की स्थैनिक विधुत के उत्पादन मे जनित । 

प्रवेश को रोके । 
ज्वलन के खतरे के अल्पतम होने की स्थिति मे मंतुष्ट नहीं है तो 

( ख ) सुरक्षित रख-रखाव को ध्यान में रखकर एक अतिरिका जल 
भारित कार्यन छाई प्रॉफमाह का प्रयोगवाला तंत्र यजित होगा । 

सील या फ्लू गैस के क्षरण को रोकने के अन्य प्रभावशाला 
5. अक्रिय गैम गंभरण - स्रोतों में बायलर ग्रहण और फनू गैस मार्जकों 

उपाय या तो पानू गैस विनगन बाल्ब और मानक के बीच 
के बीच फ्लू गैम बिलगन वाल्य मन्जिन किए आएंगे इन वाल्यों 

लगाया जाएगा या मार्जक के गैम प्रवेग स्थान में सम्मिलित 
में यह सूचित करने के लिए सूचक लगे होगे कि वे खुले हैं या बंद । 

किया जाएगा । 
उनको गैम मद्ध रखने के लिए और प्रामानी से कालिख न लगने 

9. ( क ) अक्रिय गैस पूर्ति स्रोम में एक नियामक पाप लगाया 
देने के लिए प्रावश्यक भावधानियों रखी जाएंगी । व्यवस्था हम 

जाएगा । अनुसूची के खंड 19 ( ग ) और 19( घ ) में अपेक्षित 
प्रकार की होगी कि जब मगन फ्लू गैम थाल्य खुला रहता है तो 

प्रकार से अंद करने के लिए इस बाल्य को स्वत : नियंविन 
बायग्नर-- - कालिख ब्लोअरों का प्रचालन नहीं किया जा सकता । 

किया जाएगा । मदि इस अनुसूची के खंड ( 7 ) के अनुसार 
5. (क ) एक फन गैम मार्जक लगाया जाएगा जो इस अनुसूची के खंर 

अपेक्षिन प्रक्रिय गैम नोअर के वेग को स्वन . नियन्त्रित करने 
( 3 ) में विनिदिष्ट गैम के प्रायनन को प्रभावशाली संग में 

के म धनों का प्रावधान नहीं है त , यह वल्व स्थौरा 
टंगा करेगा । णीनकारी जल- अवस्था इस प्रकार की होगी कि 

टंकी की प्रा.र अक्रिय गैम के प्रवाह को स्वतः नियंत्रित कर 
पोल की किसी भी सेवा में बबल दिए बिना पर्याप्त पानी 

में भी . सक्षम होगा 
लर समय उपलब्ध होता रहेगा । गीतकारी जल की 

( ख ) इस ख के उपखंड ( क ) में उल्लिम्बिन वल्व की स्थिति 
अतिरिक्त पूर्ति के लिए भी प्रावधान रखा जाएगा । 

उम अग्रस्थानम गैम मुरक्षित स्थान के अग्रस्थ वीवाल पर होगी 
। ( ग्न ) अक्रिय गैम छन्लोमरों के ऊपर, जल चढ़ने की प्रक्रिया को 

जिससे होकर अक्रिय गंग पूर्ति स्रोत गजरता है । 
न्युनतम बनाने के लिए निरयंदकों और समान युक्तियों को 

10 ( क ) महज के संतुलन , लंठन और गनि को सभी मामान्य 
लगाया जाएगा । 

अवस्थाओं में भशीनरी स्थान , प्रवेश नलियों य . अन्य गेम 
( ग ) मार्जक की स्थिति मभी स्थोग-टंकियों , अवशेष टंकियों और 

सुरक्षित स्थानों में हाइकार्बन बाष्प को वापसी का राकने के 
एन स्थानों मो संवर्ग " क " के मशीनरी स्थानों से अलग 

लिए कम से कम दा प्रप्रयागामी युक्तियां अत्रिय गैस तंत्र 
करनेवाले कफर बांधों के पीछे होगी । 

में लगाई जाएंगी जिनमें से एक का जलसील होना अपेक्षित 

है । ये युक्तियां इस अनुमची के उपखंड ( 9 ) वाग अपेक्षित 
7. ( क ) कम मे कम दो ब्लोअरों का प्रावधान होगा जो म्थोग-टंकियों 

म्वचालित पाल्य तथा स्त्रोग टेक या ग्थोग पाइप लाइन नफ 
और अयशेष टंकियों को कम से कम इन अनुसूची के खंड 

अंतिम सबलन के मध्य अवस्थित होगी । 
( 3 ) में अपेक्षित प्रेम प्रदान करेंगे । 

( ख ) इा खंर में उल्लिवित यक्तियों डेक के स्थोरा क्षेत्र पर स्थित 
जिम संन में गैम जनित्र का प्रावधान है, उमगे मुख्य मर्येक्षका, 

होंगी । 
भारत सरकार , केवल एक दलोअर के लिए इस शर्त पर अनु 
मति दे माना है कि वह संरक्षित टंकी को खंड ( 3 ) में ( ग ) इस खंड के उपखंड ( क ) में उल्लिखित जल सोल दो अलग 
विनिर्दिष्ट कुल गैस देन में समर्थ हो , बशर्ते उसके ग्लोअर और 

अलग पंपों द्वारा दिए जाने गोग्य होगा जिनमें से दोनों गदा 
यदि प्रवर्तक के लिए पर्याप्त अतिरिक्त पुणे पोत पर है ताकि 

पयप्ति पूर्ति बनाए रखने में सक्षम होगा । 
लोअर और प्रादि प्रवर्तक में आई किमी त्रुटि की मरम्मत 

( घ ) सील और मंबद्ध प्रावधानों को व्यवस्था ऐसी होगी कि यह 
धार्मीदल डाग स्वय की जा सकती है । 

हाईट्रोकार्बन वाष्प के पण्प प्रवाह को रोकेगा और प्रषालन 
( ख ) अक्रिय गै जानेन में दो इंधन तेल पंप लगे होंगे । मुख्य 

स्थिति में सील के उपयुक्त रूप से कार्यरत रहने को सुनिश्चित 
सर्वेक्षफ , भारत सरकार , इस शर्त पर केवल एक ईंधन तेल 

करेगा । 


+ 
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( 12 ) भार और बलास्ट चढ़ासे ममय स्थोरा टंकी में मारे वाहा 

को संवातित करने की व्यवस्थाएं वाणिज्य पोत परिवहन 
( म्योरा पोन सनिर्माण और गर्वेक्षण नियम ) 1998 के नियम 
66 के अनुसार होगी और इनमें एक या अधिक मस्तूल उत्था 
पक या अनेक उच्चवगी निर्गम द्वार मम्मिलित होंगे । ऐसे 
संवातन के लिए प्रक्रिय गैस स्रोत का प्रयोग किया जा सकता 


( पु. ) हिमी भवन के विरुद्ध जल -पील की सुरक्षा को सुनिश्चित करने 

के लिए प्रावश्यक व्यवस्था इस प्रकार को जाएगा कि प्रतिनापन 

से सील की अखण्डता में हानि न पाए । 
( च ) गम मृरक्षित ध्यानों को आनेवाले सभी मंबद्ध जल-प्रदायों और 

शुष्क नलियों में तथा मभी मंत्रान और दाब संवेदी नलियों 
में जल-पाश या पोत परिवहन महानिदेशक द्वारा अनुमोदित 
अन्य व्यवस्था का प्रावधान होगा । इन पाशों को निर्वान द्वारा 
खाली किए जाने को रोकने के लिए आवश्यक प्रबन्ध किया 

जाएगा । 
( छ ) डे अन मील और पाश व्यवस्थाएं स्यो । टंकी के जाच दाब 

के समान दाब पर हाइड्रोकार्बन वाष्प की वापसी को रोकने 

के लिए सक्षम होगी । 
( ज ) इम सड के उपखंड ( क ) में उल्लिखि । दूसरा अप्रत्यागामी 

ययिन ए ऐग , अप्रत्यागामी वाल्म या समान र्जा होगा जो 
गंग या द्रन या दोनों को यागसी को रोकने में समर्थ होगी 
भीर इंग लंड के उपखंड ( क ) में अपेक्षित डेक जन सीन 
के प्रागे लगी होगी । इंगमें बंद करने के निश्चित उपाय का 
या ऐसे उपाय सहित एक अतिरिक्त पाल्ब का प्रावधान होगा । 
यह अप्रत्यागामी थाल्य के आग स्थित होगा और इक जल 
सील का स्थोरो टंकी और नॉप टंकी के अक्रिय गैम स्रोत 

से अलग करेगा । 
( ) ४क स्रोत से हाइड्रोकार्बन द्रव या वाप्प के मंभव पश्च भरण 

के विमान एक अतिरिक्त सुरभा-व्यवस्था के रूप में इस खंड 
के उपखंड ( ग ) में पहिलग्नित बद करने के निश्चित उपाय 
वाले बाल्य के और हम अनुमुची के खंड ( 9 ) में उल्लिखित 
वाल्य के बीच के हिस्से को संबधित रखने के उपायों का 
प्रावधान होगा जब कि इनमें से पहले बताया हुप्रा वाल्य खुला 

रहता हो । 
11 . ( क ) इस अनुसूची के खंड ( 10 ) के अनुसार अपेक्षित अप्रत्या 

गामी युक्तियों के प्राग अक्रिय गैम स्रोन को दो या अधिक 

शााखानों में बांटा जा सकता है । 
( ख ) ( i ) अक्रिय गेम संभ , ण स्रोन को प्रत्येक स्थो । कोटको और. 

स्लॉप को को जानेवाली शास्त्रा ननियों से सज्जिन कया 
जाएगा । प्रत्येक टंकी को अलग- अलग रखने के लिए 
अक्रिय गैस की शाखा नलियो पर रोध बाल्य या अन्य 
नियंत्रणोपाय लगाए जाएंगे । जहां रोध वाल्व लगाए 
जाते हैं यहां उनकी नालाबंदी का भी प्रबन्ध होगा जो 

पोत के एक जिम्मेदार अधिकारी के नियंत्रण में होगा । 
( ii ) संयुयन वाहको म तेल या तेल- अवशेषों बालो रुलाप टंकियों 

को अन्य टंकियों में अलग रखने के लिए जो व्यवस्था 
होगी उममें ऐसे खाली फर्नेज होंगे जो तेल से इतर 
म्योग ले जाने गमय प्रक्रिय गैम सत्र के निर्देशक सिद्धांतों 
के संबद्ध अंश के उपबंधों विनिदिष्ट प्रसंगों को 

छोड़कर अन्यथा अपने स्थान पर ही बने रहेंगे । 
( ग ) स्थोग टंकियों और म्लॉप टंकियों को प्रक्रिप प्रेस स्रोत में 

अलग करते समय उन पर प्रतिमाय के या नाम पवर्त । 
द्वारा जनित निर्घात के दुष्परिणामों से बचाने के उपायों का 
प्रावधान किया जाएगा । 


( 13 ) इस अनुसूची के खंड ( 2 ) मे अपेभिन प्रक्रियण रचन 
या खालो टंकियों के गैस मोयन की व्यवस्थाएं अनुमोदन प्राप्त होगी और 
और इस प्रकार की होगी कि टंकी के प्रातारक मंर वनात्मक अंगों द्वारा 
पाजेटों में बने हाइड्रोकार्बन-बाप को मात्रा को प्रयतम किया जा सके 
और इस प्रकार की कि : 
( क ) अलग- अलग स्योरा दंकियों या रलॉग टंकियों पर लगे गैम 

निर्गम पाइप ( यदि लगे हो तो ) अक्रिय गैम /वाय के नियंग 
वारों से व्यावहारिक का में प्रयागंभन दूर हो और ये 
वाणिज्य पोत परिवतन । (स्पोरा पोत मंनिर्माण और सर्वेक्षण ) 
नियम 1988 के निधन 66 के अनुसार होंगे । इस प्रकार के निर्माण 
पाइप निवेश द्वारा या तो क स्तर पर होगी या टंकी की 

निचली सतह से एफ मीटर से अधिक की ऊबाई पर नहीं होंगी । 
( ख ) इस खड के उपखंड ( क ) में उल्लिखित निर्गम -पाइप के अनु 

प्रस्थ परिछेद का क्षेत्रफल इस प्रकार का होगा कि 
जब भी किन्ही तीन टंकियों में एक गाथ अक्रिय गैस भेजी 
मा रही हो तो कम से कम बीस मीटर प्रति मेंकड का निर्गम 
वेग बनाए रखा जा सके । उनके निर्गम-बार, रेक स्तर से 

2 मीटर से अधिक की ऊंचाई पर नहीं होंगे । 
( ग ) इस खंड के उपखंड ( ख ) में उल्लिाखा प्र-पेक गैस निर्गमद्वार 

उपयुक्त स्लैकन प्रबन्धी से सज्जिन होगा ; 
( घ ) (i ) यवि अक्रिय गैम संभरण स्रोत ग प्रौर स्थोरा पाइप सत्र 

के बीच कोई संबंधन लगा हो तो दोना तंत्रों के बीच 
मंभावित उच्च दाबांतर को ध्यान में रखकर प्रभावशाली 
रुप से विलगन लाग करने के लिए आवश्यक प्रबंध किया 
आएगा । इसमें वाल्यों के बीच के स्थान को सुरक्षित 
झप से मंवामित करने की व्यवस्था सहित दो अवरोधक 
वाल्व सम्मिलित होंगे या सबकों महित फिकियों 

का प्रबंध होगा । 
( ii ) अक्रिय गैम संभरण स्रोत और स्थोरा स्रोत को अलग 

करनेवाला वाल्व , अप्रत्यागामी वाल्व होगा और उसमें 

बंद करने का निश्चित उपाय होगा । 
( 14 ) ( क ) स्थोरो टंकियों को निम्नलिग्नित मंभावनाओं से बचाने 

के लिए एक या अधिक निर्यात प्रारोध ( क ) यस्तियां यः 
प्रावधान होगा : 
( i ) यदि सूचित वर की अधिकतम क्षमता पर स्थोरा भग 

जाना है और अन्य सभी निर्गम-द्वार बंद हैं तो इग 
स्थिति में स्थोरा टंकी में परीक्षण दाब से अधिक धना 

त्मक दाब उत्पन्न होने की सभावना । 
( ii ) यदि स्थोरा पंप की सूचित वर की अधिकतम क्षमता 

पर स्योर को निम्मरित होता है और गैस प्राध माना 
फेल हो जाता है तो उस स्थिति में 7100 मिली मीटर 
जल प्रमाय से अधिक ऋणात्मक दाब पैदा होने की 
संभावना । इस प्रकार की युक्तियां यदि वे वाणिज्य 
पोत परिवहन (स्थोरा पोत संनिर्माण और सर्वेक्षण ) । 
नियम 1999 के नियम 66 के अनुमार अरेक्षित मयालन 
तंत्र पर या अलग अलग स्योरा टंकियों पर नहा लगी 
है तो ये अक्रिय गैस स्रोत पर लगाई जाएंगी । 


( घ ) नानी- तन्त्र का डिजाइन इंग प्रकार का होगा कि यह सामान्य 

अवस्थाओं में पाइपलाइना में स्थान या जल एकत्रित होने से 
रोक मके । 


( ) अक्रिय गैस स्रोत का अक्रिय गैस की बाहरी सभरण गे संबद्ध 

करने योग्य व्यवस्थाओं का प्रावधान होगा । 
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( ख ) इस खंड के उपखणु ( क ) में उल्लिखित यक्तियों का स्थान 

( vii ) इस अनुसूची के उपखंड 10( क ) में उल्लिखित जल- मील में 
और डिजाइन वाणिज्य पोत परिवहन ( स्थोरा पोत संनिर्माण 

निम्न जल स्तर , 
और सर्वेक्षण ) नियम 1968 के नियम 66 के अनुसार होंगे । 

( viii ) इस अन सूची के उपखंड 16 ( क ) (i ) में उल्लिखिप्त गैस 
( 15 ) गैस ब्लोअरो के प्रवर्तन के समय निस्सवरण-सिरे पर प्रक्रिय 

दाम का 100 मिली मीटर जल प्रमाप से कम हो जाना इम 
गैस का ताप और बाब निरंतर दर्शाते रहने के उपायों का प्रावधान 

गैस वाब के लिये खतग मकेत इस प्रकार का होगा कि 
होगा । 

मंयोजन बाहकों में म्लॉप टंकियों के वाब का निरंतर मानिट 

रन सुनिश्चित किया जा सके । 
( 6 ) ( क ) अब अश्रिय गैस दी जा रही है तब निम्नलिखित स्थितियों को 
निरंतर सूचित करने और स्थायी रुप मे अमिलिखिम करने 

( ix ) इम अनु सूची के उपखंड ( 16 ) ( क ) ( i ) में उल्लिखित उच 
के लिए आवश्यक उपकरण लगाए जाएगे । 

गैस दाव । 

( ख ) जनित्रों सहित तंत्र में इस खंड के उपखंड 19( क ) ( i ) 
(i ) इस अनमूची के खंड ( 10 ) के उपखंड ( क ) के अनुसार 

19 ( क ) (iii ) 19 ( क ) ( v ) और 19( क ) (ix ) के अनुसार 
प्रभित वापसी रोधी यक्तियों के आगे अक्रिय गैस सोम का 

श्रव्य और दृश्य खतरा मन लगाए जाएगे और इसके 
दाम और 

अतिरिक्त निम्नलिखित घसरों को मूचित करने के भी 
(ii ) प्रश्रिय गैस ममरण मोत में गम ढलोगरों के निस्सरण 

मंकेत लगाए जाएंगे , 
पापमं पर पाक्रिय गैस का प्रामाजन को मावा । 

( i ) अपर्याप्त तेल ईंधन ममरण 
( ख ) इस षा के उपखंड ( क ) में उल्लिामत युक्तिमा स्थीरा 

(ii ) जनित्र के लिए शनि गंभरण मंग 
नियंत्रण - -कक्ष यदि है तो उस में स्थित होंगे । यति ऐसे 

(iii ) जनित्र के स्वचालित नियंत्रण तंत्र में शक्ति मंगरण में मंग 
कक्ष का प्रावधान नहीं है तो उसमें स्थित होंगे । यदि ऐसे 

( ग ) हम खंड के उपखंड क (i ) ( क )( ii ) और क ( iii ) के संदर्भ 
माक्ष का प्रावधान नहीं है तो इनको स्थोर, प्रचालन के 

में पूर्वनिर्धारित मीमाओं को प्राप्त हो जाने पर गम लोग 
प्रभारी अधिकारी द्वारा प्रासानी से पहुंच सकने वाले स्थान 

और गम नियामक मान्य के स्वतः बंद हो जाने की यवस्थाओ 
पर रखे जाएंगे । 

का प्रावधान होगा 
( ग ) इम के अलावा निम्नलिखित मीटर भी लगेंगे : 

( घ ) इस प्रनु पूची के खंड ( 7 ) में उल्लिखित प्रक्रिय गैस लोप 
(i ) इस खंड के उपखंड ( 1 ) में उल्लिखित दाब का हर समय 

को विफलना उपचार करने के लिए गैस लोमरों और गंग 
सूधिन करने के लिए और जब भी मंयोजन वाहकों में प्रवणेष 

नियामक पाल्व के स्वतः अबरोध की व्यवस्था की जाएगी । 
टंकियां प्रक्रिय गैस संभरण स्रोत से बिलगित किया गया है 

( E ) इस खंड के उपखंड ( क ) ( v ) के संदर्भ में जब भी प्रक्रिय 
तब इन टंकियों के दाम मूचित करने के लिए नौचालन पुल 

गैस की आममीजन माना 8 प्रतिपात अधिक हो जाती है तो 
पर और 

ऑमीअन स्तर को कम करने को तुरंत कार्यवाही की जाएगी । 
( ii ) म खंड के उपग्रेड क (ii ) में उल्लिखिरा आपसीजन की मात्रा 

यदि गैस का गुणता में सुधार नहीं होता तो टंकी के अंतर्गत 
को भूचित करने के लिए मशीनरी नियंत्रण कक्ष या मशीनरी 

सभी प्रचालन निलंबित किए जाएगे और इस अनु गूची 
स्थान में । 

के उपखंड 10( ज ) में उल्लिखित थिलगन पाल्य बंद पिया 
( 17 ) आमीजन और ज्वलनशील वाष्प -- सांद्रता का मापन करने के लिए 

जाएगा । 
पहनीय उपकरणों का प्रावधान किया जाएगा । इसके अलावा प्रत्येक 

( च ) इम खंड के उपखंडों का ( v ) क ( vi ) और ( viii ) के 
स्थोरा टंकी और स्लॉप टंकी पर इन वहनीय उपकरणों का प्रयोग 

अनसार अपेक्षित खसरा संकेत यदि प्रावधान हो तो मणीनरी 
करके टंकी के वातावरण की दशा निर्धारित करने के लिए उपयुक्त 

स्थान में और स्थोग नियंत्रण काम में लगाए जाएंगे , बाही ये 
व्यवस्था भी की जाएंगी । 

हो उनकी स्थिति ऐसी होगी कि संकेत कर्मीदल तक तुरंत 

संचरित हो जाते है । 
( 18 ) खंड ( 16) और. ( 17 ) में उल्लिखित स्थिर और पहनीय ग स 
सरिता मापी उपकरणों में शून्य और विस्तृति अंशांकन के लिए 

( छ ) इस खंड के उपखंड ( क ) ( vii ) के संदर्भ में मुख्य सर्वेक्षर 
उपय कप्त उपायों का प्रावधान होगा । 

मारत सरकार का इसमें संतुष्ट होना अपेक्षित है कि जल या 

पर्यात निश्चय हर समय उपलब्ध है और जब रा प्रयाह बंद 
( 19) ( क ) निम्नलिखिप्त सूचनाएं देने के लिए दश्य और श्रव्य खसरा मकेतों 

हो जाता है तो जल मील के स्वतः बन जाने की ठावग्याएं 
का प्रावधान होगा : 

पूर्ण है । जम अक्रिय गैस का समरण नही हो रहा है . तो जल 
(i ) इस खंड के उपखंड 6 ( क ) में उल्लिखित पम् गैस मार्जक में 

मील में निम्न जल स्तर होने का दृश्य और श्रष्य स्वाग 
निम्न जल -दाब या उसकी ओर निम्न जल प्रवाह दर , 

मकेत चालू हो जाएगा । 
(ii ) इस खंड के उपखंड 6 (क ) में उल्लिखितन फ्लू गैस मार्जक 

( ज ) अक्रिय गैस स्रोत में निम्न दास के पूर्व निर्धारित मीमाओं के 
में उच्च जल वाष । 

प्राप्त हो जाने पर इस षड के उपखंड. ( क ) ( viii ) में 
( iii ) इस अनुसूची के खंड ( 15 ) में उल्लिखित उपज गम ताप ; 

उल्लिखित खतरा समेत से स्वतंत्र एक श्रव्य -खतर, मंकेत 
( iv ) इस अनसूची के उपखंड 1 ( क ) में उल्लिखित प्रक्रिय गैस 

मंत्र का या स्थोरा पंपों के स्वत: विगमन की व्यवस्था का 
लोअरों का भंग हो जाना 

प्रावधान होगा । 
( v ) इस अनसूची के उपखंड 16 ( क ) (ii ) में उल्लिखित 8 ( 10 ) पोत पर. उसके स्वामी द्वारा एक विस्तृत अन देश पुस्तिका रखी 
प्रतिशत पायतन से अधिक को ऑक्सीजन की मात्रा , 

जाएगी जिस में अक्रिय गैस मंत्र से और स्थीर, टंकी तंत्र में उसके 
( vi ) इस अनस पी के क्रमशः उपखंडों ( 9 ) और 16 ( क ) में 

अनुप्रयोग में मंबद्ध प्रच, सनात्मक सुरक्षा रख -रखाव की अपेक्षा और 
उल्लिखित गैम नियामक वाल्व और सूचक युक्तियों के स्वचालित 

उपजीविकाजन्य स्वास्थ्य खतरों के बारे में विस्तृत जानकारी 
नियंग संन में शक्ति संभरण में मंग , 

होगी । पुस्तिका में उन प्रक्रियाओं का भी मार्गदर्शन होगा जिनका 
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अनमरण प्रक्रिय स तंत्र में बाटि या उसके मंग हो जाने पर किया 

(b ) accommodation spaces means public 
जाना है जैसे कि “ अक्रिय ग तंत्र मार्ग निर्देश " में दिया गया है । 

spaces , corridors and lobbies , stairways , 
[ . TO TF037177/ 1013/ 1 /87- T # . .] 

lavatories, cabins, offices, hospitals, 

hair dressing saloons pantries , not 
गम स्नेही , अवर सचिव 

contain cooking appliances , lockers , 

games and hobbies rooms and spaces 
MINISTRY OF SURFACE TRANSPORT 

similar to any of the foregoing and 
(Shipping Wing) 

trunks to such spaces allocated to 

passenger or crew ; 
DRAFT M .S. (FIRE APPLIANCES ) RULES , 
1989 

(c ) approved means approved by the Chicf 
New Delhi, the 23rd November, 1989 

Surveyor with the Government of 

India ; 
(Merchant Shipping ) 

d ) bulkhead deck is the uppermost deck 
G . S . R . - 902 : The following draft 

upto wliich the transverse water -tight 
of cortain rules which the Central Government 

bulkheads are carried ; 
propose to make in exercise of the powers con 
ferred by sections 289 and 435 of the Merchant 

(c ) cargo space means spaccs used for cargo 
Shipping Act, 1958 (44 of 1958 ), is hereby pub 

including cargo oil tanks , slop tanks and 
lished for the information of all persons likely 

trunks to all such spaces ; 
to be affected thereby and notice is hereby given 

(f) " chemical tanker" means a tanker cons 
that the said draft will be taken into considera 

tructed or adapted and used for the 
tion on or after the expiry of a period of sixty 

carriage in bulk of any liquid product 
days from the date of publication of this notifi 

of a llaminablo nature listed in either , - 
cation in the Official Gazette , 

(i) chapter 17 of the “ International 
Any objection or suggestion which may be 

Code for the Construction and 
received from any person with respect to the said 

Equipment of Ships Carrying 
draft before the expiry of the period aforesaid will 

Dangerous Chemicals in Bulk " ; 
be considered by the Central Government . 

or 
DRAFT RULES 

(ii) chapter VI of the Code for the Cons 

truction and Equipment of Ships 
Part 1 - Preliminary 

Carrying Dangerous Chemicals in 

Bulk . 
1. Short title , commencoment and applica 
tion - ( 1) These rules may be called the Mer 

whichever is applicable . 
chant Shipping (Fire Appliances ) Rules 1987 . 

(g ) " closed ro /ro pace " is a ro /ro cargo space 
( 2 ) They shall come into force on the date of 

which is not an open ro / ro space and not 
their final publication in the Official Gazette. 

a weather deck ; 

(h ) " combination carrier " means a tanker 
( 3) They shall apply to every Indian ship 

designed to carry oil or solid cargo in 
and sailing vessel, the kecl of which was laid or 

bulk ; 
is at a similar stage of construction on or after 
the 1st day of July , 1986 . 

(i) " control station " means spaces in which 

radio or main navigating equipment, or 
(4 ) They shall not apply to any such ship or 

the cmergency source of power , or the 
sailing vessel the heel of which was laid before 

central fire detection equipment, or fire 
the 1st day of July , 1986 and the provisions of 

control cquipment, or fire extinguishing 
the Merchant Shipping ( Fire Applicances ) Rules , 

installations are located , or a control 
1969 shall apply to such ships or sailing vessel; 

room located outside a propulsion machi 
Provided that the Director General of Ship 

nery space ; 
ping may , after the commencement of these rules , 
require by order in writing, the owner of any 

(1) " crew space " incans crew accommodation 
such ship or sailing vessel, having regard to any 

provided for the exclusive use of the crew ; 
structural changes made in such ships or sailing 

(h ) " crude oil" incans any oil occuring natur 
vessel, to comply with any or all of the require 

ally in the earth whether or not treated 
ments specified in these rules. 

to render it suitable for transportation 
2 . Definitions : In these rules, unless the con 

and includes : 
text otherwise requires : 

(i) crude oil from which certain distil 
(a ) Act means the Merchant Shipping Act , 

late fractions inay have been re 
1958 (44 of 1950 ) ; 

moved ; and 
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( ii ) crude oil to which certain distillate 

fraction may have been added . 
(1) " deadweight ” means the difference in 

tonnes between the displacement of 
a ship in a water of a specific gravity 
of 1 ,025 at the load line corresponding 
to the assigned summer freeboard and the 

lightweight of the ship ; 
(m ) " gas carrier ” means a tanker construc 

tcd or adapted and used for the carriage 
in bulk of any liquified gas or other pro 
ducts of a flammable nature listed in 
cither : 
( i) chapter 12 of the International Code 

for the Construction and Equipment 
of Ships Carrying Liquified Gases 

in Bulk ; or 
( ii) chapter XIX of the Code for the 

Construction and Equipmentof Ships 
Carrying Liquified Gases in Bulk , 

whichever is applicable . 
( n ) guidelines for inert gas systems" forms 

part of the publication “ Inert Gas Sys 
tems” 1983 edition published by the 

International Maritime Organisation ; 
(0 ) " length " in relation to a registered ship , 

means the registered length and in rela 
tion to an unregistered ship , means the 
length froin the force part of the stem 
to the aſt side of the head of the stern 
post or, if no storn post is fitted to take 
the rudder to the fore side of the rudder 
stock at the point where the rudder pas 

ses out of the hull ; 
(p ) " inachinery space " means spaces con 

taining propelling machinery , boilders, 
oil fuel units , steam and internal com 
bustion engines, generators and major 
electrical machinery , oil filling station , 
refrigerating , stabilising , ventilation and 
air conditioning machinery and similar 

spaces and trunks to such spaces ; 
( 9 ) “ machinery spaces of category A means 

the spaces and trunk to such spaces which 
contain : 
(i) internal combustion machinery 

used for main propulsion ; or 
( ii ) internal combustion machinery used 

for purposes other than main propul 
sion where such machinery has in 
the aggrcgate a total power out put 

of not less than 375 K . W .; or 
(iii) any oil- fired boiler or oil fire unit ; 
( r) " oil- lired bojler" means any boiler wholely 

or partly fired by liquid fuel; 


( s) " oil fuel unit" means the equipment used 

for the preparation of oil fuel for delivery 
to an oil fired boiler or equipment uscd 
for preparation for delivery of heated 
oil to an internal combustion engine, 
and includes amy oil pressure pumps, 
filters and heaters dealing with oil at a 

pressure more than 1. 8 bar (0 . 18 N /mm2) . 
(t ) “ open ro / ro spaces ” means ro /ro cargo 

spaces which are open at both ends, 
or open at one end and provided with 
adequate natural ventilation effective 
over the entire length through permanent 

openings in the side plating or deck head ; 
( 11 ) " passenger space " means space provided 

for the use of passengers ; 
(v ) " public spaces " include halls , dining 

rooms, bars , smoke rooms, lounges , 
recreation rooms, nurseries, libraries, 
cinemas, sale shops and similarly perma 
nently enclosed spaces allocated to 

passengers or crew ; 
( w ) “ Reid vapour pressure " means the vapour 

pressure of a liquid as determined by 
laboratory testing in a standard manner 

in the Reid apparatus ; 
( x ) " ro /ro cargo spaces " means spaces not 

normally sub -divided in any way and 
extending to either a substantial lengih 
or the entire length of the ship in 
which goods ( packaged or in bulk ), 
in or on rail or road cars, vehicles 
( including road or rail tankers ), trai 
lers, containers, pallets, demountable 
tanks or in or on similar stowane 
units or other receptacles can be loa 
ded and unloiuled normally in a hori 

zonial direction ; 
( y) - schedule" means a schedule appended 

to these rules ; 
(z ) " service spaces" include galleys, pantries 

containing cooking appliances, laundries, 
drying roulas, lockers and store rooms 
paint rooms, haggage rooms, mail and 
spacio roonis , workshops ( other than 
those forming part of the machinery 
spaces ) and similar spaces and trunks to 

such spaces ; 
( za ) “ short international voy gu " is an inter 

national vojage in the course of which 
a ship is notmore than 200 nautical miles 
from a port or place in which the passen 
gers and crew could be placed in safety . 
Neither the distance between the last 
port of call in the country in which the 
oyage begins and the final port of des 
ination nor the return voyage shall 
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exceed 600 nautical mils The final Class VII - Special trade passenger ships 
port of destination is the last port of 

or passenger ships engaged 
call in the schedulcd voyage at which 

On voyages between ports in 
the ship cominences its return voyage 

India during the course of 
to the country in which the voyage began ; 

which they do not go more 
( zb ) " special category space " 

than 5 nautical miles from 
means an 
encloscd space above or below the bulk 

the nearest land . 
head deck intended for the carriage of 

B - Ships other than passenger ships 
motor vehicles with fuel in their tanks 
for their own propulsion , into and from 

Class VIII --- Çaigo ships engaged on inter 
such vehicles can be driven and to which 

national voyages. 
passengers have access ; 

C lass IX – Cargo ships (other than ships 
( ZC ) " tons " means gross tons and in the case 

of class X ) engaged on voya 
of ships having two gross tonnages 

ges which are not international. 
the larger of these ; 

Class X - Cargo ships engaged on the 
(zd ) “ weather deck ” means a deck complc 

coasting trade of India ( other 

than ships of class IX ) during 
tely exposed to the weather from above 

the course of which they do 
and from at least two sides . 

not go more than 20 nautical 

miles from the nearest land : 
Classification of ships 

Provided that such ships shall 
3 . Classification of ships : For the purpose of 

not cease to be ships of class X 
thesc rules, any Indian ship and any sea going 

merely by reason of the fact 
sailing vessel shall be arranged in the following 

that they cross during their 
classes, namely : 

voyage the Gulf of Kutch , Cam 
A - Passenger ships 

bay or Mannar. 
Class I — Passenger ships engaged on 

Class XI - Cargo ships enaged on voyages 
international voyages other than 

betwcen ports in India during 
ships of classes II, 111 and IV . 

the course of which they do 

not go more than 5 nautical 
Class II - Passenger ships engaged on 

miles from the nearest land . 
short international voyages 

Class XII -- Tugs and tenders which pro 
other than ships of class IV . 

cced to sea but are not enga 
Class III - - Special trade passenger ships 

ged on international voyages , 
engaged on international voy Class Xlll - Fishing vessels other than 
ages other than ships of class 

those of class XIV . 
IV . 

Class XIV - Sailing vessels including sailing 
Class IV -- Special trade passenger ships 

fishing vessels . 
cngaged on short international 

Class XV — Pleasure craft. 
voyages . 

Part 11 — Fire Prevention and Fire Appliances 
Class V - Special trade passenger ships 
and passenger ships other than 

SECTION A - PASSENGER SHIPS 
ships of classes VI and VII 

4 . Application : (i) Rules 5 to 15 shall apply 
engaged on voyages other than 

to cvery ship of Class I, II , 1I), IV and cvery ship 
international voyages. 

of Class V of 20 meters in length and above . 
Class VI --Special trade passanger ships (ii) Rules 16 to 18 shall apply to every ship of 
or passenger ships engaged 

Class V of less than 20 metres in length , 
on voyages on the coasting 
trade of India during the course 

( iii ) Rules 19 to 23 shall apply to cvery ship 
of which they do not go more 

of Class V1 of 20 metres in length and above, 
than 20 nautical miles from the 

(iv ) Rule 24 shall apply to every ship of Clas 
nearest land . Provided that VI of less than 20 metres in length . 
such ships shall not cease to 

(v) Rulc 25 shall apply to every ship of Class 
be ships of class Vi merely 

VII. 
by reason of the fact that they 
cross during their voyage the 

5 . Fire patrols , detections, alarms and public 
Gulf of Kutch , Cambayor address systems: Every ship shall comply with the 
Mannar , 

following, namely : 
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(i) An efficient fire patrol shall be maintained 

crew at all times when at sea , or in port 
in ships carrying more than 36 passengers 

( except when out of service ). 
so that an outbreak of fire mily bu pro 

( viii) A special alarm , operated from the navi 
inptly dutected . 

gating bridge or fire control station , 
(ii) Each member of the fire patrol shall be 

shall be fitted to summon the crew , which 
trained to be familiar with the arrange 

may be part of the ship s general alarm 
ments of the ship as well as the location 

systcm hut shall be capable of being 
and operation of any equipment he ma y 

sounded independently of the alarm to 
be called upon to use . 

the passenger spaces. 
( iii ) Manually operated call points complying (ix ) A public address system or other effective 
with the requirements specified in Schedule 

means of comniunication shall be avail 
VII shall be fitted throughout the accom 

able throughout the accommodation 
modation spaces, service spaces and 

space , the service space and control 
special category spaces which will give 

station . 
an alarm immcdiately to the navigating 
bridge or fire control station . Such a 

6 . Firc pumps, fire main , water service pipes , 
manually operated call point shall be posi 

hydrants hoses and nozzles : ( 1) Every ship shall 
tioned adjacent to each exit from every 

be provided with fire pumps, fire mains, water 

service pipes, hydrants, hoses and nozzles capable 
special category space . 

of providing at least two jets ofwater, not emana 
(iv ) In every special category space in which 

ting from the same hydrant, capable of reaching 
the fire patrol is not maintained by a 

normally accessible parts of the ship while the 
continuous fire watch during the voyage , 

ship is being navigated and any store room and 
a fixed fire detection and fire alarm sys 

any part of any cargo space when einpty . 
tem complying with the requirements 
specified in Schedule VII shall be provi 

(2 ) Every ship of 4000 tons or above shall be 
ded . 

provided with at least three independently driven 

fire pumps and every ship of less than 4000 tons 
(v ) In every part of the ship which is not shall be provided with at least two such pumps , 
reasonably accessible to the fire patrol 

and each such pump shall be capable of delivering 
and in every cargo space ( other than 

two jets of water specified under clause (1 ) and 
special category spaces) containing in addition shall comply with the requirements 
imotor vehicles having fuel in their tanks 

specified in rule 58 . 
for their own propulsion , a fixed fire 
detection and fire alarm system comply 

( 3) In every ship of 1000 tons and above , 
ing with the requirements specified in the arrangements of sea connections, pumps and 
Schedule VII or a sample extraction sources of power for operating them shall be such 
smoke detection system complying with as to cnsure that fire in any one compartment 
the requirements specified in Schedule will not put all the fire pumps out of action . 
VIII shall be provided . Provided that 
the Chief Surveyor with the Govt. of 

Provided that where arrangements in a ship 
India may , if he is satisticd that com 

is such that a fire in any one compartment could 
pliance with the provisions of this clause 

put all the ſire - pumps out of action , there shall 
would be unreasonable on account of 

be provided in a position outside the machinery 
the short duration of the voyages on 

spaces, an independently driven power operated 
which the ship is engaged , excmpt any 

einergency fire pump and its source of power 
ship from the said requirements in res 

and sea connection . Such pump shall be capable 
pect of any part of the ship which is not of producing at least two jets of water from 
accessible to the fire patrol. 

any two hydrants and hoses through nozzles 

which shall comply with the requirements speci 
(vi) In any machinery space where the main fied in sub -rule (2 ) of rule 61 while simultaneously 

propulsion and associated machinery in maintaining a pressure of at least 2 .1 bar (0 .21 
cluding sources of main electrical supply N /mm²) at any hydrant in the ship . 
arc provided with automatic or remote 

(4 ) ( a ) Every Ship shall be provided with a 
control under continuous manned super 

firc main , water service pipes , hydrants , hoses 
vision from a control room , there shall 

and nozzles which shall be so arranged that they 
be provided a fixed fire detection and fire 

comply with the requirements specified in rules 
alarm systein complying with the require 

59, 60 and 61 when all watertight doors and all 
ments specified in Schedule VII . 

doors in main vertical zone bulkheads are closed . 
(vii ) Be so manned and equipped as to ensure 

(b ) In every ship of 1000 tons and above, 
that any initial firc alam is immediately the arrangement of fire pumps , fire mains and 
received by a responsible member of the hydrants shall be such that at least one jet of water 
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is immediately available from any one hydrant 
in an interior location . Arrangements shall 
also be made to ensure the continuation of the 
output of water by the automatic starting of a 
fire pump. 


with thed for hoseco 


esting the 


(5 ) In every shipat lcastono fire hose completo 
with nozzle shall be provided for every hydrant 
fitted in compliance with this rule and shall be 
used only for the purpose of extinguishing fire 
or for testing the fire extinguishing appliances 
at fire drills and surveys . 

(6) In every ship : 
(a ) in any ro /ro cargo space or any spocial 

category space, the number of hydrants 
with hoses shall be positioned near the 
accesses of such spaces and be so arran 
ged that at least two jets of water, each 
from a single length of hose , not emana 
ting from the same hydrant shall reach 

any part of such space . 
(b ) where, in any machinery space of category 

A , access is provided at a low level from 
an adjacent shaft tunnel, two hydrants 
fitted with hoses with dual-purpos ; nozzles 
shall be provided external to , but ncar 
th > entrance of that machinery space . 
Whre such accoss is not provided from 
a tundul, but is provided from othor space 
or spaces there shall be provided in one 
of thoso spacos two hydrants fitted with 
hoses with dual-purpose nozzles noar 
tho ontranco to tho machincry space of 
Category A . Such provisions ncea not 
be made when thy tunnel or adjacent 

spaces arc not pait of an escape route . 
(7 ) In overy ship : 
(a ) at least throe water- fog applicators in 

addition to the nozzles required under 
this rulc shall be provided in special 

category spaces ; 
(b ) carrying more than 36 passengers, each 

machinery spacz of category A shall be 
provided with at least two suitable water 

fog applicators. 
7 . Portable fire extinguishers in accommo 
dation , cargo and service spaces : (1 ) Every ship 
shall be providod : 
( a ) on each deck below the bulkhead deck , 

a sufficient number of portable firo exti 
nguishers so thatat least two of those shall 
be readily available for use in every 
accommodation space , service space and 
control station , between main vertical 

zones ; and 
(b ) in enclosed accommodation space , serviço 

spiccs and control stations above the 
3331 GI/89 - 10 , 


bulkhead deck , at Icast onc such extin 
guisher shall be provio.ed for use on each 
side of the ship in such space , such that 
the total number cf extinguishers provi 
ded including thoso specifizd in Clause 
(a ) is not less than fivc on a ship of 1000 

tons or over ;and 
(c ) at least one portable fire extinguisher and 

a fire blanket in every galley and whero 
tho superficial deck area of any galley 
exceeds 45 square metres , at least two 

fice blankets . 
( d ) at least onc portable fire extinguisher for 

usc ir each control station ; 
(e ) in cach special category space and cargo 

spaco intended for the carriage of motor 
vehicles with fuel in their tanks for thuir 
owi propulsion ; 
(i) for every 40 metres length of deck 

space, at least two portablc fire extin 
guishers, suitable for cxtinguishing 
oil fi es , so arranged that at least 
ono extinguisher is available on each 
side of deck space and et lcast one 
extinguishei is available at each 

access to the deck spacc ; and 
(ii) one portable foam applicator unit 

complying with the requirement 
specified in Schedulu V . Provided 
that not less than two such appli 
cators shall be available in the ship 

for use in any such space . 
2 ) Ono of the portable fire extinguishers , 

intended for use in each space shall be 
availablo near the entrance to that space 


in the 


ther in shall be 


8 . Fixed fire extinguishing systems in cargo 
spaces : (1) Every ship of 1000 tons and above 
and every ship engaged in the carriage of can 
gerous goods, shall be provided in cvery cargo 
space other than special category spaces and 
spaces where a fixed pressure Water Spraying 
System is fitted in accordance with clause (b ) and 
(c ) of sub -rule (2 ) a fixed gas fire extinguishing 
system complying with the requirements speci 
find in Schedule IX . Provided that the Director 
General of Shipping may exempt any ship (other 
than a ship engaged in the carriage of cangerous 
goods) from the requirements of this sub - rule . 
if he is satisfied that to require compliance there 
with would be unreasonable on account of the 
short duration of the voyages on which the ship 
is engaged , 


(2 ) Every ship shall be provided : 
(a ) in each special category space a fixed 

prossure water spraying system complying 

with the requirements spec fied in Sche 
dule XI or any other fixed fire extin 
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from each other by a bulkhead 
and if fuel oil can drain from the 
boiler room into the engine room , 
the combined engine and boiler 
rooms shall be considered as one 

single machinery space . 
(2) In addition to the requirements of Clause 


guishing system , which the Chief Sur 
veyor with the Government of India , 
being satisfied after full- scale tost in 
conditions simulating a flowing petrol 
fire in a special category space to be not 
less effective in controlling fires likely 

to occur in such a space. 
(b ) in each cargo space (other than special 

catogory space ) intended for the carriage 
of motor vehicles with fuel in their tanks 
for their own propulsion a fixed pres 
suro water spraying system complying 
with the requirements specified in Sche 
dulo XI or a fixed gas fire extinguishing 
system complying with the requirements 

specificd in Schedule IX . 
(c ) in each open ro /ro cargo space having a 

dock over and each closed ro /ro cargo 
space not capable of being sealed , a fixed 
pressure water spraying system complying 
with tho requirements specified in Sche 
dule XI. 


( 1) there shall be provided :- - 

(a ) in each boiler room 
(i) not less than one foam type fire 

extinguisher of at least 135 litres capacity 
or CO fire extinguisher of at least 45 
Kilogram capacity , as may be nocessary 
having regard to the the size of toiler 
room placed in such positions so as to 
be readily accessible in the event of fire 
and zhall be provided with hoses on reels 
suitable for reaching any part of the 
boiler room and spaces containing any 
part of the oil ſuel installation : 


9 . Machinery Spaces, General :- Every ship 
shall be provided with appliances capable of 
injecting rapidly and simultaneously at least 
two jets of water not emanating from the same 
hydrant at least one of which shall be from a 
single length of hose , reaching any part of bunker 
and machinery spaces normally accessible to 
crew when all water -tight doors in the main 
Vertical zone bulkheads are closed . 

10 . Machinery Spaces of Category - A : 
Every ship with machinery space of category - A . 

(1) shall be provided in such spaces : 
(a ) at least two fire hydrants, one on the 

port side and the other on the starboard 
side , for each such hydrants , one fire 
hose complete with a nozzle ; and one 

spare fire hose complete with nozzle ; 
(b ) at least one of the following fixed fire 

extinguishing installations : 
(i) a fixed pressure water sparying 

system complying with the require 

ments specified in Schedule XII. 
( ii) a fixed gas fire extinguishing system 

complying with the requirements 

specified in Schedule IX . 
(iii) a fixed high expansion form system 

complying with the requirements 

specified in Schedule X . 
EXPLANATION -- For the purpose of 

this rule , if the engine and boiler 
rooms are not entirely separated 


(ii) One portable foam applicator complying 

with the requirements spec ficd in Schc 

dule y . 
(6 ) In each firing space in cach boiler room 

and in each space containing any part 
of any oil fuel installation , at loast two 
portable fire extiuguishers suitable for 

extinguishing oil fires ; 
(c ) In each firing space , a rcceptacle contain 

ing at least 0 . 3 cubic metre of sand , saw 
duzt impregnated with soda or other 
dry material suitable for quenching oil 
fine in sufficient quantity together with 
scoops for its distribution or in the al 
ternative additional portable fire extin 
guisher suitable for extinguishing oil 
fires . 


omplying 
schedule 
and system 


(3 ) In addition to the requirements of Clause 
( 1 ) there shall be provided in any space contain 
ing internal combuztion type machinery : - - 
(i) not less than one foam fire extinguishers 

of 45 litres or carbon dioxide extinguis 
hers of at least 16 Kilograms capacity . 
The extinguishers shall be sited so as 
to be readily accessible in the event or 
fire and they shall be sufficient in number 
to enablc foam or CO2 to be direc ed 
into any part of the fuel and lubricating 
oil pressure systems, gearing and other 
areas of high fire risk , 


(ii) not less than one set of portable foam 

applicator unit complying, with the 
requirements specified in Sched ule V . 
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( iii) not less than two portable fire extinguish - 

er suitable for extinguishing oil fires , 
to ensure that at least onc cxtinguisher 
is not more than 10 metres distance from 

any position within the space . 
11. Şpaces Containing Stream Turbine or 
Enclosed Steam Engines : - Every ship shall be 
provided in spaces containing steam turbine or 
enclosed pressure lubricated steam engines 
used either for main propulsion or having in 
the agregate , a total power of not less than 375 
KW for auxiliary purpose : 

(a ) If such spaces have not been fitted with 
fixed fire extinguishing system specified in 
Clause (1) (b ) of rule 10 , foam fire extinguishers 
each of at least 45 litres capacity or carbon 
dioxide fire extinguishers cach of at least 16 
Kilograms capacity sufficient in number to 
enable foam or Co2 to be directed on to any 
part of the pressure lubrication system and on 
to any part of the casings enclosing pressure 
lubricated parts of the turbine , engines or asso 
ciated gearing and any other areas of highfire 
risk . 

( b ) not less than two portable fire ox 
tinguishers suitable for extinghishing oil fires , 
sufficient in number, so located that no point 
in the space is more than 10 metros distance 
from an extinguisher in that space ; provided 
that where such spaces are periodi cally un 
attended , one of the fixed fire extinguishing 
system complying with the requirements of 
sub - clause (b ) of clausc ( 1) of rule 10 shall be 
provided in addition . 

12 . Fire Extinguishing Appliances In Other 
Machinery Spaces :- In every ship where a fire 
hazard exists in any machinery space for which 
no specific provisions for fire extinguishing app 
liances are spocified in rule 10 or 11 , there shall 
be provided in or adjacent to that space sufficient 
number of portable fire extinguishers to onsure 
that at least one extinguisher is not more than 10 
metres distanco from any position within that 
space unless equivalent means of fire extinction 
are provided 

13 . Special Requirements for Machinery 
Spaces :- In every ship 

(1 ) in any machinery space of category -- A 
to which access is provided at a low level from , 
an adjacant shaft tunnel there shall be provided 
in the shaft tunnol, on the side remote from that 
machinery space , a light stocl screen - door which 
shall be capable of being oporated from each 

oporated from each 
sido in addition to any water- tightdoor , 


(2) there shell be provided 
(a ) in each special category space a power 

ventilation system sufficient to give at 

least 10 air changes per hour ; 
(b ) in each cargo space , other than specialca 

tegory sapcos , intended for the carriage of 
motor vehicles with fuel in their tanks for 
their own propulsion , power ventilation 
system sufficient to give at least 10 air 
changes per hour for ship carrying more 
than 36 passengers and 6 aij changes 
per hour for ships carrying less than 36 

passengers ; 
(3 ) the power ventilation system referred to 
in sub - rulo (2 ) shall be entirely separate from 
other ventilation systems and shall bo operated 
at all times when vehicles are in such spaços . 
Ventilation ducts serving such spaces capablo 
of being effectively sealed shall be scparated for 
each such spacc . The system shall be capable 
of being controlled froin a position outside such 
spaces. In addition -- 
(a ) the ventilation system shall be such as to 

provont air stratification and the forma 
tion of air pockets ; 
an indicator to indicate on tho navigating 
bridge any loss or reduction of the re 
quired ventilating capacity shall be pro 

vided ; 
(c) ariangemets shall be provided to permit 

a rapid shutdown and effective closure 
of the ventilation system in case of fire , 
taking into account the weather and sea 

conditions; 
14 . International Shore Connections : - Every 
ship shall berovided with at lcast one intorna 
tional shore connection complying with the 
requiremens specificd in Schedule I, to enable 
water to be supplied from another ship or from 
the shore , to the firo main and necessary facilities 
for enabling such a connection to be used on 
both sides of a ship . 

15 . Fire -Man s Outfit :- ( 1) Every ship shall 
be provided with at least , 

(a ) two fireman s outfit ; and 
(b ) two fireman s outfits and two sets of 

personal equipment for every 80 metres 
( or part thereof of the aggregate of the 
length of all passenger space , and spans 
service on the deck which carries such 
spaces , or if there is more than one such 
deck , on the deck which has the largest 

aggiogate of such lengths; 
(2 ) for fireman soutfit which includes a self 
contained breathing apparatus , one spa re charge 
ſor vach such appratus . Every fireman s outfit 
for each such appratus Evor 6 
and personal equipment referred to in sub - rule 


. Fire Faces 
- In hinery spaguishing 
shall 
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in num be o enable foam or carbon 

dioxide to be directed on to any part of 
the boiler room or space containing any 

part of the oil fuel installation ; 
(b ) in each firing space and in each space 

which contains any part of any oil fuel 
installation at least two portable fire 
extinguishers suitable for extinguishing oil 
fires ; and 


(1 ) shall comply with the requirements specificd 
in Schodule - VI. 

(3 ) At least two of the fireman s outfit re 
ferred to in sub -rule (1) shall include breathing 
apparatus of air hose type and the remaining 
shall , includo breathing apparatus of the self 
contained type. Provided that where the air 
hose of an air hose type breathing apparatus 
has, in order to comply with para (3 ) of Schedulo 
VI, to exceed 36 metres in length , an additional 
breathing apparatus of self - contained type shall 
be provided on board thc ship . 

(4 ) Every ship carrying more than 36 pas 
sengers shall be provided for each pair of breath 
ing apparatus one water fog applicator which 
shall be stored adjacent to such apparatus . 

(5 ) Thu firemal s outfits or sets of pesonal 
equipment referred to in sub -rule (1 ) shall be so 
stored as to bo easily accessible and ready for 
uso an whare more than one fireman s outfits 
or more than one set of personal equipment is 
carriod they shall be stored in widely separated 
positions . At least two fireman s outfits and 
ono set of porsonal equipmont shall be available 
at any one storage position . 


(c) in each firing space a receptacle contain 

ing at least 0 . 3 cubic metre of sand or 
other dry material suitable for extin 
guishing oil fires together with a scoop 
for its distribution , or an additional 
portable fire extinguisher suitable for 
extinguishing oil fires. 
Every such ship of 15 metres in length 
and above but less than 20 metres in 
length , shall be provided in cach space 
containing internal combustion typc pro 
pulsion machinery , at least five portable fire 
extinguishers suitable for extinguishing oil 
fires , and every such ship of less than 15 
metres in length shall be provided with 
at least three such portable fire extin 

guishers in such spaces . 
Provided that where the internal combustion 
machinery is situated in a space to which sub 
rule (1) applies, only two such portable fire 
extinguishers need be provided in addition to 
the extinguishers required by that sub -rule . 


SHIPS OF CLASS V OF LESS THAN 20 
METRES IN LENGTH 

16 . Fire pumps, fire main , water service pipes, 
hydrants, hoses and nozzles , - Every ship of clats 
V of less than 20 metres in length shall be provided 
in a place outside the machinery spaces a power 
or hand operated pump with a permanent sea 
connection and a hose with a 10 millimetre 
diameter nozzle capable of producing a jet of 
water having a throw of not less than 6 metres , 
capable of being directed to any part of the ship . 

17. Portable fire extinguishers -- Every ship of 
class y of less than 20 metres in length shall be 
provided with at least one portable fire extin 
guisher in each of the passenger spaces above 
the bulkhead deck , and with at least two portable 
extinguishers in each of the crew spaces and in 
each of the passenger spaces below the deck . 
At least one portable fire extinguisher shall be 
available for use in any galley . 

18 . Machinery spaces of catcgory A and spaces 
containing oil fuel settling tanks : - Every ship 
of class y of less than 20 metres in length shall 
be provided 
(a ) in any space containing any oil - fired 

boiler , oil fuel settling tank or oil fuel 
unit , not less than one foam fire extin 
guisher of at least 45 litres capacity or 
carbon dioxide extinguishers of at least 
16 kilogrammes capacity , which shall be 
placed so as to be readily accessible in 
the event of a fire and shall be sufficient 


SHIPS OF CLASS VI OF 20 METRES IN 
LENGTH AND ABOVE 

19 . Fire pumps, fire main , water service pipes, 
hydrants hoses and nozzles : - ( 1) Every ship of 
class VI of 20 metres in length and above shall 
bc provided with fire pumps, fire main , water 
service pipes, hydrants, hoses and nozzles whereby 
at least one jet of water can reach any part of the 
ship normally accessible to the passengers or 
crew while the ship is being navigated and any 
store room and any part of any cargo space 
when empty . 

(2 ) Every such ship shall be provided with 
at least one fire pump operated by power, which 
shall be capable of delivering at least one jet of 
water from any fire hydrant, hose and nozzle 
provided in the ship and shall comply with the 
requirements of rule 58 . 

(3 ) Every such ship fitted with oil- fired boilers 
or internal combustion type propulsion machinery 
shall be provided with an additional fire pump 
which shall bo permanently connected to th 
fire main but which may not be required to be 
operated by power. Such pump and its source 
of power, if any, shall not be situated in thc 
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same compartment as the pump required under 
sub - rule (2 ) and shall be provided with a perma 
nent sea connection situated outside the machinery 
space . If such a pump is operated by power , 
it shall comply with the requirements of sub - rule 
(2 ) and if it is manually operated it shall be 
capable of producing a jet of water having a 
throw of not less than 6 metres from nozzles. 


or other dry material suitable for extin 
guishing oil fires together with a scoop for 
its distribution , or an additional portable 
fire extinguisher suitable for extinguishing 

oil fires . 
( 3 ) In addition to the requirement of sub - rule 
( 1) there shall be provided in any machinery 
space containing internal combustion type 
machinery : 


( 4 ) Every such ship shall be provided with a 
fire main , water service pipes, hydrants , hoses and 
nozzles which shall comply with the requirements 
specified in rules 59 , 60 and 61. 


(5 ) Every such ship shall be provided with 
at least one fire hose for every hydrant. 

(6 ) Every such ship fitted with oil- fired boilers 
or internal combustion type machinery shall be 
provided with at least one fire hydrant in each 
space containing such boilers or machinery , with 
a nozzle for cvery fire hose at every hydrant 
fitted in such spaces, 


20 . Portable fire extinguishers.--- Every ship 
of class VI of 20 metres in length and above 
shall be provided with at least one portable fire 
extinguisher in each of the passenger spaces 
above the bulkhead deck , and with at least two 
such extinguishers in each of the crew spaces 
and the passenger space below that deck . At 
Icast one portable fire extinguisher shall be 
available for use in any galley . 


(a ) one foam fire extinguisher of at least 45 

litres capacity or a carbon dioxide fire 
extinguisher of at loast 16 kilogrammes 

capacity ; and 
(b ) not less than two portable fire extingui 

shers suitable for extinguishing oil fires , 
so located that an extinguisher is not 
more than 10 metres distance from any 

point in such machinery space . 
22 . Firemen s outfits : — Every ship of class 
VI of 20 metres in length and above shall carry 
one fircman s outfit for cach 30 metres (or part 
thereof ) of the registered length of the ship , 
complying with the requirements specified in 
Schedule VI. 

23. International shore connections :- Every 
ship of class VI of 500 tonnes and above shall 
be provided with at least one international shore 
connection complying with the requirements 
specified in the Schedule I, to enable water to be 
supplied from another ship or from the shore , 
to the fire main and necessary facilities for 
cnabling such a connection to be used on both 
sides of a ship . 

24 . Ships of Class VI of less than 20 metres 
in Length : - Provisions of Rules 16 to 18 ( both 
inclusivc ) shall apply to ships of Class VI of less 
than 20 metres in length . 

25 . Ships of Class VII : (1 ) Provisions of rules 
19 to 23 (both inclusive ) shall apply to ships of 
Class VII of 20 metres in length and above . 

(2 ) Provisions of rules 16 to 18 ( both inclusive ) 
shall apply to ships of Class VII of less than 20 
metres in length . 


21 . Machinery spaces of category A (1 ) In 
every ship of class VI of 20 metres in length and 
above shall be provided , for the protection of 
any machinery space of category A , at least one 
of the fixed fire extinguishing installations required 
under Clause ( 1) ( b ) of rule 10 , 

(2 ) In addition to the requirements specified 
in sub -rule (1), there shall also be provided -- 


(a ) in each boiler room not less than two 

foam fire extinguishers of at least 45 litres 
capacity or carbon dioxide fire extingui 
shers of at least 16 kilogrammes capacity 
and shall be placed so as to be readily 
accessible in the event of fire and they 
shall be sufficient in number to enable 
foam or carbon dioxide to be directed on 
to any part of thc boiler room or spaces 
containing any part of the oil fuel instal 

lation ; 
(b ) in each firing space and in each space 

which contains any part of any oil fuel 
installation at least two porable fire 
extinguishers suitable for extinguishing 

oil fires ; 
(c ) in each firing space a receptacle con 

taining at least 0 . 3 cubic metre of sand 


SECTION B SHIPS OTHER THAN PAS 
SENGER SHIPS AND TANKERS 

26 . Application : — Save as otherwise provided , 
the provisions of rules 27 to 36 (both inclusive ) 
shall apply to ships of Classes VIII, IX , X , XI, 
XII and XV of 500 tons and above. 

27. Fixed fire extinguishing arrangements in 
cargo spaces : - ( 1) Every such ship enageed in 
the carriage of dangerous goods shall be provi 
ded 
(a ) a fixed gas fire extinguishing system 

complying with the requirements specified 
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in Schedule IX for every cargo space 
(other than ro /ro cargo spacc not capablo 

of being sealed ) ; and 
(b ) a fixed pressure water spraying system 

complying with the requirements specified 
in Schedule XI for every ro / ro cargo 

space not capable of being sealed . 
(2 ) Every such ship there shall be provided 
(a ) for every ro /ro cargo space capable of 

being sealed and for every cargo space 
( other than a ro /ro spacc ) intended for 
the carriage of motor vehicles with fuel 
in their tanks for their own propulsion 
a fixed pressure water spraying system 
complying with the requirements specified 
in Schedule XI, or a fixed gas fire extin 
guishing system complying with the re 
quirements specified in Schedule- IX . 


(b ) for every ro /ro cargo space not capable 

of being sealed a fixed pressure water 
spraying system complying with the 

requirements specified in Schedule XI. 
( 3 ) Every such ship of 2000 tons and above 
other than ships to which sub - rule ( 1 ) applies , 
shall be provided a fixed gas fire extinguishing 
system complying with the requiremonts speci 
fied in Schedule 1X for every cargo space . Pro 
vided that the Chief Surveyor with the Govern 
ment of India may exempt any ship from the 
requirements of this sub - rule if 
(i) the ship is constructed and solely intended 

for the carriage of ore, coal, grain , 
unseasoned timber or any other non 
combustible cargoes or cargoes which , 
in his opinion constitute a low fire risk ; 

and 
( ii ) the ship is fitted with steel hatch covers 

and effective means of closing all venti 
lators and other openings leading to the 

cargo spaces. 
28 . Fire pumps, fire mains, water service 
pipes, hydrants, hoses and nozzles : - (1) Every 
such ship shall be provided with fire pumps, 
firc -mains, water service pipes, hydrants , hoses 
and nozzles which shall be capable of delivering 
at least two jets of water so as to reach any part 
of the ship normally accessible to the passengers 
and crew while the ship is being navigated , and 
any store room and any part of any cargo space 
when empty . 

(2 ) (a ) Every such ship , which is less than 
1000 tons , shall be provided with at least one 
fire pump operated by power, having a capacity 
of not less than 25 cubic metres per hour, which 
shall be capable of delivering at least one jet of 
water simultaneously fron each of any two fire 


hydrants, hoses and nozzles provided in the ship 
and shall comply with the requirements of rule 58 . 

(b ) In every such ship , in addition to the fire 
fire pumps required under this rule , one of 
other pumps shall be fitted in the machinery 
space such as the general service , bilge and 
ballast pump, which shall be capable of providing 
water to the fire main at the capacity and pressure 
of the fira pumps. 

(c) very such ship of 1000 tons and above , 
shall be provided with at least two fire pumps 
operated by power. Each pump shall be capable 
of delivering at least one jet of water simultaneo 
usly from each of any two fire hydrants , hoses 
and nozzles provided in the ship and shall comply 
with the requirements of rule 58 . 

(3 ) (a ) If in any such ship fire in any one 
compartment could put all the fire pumps out of 
action, an independently driven power operated 
emergency fire pump and its source of power and 
Sua connection shall be provided in a position 
outside the machinery spaces. 

(b ) In every such ship which is under 1000 
tons, such emergency fire pump shall be capable 
of delivering at least one jet of water simul 
taneously from each of any two hydrants and 
hoses through nozzles which shall comply with 
rule 61 ( 1 ) while maintaining a pressure of at 
least 2 . 1 bar at any hydrant in the ship , and for 
such ships of 1000 tons or over , the pressure at 
any hydrant shall not be less than 2 . 5 bar. 

(c ) In every such ship of 2000 tons or over 
such emergency fire pump shall meet the require 
ments specified in rule 58 ( 3 ). 

(4 ) (a ) Every such ship shall be provided 
with a fire main , water service pipes, hydrants, 
hoses and nozzles which shall comply with rules 
59 , 60 and 61. 

(b ) In every such ship the number of fire 
hoses shall be in addition to those required for 
any mahinery spaces, one fire hose for each 30 
metres (or part thereof), length of the ship but 
in no case less than 5 hoses in a ship of 1000 
tons and over and not less than 3 in a ship under 
1000 tons. Such hoses shall have a total length 
of at least 60 per cent of the length of the shin . 
In addition there shall be provided one spare 
fire hose , complete with couplings and nozzle . 

Provided that the Chief Surveyor with the 
Government of India may require a greater 
number of hoses to be carried so as to ensure 
that hoses in sufficient number are available and 
accessible at all times , having regard to the size 
and type of ship and nature of services. 

(5 ) All hydrants in machinery spaces of such 
ships fitted with main or auxiliary oil fire boilers 
or internal combustion type of machinery shall 
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be provided with hoses complete with nozzles . 
In each such space at least two fire hydrants one 
on port and one on the starboard side ; and in 
addition where there is access to the machinery 
space of any such ship by way of a shaft tunnel, 
2 fire hydrant should be provided in the tunnel 
at the end adjacent to that space . 

(6 ) In every such ship there shall be provided 
in ro / ro cargo spaces at least three water fog 
applicators in addition to the nozzles required by 
this rule . 

( 7) In every such ship in every ro /ro cargo 
space the number of hydrants with hoses shall 
be so arranged that at least two jets of water 
each from a single length of hose not emanating 
from the same hydrant may reach any part of 
such space and such hydrants shall be position 
ed near the accesses to such space . 

29 . Portable fire extinguishers in accommo 
dation , cargo and service spaces. - Every such 
ship shall be provided with 

(a ) portable fire extinguishers not being less 
than five in a ship of 1000 tons or above and not 
less than three in a ship of 500 tous and above 
but less than 1000 tons to ensure that at least one 
such extinguisher is readily available for use in 
any part of the accommodation spaces, service 
spaces and control stations, 

(b ) in each ro /ro cargo space intended for the 
carriage ofmotor vehicles with fuel in their tanks 
for their own propulsion --- 
(i) at least two portable fire extinguishers 

suitable for extinguishing oil fires for 
every 40 metres length of deck space so 
arranged that at least one extinguisher is 
available on each side of such space and 
at least one extinguisher is available at 

each access to such space , 
( ii) one foam applicator complying with the 

requirements specified in Schedule V : 
Provided that not less than two such 
applicators shall be available in the ship 

for use in any such space . 
30 . Machinery Spaces of Category - A . -- 

Every such ship with machinery space of 
category - A , shall be provided 

(1) in such machinery spaces 

( a ) at least two fire hydrants one on both 
sides of the ship for each such hydrants , one fire 
hose complete with nozzle and one space fire 
hoșe complete with nozzle . 

(b ) at least one of the following fixed fire 
extinguishing installations , namely : 

(i) a fixed pressure water spraying system 

complying with requirements specified in 
Schedule XII. 


( ii ) a fixed gas fire extinguishing system 

complying with the requirements of Sche 

dule ix . 
( iii) a fixed high expansion foam system 

complying with the requirements speci 
fied in Schedule X . 
EXPLANATION : For the purpose of 
this rule , if the engine and boiler rooms 
are not entirely separated from each other 
by a bulkhead and if fuel oil can drain 
from the boiler room into the engine 
room , the combined engine and boiler 
rooms shall be considered as one single 

machinery space . 
(2 ) in cach boiler room 
(i) not less than one foam type fire extin 

guisher of at least 135 litres capacity or 
Co2 fire entinguisher of at least 45 
Kilogram capacity as may be necessary 
having regard to the size of the boiler 
room , placed in such position so as to 
be readily accessible in event of fire , with 
hoses on recls suitable for reaching any 
part of the boiler room and spaces coil 

taining any part of the oil fuel installation : 
( ii ) onc portable foam applicator complying 

with the requirmeents specified in 

Schedule V ; 
( iii) in each firing space and in each space 

containing any part of any oil fuel 
installation , at least two portable fire 
extinguishers suitable for extinguishing 

oil fires ; 
(iv ) in each firing space , a receptacle contain 

ing at least 0 . 3 cubic metre of sand , saw 
dust impregnated with soda or other 
dry material suitable for quenching oil 
fire in sufficient quantity together wth 
scoops for its distribution or an addi 
tional portable fire extinguisher suitable 

for extinguishing oil fires . 
(3) in any space containing internalcombustion 
typc machinery : 
(i) not loss than one foam fire extinguishers 

of 45 litres or carbon dioxide extingui 
shers of at least 16 Kilogram capacity 
sufficient in number to enable foam or 
CO2 to be directed into any part of the 
fuel and lubricating oil pressure systems, 

gearing and other areas of high fire risk ; 
( *) not less than one set of portable foam 

applicator unit complying with the 

requirements specified io Schedule V . 
(iii ) not less than two portable fire extin 

guishers suitable for extinguishing oil 
fires to ensure that at least one 
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system shall be capable of being controlled from a 
position outside such spaces. In addition - 

(a ) the ventilation system shall be such as to 
prevent air stratification and the formation of air 
pockets ; 

(b ) an indicator to indicate any loss of the 
required ventilating capacity on the navigating 
bridge ; 

(c ) arrangements shall be provided to permit 
a rapid shutdown and effective closure of the 
ventilating system in case of fire , taking into ac 
count the weather and sea conditions. 


oxtinguisher is not more than 10 metres dis 
tance from any position within the space . 

31 . Spaces Containing Steam turbine or 
enclosed steam engine : - Every such ship shall 
be provided in spaces containing steam turbine 
or enclosed pressure lubricated steam engines 
used cither for main propulsion or having in the 
aggregate , a total power of not less than 375 Kw 
for auxiliary purposes : 

( a ) if such spaces have not been fitted with 
fixed fire extinguishing system specified in claus 
( 1) (b ) of rule 30 , foam fire extinguishers each of 
at least 45 litres capacity or carbon dioxide fire 
extinguishers each of at least 16 Kilogram 
capacity sufficient in number to enable foam or 
Co2 to be directed on to any part of the pressure 
lubrication system and on to any part of the 
casings enclosing pressure lubricated parts of the 

ing pressure lubricated parts of the 
turbine , engines or associated gearing and any 
other areas of high fire risk ; 

(b ) not less than two portable fire extingui 
shers suitable for extinguishing oil fires, suffi . 
cient in number , so located that no point in the 
space is more than 10 metres distance from 
an extinguisher in that space ; 

(c ) one of the fire extinguishing systems 
specified under clause (1) (b ) of rule 30 where such 
spaces are periodically unattended . 

32 . Fire Extinguishing Appliances in other 
Machinery Spaces --Every ship where a fire hazard 
exists in any machinery space for which no speci 
fic . provisions for fire extinguishing appliances 
are specified in rule 30 and 31 , shall be provided 
in or adjacent to such space a sufficient number 
of portable fire extinguishers to ensure than at 
least one extinguisher is not more than 10 metres 
distance from any position within such space or 
other equivalent means of fire extinction . 
· 33 . Special Requirements . In every ship 

( 1) in any machinery space of category A 
to which access is provided at a low level from an 
adjacent shaft tunnel there shall be provided in 
addition to any water tight door and on the side 
remote from that machinery space , a light steel 
fire screen door, which shall be capable of being 
operated from each side; 

( 2 ) there shall be provided in each closed ro /ro 
cargo space and each cargo space intended for the 
carriage ofmotor vehicles with fuel in their tanks 
for their own propulsion , power ventilation system 
to provide at least six air changes per hour based 
on an empty hold . Ventilation fans shall be run 
continuously whenever vehicles are on board . 
The system shall be entirely separate from other 
ventilating systems. Ventilation ducts serving 
such spaces capable of being cffectively sealed 
shall be separated for each cargo space . The 


34 . Fire Alarm and Detoction Systems : 
( 1) Every ship shall be provided with a fixed fire 
detection and fire alarm system complying with 
the requirements specified in Schedule in 
any machinery space where : 

( a ) the installation of automatic and remote 
control systems and equipment has been approved 
in lieu of continuous manning of such space ; or 

( b ) the main propulsion and associated machi 
nery including sources ofmain electrical supply are 
provided with some automatic or remote control 
and are under continuous manned supervision 
from a control room . 

(2 ) In every such ship there shall be provided 
in each ro /ro cargo space a fixed fire detection and 
fire alarm system complying with the requirements 
specified in Schedule VII . 

( 3 ) In every such ship there shall be provided 
in each cargo space (other than ro / ro cargo spaces ) 
intended for the carriago of motor vehicles with 
fuel in their tanks for their own propulsion either 
a fixed firc detection and fire alarm system com 
plying with the requirements specified in Schedule 
Vilor a sample extraction smoke detection system 
complying with the requirements specified in 
Schedule VIII. 

35 . Firemen s Outfits . ---( 1) Every ship shall 
carry firemen s outfits which shall comply with 
requirements specified in Schedule VI in accordan 
co with the following scale : 
Tonnage of the ship 

Number 


of 


propulsio air changefans 
shall be 


outfits 
500 tons and over but under 2500 tons 2 
2500 tons and over but under 4000 tons 3 
4000 tons and over 

(2 ) At least one such outfit carried in any 
such ship shall include a breathing apparatus of 
air hose type and the remainder shall include 
breathing apparatus of self- contained type : 

Provided that where the air hose of an air 
hose type breathing apparatus has, in order to 
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comply with para (3 ) of Schedule VI to excood 36 
motres in length , ono breathing apparatus of the 
self -contained type shall be provided on board the 
ship . 

(3 ) The firemen s outfits or sets of personal 
equipment shall be so stored as to be easily accessi 
ble and ready for use and where more than one 
such set is carried , they shall be stored in widely 
separated position . 

36 . International Shore Connection . — Every 
ship shall be provided with — 

(1) at least one international shore connec 
tion complying with the requirements of Schedule 
I to enable water to be supplied from another ship 
or from the shore to the fire main , 

(2 ) fixed provisions shall be made to enable 
such a connection to be used on both sidos of the 
ship . 


use in the acoommodation and sorviço 

spaces ; 
( f ) at least one of the fixed fire extinguishing 

installations spevifiod in Clause ( 1)(b ) of 
rulo 30 for the protection of any space 
containing any oil - fircd boiler, oil Fuel 

Settling Tank or Oil Fuel Unit ; 
( g ) at least two portable fire extinguishers 

suitable for extinguishing oil fires , in 
each boiler room and in each space which 
contains any part of any oil fuel installa 

tion ; 
(h ) a receptacle containing at least 0 .3 cubic 

metre of sand or other dry material suit 
able for extinguishing oil fires together 
with a scoop for its distribution or an 
additional portablo fire extinguisher suit 
able for extinguishing oil fires in each 

firing space ; 
( i ) if it is fitted with internal combustion 

propelling machinery in the machinery 
spaces with 
(i) portable firo extinguishers capablo of 

discharging froth or other substances 
suitable for quenching oil fires, as 
specificd in the Table below : -- 


Power of main engines 

in KW 


No. of 
portable 
extinguishers 


Upto and including 150 


Above 150 but not above 300 
Above 300 but not above 450 
Above 450 


7 ; or 


37. Ship of Class VIII under 500 tons and ships 
of Classes IX , X , XI, XII and XV under 500 tons 
but not under 150 toas. - ( 1) The provisions of 
this rule shall apply to ships of Class VIII under 
500 tons and ships of Classos IX , X , XI, XII and 
XV under 500 tons but not under 150 tons. 

(2 ) Every ship shall be provided with 

(a ) fire pumps, fire mains, water service pipes, 
hydrants hoses and nozzles whereby at least one 
jet ofwater can reach any part of the ship normally 
accessible to the pssengers or crew while the ship 
is being navigated , and any store room and any 
part of any cargo space when empty . 
(b ) at least one fire pump operated by power 

complying with the requirements of rulo 
58 , which shall be capable of delivering 
at least on , jet of water from any fire 
hydrant, hose and nozzle provided in the 
ship ; 
if fitted with oil- fired boiler or internal 
combustion type propeiling machinery , 
an additiqnal fire pump and its source of 
power and sea connection in a position 
outside the spaces containing such boilers 
or machinery , and if such pump is opera 
ted by power, it shall comply with the 
roquiremonts of the preceding clause and 
if it is manually operated , it shall be pro 
vided with a hosn and 10 millimetres dia 
meter nozzlo capablo of producing a jet 
of water having a throw of not loss than 
6 metres capable of being directed on to 

any part of the ship ; 
(d ) a fire main , water service pipes and hyd 

rants complying with the requirements of 
rule 59 and at least three fire hoses and 

nozzles complying with rules 60 & 61; 
( e ) at least three portable fire extinguishers 

so situated as to be readily available for 
3331 G1/89 – 11 


( c 


( ii) 


to 


two portable fire extinguishers suit 
able for extinguishing oil fires 
together with 
(a ) one from fire extinguisher of at 

least 45 litres, or 
(b ) one carbon dioxide fire extin 

guisher of at least 16 kilogramme 

capacity . 
( j ) at least one firemen s outfit which shall 

comply with the requirements specified 
in Schodule VI and which shall contain 
a breathing apparatus of the air hoso 

type, 
38 . Ships of Classes IX , X , XI and XII under 

150 tons.- ( 1)(a ) in respect of every ship 
of Classes IX , X , XI And XII under 
150 tons, which is 20 metres in length 
and above the provision of sub -rule ( 2 ) 
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of rule 37 shall apply , subject to the 
conditions that fire pumps required to 
be provided under clausc (b ) of that sub 

rule may be driven by the main ongine. 
(0 ) Every such ship being loss than 20 metres 

in length shall be provided , in a 
position outside the machinery spaces, 
with a power or a hand operated 
pump with a permanent sea connection , 
a hose with a 10 millimetre dia mcter 
nozzle capable of producing a jet of water 
having a throw of not less than 6 metres 
capable of being dirccted on to any part 
of tho ship , and a spray nozzle suitable 
for use with the hose ; 

Provided that if such ship is of less 
than 9 metros in length or is an opon ship 
of less than 20 metres in length and if 
such ship complies with the requirements 
of sub -rule (2 ), so far as it relates to fire 
buckets, the requirement specified in this 
clause shall notbe required to be complied 
with ard if such ship does not comply 
with the requirement of sub - rule (3 ) so 
far as it relates to fire buckets , shall be 
required to have two fire buckets one of 

which shall be fitted with a lanyard . 
(2 ) Every such ship shall be provided with 

portable fire extinguisher or with fire 
buckets in accordance with the following 
Table : 


machinery shall , if it is mainly or wholly 
vonstructed of wood or glass reinforced 
plastic and is deckod in way of the ma 
chinory spacư , be provide with means 
outside the machinery space for rapidly 
injocting into the machinery space a quan 
tity of fire smoothering gas equivalent 
to at least 60 per cent of the gross volume 
of that space, or where the machinery 
space is bounded by steelbulkheads, equi 
valent to at least 40 per cent of the gross 
volume of the space ; 
Provided that where such ship is of less 
than 20 metres in length , it will be suffi 
cient if a water spraying system supplied 
from a hand pump and a permancnt sea 
connection situated outside the machinery 
space which may be the hand pump and tho 
sea connection referred to in sub -rule (1 ) 
( b ) is provided . Such pump shall be con 
nccted by fixed piping to a sufficient num 
bor of water spraying nozzles suitably 
placed in themachinery space and capablo 

of extinguishing oil fires. 
) Every such ship being a fully decked ship 

of 20 metres in longth for over shall be 
-provided with a fireman s axa. 


Length of ship 


Minimum 

number of 
extinguishers 

or buckets 


Under 20 metres 
20 metres or over 


When fire buckets are provided , these 

shall be fitted with a lanyard . 
( 3) Every such ship if fitted with oil- fired boi 

lers or ir tornal combustion type propu 
Ision machinery shall in addition , be pro 
vided with portable firo extinguishers 
suitable forextinguishing oil fires ir accor 
dance with the following table : - 


SHIPS OF CLASS XIII 
39 . Ships ofClass XIIIof60 metres in length and 
above :- - 
(1 ) The provisions of rules 28 to 30 ( except 

sub- rules 2 ( ii) and 3 ( ii) of rule 30 ), 35 and 
36 shall apply to ships of class XIII of 
60 metres in length and above as they apply 
to ships of class VIII of 1000 tons and 

above, and 
(2 ) ir every such ship , a water spray system 

independent of any system fitted in the 
machinery space capable of being connec 
ted with the fire main and operable from 
outside the store shall be fitted in the net 

store . 
40 . Ships of Class XIII of 45 metros in length 
and above but less than 60 metres in Length : 

(1) The provisions of rule 28 to 30 (except 
sub -rules 2 ( ii) and 3( ii) ofrule 30 ), 35 and 36 shall 
apply to ships of class XIII of 45 metres in 
length and above but less than 60 metres in length 
as they apply to ships of class VIII of 500 tonsand 
above , and 

(2 ) in every such ship , a water spray system 
ind ependent of any system fitted in the machinery 
space capable of being connected with a fire main 
and operable from outside the store shall be fitted 
in the not store. 

41 . Ships of Class XIII of 25 metros in Iongth 
and above but less than 5 metres : - ( 1) Tho 


Length of ship 


Minimum 

number of 
extinguishers 


Under 6 metres 
6 metrts or over 


(4 ) Evory such ship of 9 matres in length or 

over which is fitted with oil - fired boilers 
or internal combusion type propulsion 
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provisions of rulu 37 (2 )(a )(b )c )(d )(e)(1) and ( ) 
shall apply to ships of class XIII of 25 metres in 
length ard above but less than 45 metres in length 
as they apply to ships of class VIII of less than 
500 tons. 

(2 ) In every such ship , the hull of which is 
constructed of wood or glass rcinforced plastic , 
thure shall be provided for the protection of ma 
chinery spacos a fixed fire smothering gas installa 
tion complying with the requircments specified in 
Schedule IX except that the quantity of free fire 
smothering gas provided shall be equivalent to 
at least 60 % of the gross volume of the machinory 
space or in the case of any such ship where tho 
machinery space is bonded by steel bulkheads, tho 
quantity of freo fire smothering gas shall be equi 
valent to at loast 50 % of the gross volume of that 
spauc . 

(3 ) In every such ship which is not required 
to comply with sub - rule ( 2 ) shall be provided with 
at least one of the fixed fire oxtinguishing installa 
tions required under rule 30 (1 )(b ) for tho protec 
tion of any spacc containing any oil fire boiler, oil 
fuel settling tank or oil fuel unit in ships. 

( 4 ) In every such ship , in addiion to the 
requiremonts of sub -rule (3), there shall be pro 
vided : 
(a ) in each boiler room and in cach space 

which contains any part of any oil fuel 
installation , at least two portable fire 
extinguishers suitable for extinguishing oil 
fires ; 
in each firing space a receptacle contain 
ing at loast 0 . 15 cubic metres of sand or 
other dry material suitable for quenching 
oil fires together with a scoop for its distri 
bution , or an additional portable fire ex 
tinguisher suitable for extinguishing oil 

fires. 
( 5) In every such ship , a water spray system 
indopendent of any system fitted in the machi 
nery space and which may be connected to the fire 
main shall be fitted in the net store and be oporable 
from outside the space . 

42 . Ships of Class XIII of Less than 25 
metres in length :-- The provisions of rulo 38 
shall apply to ships of class XIII of less than 25 
metros in length . 


fire hose with nozzle whereby a jet of water can be 
directed into any part of the ship . 

(b ) Where the pump provided in accordance 
with clause (a ) is situated inside spaces containing 
oil fired boilers or internal combustion machinery , 
there shall be provided outside such space a port 
able diesel driven pump or a hand pump with a 
hose and nozzle capable of delivering a jet of 
water having a throw of not less than 6 metres . 

(c ) Every such ship shall be provided with at 
least 3 portable fire extinguishers for the protection 
of accommodation and service spaces . 

(d ) Every such ship shall be provided with three 
fire buckets . 

(2 ) Every such ship fitted with main or auxi 
liary oil fired boilers or internal combustion pro 
pelling machinery shall be provided with 
(a ) a nozzle suitable for spraying water on 

oil ; 
(b ) a receptacle containing 0 . 3 cubic metre 
of sand or other dry material suitable for quench 
ing oil fires together with a scoop for distributing 
the contents of the receptacle . 

(3 ) In each boiler room or space containing 
any part of any oil fuel installation of such ship 
there shall be provided at least 2 portable fire 
extinguishers suitable for extinguishing oil fires . 

(4 ) In each machinery space in such ship on 
foam extinguisher of at least 45 litre capacity or 
an equivalent carbon dioxide extinguisher shall 
be provided . 

(5 ) At least 2 portable extinguishers capable 
of discharging foam or any other substance suit 
able for quenching oil fires shall be provided in 
such ship . 

45 . Ships of Class XIV of under 150 tons : 
(1) Every ship of class XIV of 50 tons and above 
but less than 150 tons shall be provided , with a 
fire pump operated by power and fire hose with 
nozzle capable of discharging a jet of water into 
any part of the ship and where the fire pump is 
driven by main engine, a suitable hand pump 
shall be provided in a position outside the ma 
chinery space with its sea connection and hose 
and nozzle capable of directing a jet of water 
having a throw not less than 6 metres. In addition , 
a nozzle for spraying water suitable for quenching 
oil fire shall be provided . 

(2 ) Every such ship fitted with main or auxi 
liary oil fired boilers or internal combustion pro 
pelling machinery shall be provided with , 
(a ) a receptacle containing 0 . 3 cubic metre 

of sand or other dry material suitable for 
quenching oil fires together with a scoop 
for distributing the contents of the re 
ceptacle ; 


SHIPS OF CLASS XIV 
43 . Ships of Class XIV of 500 Tons and 
above : - The provisions of rule 37 shall apply to 
all ships of Class XIV of 500 tons and aobvo . 

44 . Ships of Class XIV of 150 Tons and above 
but less than 500 Tons :- ( 1)(a ) Every ship of class 
XIV of 150 tons and over but less than 500 tons 
shall be provided with at least one fire pump and 


fires . 


yard . 
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(b ) at least 4 portable fire extinguishers 

(d ) In every such ship there shall be provided 
capable of discharging foam or other 

a fire main , water service pipos and hy 
substance suitable for quenching oil 

drants which shall comply with the re 

quirements of rule 59 and at least two 
(3) Every such ship shall be provided with 

fire boses. 
fire buckets in accordance with the following 

(2 ) Every such ship of less than 20 inetres 
table : - - 

in length shall be provided in a position outside 
Table 

the machinery spaces with either a power or hand 
operated pump with a permanent sea connection , 

a hose with a nozzle at least 6 millmetres in dia 
Ships tonnage Minimum number of fire 

meter capable of producing a jet of water having 
buckets 

a throw of not less than 6 metres capable of being 

directed on to any part of the ship , and in addi 
2 

tion a spray nozzle suitable for use with the hose . 
Under 50 tons 2 (one of which shall be 

Provided that if such ship is of less than 15 
fitted with lanyard ). 

metres in length or is an open ship of less than 20 

metres in length and if such ship complies with the 
Over 50 tons but not 3 (two of which shall be 

requirements of sub - rule (3 ) , so far as it relates 
over 100 tons fitted with lanyard ). 

to fire buckets, the requirements specified in this 
Over 100 tons 4 (two of which shall be 

sub - rule shall not be required to be complied 
fitted with lanyard ) . 

with and if such ship does not comply with the 

requirements of sub - rule (3 ) , so far as it relates to 
46 . Ships of Class XV of under 150 tons : 

fire buckets, shall be required to have two fire 

buckets one of which shall be fitted with a lan 
(1) Every ship of class XV of under 150 tons 
and of 20 metres in length or over, 
(a ) shall be provided with fire pumps, fire mains, 

(3) Every such ship shall be provided with 
water mains, hydrants, hoses and nozzles 

portable fire extinguishers or with fire buckets in 
capable of producing at least one jet of 

accordance with the following table : 
water to reach any part of the ship nor 

TABLE 
mally accessible to the passengers or crew 
while the ship is being navigated , and any Length of ship 

Minimum 
store room and any part of any cargo 

number of 
space when empty ; 

extinguish 
(b ) shall be provided with at least one fire 

ors or buc 

kets 
pump operated by power which may be 
driven by the main engine and which shall 
be capable of delivering at least one jet 

1 
of water from any fire hydrant, hose and 
nozzle provided with the ship and which 

Under 20 metres 
shall comply with the requirements of 20 metros or over 
rule 58 ; 

(When fire buckets are provided at least one shall 
(c) if fitted with boilers or internal combus be fitted with a lanyard ). 

tion type propulsion machinery , the pump 
required under the proceding clauso and 
its source of power and sea connection 

(4 ) Every such ship , if fitted with oil- fired 
are not situated outside spaces containing 

boilers or internal combustion typo propelling 
such boilers or machinery , there shall be 

machinery shall in addition , be provided with two 
provided in a position outside such spaces 

portable fire extinguishers suitable for ex 
an additional fire pump and its source 

tinguishing oil firos. 
of power and sea connection. If such 

(5 ) Every such ship being a fully decked ship 
a pump is operated by power, it shall 

of 20 metres in length or over shall be provided 
comply with the requirements of the 

with a fireman s axc . 
preceding clause and if it is manually 
operated , it shall be provided with a 

SECTION C - TANKERS 
hose and a 10 millimetre diameter nozzlo TANKERS OF CLASS VIII AND IX OF 500 
through which it shall be capable of pro 

TONS OR OVER 
ducing a jet of water having a throw of 
not less than 6 metres capable of being 

47. General Requirements - - Provisions of 
directed on to any part of the ship ; rules 28, 29 (a ), 30 to 33 (1) (both inclusive), 34 (1) 


2 


a shall betre 
diam ble of Prof 


-EL 


deballasting 
ined when theidelines for 
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= - = - = - = = - = = - - -- - 
and 36 shall apply to every tanker of class VIII 

(b ) In the event that the inert gas system is 
and IX of 500 tons or over . 

unable to moet the operational requirement set out 

above and it has been assessed that it is impracti 
48 . Cargo Tank Protection . - (1) Every tanker 

cal to effect a repair , then cargo discharge , 
of class VIII and class IX of 500 tons or over shall 

deballasting and necessary tank cleaning may 
be provided with a fixed deck foam system com 

only be resunied when the emergency proce 
plying with the requirements spocified in Sche 

dures" laid down in the " Guidelines for Inert Gas 
dule XIII. 

Systems are complied with , 
Provided that the requirement of this sub -rule 

(5 ) Notwithstanding the provisions of sub -rule 
shall not apply to a cheinical tanker having a valid (2 ), every tanker of class VIII and class IX Opera 
certificate of fitness for the carriage of dangerous ting with a tank cleaning procedure using crude 
chemicals in bulk , in compliance with the require oil washing shall be , 
ments of the IMO Code for the construction and 
equipment of ships carrying dangerous chemicals 

(a ) fitted with an inert gas system complying 
in bulk , and to a gas carrier having a valid certi 

with the requirements specified in Schedule XIV , 
ficate of fitness for the carriage of liquefied gases in 

and 
bulk in compliance with the requirements of the 

(b ) provided with fixed tank washing machines. 
IMO Code for the construction and equipment of 
ships carrying liquefied gases in bulk . 

(6 ) Every tanker of class VIII and class IX 

fitted with a fixed inert gas system shall be provided 
(2 ) Every tanker of class VIII and class IX of 

with a closed hullage system , 
20 , 000 tonnes dead weight or over constructed or 
adapted and used to carry crude oil and petroleum 

(7) Other fixed fire extinguishing installations 
products having a closed flash point not exceeding 

may be provided in place of those required by the 
60 C , the reid vapour pressure of which is below 

forogoing provisions of this rule if each installation 
that of atmospheric pressure and other liquids is equivalent to the said systems in tho manner 
having a similar fire hazard , shall be provided with set out in clauses (a ) and (b ), 
an inert gas systom complying with the require 

(a ) an installation provided in place of the 
monts specified in Schedule XIV : 

inert gas system shall be deemed to be equivalent 
Provided that the requirement of this sub - rulo 

to that system , if it is , -- 
shall not apply to a chemical tanker having a valid 

(i) capable of preventing dangerous accu 
certificate of fitness for the carriage of dangerous 

mulation of explosive mixtures in intact 
chemicals in bulk in compliance with the require 

cargo tanks during normal service throu 
ments of the IMO Code for the construction and 

ghout the baHast voyage and necessary 
equipment of ships carrying dangerous chemicals 

in -tank operations ; and 
in bulk , and to a gas carrier having a valid certi 
ficato of fitness for the carriage of liquefied gases 

(ii) so designed as to minimise the risk of 
in bulk in compliance with the requirements of the 

ignition from the generation of static 
IMO Code for the construction and equipment of 

electricity by the system itself. 
ships carrying liquefied gases in bulk . For these 

(b ) an installation provided in place of the 
ships , alternative arrangements may be provided fixed deck foam system shall be deemed to be 
to the satisfaction of the Chief Surveyor with the equivalent to that system , if it is, 
Government of India . 

(i) capable of extinguishing spill fires and 
(3) Combination carriers shall not carry solid 

precludes ignition of spilled oil , and 
cargoes unless, 

( ii) capable of combating fires in ruptured 
(a ) all cargo tanks are empty of crude oil and 

tanks. 
other petroleum products having a closed flash 
point not exceeding 60°C and other liquids having 

49 . Cargo Tank purging and /or Gas Freeing : 
a similar fire hazard and are gas freed ; or 

(1) In every tanker of class VIII and class IX of 

500 tons or over, arrangements for purging or 
(b ) the arrangements provided in each case 

gas freeing , or both , shall be such as to minimize 
are in accordance with the relevant operational 

the hazards due to the dispersal of flammable 
requirements contained in the " Guidelines for 

vapours in the atmosphere and to flammable 
Inert Gas Systems" . 

mixtures in a cargo tank . 
(4 ) (a ) Every inert gas system provided in 
accordance with this rule shall be designed and 

(2) When such tanker is provided with an 
operated so as to render and keep the atmos inert gas system , it shall first be purged in accor 
phere of the cargo tanks including the slop tanks 

dance with the provisions of para (13) of Schedule 
non - flammable at all times, except where such 

XIV until the concentration of hydrocarbon 
tanks are to be gas free . 

vapours in the cargo tanks has been reduced to 
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less than 2 per cent by volume. Thereafter, 
venting may be at the cargo tank deck level. 

(3 ) When such ship is not provided with an 
inert gas system , the operation shall be such that 
the flammable vapour is initially discharged , - 

(a ) through the vent outlets as specified in 
regulation 59 of chapter ]I-2 of the Safety 
Convention , or 

(b ) with a vertical exit velocity of at least 20 
metres per second through outlets at least 2 metres 
above the cargo tank deck level and through 
devices (other than flame screens) complying with 
Sixth schedule to the Merchant Shipping (Cargo 
Ship Construction and Survey) Rules, 1988 , so as 
to prevent the passage of flame into the cargo 
tanks. When the flammable vapour concentra 
tion in the outlet has been reduced to 30 per cent 
of the lower flammable limit the discharge of the 
vapour mixture may be at the cargo tank deck 
level. 

50 . Cargo Pump Rooms :- - (1 ) Except as 
otherwise provided in sub - rule (2 ), in every tanker 
of class VIII and class IX of 500 tons or over , each 
cargo pump room and cach pump room having a 
similar hazard shall be provided with at least 
one of the fixed fire extinguishing systems specified 
in clause (1) (b ) of rule 30 and shall be operated 
from a readily accessible position outside the 
pump room and where the fixed fire extinguishing 
system is a gas system , 

(a ) the alarm system referred to in Schedule 
VII shall be safe for use in a flammable cargo 
vapour or air mixture ; 

(b ) a notice shall bo exhibited at the controls 
of such fixed fire extinguishing system stating that 
due to the electrostatic ingnition hazard , the 
system is to be used only for fire extinguishing 
and not for inerting purposes; 

(c ) in which medium used in the cargo pump 
room system is also used in systems serving other 
spaces, the quantity of medium provided or its 
delivery rate nood not be more than the maximum 
required for the largest compartment. 

(2 ) In chemical tankers having a valid certi 
ficato of fitness for the carriage of dangerous 
chemicals in bulk , where the fixed fire extin 
guishing system referred to in sub -rule ( 1) is a gas 
system , the concentration shall be as specified in 
the code for the construction and equipment of 
ships carrying dangerous chemicals in bulk . 

51. Firemain Isolating Valves : - In every 
tanker of class VIII and class IX of 500 tons or 
ovor , isolation values shall be fitted in the fire 
main at poop front in a protected position and 
on the tank deck at intervals of notmore than 40 
metres so as to preserve the integrity of the fire 
main system in case of fire or explosion . 


52 . Firomen s Outfits -- In every tanker of 
class VIII and class IX of 500 tons and over , 

here shall be provided not less than four fire 
men s outfits complying with the requirements 
specified in Schedule VI, which shall be so stored 
as to be easily accessible and ready for use and 
where more than one fireman s outfits are carriod , 
they shall be stored in widely separated positions. 

53. Tankers of Class VIII of under 500 tons : 
( 1) The provisions of rules 37, 49 and 50 shall 
apply to every tanker of class VIII under 500 
tons. 

(2 ) In addition to the requirements specified 
in sub -rule (1), every such tanker shall be provided 
with at least one mobile foam appliance capable 
of discharging foam rapidly in the cargo mani 
fold areas by simple operation . 

54 . Tankers of class IX of 150 tons or over but 
under 500 tons — The provisions of rules 37 , 49 
50 and sub -rule (2 ) of rule 53 shall apply to 
tankers of class IX of 150 tons or over but under 
500 tons. 

55 . Tankers of Class IX of under 150 tons. - - 
The provisions of rule 38 and sub -rule (2 ) of rule 
53 shall apply to tankers of class IX under 150 
tons. 

56 . Tankers of class X . - The provisions of 
rules 35 and 47 to 51 shall apply to tankers of 
class X of 500 tons or over, the provisions of rule 
54 shall apply to such tankers of 150 tons or over 
but under 500 tons and rule 55 shall apply to such 
tankers under 150 tons : 

Provided that tankers over 500 tons but less 
than 2000 tons may comply with the provisions of 
sub - rale (2 ) of rulc 53 in place of sub - rule ( 1) of 
rule 48 . 


SECTION D - MISCELLANEOUS 
57 . Requirements for Ship provided with 
Helicopter Landing with or without fuelling 
facilities - On a ship of any class having a heli 
copter deck , the shall be provided and stored 
adjacent to the means of access to such deck .-- - 

( 1) ( a ) dry powder extinguishers of total 
capacity not less than 45 kilogrammes, and 

(b ) a suitable foam applicator system con 
sisting of monitors or form making branch pipes 
capable of delivering foam solution at a rate of 
not less than 6 litres per square metro of the area 
contained within a circle of diameter D metres 
for not less than five minutes. 

EXPLANATION . – For the purpose of this 
rule , D is the distance across the main rotor 
and tail rotor in the fore and aft line of a heli 
copter with a single main rotor and across both 
rotors for a tandem rotor helicopter ; and 
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· (c ) carbon dioxide extinguishers of total capa 
city of not less than 16 kilogrammos , which shall 
be so equipped as to enable it to be applied to 
the engine area of any helicopter using the deck . 

(2) The arrangement of water service pipes, 
hydrants , hoses and nozzles shall be such that 
at least two jets of water can reach any part of 
the helicopter deck and , any part of the fuel 
storage tanks and associated pumps and piping , 
where helicopter refuelling facilitios are provided . 


• (b ) d = 1 + 0 . 060 VL (B + D ) to tho nearost 

0 . 25 
where 
L = length of the ship in metres on the summer 

load water line from the foreside 
of the stem to the after side of the rudder 
post. Where there is no rudder post, the 
length is measured from the foresido 
of the stem to the axis of the rudder stock 

if that be the greater : 
Bz greatest moulded breadth of the ship in 

metres: and 
D - moulded depth of the ship in metres 

measured to the bulkhead deck amid 
ships : 


required by mearept as emplary, ba 


( 3) In every ship provided with helicopter 
refuelling facilities at least two portable extin 
guishers suitable for fighting oil fires shall be 
provided adjacent to the fuel storage tanks and 
associated pumps and piping in addition to any 
portable extinguishers required under those rules. 

58 . Fire pumps :- ( 1) (a ) Every fire pump 
required to be carried under these rule shall be 
operated by means of power other than the ships 
main engines except as expressly provided other 
wise in these rules. Sanitary , ballast, bilge or 
general service pumps may be accepted by the 
Director General of Shipping as fire pumps 
provided they are not normally used for pumping 
oil and in case they are occassionally used for 
pumping or transferring fuel oil, suitable change 
over arrangements are fitted and operating ins 
tructions are conspicuously displayed at the 
change - over position . 


provided that in any such ship the total capacity 
of the fire pumps for fire fighting shall not be 
required to exceed 180 cubic metres per hour . 

(0 ) (1) In every ship which is required by 
these rules to be provided with more than one 
fire pump operated by power ( other than any 
emergency fire pump) every such fire pump 
shall have a capacity of aot less than 80 per cent 
of the total capacity of the fire pumps required 
by clause (b ) of sub -rule (1) divided by the mi 
nimum number of fire pumps required by these 
rules to be provided in the ship but in any case 
not less than 25M /hours . 

( ii) If more fire pumps operated by power 
than are required by these rules are provided in 
any ship , the Chief Surveyor with the Govt. of 
India may permit the capacity of any such addi 
tional fire pumps to be less than 80 per cent of 
the total required capacity divided by the mini 
mum number of required pumps , but not less 
than 25 M /hours. 


(b ) (i) In every passenger ship which is 
required by these rules to be provided with fire 
pumps operatd by power, such fire pumps (other 
than any emergency fire pumps) shall together 
be capable of delivering for fire fighting purposes 
a quantity of water under the conditions and at 
the pressure specified in sub -rule (2 ) of not less 
than two thirds of the quantity required to be 
dealt with by the bilge pumps provied in the 
ship in compliance with part 1 of the Merchant 
Shipping (Construction and Survey of Passenger 
Ships) Rules, 1981. 

(ü ) In every ship , other than a passenger ship , 
which is required by theso rules to be provided 
with fire pumps operated by power such fire 
pumps (other than any emergency fire pump) 
shall together by capable of delivering for firc 
fighting purposes a quantity of water, under the 
conditions and at the pressure specified in sub 
rule ( 2 ) which shall not be less than the quantity 
obtained from the following formula : 
Quantity of wator in cubic metres per hour = C012 
where ; 

(a ) C -5 for ships required to be provided 
with more than one fire pump (excluding any 
emergency fire pump) and C = 2 . 5 for ships 
required to be provided with only one fire pump, 
and 


( iii ) Every fire pump which is operated by 
power (other than any emergency fire pump) shall 
be capable of producing from any fire hydrant 
or hydrants in the ship , atleast the minimum 
number of jets of water required by these rules 
as appropriate to the class ard tonnage of the 
ship , while maintaining the pressure required 
by sub -rule (2). 


hting purpod 
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( iv ) In any ship in which automatic and re 
mote control systems have been provided in the 
machinery space in lieu of continuousmanning 
of the space , arrangements shall be made to 
ensure immediate availability of water supply 
from the fire main at the required pressure either 
by permanent pressurisation or by suitably 
placed remote starting of the fire pumps, 
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(v ) Relief valvos shall be provided in conjunc 
tion with all the fire pumps if the pumps are 
capable of developing a pressure exceeding the 
design pressure of fire main , water servicc pipes , 
hydrants or hoses provided that such valycs shall 
be so placed and adjusted as to prevent excessive 
pressure in any part of the fire main system . 


0°C 2 . cold cond pable ofthe Wor source 


( vi) Every centrifugal pump which is conne 
cted to the fire main shall be fitted with a non 
return valve . 

(vii ) In every ship of class I, II, III or IV an 
emergency fire pump shall be fitted abaft of the 
ship s collision bulkhead . 

(2 ) Any fire pump shall, when discharging 
the quantity of water required by sub -rule (1 ) of 
rule 59 through adjacent fire hydrants in any part 
of the ship from nozzles of sizes specified in rule 
61 be capable of maintaining the following pres 
sure at any hydrant : 

( a ) in any passenger ship , 
(i) of 4 ,000 tons and upwards: 

3. 1 bar (0 . 31 N /mm ) 
(ii) of 1, 000 tons and upwards but under 

4 , 000 tons : 

2 .7 bar (0 .27 N /mmº-) 
(iii ) of under 1,000 tons : 

2 . 1 bar (0 . 21 N /mm ) 
(b ) in any ship other than a passenger ship , 
( i) of 6 , 000 tons and upwards : 

2 . 7 bar (0 . 27 N /mm ) 
( ii ) of 1,000 tons and upward but under 

6 , 000 tons: 

2 . 5 bar (0 . 25 N /mm ) 
(iii ) of under 1,000 tons: 

2 . 1 bar (0 . 2 N /mm ) 


(i) Any diesel driven power source for the 
pump shall bo capable of being readily started 
in its cold condition down to a temperature of 
0 C by hand cranking. If this is impracticable , 
or if lower temperaturo are likely to be encoun 
tered , consideration is to be given to the provi 
sion and maintenance of heating arrangements , 
as may be approved by the Chief Surveyor with 
the Government of India , so that ready starting 
will be assured . If hand cranking is impracticable , 
the Chief Surveyor with the Government of 
India may permit other means of starting , which 
shall be such as to enable the diesel driven power 
source to be started at least 6 times within a 
period of 30 minutes, and at least twice within 
the first 10 minutes. Any service fuel tank shall 
contain sufficient fuel to enable the pump to 
run on full load for at least three hours and 
sufficient reserves of fuel shall be available out 
side the main machinery space to enable the 
pump to be run on full load for an additional 
15 hours. 

(ii) Handle for starting the emergency fire 
pump primemover should be stowed and marked 
so that it can be easily located in an emergency . 

( iii) There shall be no direct access between 
the machinery space and the space containing the 
emergency fire pump and its source of power, 
When this is impracticable , an arrangement 
where the access is by means of an airlock , each 
of the two doors being self- closing , or through 
a watertight door capable of being operated 
from a space remote from the machinery space 
and the space containing the emergency fire 
pump and unlikely to be cut off in the event of 
fire in those spaces may be approved . In such 
cases a second means of access to the space 
containing the emergency fire pump and its 
source of power shall be provided . 

(iv ) Ventilation arrangements to the space 
containing the independent source of power for 
the emergency fire pump shall be such as to 
preclude , as far as, practicable the possibility 
of smoke from a machinery space fire entering 
or being drawn into that space . 

( 4 ) In cargo ships where other pups, such 
as general service , bilge and ballast, etc . are 
fitted in a imachinery space , arrangements shall 
be made to ensure that at least one of these 
pumps having the capacity and pressure requir 
ed under sub - rule (1 ) (b ) and sub -rule (2 ) is 
capable of providing water to the fire main . 

59 . FIRE MAIN , WATER SERVICE PI 
PES AND HYDRANTS - All water pipe , and 
fire hydrants required to be provided under 
these rules shall be so placed that in addition to 
complying with other requirements specified in 
those rules, fire hoses may easily be coupled to 
them . 


Provided that the maximum pressure at any 
hydrant shall not exceed that at which the effe 
ctive control of a fire hose can be demons 
trated . 


( 3) Emergency fire pumps shall be of appro 
ved type . They shall be fixed , self priming and 
independently driven type which shall be capable 
of supplying two jets of water . The capacity of 
the pump shall not be less than 40 per cent of 
the total capacity of all the fire pumps required 
by these rules and in any case not less than 25M / 
hours whilst maintaining a minimum pressure of 
2 . 5 bar (. 25 N /mm ). The total suction head of 
the pump shall not exceed 4 . 5 M under all con 
ditions of list and trim likely to be enco :intered 
in service and the suction piping shall be desig 
ned to minimise the suction losses . The source 
of power of the pump and its location shall comply 
with the following requirements : 
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be so arranged that any fire hose coupled there to 
may be removed while fire pumps are in opera 
tion . 


( 1) 111 cvery ship which is required to be 
provided with fire pumps operated by power, 
the diameter of the fire main and of the water 
service pipos connecting the hydrants ihereto 
shall b : sufficient for the effective distribution 
of the maximum discharge required by these 
rules from : 

(a ) whore only one pump is required that 
pump, or 

(b ) where two such pumps are required , 
both pumps operating simultaneously, or 

(c ) where more than two such pumps are 
required , the two largest of such pumps opera 
ting simultaneously : 

Provided that in any ship other than a passen 
ger ship the diameter of the fire main and of the 
water service pipes shall be a sufficient only for 
the discharge of 140 cubic metres per hour. 

(2) In ships carrying deck cargo , the position 
of the hydrants shall be such that they are always 
readily accessible with pipes and arranged in a 
manner to avoid risk of damage from sich 
cargo and in ships where the deck pipe lines run 
on exposed deck , two such línes shall be provi 
ded . 

(3) Water pipes shall not be made of material 
which may bu readily rendered ineffective by 
heat. They shall not be made of cast iron , and if 
made of cast iron or steel, shall be galvanised or 
the pipc wall thickness shall be increased by a 
corrosion allowance . 

(4 ) The fire hydrants shall be so placed that 
tho fire hoses may be casily coupled to them . 

(6 ) Isolating valves to separate the section 
of the fire main within the machinery spaces 
containing the nain fire pump or pumps from 
the rest of the fire main shall be fitted in an easily 
accessible and tenable position outside the 
machinery spaces . The firo main shall be so arran 
ged that when the isolating valves are shut all 
the hydrauts on the ship , except those in the 
machinery space, can be supplied with water by 
a fire pump not located in the machinery space 
through pipes which do not enter such space , 
Where the machinery space is situated amid 
ships the isolating valves shall also be provided 
in the fire main so that fire hydrants at both ends 
of the ship may be used simultaneously and sepa 
rately . Provided that in exceptional cases shirt 
lengths of the emergency fire pump suction and 
discharge piping to penetrate thc machinery may 
be approved if it is impracticable to route it 
externally and that the integrity of the fire main is 
maintained by the enclosures of the piping in a 
substantial steel casing. 


(8 ) Al water pipes for fire extinguishing 
system shall be provided with drain valves or 
cocks for use in frosty weather and so located 
that they may not be damaged by cargo . 

(9 ) Unless one hose and nozzl is provided 
for each hydrant in the ship , there shall be 
complete interchangeability of hose couplings 
and nozzles. 

(10 ) In tankors isolation valves shall be fitted 
in the fire main at poop front in a protected 
position and on the tank deck at intervals of not 
niore than 40 m . to preserve the integrity of the 
fire main system in case of fire or explosion . 

(11)(a ) The number and position of hydrants 
shall be such that at least two jets of water not 
emanating froin the same hydrant, one of which 
shall bo from a single length of hose, may reach 
any part of the ship normally accessible to the 
passengers or crew while the ship is being navi 
gated and any part of any cargo space when 
cmply , any ro / ro cargo space or any special 
category space in which latter case the two icts 
shall reach any part of such space , cach from a 
single lengle of hose . Furthermore , such hydrants 
shall be positioned near the access to the protected 
spaces . 

(b ) Where any srip is required to provide 
one jet of water under the conditions required by 
these rules, daydrants sufficient in number shall 
be so positioned as to enable one jet of water 
from a single length of hose to reach any part 
of the ship normally accessible to the passengers 
or crew while the ship is being navigated , any 
store room and any part of any cargo space when 
empty . 


(c ) In the accommodation , service and machi 
nery spaces of passenger ships the number and 
position of hydrants shall be such that the requi 
rements of clauses (a ) and (b ) are complicd 
with when all watertight doors and all doors in 
main vertical zone bulkheads are closed . 


60 . FIRE HOSES : - ( 1) Fire hoses required 
to be provided under these rules shall not exceed 
18 metres in length except in ships having a noul 
ded breadth of 27 metres or more, whcre the 
length of fire hoses for exterior locations and for 
cargo spaces shall not excecd 27 metres in length 
which shall be made of closely woven flax , canvas 
or other approved material and shall be provided 
with couplings, branch -pipes and other necessary 
fittings , and with plain nozzles or dual-purposes 
nozzles . 


(7) Hydrants valves of screw lift type or cocks 
shall be fitted to water service pipes and shall 
3331 G1/89 - 12 
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(2 ) Every such fire hose togethor with the 
tools and fittings shall be kept in a conspicuous 
position near the hydrants or connections with 
which it is intened to be used . In interior in loc 
ations in passenger ship , fire hoses shall be 
connected to the hydrants at all times. Hoso 
diameters shall be not less than 64 millimetres 
if unlined or 45 millimetres if lined provided 
that the Chief Surveyor with the Government 
of India may permit smaller diamcter hoses in 
ships of less than 500 tons . 


(3 ) Such hoses provided in compliance with 
these rules shall not be used for any purpose other 
than for extinguishing fires or testing with fire 
appliances at fire drills and surveys , 

(4 ) In interior locations, in passenger ships, 
carrying more than 36 passengers , fire hoses shall 
be connected to hydrants at all times . 


61. Nozzlos : ( 1) Evory ship which is required 
under these rules to be provided with fire pumps 
operated by power shall be provided with nozzles 
of 12 millimetres, 16 millimetres, 19 millimetres 
in diameter or as ncar thereto in diameter as 
possible. Nozzlos larger in diameter may be 
provided if the requirements of these rules relating 
to the provision of water for fire fighting purposes 
are othorwise complied with . 

(2 ) Formachinery spaces and exterior location 
the diameter of the nozzles shall be such as to 
obtain the maximum possible discharge from the 
minimum number of jets of water and at the pres 
sure required under these rules from the smallest 
fire pump permitted by clause (c ) (1 ) of sub - rule 
1 of rule 58 provided that the diameter of the 
nozzles shall not be greater than 19 millimetres . 

(3 ) For accommodation and service spaces 
tho diamoter of the nozzles shall not be required 
to be greater than 12 millimetres . 

(4 ) Every such nozzlc shall be capable of pro 
ducing a water spray suitable for extinguishing 
oil fires and a plain water jet and shall incorporate 
a shut- off facility . 

62 . Location and arrangementofwater pumps 
for other fire extinguishing systems: Pumps re 
quired for the provision of water for other fire 
extinguishing systems required by these rules , 
their sources of power and their controls shall be 
installed outside the space or spaces protected 
by such systems and shall be so arranged that a 
firo in the space or spaces protected will not put 
any such system out of action . 

63. Fire extinguishers : (1 ) Non -portable foam , 
carbon dioxide and dry powder fire extinguishers 
provided in compliance with these rules shall be 
onstructed in accordance with the requirements 
pecified in Schedule II, III and IV respectively . 


( 2 ) (a ) Portable fire extinguishers (other than 
carbon dioxide and dry powder fire extinguishers ) 
provided in compliance with these rules shall 
if they are of a type discharging fluid , have a capa 
city of not more than 13. 5 litres and not less than 
9 litres; 

( b ) Portable carbon dioxide fire extingui 
shers provided in compliance with these rules shall 
have a capacity of not less than 4 .5 kg . of carbon 
dioxido ; 

(c ) Portable dry powder fire oxtinguishers 
provided in compliance with these rules shall 
have a capacity of not less than 4 .5 kg. of dry 
powder : 

(3 ) Portable halogenated hydro -carbon fire 
extinguishers provided in compliance with these 
rules shall: 
( a ) have a capacity of not loss than 7 kilo 

grammes of halogenated hydrocarbon ; 
(b ) uso either bromochlorodifluoromtbane 

(B . C . F ) /(Halon 1211 ) or bromotrifluoro 
methane (B . T . M )/(Halon 1301 ) as the cx 

tinguishing medium . 
(4 ) Portable fire extinguishors of othor than 
those specified in sub -rule (2 ) and (3 ) provided 
in compliance with these rulos shall be of not 
loss than the fire extinguishing equivalent of 9 
litres fluid extinguishers . 

(5) Portable fire extinguishers provided in 
complianco with these rules : 
(a ) shall not oxceed 25 .5 kg. in weight in the 

fully charged condition and shall be as 
portable as a 13. 5 litres fluid fire extin 

guisher; 
( b ) for use in accommodation or service spacos 

of any ship , shall so far as practicable 

have a uniform method of operation ; 
(6 ) Fire extinguishers in which the substanco 
used for extinguishing fires is stored under pres 
sure shall not be provided for use in accommo 
dation spaces : 


Provided that portable dry powder fire extin 
guishers may be provided in compliance with 
these rules in the accommodation spaces, 
service spaces or in the machinery spaces, 
subject to their number not exceeding one 
half of the total number of extinguishers re 
quired to be provided in each of these spaces . 


(7 ) Fire extinguishers provided for use in any 
ship to which these rules apply shall not contain 
an extinguishing medium which either itself or 
when in use gives off gases harmful to persons . 


(8 ) For the purposes ofthese rules : 
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ently marked in black or whito with the work 
“ FIRE " . Every such fire bucket shall be kept 
filled with sand or water . 


(2 ) At least half the number of such fire buckets 
shall be fitted with lanyards of sufficient length 
to enable the buckets to be filled from the sea 
with the ship in light condition . 


( 3) Such fire buckets shall not be used for any 
purpose other than for extinguishing fires. 


65. SPECIAL REQUIREMENTS FOR 
FIXED FIRE EXTINGUISHING SYSTEMS: 
(1) Where halogenated hydrocarbon is used as 
an extinguishing medium in fixed fire extinguishing 
systems in accordance with these rules, its 
use shall be permitted only in machinery spaces, 
pump rooms and in cargo spaces intended solely 
for the carriage of vehicles which are not carry 
ing any cargo . 


(HTT II 3(1) ] 

THT 174 : TTA 
- - - - - - -- - - - --- - - - 
(a ) the capacity of any fire extiniguisher other 
than a carbon dioxcide or halogenated fire ex 
tinguisher shall be taken to be the greatest volume 
or weight of extinguishing medium which it can 
contain when suficient space is left to ensure 
the proper operation of the extinguishers ; 

(b ) the capacity of carbon dioxide or halo . 
genated hydrocarbone fire extinguisher shall 
be taken to b3 the greatest weight of carbon dio 
xide or halogenated hydrocarbon respectively 
which it can safely contain in a tropical climate . 

(9) Portable carbon dioxide and halogenated 
hydrocarbon extinguishers shall not be located 
in accommodation spaces : Provided that were 
such extinguishers are provided in compliance 
with these rules in radio rooms, at switch -boards 
and other simlar positions, the volume of any 
space containing one or more extinguishers shall 
be such as to limit the concentration of vapour 
that can occur due to discharge , to not more 
than 5 per cent of the net volume of the space. 

EXPLANATION : For the purpose of this 
rule , the volume of carbon dioxide shall be cal 
culated at 0 . 56 metre 3 / kilogramme, the volume 
of Halon 1301 at 0 . 16 metre 31 kilogramme and 
the volume of Halon 1211 at 0 . 14 metre 3 / kilo 
gramme. 

( 10 ) Whcre portable halogenated fire extin 
guishers are provided in compliance with these 
rulcs in machinery spaces, their number shall 
not exceed one half of the total number of ex 
tinguishers provided in such spaces. 

( 11) Fire extinguishers shall be priodically 
inspected at intervals not exceeding two years. 

(12) Every fire extinguisher provided in com 
pliance with these rules shall be kept fully charged 
at all times. 

(13) A spare charge shall be provided for 
every portable fire extinguisher provided in com 
pliance with these rules except that for each such 
fire extinguisher which is of a type that cannot 
readily be re -charged , while the ship is at sea , an 
additional portablo fire extingiuisher of the same 
type , or its cquivalent , shall be provided in lieu 
of a spare charge . 

(14 ) Acceptable equivalent for fire exting 
uishers . Whenever these rules provide for sub 
stitutes , the acceptable equivalents for fire exting 
usihers shall be as prescribed below : 
Froth 

Carbon dioxide 
136 litres 

45 kilogrammes 
45 litres 

16 kilogrammos 
Portable 

4 . 5 kilogranues 
64 . FIRE BUCKETS : -( 1) Every fire bucket 
provided in compliance with these rules shall 
be painted red and shall be clearly and permall 


(2) Where a fixed pressure water spraying 
system is used for the protection of special calc 
gory , spaces, cargo spaces where permitted by 
these rules or ro / ro cargo spaces, special consi 
deration shall be given to the bilge pumping 
and drainage arrangements where such spaco 
are below the bulkhead deck and to the scupper 
arrangements where such spaces are above the 
bulkhead deck . 


66 . FIXED LOW -EXPANSION FOAM 
FIRE EXTINGUISHING SYSTMES IN 
MACHINERY SPACES FITTED IN ADDITION 

TO REQUIREMENTS OF THESE RULES : 
(1) Where in any machinery space a fixed low 
expansion foam fire extinguishing system is fitted 
in addition to the requirements of these rules , such 
system shall be capable of discharging thıough 
fixed discharge outlets in not more than five 
minutes a quantity of foam sufficient to cover to 
a depth of 150mm the largest single arca over 
which oil fuel is liable to spread . " The system 
shall be capable of generating foam suitable for 
extinguishing oil fires. Means shall be provided 
for effective distribution of the foam through 
a permanent system of piping ard control valves 
or cocks to suitable discharge outlets and fo : the 
foam to be effectively directed by fixed sprayers 
on other main fire hazards in the protected space . 
The expansion ratio of the foam shall uot ex.cecd 
12 to 1 . 


(2 ) The means of control of any such system 
shall be readily accessible and be simple to 
operate and shall be grouped together in as few 
location as possible at positions not likely to be 
cut off by a fire in the protected space . 

07. FIXED FIRE EXTINGUISHING 
SYSTEMS NOT REQUIRED BY THESE 


atrols it chips suchces. For 
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RULES : - In every ship where a fixed fire exting and which would not be made inaccessible by 
uishing system not required under these rules a fire within such spaces. 
is provided , such a systom shall be of the approved 
type and shall bə installed outside the space or 

(3 ) Machinery driving the forced and induced 
spaces protected by such systems and shall be draught funs, oil fuel transfer pumps , oil fuel unit 
so arranged that a fire in the spacc or spaces pro 

puinps and othor similar fuel pumps shall be 
tected will not put any such system out of action . 

fitted with remotc controls situated outside tho 

spaces in which such machinery or pups are 
68. FIRE CONTROL PLAN :- ( 1) There situated and which would not be made inacces 
shall be per:nonently exhibited for tho guidance sible by a fire within such spaces. The controls 
of the master and oſlicers of all ships over 20 shall be capable of stopping such machinery or 
metros in length , general arrangement plans pumps in the event of fire in such spaces . For 
showing clearly for cach deck the position of the machinery spaces in passenger ships such controls 
control station , the sections of the ship which are together with the controls icquired in sub- rule 
enclosed by fire resistng bulkheads, together with ( 1) shall be situated at one control position of 
particulars of the fire alarms, fire detection sys 

grouped in as few positions as possible . Such 
tems, th3 sprinkler installations, fireman s out controls shall have safe access from tho open 
fits , fire extinguishing appliances, the means of 

dock . 
access to the various compartments and decks 
in the ship , tho ventilating system including 

(4 ) Except as provided in sub - rulu (5 ) in cvery 
particulars of the master- fan controls , the posi 

ship to which thest rules apply , every pipe con 
tion of dampers and identification numbers 

nvoted to any oil fuel or lubricating oil storage, 
of the ventilating fans serving each section of the 

settling , or dily service tank , not being a double 
ship , the location of the international shore con 

bottom tank , which if damged would permit 
nection and the position of all means of control 

discharge of the contents so as to cause a fire 
referred to in rule 69 . 

hazard , shall be fitted with a valvc or cock which 
shall be securod to the tank to which it is con 

nccted and which shall be capable of being closed 
(2 ) The general arrangement plans required from a roadily accossiblo position outside the 
by this rule shall be kept up -to -date , any altera space in which the tank is situated . 
tions being recorded therein without delay . 

Provided that: 
(3 ) In all ships a duplicate sct of fire control 
plans or booklet containing such plaris shall bo 

(a ) in the case of any inlet pipe to stich & 

tank , a non - return valve secured to the 
pornanently stored in a prominently marked 
weathertight enclosure outside the dockhouse 

tank may be substituted , 
for the assistance of shoreside fire fighting per 

(b ) in the case of an oil fuel or lubricating oil 
sonnel, 

dcep tank situated in or adjacent to a shaft 

or pipe tunnel or similar space , a vavle 
(4 ) Instructions concerning the maintenance 

or valves (additional to the valve required 
and operation of all the cquipment and instal 

to bufitted on the tank ) may be fitted 
lations on board for the fighting and contain 

on the pipa line or lines outside the tunnel 
mat of fire shall be kept in one book , readily 

or tunnels or similar space to crable 
available in an accessible position . 

control to be exorcised in the vent of fire . 
69 . MEANS FOR STOPPING MACHI 

Such valves if fitted in the machinery 
NERY , SHUTTING OFF OIL FUEL SUC 

space shall be operated from a position 
TION PIPES AND CLOSING OF OPEN 

outsido the spacc . 
INGS :- (1 ) In cvcry ship to which these rules 

(5 ) Thc valve or cock riquirod under sub 
apply , there shall be provided : 

rule (4 ) may be dispensed with in the caso of a 
( a ) m as for stopping vonţiliation fans 

pipe connccted to lubricating oil tank fitted in a 
sorving michinery , accommodation and 

space otherthan a machinery space of category 
curgo spics: 

A provided that the safty of the ship is not in 

paired . 
(b ) mins for closing all skylights , doorways, 

70 . AVAILABILITY OF FIRE FIGHTİNG 
ventilators, annular spaces around fun 
nels and other openings to such spaces ; 

APPLIANCE : - Fire appliances carried in any 

ship to which theso rules apply shall be main 
and 

tained in good order and shall be kept available 
(c ) means to permit the release of smoke 

for immediate use at all times. All moveable 
from machinery spaces. 

firc appliances, other than firemen s outfits carried 

in compliance with these rules shall be stowed 
( 2 ) Such m . 2115 shall be capable of being where they will bo rcadily accessible from the 
oported from positions outside the said spaces spaces in which they are intended to be used and 
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with such requiremets on such condi 

tions as he thinks fit . 
(ii) exempt, in writing any sip which is 

not normally engaged on international 
voyages but which in exceptional circum 
stances is required to undertake a single 
international voyage from the require 
ment of these rules provided the ship 
complies with such safety requirements 
as are , in the opinion of the Director 
General of shipping , or as the case may 
be the Chief Surveyor with the Govern 
ment of India adequate for the intended 

voyage . 
75. PENALTIES :- Whoever commits a 
breach of any of the provision of these rules shall 
be punishable with a fine which may extend to 
rupees one thousand and in the event of a con 
tinuing breach of these rules, with a further fine 
of rupees fifty for every day after the first day 
which the breach continues . 


SCHEDULE - I 

( See rules 14 , 23 and 36 ) 
INTERNATIONAL SHORE CONNECTION 


in particular one of the portable fire extinguishers 
intended for use in any space shall be stowed 
near the entrance to that space . 

71. APPROVAL OF MATERIAL :- Whero 
theso rules require that a particular fitting, appli 
ance , apparatus or cquipment or any type or equi 
valent thereof shall be provided , fitted or carried 
or any paticular arrangement or provision shall 
bo made, then every such fitting, appliances, 
apparatus of equivalent thereof or any such 
arrangenisnt or provision shall bc such as is 
reasonably adequate for the purpose for which 
it is required to be provideo . 

72 . SPACES CONTAINING PARTICULAR 
RISKS :- In every ship to which those rules apply 
containing spacu s such as galloys, gasoline com 
partmunts, cinemis , vicctric - steering gear, battery 
charging room and such other similar 
spacos which in the opinion of the Director 
Geloral of Shipping or Chief Surveyor with the 
Gyvornment of India contain particular risk , 
thory shall bo prvidei such additional fire ap 
plia nos as may bo spzuifid by them . 

73 . REQUIREMENTS FOR SHIPS OF 
SPECIAL DESIGN AND LAYOUT: - Whero 
in the case of a ship in which particular fittings, 
appliances, apparatus or any other cquipment 
or any type thercof, fitted in compliance with 
these rules are not considered by the Director 
Goneral of Shipping as adequate , saving regard 
to her design , layout or susccptibility to risk of 
fire, it may , notwithstanding anything contained 
in those rules, requiro , by order in writing, the 
ship to provide such other fittings, appliances , 
apparatus or equipment as it may consider 
ilccessary . 

74 . EQUIVALENTS , EXEMPTIONS 
AND SAVINGS : - ( 1) Whero these rules 
roquiro that a particular fitting material, 
appliance , apparatus, cquipment or any 
type thereof shall be fitted or carricd in 
a ship or that any particular arrangement or 
provision shall be made, the Chief Surveyor 
with the Government of India may in writing 
allow any other ſitting , material appliance , ap 
paratus or any type thereof to be carried or fitted 
or any other arrangement or provision to be 
made in that ship if is satisfied by thercof or 
otherwise, that such other fittings, material, 
appliance , apparatus , equipment or type thereof 
or any such otlicr arrangement or provision is 
at lcast as effuctive as that required under the sc 
rules . 

(2 ) The Director General of Shipping or 
Chief Surveyor with the Govt. of India may : 
(i) exempt, in writing any ship from the 

requirements of these rules if he is satis 
fled that by tlic nature of her construc 
tion and design , it is neiter practicablo 
nor reasonable for that ship to conly 


apps 


therehat any parte , the Chiet in writing 


(1 ) The international shore connection , 

shall be in accordance with the 
following specifications : 

Outside diameter 178 millimetres 
Inner diameter 

64 millimetres 
Bolt circle diameter 132 millimetres 
Holes 

4 holes each of 
19 millimetre dia . 
metre equidistantly 
placed slotted to the 

flango periphery . 
Flange thickness 14 . 5 millimetres 

minimum . 
Bolts 

4 , each of 16 milli 
metre diamcter . 
50 millimetre in 

length with washers . 
Flange surface 

Flat face , 
Material 

Any suited to 10 bar 

( 1 . 0 N /mm ) service 
Gasket 

Any suited to 10 bar 

( 1 . 0 N /mm2) service . 
( 2 ) The connection shall be constructed of 
material suitable for 10 bar ( 1 . 0 /mm ) service , 
The flange shall have a flat face on one side, 
and to the other shall have permanently attached 
thoreto a coupling that will fit the ship s hydrant 
and hoses. The connection shall be kep aboard 
the ship together with the gaskot, four 16 
millimetres bolta, 50 millimetres in length and 
eight washers. 
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SCHEDULE - II 

[ See rule 63 ] 
NON -PORTABLE FOAM FIRE EXTINGUI 
SHERS 


(1) Every foam fire extinguisher, other than a 
portable fire extinguisher provided in compliance 
with these rules shall be constructed in accordance 
with approved specifications and be of suitable 
materials and shall be of sufficient strength to 
withstand with an adequate factor of safety the 
maximum internal pressure to which it may be 
subjected and shall be capable of withstanding 
a test by hydraulic pressure , in excess of the 
maximum working pressure. For the purpose 
of this schedule the maximum working pres 
sure shall be the equilibrium pressure that develops 
within the body at 70 C when the correctly 
charged extinguisher has been operated with all 
outlets closed . The interior of the extinguisher 
shall be capable fo being examined . 


(6 ) The extinguisher actuating mechanism 
shall be protected so that it is safeguarded against 
inadvertent operation . 

(7 ) A reinforced discharge hose shall be 
provided together with a nozzle the area of 
which shall be such that when the extinguisher 
is operated the foam is projected to a distance 
of 14 .0 metres for a period of not less than 90 
soconds, in the case of an extinguisher of 135 
litres capacity or, over and to a distance of 10 . 0 
metres for a period not less than 60 seconds in 
the case of an extinguisher of under 135 litres 
capacity. The nozzle and the reinforced dis 
charge hose should be capable to withstand 
four times the maximum working pressure 
specified in para (1) of this schedule , 

(8 ) The charge and the air space above the 
level of the solution in the body shall be so 
regulated that the maximum pressure in the 
extinguisher when put into action with all out 
lets closed , does not exceed 19 . 50 bar (1 . 95 N / 
mm .) with the solution at a temperature of 38°C . 

(9 ) The extinguisher shall be capable of 
withstanding for a period of 5 minutes an internal 
pressure of 1 - 1 /2 times the maximum working 
pressure specified in para ( 1) of this schedule , 
in the extinguisher when put into action with all 
outlets closed and in no event of less than 
24 , 5 bar (2 . 45 N /mmº). 


(2) The body of the extinguisher shall be 
cylindrical with cnds which shall be dished 
outwards without reverse fanging, to a radius 
not exceeding the diamoter of the body. The 
body and ends shall be made of sheet whcel 
which shall be tinned or lead -coated internally , 
and every part of the extinguishur shall , whore 
necessary be protected against corrosion . The 
body of the extinguisher shall be welded . 

(3) Where the extinguisher is plovided with 
a gas cylinder as the means for expelling tho 
extinguishing medium , such gas cylinder shall 
by constructed to approved spocifications. 

( 4 ) Tho extinguishor shall be provided with 
an opening for the introduction of an inner 
container which shall be adequately supported . 
The opening shall be fittod with a cap of gun 
metal or other suitable material, screwed with 
a continuous thread through the side of which 
safoty holes or slots shall be provided so that 
when the cap is being removed any 
pressure of gas remaining in the container 
may be released gradually , should the discharge 
opening be choked . The cap joint shall be 
made with acid -resisting rubber, greased leather , 
or other · suitable material. The extinguisher 
shall have the correct filling level clearly indi 
cated . The design shall permit the ready avail 
ability of the extinguisher to be verified as required 
and ensure that it will be apparent whether or 
not the extinguisher has been operated , 

(5 ) The extinguisher shall be provided with 
a controllable device to enable the discharge to 
bc interrupted and means to prevent the loss of 
quid when the extinguisher is standing . 


(10 ) Thy outside of the extinguishor shall be 
cloarly and permanently marked with . 
(a ) the name of the maker or vendor of tho 

extinguisher ; 
(b ) the capacity of the extinguisher ; 
(c) the pressure undor which th : extinguisher 

was tested ; 
(d ) instructions for operating the extingui 

sher ; 
(c ) the year in which the extinguisher was 

manufactured ; 
(f) the level of the solution , when tho extin 
guisher is filled to its working capacity . 

SCHEDULE - III 

($ co rule 63 ) 
NON -PORTABLE CARBON DIOXIDE FIRE 

EXTINGUISHERS 
(1) Every carbon dioxide fire extinguisher 
provided in compliance with these rules shall 


rique 


[ TT II. - T 3 (1 )] 


WITA HT 1799 : formar 2 , 1989/90ETU 11, 1911 


3037 


(f ) the pressure under which the extinguisher 

was being hydraulically tested . 


he provided and constructed in accordance whit 
approved specifications. 

(2 ) Each cylinder shall be provided with an 
internal discharge tuhc , and a valve to release 
the gas . 


(3 ) The extinguisher shall be provided with 
a discharge hose which shall be reinforced so as 
to withstand a pressure of at least 122 bar 
(12 . 2 N /mm ) when the necessary couplings 
are fitted . The bore of the discharge hose shal 
not bo less than the sizes respectively set forth 
in the following table : -- - 


- 


V 


- 


Capacity of extinguisher 


Minimum 
bore of 
discharge 


16 , 0 Kg . 
45 . 0 Kg. 


9 mm 
12 mm 


The discharge hoses shall be provided with 
horn which shall be of electrically non -conducting 
material and of a design which will reduce the 
velocity of the gas discharge . The metal of the 
operating handle shall be sheathed to protect the 
hand of the operator from extremne cold . 


SCHEDULE IV 

( See rule 6.3 ) 
NON - PORTABLE DRY POWDER FIRE 

EXTINGUISHERS 
( 1) Every dry powder fire extinguisher, other 
than a portable fire extinguisher , provided in 
compliance with these rules shall be constructed 
of suitable materials and shall be 
of an efficient design and of sufficient 
strength to withstand with an adequate factor 
of safety the maximum internal pressure to 
which it may be subjected and shall be capable 
of withstanding a test by hydraulic pressure 
suitably in excess of the maximum working 
pressure. For the purpose of this schedule, the 
maximum working pressure shall be the equili 
brium pressure that develops within the body at 
70°C when the correctly charged extinguisher 
has been operated with all outlets closed . 

(2 ) Where the extinguisher is provided with 
gas cylinder as the means for expelling the ex 
tinguishing medium , such gas cylinder shall be 
in accordance with approved specifications. 

(3 ) Thc extinguisher shall be provided with a 
nozzle and a reinforced discharge hose cons 
tructed to withstand four times the maximum 
working pressure specified in para (1) of this 
schedule . 

(4 ) Any necessary openings in the extinguisher 
body shall be fitted with caps or covers SO 
desigized that any pressure remaining in the 
container may be released gradually before the 
cap or cover can be removed completely . 

( 5 ) Every part of the extinguisher shall , where 
necessary , be protected against corrosion . 

(6 ) The extinguisher shall be effectively sealed 
to present the ingress of moisture, but such seal 
ing arrangements shall not interfere with the 
discharge of the extinguisher . 

(7 ) The extinguisher shall be provided with a 
control able device to enable the discharge to be 
a interrupted . 

(8 ) The extinguisher actuating mechanism shall 
be protected so that it is safeguarded against 
inadvertent operation . 

(9) The design shall permit the ready availa - 
bility of the extinguisher to be verified as required 
and ensure that it will be apparent whether or 
not the extinguisher has been operated . 

( 10 ) A fully charged extinguisher shall, when 
operated under normal conditions, be capable of 
dicharging not less than 85 per cent of the mass 


( 4 ) At any temperature between 15° C and 
18° C inclusivo the extinguisher shall discharge 
gas at such a rate that carbon dioxide equal 
in weight to 3 /4 of the capacity of the con 
tainer will be discharged in the periods respectively 
set forth in the following table : 


Capacity of extinguisher 


Period 


16 . 0 Kg. 
45 . 0 Kg. 


30 to 45 seconds 
60 to 90 seconds 


(5 ) The outside of the extinguisher sha bc 
clearly and permanently marked with : 
(a ) the name of the maker or vendor of the 

extinguisher ; 
( b ) the capacity of the extinguisher ; 
(c ) instructions for operating the extin 

guisher ; 
(d ) markings which will indicate the res 

pective weights of the extinguisher when 

empty and when filled ; 
(e ) the year in which the extinguisher was 

manufactured ; 
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of the dry powder charge. The discharge rate 

(c) Fire proof life line of sufficient length 
shall be not less than 1 kilograminc per socond . 

and strength capable of being attached 
(11) The outside of the extinguisher body shall 

by mcans of a snap book to the harness 
be clearly marked with is 

of the apparatus or to a separate belt in 

order to prevent the breathing appara 
(a ) name of the maker or vendor of the 
extinguisher ; 

tus becoming detached when life line is 

operated . 
( b ) the capacity of the extinguisher ; 

2 . Personal equipment : — The personal equip 
(c ) the pressure under which the extinguisher 

ment shall comprise the following namely :-- 
was tested ; 
( d ) instructions for operating the extinguisher ; 

(a ) Protective clothing of material to protect 

the skin from the heat radiating from the 
(e) the year in which the extinguisher was 

fire and from burns and scalding from 
manufactured . 

steam . The outer surface shall bo water 
SCHEDULE V 

resistant 
[See rules 7(1) (e) (ii), 10 (2)(a), 10 (3)(ii), 29(b)(ii), (b ) Boots and gloves of rubber or other 
30 (2) and (3)] 

electrically non -conducting material. 
PORTABLE FOAM APPLICATOR UNITS 

( C) A rigid helmet providing effective pro 
1. Every portablo foam applicator unit pro 

tection against impact. 
vided in compliance with these rules shall be 

(d ) An electric safety lamp (hand lantern ) 
provided with : 

of approved type with a minimum burn 
(a ) an induction type of air- foam nozzle 

ing period of 3 hours. 
capable of being connocted to the fire 

(e ) An axe fitted with an insulated handle . 
main by means of a fiire hose ; 

3 . Breathing apparatus (Air Hose Type) :- - 
(b ) a portable tank containing at least 20 

Every smoke helmet or smoke mask shall be pro 
litres of foam concentrate from which the 

vided with a hose for the supply of air from the 
nozzle specified at sub -para (a ) of this 

outside atmosphere. Au air pump or beflows 
paragraph can induce the contents ; 

shall be provided which shall be suitable for 
( c) a spare tank identical to that specified at pumping air through the hose . The hose shall be 
sub -para (b ) of this paragraph . 

of the non -collapsing type and shall be sufficient in 
2 . The nozzle whilst being supplied at the 

length to enable the air pump or bellows to be 

on the open deck in clean air , well clear of any 
minimum hydrant pressure on the ship permitted 

hatch or doorway while the wearer of the helmet 
by these rules shall be capable of producing 
effectivo foam suitable for extinguising an oil 

or mask is in any part of the accommodation , 

service, cargo or machinery spaces. Couplings 
fire at the rate of at least 1 . 5 cubic metres per 

shall be provided if two or more lengths of hose 
minute . 

are to be joined in order to reach the aforesaid 
3 . The foam expansion ratio (i.e . the ratio spaces. The air inlet to the pump or bellows shall 
of the volume of foam produced to the volume 

be so protected as to ensure that the supply of 
of foam solution ) shall not exceed 12 to 1. air is not obstructed . If in order to comply with 
SCHEDULE VI 

this subparagraph , an air hose exceeding 36 

metres in length is necessary , a self-contrained 
[See rules 15 (3), 22 , 35, 37(2) (j) and 52 ] 

breathing apparatus shall be substituted or pro 
FIREMEN S OUTFIT 

vided in addition , 
1. Every fireman s outfit shall be constructed 

4 . Self Contained breathing apparatus : 
in accordance with approved specifications and 

Every self -contained breathing appratus shall 
consist of the following : 

(a ) be of the open circuit compressed air 
(a ) Personal equipment. 

type and shall be of a approved type ; 
(b ) A breathing apparatus of an approved 

(b ) be cpable of functioning for at least 30 
type. 

minutes and shall be provided with not 
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more than one face mask unless the tant to deterioration by heat, contact with water 
apparatus has bcen approved for use with or to fire and shall not allow the breathing circuit 
a second face mask which miay be used in to be penetrated by smoke or chemical fumes 
emergency ; 

likely to be encountered in service . The fabric 

used in the construction of any harness provided 
(c ) contain storage capacity of the compress 

with such apparatus shall be resistant to shrinkage . 
ed air cylinder or cylinders attached to 

Exposed metal parts of the apparatus, harness 
the apparatus and carried by the wearer 

and fittings shall be of materials, so far as practi 
of at least 1,200 litres of free air . 
The storage cylinders shall be of sufficient 

cable, resistant to frictional sparking . 
strength and be capable of withstanding 

(b ) accompany for use , 
hydraulic pressure in excess of the 
maximum working pressure. 

(i) a fire -proof life and signalling line at 

least 3 metres longer than is required to 
(d ) contain provision for automatic regulation 

reach from the open deck in clean air 
or air supply to the wearer of the appa 

clear of any hatch or doorway to any 
ratus in accordance with his breathing 

part of the accommodation , service , cargo 

or machinery spaces. Such line shall 
requirements when he is breathing any 

be made of copper or galvanised steel 
volume of free air of up to 85 litres per 

wire rope having a breaking strength of 
minute at any time when the pressure in 

at least 500 kilogrammes and shall be 
the supply cylinder or cylinders is above 

overlaid up to at least 32 millimetres in 
10 .5 bars (1.05 N /mm ). Means shall 

circumference by hemp or other covering 

to provide a surface which can be firmly 
be proivded for overriding the automatic 

gripped when wet ; 
air supply to increase the volume of air 
available to the wearer if required . 

(ii) an adjustable safety belt or harness to 

which such line shall be capable of being 
contain pressure gauge with an anti 

securely attached and detached by the 
bursting orifice in the high - pressure air 

wearer by means of a snaphook ; 
supply system to enable the wearer to 
read directly and easily the pressure of 

( iii ) provision for protecting the eyes and face 
air in the supply cylinder or cylinders ; 

of the wearer against smoke ; 
(f ) not weigh more than 16 kilogrammes , 

(iv ) plates of suitable non - flammable material 
excluding any lifelinc , and if they do not 

bearing a clearly legible code of signals 
form an integral part of the apparatus , 

to be used between the wearer and his 
any safety belt or harness ; 

attendant, one of which shall be attached 

to the safety belt or harness and another 
(8 ) be provided with fully charged spare cylind 

attached to the free end of the life - line . 
ers having a spare storage capacity of at 
least 2 , 400 litres of free air except where : 

be clearly marked with the name of the 

maker or vendor and the year of manu 
(i) the ship is carrying five sets or more of 

facture ; 
such apparatus the total storage capacity 
of free air shall not be required to exceed 

(d ) contain operating instructions in clear and 
9 ,600 litres, or 

permanent lettering . 
(ii) the ship is equipped with means for 
recharging the air cylinders to full pressure 

SCHEDULE — VII 
with air, free from contamination , the 
spare storage capacity of the fully charged 

[See rule 5( iii), (iv), (v) and (vi ) and 34 (1), 
spare cylinders of each such apparatus 

(2) (3) and 50 (1) (a)] 
shall be of at least 1, 200 litres of free air 
and the total spare storage capcity of FIXED FIRE DETECTION AND FIRE 
free air provided in the ship shall not be 

ALARM SYSTEMS 
required to exceed 4 ,800 litres. 

( 1) General requirements . — (a ) Any required 
(h ) contain provision for warning the wearer 

fixed fire detoction and fire alarm system 
audibly when 80 per cent of usable capacity 
of the apparatus has been consumed . 

with manually operated call points shall 

be of approved type and capable of 
accompany a servicing and instruction 

immodiate operation at all times. 
manual. 
(5 ) General -- Every breathing apparatus shall 

(6 ) Power supplies and electric circuits ne 

cessary for operation of the system shall 
(a ) be constructed of material having adequate 
mechanical strength and durability and be resis 

be monitored for loss of power or fault 
3331 GI/89 — 13 
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conditions as appropriate . Occurrence of 
a fault condition shall initiate a visual 
and audible fault signal at the control 
panel which shall be distinct from a fire 

signal. 
(c ) There shall be not less than two sources 

of power supply for the electrical equip 
ment uscd in the operation of the fire 
detection and fire alarm system , one of 
which shall be an emergency source . The 
supply shall be provided by separate 
feeders reserved solely for that purpose . 
Such feeders shall run to an automatic 
change -over switch situated in or adja 
cent to the control panel for the fire de 

tection system . 
(d ) Detectors and manually operated call 

points shall be grouped into sections. The 
activation of any detector or manually 
operated call points shall initiate a visual 
and audible fire signal at tho control 
panel and indicating units . If the signals 
have not received attention within two 
minutes an audible alarm shall be auto . 
matically sounded throughout the crew 
accommodation and service spaces, con 
trol stations and machinery spaces of 
category A . This alarm sounder system 
need not be an integral part of the 

detection system , 
(e ) The control panel shall be located on the 

navigating bridge or in the main fire 

control station . 
(f) Indicating units shall denote the section 

in which a detector or nanually operated 
call point has operated . At least one unit 
shall be so located that it is easily acce 
ssible to responsible members of the crew 
at all times, when at sea or in port except 
when the ship is out of service. One 
indicating unit shall be located on the 
navigating bridge if the control panel is 
located in the main fire control 

station . 
(g ) Clear information shall be displayed on 

or adjacent to each indicating unit about 
the spaces covered and the location of 

the sections. 
(h ) No section covering more than one deck 

within accommodation spaces, service 


spaces and control stations shall be per 
mitted except a section which covers an 
enclosed stairway . In order to avoid 
delay in identifying the source of fire , 
each section shall contain not more than 
100 detectors and shall cover not more 

than 50 rooms. 
(i) In passenger ships a section of detectors 

shall not serve spaces on both sides of 
the ship nor on more than one deck and 
neither shall it be situated in more than 
one main vertical zone except that the 
Chief Surveyor with the Govt. of India 
if he is satisfied that the protection of 
the ship against fire will not thereby be 
reduced , may permit such a section of 
detectors to serve both sidos of the ship 

and more than one deck . 
(1) A section of fire detectors covering a con 

trol station service space , accommodation 
space or cargo space shall not include 

a machinery space of category A . 
(k ) Detectors shall be operated by heat, smoke 

or other products of ccmbustion , flame 
or any combination of these factors . 
Detectors operated by other factors, 
indicative of incipient fires may be ac 
pted : 

Provided that they are no less son 
sitive than such detectors. Flame detector 
shall be used only as additional to sinoke 

or heat detectors. 
( 1 ) Suitable instructions and spare components 

for testing and maintenance shall be pro 

vided . 
( m ) The function of the detection system shall 

bo periodically tested by means of equip 
ment producing hot air at the appropriate 
temperature , or smoke or aerosol parti 
cles having the appropriate range of den 
sity or particle size , or other phenomena 
associated with incipient fires to which tho 
detector is designed to respond . All 
detectors shall be of a type such that 
they can be tested for correct operation 
and restored to normal surveillance 

without the renewal of any component. 
(n ) the fire detectiod system shall not be 

used for any other purpose except that 
closing of fire doors and similar functions 
may be permitted at the control panel, 
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(b ) Smoke detectors required by para (2 ) (b ) 
shall be certifiod to operate before the smoke 
density exceeds 12 . 5 per cent obscuration per 
metre , but not to operate until the smoke density 
exceeds 2 per cent, obscuration per metre. Smoko 
detectors to be installed in other spaces shall 
operate within approved sensitivity limits having 
regard to the avoidance of detector insensitivity 
or over- sensitivity , 


(2 ) Installation requirements. (a ) Manually 
opriated call points shall be installed throughout 
the accommodation spaces , service spaces and 
control stations . One manually operated call 
point shall be located at cach exit. Manually 
operated call points shall be readily accessible 
in the corridors of cach deck such that no part 
of the corridor is more than 20 metres from a 
manually operated call point . 

(b ) Smoke dectors shall be installed in all 
stairways, corridors and escape routes within 
accommodation spaces. 

(c ) Where a fixed fire detection and fire alarm 
system is required for the protection of spaces 
other than thos specified in para ( 2 )(b ) of this 
schodule at least one detector complying with 
para (1 )(k ) of this schedule shall be installed in 
cach such space . 

(d ) Detoctors shall be located for optimum 
performance . Positions near beams and ventila 
tion ducts or other positions where patterns of 
air flow could adverscly affect performance 
and positions where impact or physical damago 
is likoly shall be avoided . In genral, detectors 
which are located in overhead positions shall be 
a ininimum distance of 0 . 5 metro away from 
bulkheads. 

(c) The maximum spacing of detectors shall 
be decided on the basis of characteristics of the 
detectors but , ordinarilly shall be in accordance 
with the table below : 


(c ) Hoat detectors shall be certified to operate 
before the temperature exceeds 78°C but not to 
operate until the temperature exceeds 54°C , 
temperature is raised to those limits at a rate less 
than 1°C per minute . At higher rates of tempe 
rature rise , the head detector shall operate within 
approved tomperature limits having regard to 
the avoidance of detector inscnsitivity or 
oversensitivity . 


Type of de - 
tector 


is specially 
a hermal 
detection 
system 


Maximum Maximum Maxi 
floor area distance mum dis 
per detector apart tance away 

between from 
centres bulk 

head3 


(d ) The permissible temperature of operation 
of hoat detectors may be increased to 30°C above 
the maximum deckhead temperature in drying 
rooms and similar spaces of a normal high ambient 
temperaturo . 

(4 ) Special requirements for periodically un 
attended machinery spaces. - For periodically 
unattended machinery spaces the fixed fire do 
tection and fire alarm system shall comply with 
the following additional requirements : 
(a ) This fire detection system shall be so 

designed and the detectors so positioned 
as to detect rapidly the onset of fire in 
any part of those spaces and under any 
normal conditions of operation of the 
machinery and variations of ventilation 
as required by thư possiblo range of 
ambient temperature except in spaces of 
restricted hcight and where their uso 
is specially appropriate detection systems 
using only thermal detectors shall not 
be permitted . The detection system 
shall initiate audible and visual alarms 
distinct in both respccts from the alarms 
of any other system not indicating fire, 
in sufficient places to ensure that the 
alarms are heard and observed on the 
navigating bridge in and by a rt sponsible 
engineer officer. Then the navigating 
bridge is unmanaged the alarm shall 
sound in a place where a responsible 

member of the crew is on duty . 
(b ) After installation the system shall 

tested under varying conditions of engine 

operation and ventilation . 
(5 ) Special requirements for cargo spaces . - In 
cargo spaces the systom shall comply with the 
following additional requiremonts : 
(a ) Dectectors shall be grouped into separato 

sections such that a section shall cover 


Heat 
Smoke 


37 m 
74 m 


9 m 
11 in 


4 . 5 m 
5 . 5 m 


(f) Electricalwiring which forms of the system 
shall be so arranged as to avoid galleys , machinery 
spaces of category A , and other cnclosed spaces 
of high fire risk except whcre it is necessary to 
provide for fire deteotion or fire alarm in such 
spaces or to connoct to the appropriate power 
supply . 

(3 ) Design requirements . - a ) The system 
and equipment shall be suitably designed to with 
stand supply voltage variation and transients, 
ambienttemperature changes, vibration ,humidity, 
shock , impact and corrosion normally encounte 
red in ships . 
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not moro than one cargo space . Each 
section shall contain not more than 

100 detectors. 
(b ) Tho type ,number and spacing of detectors 

shall bo to tho satisfaction of the Chief 
Survayor with thy Govt. of India taking 
into account the conditions of ventilation 
and other factors prevailing in the space 

in which the detectors are installod . 
(c) In special vategory spaces and ro - ro 

cargo spaces , the system shall be capable 
of rapidly detecting the onset of fire . 
After being installed , the system shall be 
tested under normal ventilation condi 
tions and shall give an overall response 
time to tha satisfaction of the Chief Sur 
veyor with the Government. 


(i) Suitable instructions and spare compo 
nents shall be provided for the testing and main 
tenance of the system . 

(i) The function of the system shall be 
periodically tested to the satisfaction of the Chief 
Surveyor with the Govt . of India . The system 
shall be of a type that can be tested for correct 
operation and restored to normal surveillance 
without the renewal of any component. 

(k ) The system shall be designed , constructed 
and installed so as to prevent the leakage of any 
toxic or flammable substances or fire extinguishing 
medium into any accommodation space, service 
space , control station or machinery space . 

(2) Installation requireinents . (a ) At least 
one smoke accumulator shall be located in every 
enclosed space for which smoke detection is 
required . However, where space is designed to 
carry oil or refrigerated cargo alternatively with 
cargoes for which a smoke sampling system is 
required , means may be provided to isolate the 
smoke accumulators in such compartments for 
the system . Such means shall be to the satisfac 
tion of the Chief Surveyor with the Govt. of 
India . 

(b ) Smoke accumulators shall be located 
for optimum performance and shall bo spaced 
so that no part of the overhead deck area is more 
than 12 metres measured horizontally from an 
accumulator , Where systems are used in spaces 
which may be mechanically ventilated , the posi 
tion of the smoke accumulators shall be consi 
dered having regard to the effects of ventilation . 

(c ) Smoke accumulators shall be positioned 
where impact or physical damage is unlikely to 
occur. 

(d ) Not more than four accumulators shall 
be connected to each sampling point. 

(e ) Smoke accumulators from more than one 
enclosed space shall not be connected to the simo 
sampling point. 

( f ) Sampling pipes shall be self- drajning 
and suitably protected from impact or damage 
from cargo working. 

(3 ) Design requirements . - -(a ) the system 
and equipment shall be suitably designed to with 
stand supply voltage variations and transients, 
ambient temperature changes, vibration , humi 
dity , shock , impact and corrosion normally 
encountered in ships and to avoid the possibility 
of ignition of flammable gas /air mixtures. 


SCHEDULE – VIII 
[See rules 5 (v ) and 34 ( 3)] 
SAMPLE EXTRACTION SMOKE 

DETECTION SYSTEMS 
( 1) General requirements.- (a ) Wherever in 
the text of this schedule the word " system " appears, 
it shall mean " sample extraction smoke detection 
system " . 

(b ) Any required system shall be capable 
of continuous operation , at all times except that 
systems operating on a sequential scanning princi 
ple may be accepted , provided that the interval 
between scanning the same position twice gives 
an overall response time to the satisfaction of 
the Chief Survey or with the Govt. of India . 

(c ) Power supplies necessary for the ope 
ration of the system shall be monitored for loss 
of power. Occurrence of loss of power shall ini 
tiate a visual and audible signal at the control 
panel and the navigating bridge which shall be 
distinct from a signal indicating smoke detection . 

( d ) An alternative power supply for the 
clectrical equipment used in the operation of 
the system shall be provided . 

(e ) The control panel shall be located on the 
navigating bridge or in the main firo control 
station . 

( f ) The detection of smoke or other pro 
ducts of combustion shall initiate a visual and 
audible signal at the control panel and the nuviga . 
ting bridge . 

(g ) Clear information shall be displayed on 
or adjacent to the control panel designating 
the spaces covered . 

(h ) The sampling pipe arrangements shall 
be such that the location of the fire can be readily 
iduntified . 


Any requeration 
, atential 
scat the ir 


(b ) The sensing unit shall be certified to ope 
rate before the smoke density within the sensing 
chamber exceeds 6 .65 per cent obscuration por 
metre . 
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(c ) Duplicate sample extraction fans shall 
be provided . The fans shall be of sufficient capa 
city to operate with the normal conditions of 
ventilation in the protected area and shall give 
an overall response time to the satisfaction of the 
Chief Surveyor with the Govt. of India . 

(d ) The control panel shall permit observa 
tion of smoke in the individual sampling pipe . 

(e ) Means shall be provided to monitor 
the airflow through the sampling pipes and to 
ensure that as far as practicable equal quantities 
are extracted from each interconnected accumula 
tor, 

( f ) Sampling pipes shall be a minimum 
of 12 millimetres internal diameter except when 
used in conjunction with fixed gas fire extinguish 
ing systemswhen the minimum size of pipe should 
be sufficient to permit the fire extinguishing 
gas to be discharged within the appropriate time. 

(g ) Sampling pipes shall be provided with 
an arrangement for periodically purging with 
compressed air. 


( d ) Means shall be provided to close all 
openings which may admit air to or allow gas to 
escape from a protectod space . 

(e ) Where the volume of frec air contained 
in air receivers in any space is such that, if released 
in such space in the event of fire such release 
of air within that space would seriously affect 
the cfficiency of the fixed fire extinguishing system , 
an additional quantity of fire extinguishing me 
dium shall be provided . 

(f) Means shall be provided for automataically 
giving audiblo warning of the release of fire 
extinguishing medium into any space in which 
personnel normally work or to which they have 
access. The aların shall operate for a suitable 
period before the medium is released . 


SCHEDULE IX 
[See Rules 8 (1) and (2 )(b ), 10 (1) (b ), 27 (1)(a ), 
(2) and (3) 30 (1)(b ), 31(c), 37(2)(f), 41(2)(3)] 

Fixed Gas Fire Extinguishing Systems 

(1) Goneral. — a ) Fire extinguishing systems 
provided for use in any ship to which these rules 
apply shall not contain an extinguishing medium 
which either itself or under expected conditions 
of use gives off toxic gases in such quantities as 
to endanger personnel . 

(b ) (i) In every such system provided for the 
injection of fire extinguishing medium into any 
compartment for fire extinguishing purposes, the 
pipes for conveying the medium shall be provided 
with control valves or socks which shall be so 
placed that they will be easily accessible and not 
readily cut off from use by an outbreak of fire 
within the protected compartment. Such control 
valvos or cocks shall be permanently marked to 
indicato clearly the compartments to which the 
pipes are led . 

(ü ) Where cargo spaces fitted with a gas 
extinguishing system for fire protection are used 
as passenger spaces the extinguishing connec 
tion shallbe blankod during service as a passenger 
space . 

(iii ) Suitable provisions shall be made to 
prevent inadvertent admission of the medium to 
any compartment . 

(c ) The piping for the distribution of fire 
extinguishing modium shall be arranged and dis 
chargo nozzles so positioned that a uniform dis 
tribution of medium it obtained . 


( g ) The means of control of any fixed gas fire 
extinguishing system shall be readily accessible 
and simple to operate and shall be grouped 
together in as few locationsat possible at positions 
not likely to be cut off by a fire in a protected 
space. At each location there shall be clear 
instructions relating to the operation of the system 
having regard to the safety of personnel. 

(h ) Automatic release of fire extinguishing 
modium shall not be permitted exceptas provided 
by sub - para (3 ) (c ) ( v ) and in respect of local 
automatically operated units referred to in sub 
para ( 3) (d ) and (3) (e). 

(i) Where the quantity of extinguishing mo 
dium is requirod to protect more than ono space , 
the quantity of medium available need not be 
more than the largest quantity required for any 
one space so protected . 

(1) Except as otherwise permitted by sub -para 
(3) c ), (3) (d ) and (3 ) (o ), pressure containers 
required for the storage of fire extinguishing 
medium shall be located outside protected spaces 
ir accordance with sub -paa (1) (1 ). 

(k ) The storage containers and associated 
pressure components shall be constructed of 
suitable material and shall be of officicnt design 
and „ ufficient strength having regard to their 
locations and maximum ambient temperatures 
expected in service . 

(1) When the fire extinguishing medium is 
stored outside a protected space , it shall be stored 
in a room which shall be suitable in a safe and 
readily accessible position and shall be effectively 
ventilated . Any entrance to such a 
storage room shall be from the 
open deck and in any case shall bo 
independent of the protected space. Access doors 
shall be outwards, and bulkheads and docks 
including doors and other means of closig any 
oponing therein , which form the boundaries 
between such rooms and adjoining enclosed 
spaces shall be gastight . 
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(m ) Spare parts for tho systom shall be stored 
on board , 

( 2 ) Carbon dioxide systoms. - (a ) When car 
bon dioxide is used as the extinguishing medium 
in cargo spaces , the quantity of gas available 
shall bo sufficient to give a minimum volume of 
freo gas equal to 30 per cent of the gross volume 
of the largest cargo compartment in the ship 
which is capable of being sealed. 

(b ) When carbon dioxide is used as the cxtin 
guishing medium incargo spaces containing motor 
vehicles with fuel in their tanks for their own 
propulsion or in closed ro /ro spaces or closed 
ro /ro spaces used for bulk stowage of cargo , tho 
quantity of gas available shall be sufficient to give 
å minimum volume of free gas equal to 45 per 
cent of the gross volume of the largest such cargo 
space which is capable of being effectively sealed . 

(c ) When carbon dioxide is used as an extin 
guishing medium for machinery spaccs or pump 
rooms, the quantity of gas available shall be suffi 
cient to give a minimum of free gas oqual to the 
larger of the following quantities, either : 

(i) 40 per cent of the gross volume of the 
largest space , such volume being measured up to 
the levol at which tho horizontal area of the 
casing is 40 per cent or less of the gross area of 
such space measured midway between the tank 
top and the lowest part of the casing ; or 


(f) Safe means shall be provided for the crew 
to check the quantity of medium within the 
containers. 

( 3 ) Halogenated hydrocarbon systems - ( a ) The 
use of halogenated hydrocarbons as fire extin 
guishing media is only permitted in machinery 
spaces, pumprooms and in cargo spaces intended 
solely for the carriage of vehicles which are not 
carrying any cargo . 

(b ) When halogenated hydrocarbons are used 
as the fire extinguishing media in total flooding 
systems : 

(i) The system shall be arranged for manual 
initiation of power release only and such means 
shall be provided outside the protected space . 

( ii ) Where the charge of halogenated hydro 
carbon is required to supply more than one space , 
the arrangement for its storage and release 
shall comply with sub -para ( 3) (b ) ( ix ) or ( 3) (b ) 
(x ) for each such space. 

(iii) Means shall be provided for stopping 
automatically all ventilation fans serving the 
protected space before the medium is released . 

(iv) Means shall be provided to close manually 
all dampers in the ventilation system serving a 
protected space. 

(v) The arrangements shall be such that the 
liquid phase of the minimum quantity of medium 

( 3) (b ) ( ix ) or (3) (b ) (x ) 
when applied to the space concerned can be dis 
charged into that space within 20 seconds or 
less. 

(vi) Tho system shall be designed to operato 
within the temperature range likely to be experi 
enced in service. 

(vii) Discharge iozzles shall be so positioned 
that a uniforin distribution of fire extinguishing 
medium is obtained and the discharge does not 
endanger personnel engaged on maintenance of 
machinery or equipment or using the normal 
acceses ladders and escapes serving the con 
partment. 

(viii ) Safe means shall be provided for the 
crew to check the quantity of medium in the 
containers and the pressure therein . 

( ix ) The quantity of extinguishing modium 
for cargo spaces intended sololy for carriage 
of vehicles which are not carrying any cargo 
shaſl bo calculated in accordance with the follow 


(ii) 35 per cent of the gross volume of the 
largest space including the casing : 

Provided that the aforesaid percentage may 
be reduced to 35 per cent and 30 per cent res 
pectively for ships of under 2 ,000 tons, not being 
passenger ships, provided also that if two or more 
machinery spaces are not entirely separate they 
shall be considered as forming one space . 

(d ) The volume of carbon dioxide shall be 
calculated at 0 . 56 cubic metre per kilogramme. 

(e )(i) When carbon dioxide is used as the 
extinguishing medium for machinery spaces or 
pump rooins the arrangements shall be such that 
85 per cent of the gas required to provide the 
concentration referred to in sub- para ( 2 ) (c ) when 
applied to the space concerned can be discharged 
into that space within two minutes . 

( ii ) When carbon dioxide is used as the ex 
tinguishing medium in cargo spaces containing 
motor vehicles with fuel in their tanks for their 
own propulsion or in closed ro / ro spaces the 
Arrangements shall be such as ensure that at 
least two thirds of the gas required for the 
space can be introduced within 10 minutes. 
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ing table . This quantity shall be based on the 
gross volume of the protected space . 

TABLE 1 
Halon 

Minimum Maximum 


5 per cent 


7 per cent 


1301 (BTM ) 
1211 (BCF ) 


5 per cent 


5. 5 per cent 


The volume of Halon 1301 (BTM ) shall be 
calculated at 0 . 16 cubic metres per kilogramme 
and the volume of Halon 1211 ( BCF) shall be 
calculated at 0 . 14 cubic metres per kilogramme. 

(x ) The quantity of extenguishing medium for 
machinery spaces shall be calculated in accor 
dance with the following Table 2. This quantity 
shall be based on the gross volume of the space 
in respect of the minimum concentration and the 
not volume of the space in respect of the maximum 
concentration , including the casing. 
Halon 

Minimum Maximum 
1301 ( BTM ) 

4 .25 7 % 
1211 (BCF) 

4 .25 % 5. 5 % 
Halon 

4 . 25 % 7 % 
The volume of Halon 1301 (BTM ) shall be 
calculated at 0 . 16 cubic metres per kilogramme 
and the volume of Halon 1211 ( BCF ) shall be 
calculated at 0 . 14 cubic metres per kilogramme. 

(c ) Where the medium is Halon 1301 (BTM ) , 
the storage containers may be permitted within a 
protected machinery space other than a pump 
room provided that the arrangements comply 
with the following requirements ; 

(i) The containers shall be individually dis 

tributed througut the protected space 
having regard to the appropriate require 

ments of sub -para ( 1Xc). 
( ii ) A manually initiated power release , loca 

ted outside the protected space , shall be 
provided . Duplicato sources of power 
shallbe provided for this release and shall 
be located outside the protected space 
and be immediately available except that 
for machinery space , one of the sources 
of power may be located inside the pro 
tected space . 


from the containers shall be monitored 
for all fault conditions. Visual and audi. 
ble alarms shall be provided to indicate 
this. Pneumatic or hydraulic power cir 
cuits connecting the containers shall be 

duplicated . 
(iv ) Within the protected spaco , electrical 

circuits essential for the release of tho 
medium shall be mineral insulted cable or 
other equivalent material. Hydraulic 
and pneumatic piping systems essential 
for the release of the inedium shall be of 
steel or other equivalent heat resisting 

material. 
( v ) Each container shall be fitted with an 

automatic overpressure device which will 
safely vent the contents of the container 
into the protected space in the event of 
overpressure caused by the container being 
exposed to a fire and inoperation or fail 

ure of the power, 
(vi) The arrangements of the containers and 

the electric circuits and piping essential 
for the release of the medium shall be 
such that in the event of damage at any 
one location in a circuit through fire or 
explosion , i.e . a single fault concept at 
least two -thirds of the quantity of 
medium required for that space in accord 
ance with sub -paras 3 (b ) (ix ) or 3 (b ) (x ) 
can still be discharged at will , having 
regard to the requirement for uniform dis 
tribution ofmedium throughout the space . 
In small compartments , the Chief Surveyor 
with the Govt. of India may permit only 
one or two containers if he is satisfied with 

the storage and release arrngements. 
( vi ) Not more than two discharge nozzles shall 

be fitted to any prossure container and tho 
maximum quantity of agent in each con 
tainer shall be adequate, having regard to 
the requirement for uniform distribution 

of medium throughout the space . 
( viii ) The conatiners shall bo monitored for dec 

crease in pressure due to leakage and dis 
charge . Visual and audible alarms in the 
protected area and on the navigation 
bridge or at the control station shall be 
provided to indicate this condition , ex 
cept that for cargo spaces alarms need 
only be provided on the navigation bridge 
or the control station , 


( iii ) Tho sources of pneumatic and hydraulic 

pressure and of electrical power shall be 
monitored for loss of pressure or power 
as appropriate and electrical circuits 
essential for the release of the medium 
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(d ) Local automatically operated units con 
taining Halon 1301 (BTM ) or Halon 1211 (BCF) 
fitted in enclosed areas of high fire risk within 
machinery spaces in addition to and independent 
of any required fixed fire extinguishing system may 
be accepted provided the units comply with the 
following requirements ; 


(i) The space in which such additional local 

protection is provided should be on one 
working level and on the same level as the 
access . 


( viil ) Every such unit shall comply with sub 

para (1) (k ), (3 ) (b ) (vi), (3) (b ) (vii) and 

(3 ) (b ) (viii ). 
(e ) Local automatically operated units fitted 

in machinery spaces over equipment hav . 
ing high fire risk in additon to and in 
dependent of any required fixed fire ex 
tinguishing system may be accepted pro 
vided that they comply with the follow 

ing requirements : 
(i) The total quantitty of medium provided 

in such units within the machinery space 
shall be such that the maximum vapour 
concentration of 1 .25 per cent of 
the gross ol- ume of that space is not 
exceeded when all such units operato 

simultaneously. 
(ii) Every such unit shall comply with sub 

para 1 (k ), 3 (b ) (vii ) (except that uniform 
distribution of the medium may not be 
required ), (3) (b ) (viii), (3) (d ) (iii), (3)(d ) 
( iv ), (3)d (v), 3 (d) ( vi) and (3) (d ) ( viii). 


More than one working level may be 
permitted subject to au access being pro 
vided on each level. 


( ii ) The escape arrangements shall be 

such that escape from anywhere in such 
protected spaces can be effected in not 
more than ten seconds. 


( iii) The operation of any unit shall be indi 

cated by visual and audible alarms out 
side each access into the space and at the 
navigating bridge or at the control stat 
ion . 


(iv ) A notice stating that the space contains 

one or more automatically operated units 
and the name of the medium used shall be 
displayed outside each access to the space . 


( 4 ) Other gas systoms : 
(a ) Where gas other than carbon dioxide or 

halogenated hydrocarbon is produced on 
the ship and is used as an existinguishing 
medium , it shall be a gaseous product of 
fuel combustion in which the oxygen 
content, the carbon monoxide content, 
the corrosive elements and any solid com 
bustible elements have been reduced to a 
permissible minimum . Any system using 
such gas shall afford equivalent protection 
to that provided by a fixed carbon dioxide 
system . 


(v ) The time to discharge the liquid phase of 

the medium in any local automatically 
operated unit shall not exceed ten seconds. 


(vi) The arrangements of such units shall be 

such that release of the medium from any 
unit does not result in the loss of electrical 
power or reduction in themanoeuvrability 
of the ship . 


(vii ) The total quantity of medium provided in 

such units within a protected space shall 
be such that the madimum vapour con 
centration at 20°C as specified in sub -para 
(3 ) (b ) (x ) is not exceeded when all such 
units operato , provided that the concen 
tration may be exceeded where such units 
are operated together with a fixod 
syst m fitted in compliance with sub -para 
(3) (b ). 


(b ) When a system producing inort gas is 

used to provide extinguishing gas in a 
fixed fire extinguishing system for cargo 
spaces, except cargo oil tanks, in com 
pliance with these rules, it shall be capablo 
of producing hourly a volume of free gas 
at least equal to 25 per cent of the gross 
volume of the largest compartment pro 
tected in this way for a period of 72 
hours . 


( c) No part of the control, storage or generat 

ing arrangement of any fire extinguishing 
system shall be situated forward of the 
collision bulkhead in any passenger ship . 
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- - - 
(5 ) Steanı systems 

(4 ) The foam generator, its sources of power 
In general, the Chief Surveyor with the 

Supply , foan forming liquid and means of 
Government of India shall not permit the 

controlling the system shall be readily 
use of stсain as a fire extinguishing me . 

acccisible and simple to operate and shall 
dium in fixed fire extinguishing systems. 

be grouped in a few locations as possible 
Where the use of stcan is permitted by the 

at positions not likely to be cut off by a firo 
Chief Surveyor with the Government of 

in the protected spaces . 
India , it shall be used only in restricted 
areas as an addition to the required fire 
extinguishing medium and with the pro 

SCHEDULE - -XT 
viso that the boiler or boilers available 

( See rules 8 (2 )(a )(b )(c ) and 27 ( 1)(b ) and (2 ) 
for supplying steam shall have an evapo 

FIXED PRESSURE WATER SPRAYING 
ration of at least 10 kg. of steam per hour 

SYSTEMS FOR CARGO SPACES 
for each 0 .75 msof the gross volume of the 
largest space so protected . In addition 

(1) Every fixed pressure water spraying system 

fitted in compliance with these rules shall be pro 
to complying with the foregoing require 

vided with a pump piping systein , control valves 
ments the systems in all respects shall be 

and spraying nozzles. 
as determined by and to the satisfaction 
of the Chief Surveyor with the Govern 

(2 ) The nozzles shall be of an accepted full 

bore type and shall bo arranged so as to secure 
ment of India 

an cffective distribution of water in the spaces 
SCHEDULE 

which are to be protected . 
( Sce rule 10 ( 1)(b )30 ( 1)(b ) and 31 (c ) 

(3 ) The system shall be such as will provide 
FIXED HIGH -EXPANSION FOAM FIRE water application at a rate of at least 3,5 litres 
EXTINGUISHING SYSTEMS IN MACH 

per square nictre per minute for Spaces with a 

dock height not grcater than 2 .5 metres and at 
INERY SPACES . 

least 5 litres per square metre per minute for spa 
(1 ) (a ) Any required fixed high -cxpansion foam ces with a deck height greater than 2 .5 metres, 

system in machinery spaces shall be cap 
able of rapidly dischariging through fixed 

(4 ) Precautions shall be taken to prevent the 
discharge outlctes a quantity of foam 

nozzles from becoming clogged by impuritics in 

the water , 
sufficient to fill the greatest space to be 
protected at a rate of at least m . in 

(5 ) The systein shall cover the full breadth 
epth per minute . The quantity of foam 

of the protected space except that in ships where 
forming liquid available shall be suflicient the protected spacu is subdivided with longitudinal 
to produce a volume of foam equal to 

class " A " divisions forming boundaries of stair 
five times the volume of the largest to be 

casc , etc . the breadth of the sections may be 
protected . The expansion ralio of the 

reduced accordingly . In ships of classes T. II , 

III, IV , V , Vill and IX where the length of the 
foam shall not cxcce 1, 000 10 1. 

enclosed part of the protected space is 50 metres 
( b ) The Chief Surveyor with the Government or over, the system may be divided into sections 
of India may permit alternative 

provided they are at least 20 metres in length , 

In slips of other classes the length of a section 
arrangements and discharge rates pro 

may be less than 20 metres but shall be not less 
vided that he is satisfied that equipment 

than 10 metres provided the capacity of the pumps 
protection is achieved . 

are capable of supplying the two largest adjacent 
( 2 ) Supply ducts for delivering foam , air in 

section simultaneously at the application rate 
takes to the foam generator and the num 

referred to in para ( 3 ) of this schedule . 
ber of foam producing units shall in the 

(6 ) The distribution valves for the system 
opinion of the Chief Surveyor with the 

shall be situated in an easily accessible position 
Govt. of India , as will provided effective 

adjacent to , but outside, the space to be protected 
foam production and distribution . 

which will not readily be cut off by a fire within 
( 3 ) The arracgement of the foam generator the space . Direct access to the distribution valves 
delivery ducting shall be such that a fire 

from the protected spaces and from outside the 

spaces shall be provided . Adequate Ventilation 
in the protected spacc will not affect the 

shall be fitted in the space containing the distri 
foam generating equipment, 

bulion valves . 
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( 15 ) A waste valve with a short open ended 
pipe shall be fitted between the pump discharge 
and section control valves for testing purposes, 

(16 ) The pipes of the system shall be solid 
drawn or welded steel or equivalent and they shall 
be hydraulically tested by the manufacturers 10 
twice the working pressure but not less than 20 
bar (2N /mm2) and be galvanised internally to 
percent corrosion , 

( 17) Fittings such as self-aligning swivel joints 
and flexible pipes situated within the protected 
space shall not be readily rer dered ineffective 
by heat and where such fittings are used at least 
ono spare of cach type fitted shall be carried . 


(7 ) The water supply to the system shall be 
provided by a pump or pumps, other than the 
ship s required fire pumps which shall additionally 
be connected to the system by a lockable non 
return valve which will prevent a back flow from 
the system into the fire main . 

(8 ) The principal pump or pumps shall be 
capable of supplying simultaneously, at all times , 
at the required pressure all nozzles in the protec 
ted spaces, or two adjacent sections if this is less, 
a quantity of water in accordance with para (2 ) 
and (3) of this schedule . 

(9) The principal pump or pumps shall be 
capable of bring brought into operation by remote 
control, which may be manually actuated , from 
the position at which the distribution valves are 
situated . 

(10 ) In ships of classes I, II and III and in 
ships of class IV uf 76 metres or over in length 
or where tho length of the enclosed part of the 
protected space is 50 metres or over the principal 
pump or pumps shall be situated in a position 
reasonably remote from the protected space and 
from any machinery space of category A . In 
ships of other classes the principal pump or pumps 
shall be situated outside the protected space but 
may be situated within any machincry space . 

(11) In ships of classos I, JI and III and in 
ships of class IV of 76 metres or over in length 
or where the length of the enclosed part of the 
protected space is 50 metres or over , if the princi 
pal pump or pumps are electrically driven there 
shall be two sources of power which may be 
two of the auxiliary generators provided they are 
independently driven . If the principal pump or 
pumps are driven by independent internal com 
bustion type machinery they shall be so situated 
that a fire in the protected space will not affect 
the air supply to the machinery and the pump 
compartment. 


SCHEDULE - XII 
(See rules 10 ( 1 )(b ), 30 ( 1) (b ) and 31 ) 
FIXED PRESSURE WATER SPRAYING 
SYSTEMS FOR MACHINERY SPACES 

AND CARGO PUMP ROOMS 
(1 ) Every fixed pressure water spraying sys 
tems fitted in compliance with these rules shall 
be provided of approved type and with a pump, 
piping system , control valves and spraying nozzles. 
For machinery space protection the pump shall 
not be used for any other purpose except that the 
Chief Surveyor with the Govt. of India may 
perinit the pump to be used for supplying cargo 
pump room or cargo space waterr spraying systeins 
where such systems are permitted . For cargo 
pump rooi protection the water supply may be 
from the ship s main fire pumps provided such 
pumps comply with the requirements of this 
schedule . 

(2 ) The spraying nozzles shall be of such a 
type suflicient in number and so arranged as to 
ensure an effective average distribution of water 
in accordance with the following table. 

Application rate 


( 12 ) When a fixed pressure water spraying 
system , is provided for the machinery spaces in 
accordance with schedule XII of these rules the 
pump required for that system may also be used 
for the purpose of complying with this schedule . 


- 


Protected area 


( 13) The sea suction of the pump shall be so 
arranged that, when the ship is afloat, it will not 
be necessary to shut off the supply of sea water 
to the pump for any purposo other than the in 
pection or repair of the pump . 


Litres per sq . 
metre /min . 


- - - - 


- - 


- 


- - - - 


( 14 ) The pump suction and discharge valves 
and any other valves requiring to be operated 
to bring the pump into operation shall be locked 
open or be operable froin any control position 
of the system . A pressure gauge shall be pro 
vided at such control positions to show when 
water is available . 


Boiler fronts or roof firing 
areas, oil fuel units , centrifugal 
separators (not oily water sepa 
rators ), oil fuel purifiers and 
clarifiers . - - - - - 
Hot oil fuel pipes near exhaust 


20 


pipes or similar heated surface 
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on main or auxiliary diesel 
engines . 
Tank top areas and oil tanks 
not forming part of the ships 
structure 
Cargo pump rooms 
- - --- -- - - - - - - - - - - - -- - - - - 

( 3 ) Spraying nozzles shall be fitted above 
bilges, tank tops and other areas over which oil 
fuel is liable to spread and above other main fire 
hazards in the spaces to be protected , 

( 4 ) The water spraying system may be divided 
into sections and shall be controlled froin distri 
bution manifolds, the valves of which shall be 
capable of being operated from casily accessible 
positions outside the spaces to be protected and 
which will not be readily cut off by an outbreak 
of fire within the protected space . 

(5) The water spraying system shall be kept 
charged at the necessary pressure and the pump 
supplying the water for the system shall be auto 
matically put into action by a pressure drop in the 
system . 

(6 ) The pump may be driven by independent 
internal combustion type machinery but iſ it is 
dependent upon power being supplied from the 
emergency generator fitted in compliance with the 
Merchant Shipping (Passenger ship Construction ) 
Rules, 1981 or the Merchant Shipping (Cargo 
ship Construction and Survey ) Rules, 1988 the 
generator shall be arranged to start automatically 
in case of main power failure so that power for 
the pump is immediately available . When the 
pump is driven by independent internal combus 
tion type machinery it shall be so situated that a 
fire in the protected space will not affect the air 
supply to the machinery and thc pump com 
partment. 

(7) Thc pump shall be capable of supplying 
water at the necessary pressure simultaneously 
to all sections of the water spraying system in any 
one compartiment to be protected . The pump 
and its controls shall be installed outside the space 
or spaces to be protected . It shall not be possible 
for a fire in the space or spaces protected by the 
water spraying system to put the system out of 
action . 


tics in the water or corrosion of piping , nozzles , 
valves and pump. 

(9 ) No part of the water spraying sysicin shall 
be situated forward of the collision bulkhead 
in any passenger ship . 

( 10 ) Operating instructions in clear and 
permanent lettering shall be affixed to cvery water 
spraying system or in a position adjacent thereto . 

SCHEDULE XIII 

(See Rule 48 ( 1 ) 
FIXED DECK FOAM SYSTEM 
(1) The arrangements for providing foam 
shall be capable of delivering foam to the entire 
cargo tanks deck area as well as into any cargo 
tank , the deck ofwhich has been reptured . 

(2 ) The deck foam system shall be capable 
of simple and rapid operation . Themain control 
station for thc system shall be suitably located 
outside the cargo area adjacent to the accommo 
dation spaces and readily accessible and operable 
in the event of fire in the areas protected . 

(3 ) The rate of supply of foam solution (that 
is, the mixture of foam concentrate and water 
before expansion ) shall be not less than the follo 
wing whichever is the greatest: 
( a ) 0 .6 litre per minute per squaro inetre of 

cargo tanks deck area , where cargo tanks 
deck area means the maximum breadth 
of the ship times the total longitudinal 

extent of the cargo tank spaces ; 
( b ) 6 litres per minute per square metre of the 

horizontal sectional area of the single 

tank having the largest such area ; or 
(C) 3 litres per minute per square metre of the 

area protected by the largest monitor , 
such area being entirely forward of the 
nionitor, but not less than 1, 250 litres 

per minute . 
(4 ) Sufficient foam concentrate shall be supp 
lied to ensure atleast 20 ininutes of foain genera 
tion in ships fitted with an inert gas system com 
plying with Schedule XIV to thcsc Regulations 
or 30 minutes of foam generation in ships not 
fitted with an inert gas systein when using the 
solution rates stipulated in para ( 3 ) of this Schc 
dulc . The foam expansion ratio (that is , the ratio 
of the volume of foam produced to the volume of 
the mixture of foam concentrate and water before 
expansion ) shall not generally exceed 12 to 1 , 


( 8 ) Means shall be provided which will pre 
vent nozzles from becoming clogged by impuri 
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(5 ) Foam from the fixed foam system shall use of the minimum required number of jets of 
be supplied by means of monitors and foun 

water at the required pressure from the fire 
applicators . At least 50 per cent of the foam 

main . 
solution rate required in sub -para (a ) and (b ) 
of para (3 ) of this Schedule shall be delivered 

SCHEDULE XIV 
from each monitor. On tankers of less than 4 , 000 

( See Rules 48 ( 2 ), 18 (5 ) (a ) and 49 ( 2 ) 
tonnes deadweight, applicators may be substi 

INERT GAS SYSTEMS 
tuted for an installation of monitors . In such a 
casc the capacity of each applicator shall be at 

(1) Every inert gas system provided in accor 
least 25 per cent of the foam soluzion rate re dance with these rules shall be designed , constru 
quired in sub - para (a ) or (b ) of para ( 3) of this cted and tested to the satisfaction of the Chief 
Schedule . 

surveyor with the Govt. of India . 
(6 ) (a ) The number and position ofmonitors 

( 2 ) The system shall be capable of : 
shall be such as to comply with para (1 ) of this 

( a ) Inerting empty cargo tanks including sldp 
Schedule . The capacity of any monitor shall be at 

tanks by reducing the oxygen content of the 
least 3 litres per minute of foam solution per 

atinoshphere in each tank to a level at which 
square metre of deck arca protected by that 

combustion cannot be supported ; 
monitor , such area being entirely forward of the 

(b ) maintaining the atmosphere in any part 
monitor . Such capacity shall be not less than 

of any cargo tank or slop tank at an oxygen 
1 ,250 litres per minute . 

content not exceeding 8 per cont by volume and 
(b ) The distance from the monitor to the 

at a positive pressure at all times both in port 
farthest extermity of the protected area fowarded 

and at sea except when it is necessary for such a 
of that monitor shall not be more than 75 per 

tank to be gas free ; 
cent of the monitor throw in still air conditions. 

( c ) eliminating the need for air to enter a 
(7) A monitor and hose connection for a 

tank during normal operations except when it is 
foam applicator shall be situated both port and 

necessary for such a tank to be gas free 
starboard at the front of the poop or accommo 
dation spaces facing the cargo tanks deck . On 

(d ) purging empty cargo tauks including 
tankers of a deadweight of less than 4 ,000 slop tanks of hydrocarbon gas, so that subse 
tonnes not fitted with monitors a hose connt 

quent gas freeing operations will at no time 
ction for a foam applicator shall be situated 

create a flammable atmosphere within the tank . 
both port and starboard at the front of the poop 

(3) (a ) The system shall be capable of deli 
or accommodation spaces facing the cargo tanks vering inert gas to the cargo tanks and slop tanks 
deck . 

at a rate of at least 125 per cent of the maximum 
(8 ) The capacity of any applicator shall be rate of discharge capacity of the ship , expressed 
not less than 400 litres per minute and the as a volume ; 
applicator throw in still air conditions shall be 

(b ) The system shall be capable of delivering 
not less than 15 inctres . The number of foam 

inert gas with an oxygen content of not more 
applicators provided in accordance with the 

than 5 per cent by volume in the inert gas supply 
requirements of para (5 ) of this Schedule shall 

main to the cargo tanks and slop tanks at any 
be not less than four. The number and disposition 

required rate of flow , 
of foam main outlets shall be such that foam 
from at least two applicators can be directed on 

(4 ) The inert gas supply may be treated flue 
to any part of the cargo tank deck area . 

gas from the main or auxiliary boilers , from one 
(9 ) Valves shall be provided in the foam 

ormore separate gas generators or other sources 
main , and in the fire main when this is an integral 

or from any combination there of Director 
part of the deck foam system , immediately 

General of Shipping may approve systems using 

inert gases other than flue gas, provided he is 
forward of any monitor position to isolato 

satisfied that an equivalent standard of safety 
damaged sections of thosc mains. 

is achieved . Systems using stored carbon dioxide 
( 10 ) Operation of it deck foam system at shall not be permitted unless the Chief Surveyor 
its required output shall permit the simultaneous with the Govt. of India is satisfied that the risk 
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of ignition from generation of static electricity 
by the system itself is minimised . 

(5 ) Flue gas isolating valves shall be fitted 
in the inert gas supply mains between the boiler 
uptakes and flue gas scrubber . These valve shall 
be provided with indicators to show whether 
they are open or shut, and precautions shall be 
taken to maintain them gas-tight and keep 
the seating clear of soot. Arrangements shall be 
made so that boiler soot blowers cannot be ope 
rated when the corresponding flue gas valve is 
open . 

(6 ) (a ) A flue gas scrubber shall be fitted 
which will effectively cool the volume of gas 
specified in para (3) of this Schedule and r mov : 
solids and sulphur combustion products. The 
cooling water arrangements shall be such that 
an adequate supply of water will always be 
available without interfering with any essential 
services on the ship . Provisions shall also be 
made for an alternative supply of cooling water; 


(b ) Filters or equivalent devices shall be 
fitted to minimise the amount of water carried 
over the inert gas blowers ; 

(c ) The scrubber shall be located aft of all 
cargo tanks, slop tanks, cargo pump rooms and 
cofferdams separating these spaces from machin 
nery spaces of Category A . 


(c ) The inurt gas system shall be so designed 
that the maximum pressure which it can exert 
on any cargo tank will not exceed the test pressure 
of any cargo tank . Suitable shut-off arrange 
ments shall be provided on the suction and dis 
charge connexions of each blower. Arrangement 
shall be provided to enable the functioning of the 
inert gas plant to be stabilised before commencing 
cargo discharge . If the blowers are to be used for 
gas freeing, their inlets shall be provided with 
blanking arrangements . 

(d ) The blowers shall be located aft of 
all cargo tanks, cargo pump rooms and coffer 
dams separating these spaces from machinery 
spaces of Category A . 

(8 )(a ) The design and location of scrubber 
and blowers with relevant piping and fittings shall 
be such as to prevent flue gas leakages into en 
closed spaces. 

(b ) To permit safe maintenance , an additional 
water scal or other effective means of preventing 
flue gas leakage shall be fitted between the fluc 
gas isolating valves and scrubber or incoporated 
inthe gas entry to the scrubber . 

9 )(a ) A gas regulating valve shall be fitted 
inth ; in art gas supply main . . This valve shall be 
automatically controlled to close as required in 
para (19 ) (c ) and 19 ( d ) of this Schedule . It shall 
also be capable of automatically regulating the 
flow of inert gas to the cargo tanks unless means 
are provided to automatically control the speed 
of the insct gas blowers required in para (7 ) of 
this Schedule . 

(b ) The valve referred to in sub - para (a ) of 
this para shall be located at the forward bulkhead 
of thëm pst forward gas safe space through which 
the inert gas supply main passes . . 

(10 ) (a ) At least two non - return devices , one 
of the which shall be a water seal, shall be fitted 
inth : inert gas supply main , in order to prevent 
the return of hydro carbon vapour to the machi 
nery spaces uptakes or to any gas safe spaces 
under all normal conditions of trim , list and 
motion of the ship . They shall be located between 
thu automatic valve required by para (9 ) of this 
Schedule and the aftermost connection to any 
cargo tank or cargo pipeline . 

(b ) The devices referred to in this para shall be 
located in the cargo area on deck . . 

(0 ) The water seal referred to in sub - para (a ) 
of this para shall be capable of being supplied by 


(7 )( a ) Atleast two blowers shall be fitted 
which together shall be capable of delivering to 
the cargo tanks and slop tanks, at least the volume 
of gas required by para (3 ) of this Schedule . In a 
system provided with a gas generator, the Chief 
Surveyor with the Govt. of India may permit 
only one blower if that system is capable of 
delivering the total volume of gas required by 
para (3 ) to the protected cargo tanks , provided 
that sufficient spares for the blower and its prime 
mover are carried on board to enable any failure 
of the blower and its prime mover to be reiiisi 
by the ship s crew . 


(b ) Two fuel oil pumps shall be fitted to th : 
inert gas generator. Chief Surveyor with th : 
Govt. of India may permit only one fuel oil 
pumps on condition that sufficient spares for th ). 
fuel oil pump and its prime mover are carried ) 1 
board to enable any failure of the fuel oil puinp 
and its prime mover to be rectified by the ships 
crew . 
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two separate pumps, each of which shall be cap 
able of maintaining and adequatc supply at all 
times. 

(d ) The arrangement of the goal and its asso 
ciated provisions shall be such that it will 
prevent back - flow of hydrocarbon vapours and 
will ensure the proper functioning of the scal 
under operating conditions. 

(c ) Provision shall be made to ensure that the 
water seal is protected against freezing in such 
a way that thc intogrity of the soul is not impaired 
by overheating . 

( f) A water loop or other arrangement approv 
ed by Director General of Shipping shall also be 
fitted in all associatedwater supply and dry piping 
and all venting or pressure sonsing piping leading 
to gas safe spaces. Mean shall be provided to 
prevent such loops from being emptied by 
vacuum . 

( 8 ) Tho deck water seal and all loop arrango 
ments shall be capable cf preventing return of 
hydrocarbon vapours at a pressure equal to the 
test prossure of the cargo tanks. 

(h ) The second non - return device mentioned 
in sub - para (a ) of this paragraph shall be a non 
return valve or equivalent capable of preventing 
the return of vapours or liquids or both and fitted 
forward of the deck water seal required by sub 
para ( a ) of this para . It shall bo provided with 
cither positive means of closure or an additional 
valve having such means of closure located for 
ward of tho non -return valve to isclate the deck 
water seal from the inert gaz main to the cargo 
tanks and slep tanks. 

(i) As an additional safeguard against the po 
ssible leakage of hydrocarbon liquids or vapors 
back from the deck main , means shall be provided 
to permit the section of the linebetween thc valve 
having positive ineans of closure referred to in 
sub - para (h ) of this para and the valve referred to 
in para 9 of this Schedule to be vented in a safe 
manner when the first of these vlaves is closed . 

( 11) (a ) The inert gas main may be divided into 
two or more branches forward of the non - retuin 
devices required by para ( 10 ) of this Schedule . 

(b )(i) Thic inert gas supply main shall be fitted 
with branch piping leading to each cargo tank and 
slop tank . Branch piping for inert gas shall bo 
fittod with either stop valves or equivalent means 
of control for isolating cach tank . Whore stop 
valves are fitted thay shall be provided with lock 


ing arrangements , which shall ba under the con 
trol of a responsible ship s officer. 

( ii ) In combination carriers , the arrangements 
to isolate the slop tanks containing oil or oil 
residues from other tanks shall consist of blank 
flangos which will reamin in position at all times 
wh :n cargoes other than oil are being carried 
cxcept as provided for in the relevant section of 
the Guide - lines on Inert Gas Systems. 

(c) Means shall be provided to protect cargo 
tanksand slop tanksagainst effect of over- pressure 
or vacuum caused by thermal variations when 
such tanks are isolated from the inert gas main . 

( d ) Piping systems shall be so designed as to 
prevent the accumulations of cargo or water in the 
pipelines under all normal conditions. 

(e ) Suitanle arrangements shall be provided 
to enablo the inert gasmain to be connected to an 
external supply of inert gas. 

(12) The arrangements for the vonting of 
all vapours displaced from the cargo tanks during 
loading or ballasting shall comply with rule 66 
of the Mercha t Shipping ( Cargo Ship Construc 
lion and Survey) rules 1988 and shall consist of 
either one or moro mast riscrs or a number of 
high velocity vents . The inort gas supply main 
may be used for such venting. 

( 13 ) The arrangements for inerting , purging 
or gas freeing of enipty tanks as required in 
para (2 ) of this Schedule shall be approved 
and shall be such that the accumulation of hydro 
carbon vapours in pockets formed by the internal 
structural members in a tank is minimised and 
that : 
(a ) on individual cargo tanks or slop tanks the 

gas outlet pipe , if fitted , shall be positioned 
as far as practicable from the inert gas/ 
air inlet and in accordance with rule 66 
of the Merchant Shipping (Cargo Ship 
Construction and Survey ) Rules 1988 . 
The inlet of such outlet pipes may be locat 
ed at either deck level or at notmore tank 

1 metre above the bottom of the tanks ; 
(b ) the cross sectional area of such a gas 

outlet pipc referred to in sub -para ( a ) 
of this para shall be such that an exist 
velocity of at least 20 metres per second 
can be maintained when any three tanks 
are being simulatancously supplicd with 
inert gas. Their outlets shall extend not 
less than 2 metres above deck level; 
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(c ) each gas outler referred to in sub -para 

(b ) of this para shall be fitted with suit 

able blanking arrangements ; 
(d ) (i) if a connection is listed between the 

inert gas supply main and tie cargo 
piping system arrangements shall 
be made to ensure an effective isola 
tion having regard to the high 
pressure difference which may exist 
between the systems. This shall con 
sist of two shut- off valves with an 
arrangement to vent the space bet 
ween the valves in a safe manner or 
an arrangement consisting of a spool 

piece with associated blanks. 
(ii) the valve separating the inert gas 

supply main from the cargo main 
shall be a non-return valve with a 

positive means of closure . 
( 14 ) (a ) Onc or more pressure -vacuum break 

ing devices shall be provided to 
prevent the cargo tanks from being 

subject to : 
(i) a positive pressure in excess of the 

test pessure of the cargo tank if the 
cargo were to be loaded at the maxi 
mum rated capacity and all other 

outlets were left shut ; and 
(ii) a negative pressure in excess of 700 

millimetres water gauge if cargo were 
to be discharged at the maximum 
rated capacity of the cargo pumps 
and the inert has blower were to fail . 
Such devices shall he installed on the 
inert gas main unless they are instal 
led in the wenting system required by 
rule 66 of the Merchant Shipping 
(Cargo Ship Construction and Sur 
vey ) Rules 1988 or on individual 

cargo tanks . 
(b ) The location and design of the device 

referred to in sub -para (a ) of this para 
shall be in accordance with rule 66 of 
the Merchant Shipping ( Cargo Ship . 
Construction and Survey) Rules, 1988 


( 16 ) (a ) Instrumentation shall be fitted for 
continuously indicating and permanently record 
ing when the inert gas is being supplied : 

(i) the pressure of the inert gay supply main 

forward of thc non -return devices rc 
quired by sub -para (a ) of pära (10 ) of 

· this Schedule ; and 
( ii ) the oxygen content of the inert gas in 

the inert gas supply main on the dis 

charge side of the gas blowers 
( b ) The devices referred to in sub - para (a ) 
of this para shall be placed in the cargo control 
room where provided . Where no cargo control 
roon is provided , they shall be placed in a posi 
tion easily accessible to the Officer in charge of 
cargo operations. 
(c) In addition , meters, shall be fitted : 
(i) in the navigating bridge, to indicatc at 

all times the pressure referred to in sub 
para (a ) (i) of this paraand the pressure 
in the slop tanks of combination carriers, 
whenever thosc tanks are isolated from 

the inert gas supply main ; and 
( ii ) in the machinery control room or in the 

machinery space, to indicate the oxygen 
content referred to in sub - paza (a ) ( ii ) 

of this para . 
( 17 ) Portable instruments for measuring 
oxygen and flammable vapour concentration shall 
be provided . In addition , suitable arrangements 
shall be made on each cargo tank and slop tank 
such that the condition of the tank atmosphere 
can be determined using these portable instru 
ments . 

( 18 ) Suitable means shall he provided for 
tho zero and span calibration of both fixed and 
portablc gas concentration measurement instru 
ments , referred to in pasa ( 16 ) and (17 ) of this 
Schedule . 

( 19 ) (a ) Audible and visual alarms shall be 
provided to indicate : 

( i) low water pressuc or low water flow rate 

to the flue gas scrubber referred to in 

sub - para (6 )( a ) of this Schedulc ; 
( ii ) high water level in the flue gas scrubber 

referred to in sub -pura (6 )(a ) of this 

Schedule ; 
(iii ) high gas temperature ruferred to in pala 

( 15 ) of this Schedule ; 
(iv ) failure of the inert gas blowers neferiod 

to in sub - pare ( 7 )(a ) of this Schedule ; 


( 15 ) Means shall be provided for conti 
nuously indicating the temperature and pressures 
of the inert gas at the discharge side of the gas 
blowers, whenever those gas blowers are opera 
ing. 
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(c) In relatiot to sub -para (a )( v) of this para , 
when the oxygen content of the inert gas exceeds 
8 por cent , immediate action shall be taken 
reduco the oxygen evel. Unluss th quality of the 
gas improves, all i 2 - tank operations shall be sus 
pended so as 10 avoid air buing drawn into the 
tanks and the isolation valve referred to in sub 
para 10 ( h ), of this Schedue shall be closed . 


(v ) Oxygen content in excess of 8 per cont 

volume referred to in sub - para ( 16 ) (a ) (ii ) 

of this Schedule ; 
( vi) failure of the power supply to the auto 

matic control system for the gas regulat 
ing valve and to the indicating devicos 
referred to in para (9 ) and sub -para ( 16 ) 

( a ) respectively of this Schedule ; 
(vii ) low water level in the water seal reforred 

to in sub -para ( 10 ) ( a ) of this Schedule ; 
( viii) gas pressure less than 100 millimetres 

water gauge as refurred to in sub -para 
( 16 )(a )(i) of this Schedulo ; th > alarm 
arrangement for this gas pressure shall 
be such as to ensure that the pressure in 
slop tanks in combination carriers can 

be monitored at all times ; and 
( ix ) high gas pressure referred to in sub - para 

( 16 )(a )(i) of this Schedule. 
(b ) In the system with gas generators, audi 
ble and visual alarms shall be provided in accor 
dance with sub -para 19 (a )(i), 19 (a )( iii), 19 (a )(v ) 
and 19 (a )(ix ) of this pera ani additional alarms 
to indicated : 


( f ) Thc alarms required in sub -para (a (v ), 
(a )(vi), and (a )(viii) of this para shall be fitted in 
the mahincer y space and cargo control room 
where provided but in any event in such position 
that they are immediately received by responsible 
incmbers of the crew . 


(g ) In relation to sub - para (a )( vii ) of this 
para the Chief Surveyor with the Govt. of India 
skall be satisfied as to the maintenance of an 
adequate reserve of water at all times and the 
integ , ity of the arrangements to permit the al: 10 
matic formation of the water scal when the gas 
flow ceascs . The saudible and visual alarni on the 
low level of water in thu water seal shall operate 
when the inert gas is not bcing supplied . 


( i) insufficient fuel oil supply ; 
(ii) failure of the power supply to the genera 

tor ; 
(iii) failure of the power supply to the auto 

matic control system for the generator, 


(h ) An audible alaim system , independent 
of that req uired in sub -para (a ) (viii) of this para , 
or automatic shut down of cargo pumps shall be 
provided to operate on prcdctcrmined limits of 
low prossure in the inert gas main being reached . 


(c ) Automatic shut down of the inert gas 
blowers and gas regulating valvo shall be arran 
ged on predetermined limits being reached in 
respect of sub -para (a )(i), (a )( ii ) and (a ( iii ) of 
this pasa . 


(20 ) A detailed instruction manual shall be 
provided on board by the owner and it shall cover 
the opeatonal safety and maintenance requirunt 
and occupational health hazards vele vant to the 
inert gas system and its application to tho caiço 
tank system . The manual shall incluido guicance 
on procedures to be followed in thy event of a 
fault or failure of the inert gas systemas detailed 
in thc Guidlines for Inert Gas System . 


( d ) Autonistic shut down of the gas blowers 
and gas rogulating valve shall be arranged so as to 
take account of failure of the inert gas blowers 
referred to in para (7 ) of this Schedule . 
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